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	Reason for change:
	The Source NG-RAN node sends UE History Information through Handover Request message to the target NG-RAN node. The UE Stayed Time in the source PCell and source PSCell is determined at this point. 
For CHO, the UE still stay in source PCell and source PSCell until UE executes handover. The UE Stayed Time in the source PCell and source PSCell sent to the target in Handover Request message is shorter than actual stayed time.
So, if the CHO preparation is made shortly after a UE attached to the source PCell and source PSCell, the RAN misjudges that the UE has stayed in the source PCell or source PSCell for a very short time. And the RAN may restrict the handover to source source PCell and source PSCell to reduce ping-pong handover frequency.
In addition, a correlation error will be caused if the PSCell dwelling time exceeds the upper bound value. This issue can be solved by allowing the SN to add new cell entries with the same PSCell ID when the PSCell dwelling time exceeds the upper bound value.

	
	

	Summary of change:
	- Describe the target gNB behaviour to update the UE stay time in source PSCell for CHO.
- Describe that the SN shall add new cell entries with the same PSCell ID when the PSCell dwelling time exceeds the upper bound value.
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	Consequences if not approved:
	- The MN cannot accurately correlate MN and SN UHI when the PSCell dwelling time exceeds the upper bound value.
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--------------------------------------------------Start of the change---------------------------------------------------
[bookmark: _Toc109124672]13.3	SCG UE history information
The MN stores and correlates the UE History Information from MN and SN(s) as long as the UE stays in MR-DC, forwards UE History Information and optional UE History Information from the UE to its connected SNs. The resulting information is then used by SN for dual-connectivity operation. The SN is in charge of collecting SCG UE history information and providing the collected information to the MN.
If the UE stays in a PSCell for a duration exceeding the maximum value of the Time Stay parameter, the SN may store the PSCell information with consecutive entries using the same PSCell identity. The total stay time in this PSCell is the sum of stay time for all consecutive PSCell with the same identity.
The SN shall provide the collected SCG UE history information, if available, to the MN in the following procedures:
-	the SN Release, and SN initiated SN Change procedures
-	the MN initiated SN Modification procedure if requested by the MN in this procedure
-	the SN initiated SN modification procedure upon PSCell change if subscribed in the SN Addition procedure
When the target NG-RAN node receives the SCG UHI from the source NG-RAN node via Handover Request message for CHO, the target NG-RAN node updates the time UE stayed in cell of the latest PSCell entry (i.e. the source PSCell) when the UE successfully accesses to a candidate cell of the target NG-RAN node. The updated value of the time UE stayed in the source PSCell is equal to the value received from the source NG-RAN node during the Handover Preparation plus the time from receiving Handover Request message from the source NG-RAN node to receiving RRC Reconfiguration Complete message from the UE.
-----------------------------------------------------End of the change-------------------------------------------------------

