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However, the current spec captures in another way, i.e. when SIB scheduling indicates SIB17 has changed.
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1st Change
[bookmark: _Toc60777140][bookmark: _Toc124713063]6.3.1	System information blocks
<skipped part>
[bookmark: _Toc124713079]–	SIB17
SIB17 contains configurations of TRS resources for idle/inactive UEs.
SIB17 information element
-- ASN1START
-- TAG-SIB17-START

SIB17-r17 ::=               SEQUENCE {
    segmentNumber-r17           INTEGER (0..63),
    segmentType-r17             ENUMERATED {notLastSegment, lastSegment},
    segmentContainer-r17        OCTET STRING
}

SIB17-IEs-r17 ::=           SEQUENCE {
    trs-ResourceSetConfig-r17   SEQUENCE (SIZE (1..maxNrofTRS-ResourceSets-r17)) OF TRS-ResourceSet-r17,
    validityDuration-r17        ENUMERATED {t1, t2, t4, t8, t16, t32, t64, t128, t256, t512, infinity, spare5, spare4, spare3, spare2,
                                            spare1}                                                            OPTIONAL,  -- Need S
    lateNonCriticalExtension    OCTET STRING                                                                   OPTIONAL,
    ...
}

TRS-ResourceSet-r17 ::=                SEQUENCE {
    powerControlOffsetSS-r17               ENUMERATED {db-3, db0, db3, db6},
    scramblingID-Info-r17                  CHOICE {
        scramblingIDforCommon-r17              ScramblingId,
        scramblingIDperResourceListWith2-r17   SEQUENCE (SIZE (2)) OF ScramblingId,
        scramblingIDperResourceListWith4-r17   SEQUENCE (SIZE (4)) OF ScramblingId,
    ...
    },
    firstOFDMSymbolInTimeDomain-r17            INTEGER (0..9),
    startingRB-r17                             INTEGER (0..maxNrofPhysicalResourceBlocks-1),
    nrofRBs-r17                                INTEGER (24..maxNrofPhysicalResourceBlocksPlus1),
    ssb-Index-r17                              SSB-Index,
    periodicityAndOffset-r17                   CHOICE {
        slots10                                    INTEGER (0..9),
        slots20                                    INTEGER (0..19),
        slots40                                    INTEGER (0..39),
        slots80                                    INTEGER (0..79)
    },
    frequencyDomainAllocation-r17              BIT STRING (SIZE (4)),
    indBitID-r17                               INTEGER (0..5),
    nrofResources-r17                          ENUMERATED {n2, n4}
}

-- TAG-SIB17-STOP
-- ASN1STOP

	SIB17 field descriptions

	segmentContainer
This field includes a segment of the encoded SIB17-IEs. The size of the included segment in this container should be small enough that the SIB message size is less than or equal to the maximum size of a NR SI, i.e. 2976 bits when SIB17 is broadcast.

	segmentNumber
This field identifies the sequence number of a segment of SIB17-IEs. A segment number of zero corresponds to the first segment, a segment number of one corresponds to the second segment, and so on.

	segmentType
This field indicates whether the included segment is the last segment or not.

	trs-ResourceSetConfig
RS configuration of TRS occasion(s) for idle/inactive UE(s), in terms of a list of N>=1 NZP TRS resource set(s). The maximum number of TRS resource sets configured by higher layer is 64. If a TRS resource is configured, the L1 based availability indication is always enabled based on that configuration. A UE which acquired SIB17 with a TRS configuration but did not yet receive an associated L1-based availability indication considers the configured TRS as unavailable. When the UE receives the changed SIB17If SIB scheduling indicates that SIB17 has changed, the UE considers its configured TRS(s) as unavailable until it receives the associated L1-based availability indication(s).

	validityDuration
The valid time duration for L1 availability indication, time unit is one default paging cycle. When the field is absent, UE assumes a default time duration to be 2 default paging cycles. The field is only valid while the UE has a valid SIB17.




