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	Reason for change:
	The field ‘nr-AdType-r16’ is specified in ASN.1 but its field description is missing in NR-Multi-RTT-RequestAssistanceData field descriptions.


	
	

	Summary of change:
	Added the missing field description for ‘nr-AdType-r16’ in NR-Multi-RTT-RequestAssistanceData field descriptions.

Impact analysis
Impacted functionality: 
· NR Multi-RTT Request Assistance Data 

Inter-operability:
· There are no interoperability issues.
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	The field description for ‘nr-AdType-r16’ will remain missing.
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The IE NR-Multi-RTT-RequestAssistanceData is used by the target device to request assistance data from a location server.
-- ASN1START

NR-Multi-RTT-RequestAssistanceData-r16 ::= SEQUENCE {
	nr-PhysCellID-r16				NR-PhysCellID-r16						OPTIONAL,
	nr-AdType-r16					BIT STRING {	dl-prs (0),
													ul-srs (1) } (SIZE (1..8)),
	...,
	[[
	nr-on-demand-DL-PRS-Request-r17				NR-On-Demand-DL-PRS-Request-r17			OPTIONAL,
	nr-DL-PRS-ExpectedAoD-or-AoA-Request-r17	ENUMERATED { eAoD, eAoA }				OPTIONAL,
	pre-configured-AssistanceDataRequest-r17	ENUMERATED { true }						OPTIONAL
	]]
}

-- ASN1STOP

	NR-Multi-RTT-RequestAssistanceData field descriptions

	nr-PhysCellID
This field specifies the NR physical cell identity of the current primary cell of the target device.

	nr-AdType
This field indicates the requested assistance data and/or configuration. dl-prs means requested assistance data is nr-DL-PRS-AssistanceData, ul-srs means a request for UL-SRS configuration.
NOTE: UL-SRS is configured via NRPPa and RRC signalling as specified in clause 8.10.4 of TS 38.305 [40].

	nr-on-demand-DL-PRS-Request
This field indicates the on-demand DL-PRS requested for Multi-RTT. This field may be included when the dl-prs bit in nr-AdType is set to value '1'.

	nr-DL-PRS-ExpectedAoD-or-AoA-Request
This field, if present, indicates that the IE NR-DL-PRS-ExpectedAoD-or-AoA in NR-DL-PRS-AssistanceData is requested. Enumerated value 'eAoD' indicates that expected AoD information is requested; value 'eAoA' indicates that expected AoA information is requested.
This field may only be present if the 'dl-prs' bit in nr-AdType is set to value '1'.

	pre-configured-AssistanceDataRequest
This field, if present, indicates that the target device requests pre-configured assistance data with area validity.



End of changes

