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	[bookmark: _Hlk127457519]Reason for change:
	1. In 6.3.5 Sidelink information elements, in the current field description of sl-TxPoolExceptional, it is stated that the resource in the pool is used for NR sidelink communication. Actually, the resource in the pool can also be applied to transmit NR sidelink discovery, which is not included in the current description. 
2. All IEs  refer to SL-PSSCH-TxConfigList for the configuration of “retransmission number”. However, the field description of  sl-MaxTxTransNumPSSCH in SL-PSSCH-TxConfigList  is that “Indicates the maximum transmission number (including new transmission and retransmission) for PSSCH”. So it is unclear on  what sl-MaxTxTransNumPSSCH is really used for, the maximum transmission number or  the maximum retransmission number.

	
	

	Summary of change:
	1. Change the field description of sl-TxPoolExceptional, i.e., change "transmit NR sidelink communication" into "perform NR sidelink transmission“.
2. Change the field description of sl-MaxTxTransNumPSSCH, into " Indicates the maximum retransmission number for PSSCH. Value 1 corresponds to no retransmission, value 2 corresponds to one retransmission, and so on. ".
Impact analysis
Impacted 5G architecture options:
NR SA, NR-DC
Impacted functionality:
Sidelink 
Inter-operability: 
If the network implements the change but not the UE, there is no inter-operability issue.
If the UE implements the change but not the network, there is no inter-operability issue. 
If one UE implements the change but not the other UE, there is no inter-operability.
The reason why there is no inter-operability issue is that the change only involves in UE’s internal operation, without impacts on the Inter-operability between UE and the network or that between two UEs.

	
	

	Consequences if not approved:
	1.If the change is not approved, the SL UE shall not transmit the discovery message in the exceptional pool with said resource.
2. If the change is not approved, the ambiguity still exists on the SL UE limiting the maximum retransmission number for PSSCH.
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[bookmark: _Toc60777521][bookmark: _Toc124553506]6.3.5	Sidelink information elements
[bookmark: _Toc60777524][bookmark: _Toc124553509]–	SL-BWP-PoolConfig
The IE SL-BWP-PoolConfig is used to configure NR sidelink communication resource pool.
SL-BWP-PoolConfig information element
-- ASN1START
-- TAG-SL-BWP-POOLCONFIG-START

SL-BWP-PoolConfig-r16 ::=        SEQUENCE {
    sl-RxPool-r16                    SEQUENCE (SIZE (1..maxNrofRXPool-r16)) OF SL-ResourcePool-r16        OPTIONAL,    -- Cond HO
    sl-TxPoolSelectedNormal-r16      SL-TxPoolDedicated-r16                                               OPTIONAL,    -- Need M
    sl-TxPoolScheduling-r16          SL-TxPoolDedicated-r16                                               OPTIONAL,    -- Need N
    sl-TxPoolExceptional-r16         SL-ResourcePoolConfig-r16                                            OPTIONAL     -- Need M
}

SL-TxPoolDedicated-r16 ::=       SEQUENCE {
    sl-PoolToReleaseList-r16         SEQUENCE (SIZE (1..maxNrofTXPool-r16)) OF SL-ResourcePoolID-r16      OPTIONAL,    -- Need N
    sl-PoolToAddModList-r16          SEQUENCE (SIZE (1..maxNrofTXPool-r16)) OF SL-ResourcePoolConfig-r16  OPTIONAL     -- Need N
}

SL-ResourcePoolConfig-r16 ::=    SEQUENCE {
    sl-ResourcePoolID-r16            SL-ResourcePoolID-r16,
    sl-ResourcePool-r16              SL-ResourcePool-r16                                                  OPTIONAL    -- Need M
}

SL-ResourcePoolID-r16 ::=        INTEGER (1..maxNrofPoolID-r16)

-- TAG-SL-BWP-POOLCONFIG-STOP
-- ASN1STOP

	SL-BWP-PoolConfig field descriptions

	sl-RxPool
Indicates the receiving resource pool on the configured BWP. For the PSFCH related configuration, if configured, will be used for PSFCH transmission/reception. If the field is included, it replaces any previous list, i.e. all the entries of the list are replaced and each of the SL-ResourcePool entries is considered to be newly created.

	sl-TxPoolExceptional
Indicates the resources by which the UE is allowed to transmit NR sidelink communication perform NR sidelink transmission in exceptional conditions on the configured BWP. For the PSFCH related configuration, if configured, will be used for PSFCH transmission/reception.

	sl-TxPoolScheduling
Indicates the resources by which the UE is allowed to transmit NR sidelink communication based on network scheduling on the configured BWP. For the PSFCH related configuration, if configured, will be used for PSFCH transmission/reception.

	sl-TxPoolSelectedNormal
Indicates the resources by which the UE is allowed to transmit NR sidelink communication by UE autonomous resource selection on the configured BWP. For the PSFCH related configuration, if configured, will be used for PSFCH transmission/reception.




	2nd CHANGE




6.3.5	Sidelink information elements

[bookmark: _Toc60777525][bookmark: _Toc124553510]–	SL-BWP-PoolConfigCommon
The IE SL-BWP-PoolConfigCommon is used to configure the cell-specific NR sidelink communication resource pool.
SL-BWP-PoolConfigCommon information element
-- ASN1START
-- TAG-SL-BWP-POOLCONFIGCOMMON-START

SL-BWP-PoolConfigCommon-r16 ::=      SEQUENCE {
    sl-RxPool-r16                        SEQUENCE (SIZE (1..maxNrofRXPool-r16)) OF SL-ResourcePool-r16         OPTIONAL,    -- Need R
    sl-TxPoolSelectedNormal-r16          SEQUENCE (SIZE (1..maxNrofTXPool-r16)) OF SL-ResourcePoolConfig-r16   OPTIONAL,    -- Need R
    sl-TxPoolExceptional-r16             SL-ResourcePoolConfig-r16                                             OPTIONAL     -- Need R
}

-- TAG-SL-BWP-POOLCONFIGCOMMON-STOP
-- ASN1STOP

	SL-BWP-PoolConfigCommon field descriptions

	sl-TxPoolExceptional
Indicates the resources by which the UE is allowed to transmit NR sidelink communication perform NR sidelink transmission in exceptional conditions on the configured BWP. For the PSFCH related configuration, if configured, will be used for PSFCH transmission/reception. This field is not present when SL-BWP-PoolConfigCommon is included in SidelinkPreconfigNR.




	3rd CHANGE



6.3.5	Sidelink information elements


[bookmark: _Toc60777539][bookmark: _Toc124553524]–	SL-PSSCH-TxConfigList
The IE SL-PSSCH-TxConfigList indicates PSSCH transmission parameters. When lower layers select parameters from the range indicated in IE SL-PSSCH-TxConfigList, the UE considers both configurations in IE SL-PSSCH-TxConfigList and the CBR-dependent configurations represented in IE SL-CBR-PriorityTxConfigList. Only one IE SL-PSSCH-TxConfig is provided per SL-TypeTxSync.
SL-PSSCH-TxConfigList information element
-- ASN1START
-- TAG-SL-PSSCH-TXCONFIGLIST-START

SL-PSSCH-TxConfigList-r16 ::=    SEQUENCE (SIZE (1..maxPSSCH-TxConfig-r16)) OF SL-PSSCH-TxConfig-r16

SL-PSSCH-TxConfig-r16 ::=        SEQUENCE {
    sl-TypeTxSync-r16                SL-TypeTxSync-r16                                   OPTIONAL,    -- Need R
    sl-ThresUE-Speed-r16             ENUMERATED {kmph60, kmph80, kmph100, kmph120,
                                                kmph140, kmph160, kmph180, kmph200},
    sl-ParametersAboveThres-r16      SL-PSSCH-TxParameters-r16,
    sl-ParametersBelowThres-r16      SL-PSSCH-TxParameters-r16,
    ...,
    [[
    sl-ParametersAboveThres-v1650    SL-MinMaxMCS-List-r16                               OPTIONAL,    -- Need R
    sl-ParametersBelowThres-v1650    SL-MinMaxMCS-List-r16                               OPTIONAL     -- Need R
    ]]
}


SL-PSSCH-TxParameters-r16 ::=    SEQUENCE {
    sl-MinMCS-PSSCH-r16              INTEGER (0..27),
    sl-MaxMCS-PSSCH-r16              INTEGER (0..31),
    sl-MinSubChannelNumPSSCH-r16     INTEGER (1..27),
    sl-MaxSubchannelNumPSSCH-r16     INTEGER (1..27),
    sl-MaxTxTransNumPSSCH-r16        INTEGER (1..32),
    sl-MaxTxPower-r16                SL-TxPower-r16                                      OPTIONAL    -- Cond CBR
}

-- TAG-SL-PSSCH-TXCONFIGLIST-STOP
-- ASN1STOP

	SL-PSSCH-TxConfigList field descriptions

	sl-MaxTxTransNumPSSCH
Indicates the maximum retransmission number (including new transmission and retransmission) for PSSCH. Value 1 corresponds to no retransmission, value 2 corresponds one retransmission, and so on.

	sl-MaxTxPower
This field indicates the maximum transmission power for transmission on PSSCH and PSCCH.

	sl-MinMCS-PSSCH, sl-MaxMCS-PSSCH
This field indicates the minimum and maximum MCS values used for transmissions on PSSCH. The UE shall ignore the minimum and maximum MCS values used for the associated MCS table(s) in sl-ParametersAboveThres-r16 and sl-ParametersBelowThres-r16 if sl-ParametersAboveThres-v1650 and sl-ParametersBelowThres-v1650 are present, respectively.

	sl-MinSubChannelNumPSSCH, sl-MaxSubChannelNumPSSCH
This field indicates the minimum and maximum number of sub-channels which may be used for transmissions on PSSCH.

	sl-TypeTxSync
This field indicates the synchronization reference type. For configurations by the eNB/gNB, only gnbEnb can be configured; and for pre-configuration or when this field is absent, the configuration is applicable for all synchronization reference types. 

	sl-ThresUE-Speed
This field indicates a UE absolute speed threshold.



	Conditional Presence
	Explanation

	CBR
	The field is optionally present, Need R, when the IE SL-PSSCH-TxParameters is present in SL-CBR-CommonTxConfigList, SL-UE-SelectedConfig, SIB12 or SidelinkPreconfigNR; otherwise the field is not present, need R.
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