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	Reason for change:
	According to current RRC specification, the UE behaviour on SRAP entity release is missing in the following two cases:
· For a L2 U2N Relay UE, when the network indicates release of the relay operation related configurations to the L2 U2N Relay UE (i.e., if sl-L2RelayUE-Config is set to release), the UE will release the relay operation related configurations, but the UE behaviour on the release of SRAP entity itself is not specified.
· For a L2 U2N Remote UE, when the network indicates release of the relay operation related configurations to the L2 U2N Remote UE (i.e., if sl-SRAP-ConfigRemote is set to release), the UE will release the relay operation related configurations, but the UE behaviour on the release of the SRAP entity itself is not specified.
Since the establishment/release of the L2 entities are all controlled by the RRC layer, with the related actions specified in the RRC Spec, the UE behaviour on SRAP entity release for the above two cases needs to be added in TS 38.331.


	
	

	Summary of change:
	In sub-clause 5.3.5.15.1, clarify that the SRAP entity shall be released by the L2 U2N Relay UE when the network indicates release of the relay operation related configurations to the L2 U2N Relay UE.
In sub-clause 5.3.5.16, clarify that the SRAP entity shall be released by the L2 U2N Remote UE when the network indicates release of the relay operation related configurations to the L2 U2N Remote UE.

Impact analysis
Impacted 5G architecture options:
NR SA 

Impacted functionality
NR Sidelink based L2 U2N Relay

Inter-operability: 
If the UE implements the CR but not the network, there is no inter-operability issue.
If the network implements the CR but not the UE, there is no inter-operability issue.
If one UE implements the CR but not the other UE, there is no inter-operability issue.

	
	

	Consequences if not approved:
	[bookmark: _GoBack]The L2 U2N Remote UE and L2 U2N Relay UE would maintain unnecessary SRAP entities and waste UE processing resource, when the relay operation related configurations are actually released at the UE side.
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	START OF CHANGE


[bookmark: _Toc124712654]5.3.5.15	L2 U2N Relay UE configuration
[bookmark: _Toc124712655]5.3.5.15.1	General
The network configures the L2 U2N Relay UE with relay operation related configurations. For each connected L2 U2N Remote UE indicated in sl-L2IdentityRemote, the network provides the configuration parameters used for relaying.
The L2 U2N Relay UE shall:
1>	if sl-L2RelayUE-Config is set to setup:
2>	if the sl-L2RelayUE-Config contains the sl-RemoteUE-ToReleaseList:
3>	perform the L2 U2N Remote UE release as specified in 5.3.5.15.2;
2>	if the sl-L2RelayUE-Config contains the sl-RemoteUE-ToAddModList:
3>	perform the L2 U2N Remote UE addition/modification as specified in 5.3.5.15.3;
1>	else if sl-L2RelayUE-Config is set to release:
2>	release the relay operation related configurations.;
2> release the SRAP entity used by L2 U2N Relay UE, as specified in TS 38.351 [66].
[bookmark: _Toc124712658]5.3.5.16	L2 U2N Remote UE configuration
The network configures the L2 U2N Remote UE with relay operation related configurations, e.g. SRAP configuration.
The L2 U2N Remote UE shall:
1>	if sl-SRAP-ConfigRemote is set to setup:
2>	if the sl-L2RemoteUE-Config contains the sl-SRAP-ConfigRemote:
3>	if no SRAP entity has been established:
4>	establish a SRAP entity as specified in TS 38.351 [66];
3>	configure the parameters to SRAP entity in accordance with the sl-SRAP-ConfigRemote;
3>	if SRB1 is included in sl-MappingToAddModList, and sl-EgressRLC-ChannelPC5 is configured:
4>	release SL-RLC1, if established;
4> associate the PC5 Relay RLC channel as indicated by sl-EgressRLC-ChannelPC5 with SRB1;
3>	else: (i.e. SRB1 is not included in sl-MappingToAddModList, or SRB1 is included in sl-MappingToAddModList, but sl-EgressRLC-ChannelPC5 is not configured)
4>	if SL-RLC1 is not established:
5>	apply the default configuration of SL-RLC1 as specified in clause 9.2.4 and associate it with the SRB1;
2>	if the sl-L2RemoteUE-Config contains the sl-UEIdentityRemote:
3>	use the value of the sl-UEIdentityRemote as the C-RNTI in the PCell.
1>	else if sl-SRAP-ConfigRemote is set to release:
2>	release the relay operation related configurations.;
2> release the SRAP entity used by L2 U2N Remote UE, as specified in TS 38.351 [66].
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