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1	Introduction
In RAN2#120 there was discussion on PLMN-Index usage in AS-Config for which a report can be found in R2-2213101:
3.6 Correction related to the use of PLMN index

In [6], for the IE of TMGI, the following field description is updated as follows:

	serviceId
Uniquely identifies the identity of an MBS service within a PLMN. The field contains octet 3- 5 of the IE Temporary Mobile Group Identity (TMGI) as defined in TS 24.008 [38]. The first octet contains the third octet of the TMGI, the second octet contains the fourth octet of the TMGI and so on. If configured in mbs-SessionId in MRB-ToAddMod, the explicitValue is always used.



The reason for change is “the plmn-index option is used to reduce the overhead in MCCH message for MBS broadcast. However, the current specificaiton doesn’t limit the use of the plmn-index in TMGI to MBS broadcast only. For MBS mulicast, if plmn-index is used, the target gNB would not be able to recognize the plmn-index when the RRC message is forwarded to target gNB during handover.”

Q6: Do you agree with this correction in [6]?

	Company
	Yes/No
	Comments

	CATT
	No
	The change is not necessary. mbs-SessionId in MRB-ToAddMod is only used for UE,it is fine to use plmn-index.
For inter-node message, nothing prevents the the source gNB to use the full PLMN ID in TMGI.

	Qualcomm
	No
	In our understanding, this issue was discussed previously by RAN2 and was not agreed. 
Agreement from #119e: "When UE reports plmn-index in the MII, the source gNB decodes the MII, translates the plmn-index to explicit PLMN ID and replaces the plmn-index with the explicit PLMN ID when sending MII to target gNB."

	vivo
	No
	Agree with Qualcomm. NW implementation can handle this.

	Huawei, HiSilicon
	Yes
	Proponent.
We would like to further clarify the issue: 
After handover the target gNB will configure delta configuration based on the UE’s current configuration. Therefore the source should ensure that the configuration sent to the UE is exactly the same as the configuration sent to the target. 
If source gNB configures plmn-index to the UE in MRB-ToAddMod and uses the explicit value in the inter-node RRC message, the target may decide not to change the configuration sent by source. In this case, there will be problem as the UE will continue using the source configured plmn-index in the target, which may be interpreted as a different PLMN ID if the PLMN-lists of source and target are different.

	ZTE
	Kind of yes
	good to clarify and prevent a bad implementation when functions for BC and MC calling the same module. the differentiation might be needed.

	Lenovo
	Yes
	Tend to agree with Huawei’s view, there would be some issue on delta signalling when handover to target gNB.

	Ericsson
	Yes
	

	Samsung
	No
	We understand the issue was already discussed previously and was not agreed. RAN2 understanding was NW implementation would take care of it. It should not be pursued now.

	LGE
	No
	Though the PLMN index is used for UE configuration, gNB should translate it to the explicit PLMN for target gNB.

	NEC
	See comments
	The intention is good, but we also think this can be handled by NW implementation.
One more comment: we are wondering why the definition of this parameter “explicitValue” is put under the field “serviceId”? 
It should be put into plmn-Id description.
[image: ]

	Nokia
	No
	No such problem exists, as the gNB can already take care of converting the plmn-index to explicitValue based on current RAN3 specifications.

	Intel
	No
	Agree with Qualcomm that this issue was discussed before.



Rapporteur Summary
Out of 12 responding companies, the following table presents a summary of responses to the above question:
	Do you agree with this correction in [6]?

	No
	Yes
	See comment

	7
	4
	1



It seems there is some misunderstanding of the issue. As clarified by the proponent, the issue is as follows: 
After handover the target gNB will configure delta configuration based on the UE’s current configuration. Therefore the source should ensure that the configuration sent to the UE is exactly the same as the configuration sent to the target. 
If source gNB configures plmn-index to the UE in MRB-ToAddMod and uses the explicit value in the inter-node RRC message, the target may decide not to change the configuration sent by source. In this case, there will be problem as the UE will continue using the source configured plmn-index in the target, which may be interpreted as a different PLMN ID if the PLMN-lists of source and target are different.
This issue is about MBS multicast and is different from the issue that was discussed, which was about MII reporting for MBS broadcast. Based on this, the misinterpretation issue of PLMN ID during handover needs to be solved if plmn-index can be used in TMGI for MBS multicast.
Proposal 6: Further discuss how to solve the misinterpretation of PLMN ID issue during handover if plmn-index can be used in TMGI for MBS multicast.


In the online session we reached following conclusion:

DISCUSSION P6:
· QCM still thinks we have already discussed this. 
· Vivo thinks the principle from previous meeting can be reused. 
· Huawei explains this is different for MII nad for this case, here we are speaking of RRC container. If the NW translates, then the RRC container in target gNB is different than the UE RRC configuration.
· Huawei further explains the issue is with delta configuration. 
· LG thinks the UE can stor full PLMN index. Huawei is not sure about this. 
· Ericsson agrees with Huawei that this is different case and thinks there is an issue with delta configuration. 
· Apple thinks this can be left to NW implementation. 
· Nokia’s understanding is that there is no new clarification needed. 
· Ericsson think the case is not fully understood.

· Postponed (discuss offline - Huawei).

[AT120-e][606][MBS-R17] Explicit/implicit PLMN signalling (Huawei)
	Scope: Discuss the issue with companies to get the common understanding
	Outcome: Proposed way forward for the topic
	Deadline: CB Friday

OFFLINE REPORT:
· Huawei reports that companies understand the issue now. Further check is needed on the exact impacts. Suggest to postpone to the next meeting

Postpone to the next meeting the discussion on whether PLMN index can be used for TMGI signalling in the configuration for MBS multicast 
PLMN-Index issue is treated in this paper and additionally, how the SNPN could be supported for MBS and whether relying on plmn-Index would be sufficient are discussed.
2	SNPN and PLMN
In TS 23.247 TMGI is defined as follows:
[bookmark: _Toc66391751][bookmark: _Toc70079043][bookmark: _Toc70929988][bookmark: _Toc114570423]6.5.2	Temporary Mobile Group Identity
TMGI (Temporary Mobile Group Identity) is defined in TS 23.003 [12] and is used to be able to identify a broadcast MBS Session or a multicast MBS session.
In SNPN (Stand-alone Non-Public Network), TMGI is used together with NID (Network Identifier) defined in TS 23.003 [12] to identify an MBS Session.

In release 17 TS 38.331 we code TMGI of the MBS session as:
[bookmark: _Toc115429440]–	TMGI
The IE TMGI is used to identify the MBS session.
TMGI information element
-- ASN1START
-- TAG-TMGI-START

TMGI-r17 ::=                     SEQUENCE {
    plmn-Id-r17                      CHOICE {
        plmn-Index                       INTEGER (1..maxPLMN),
        explicitValue                    PLMN-Identity
    },
    serviceId-r17                    OCTET STRING (SIZE (3))
}

-- TAG-TMGI-STOP
-- ASN1STOP

	TMGI field descriptions

	serviceId
Uniquely identifies the identity of an MBS service within a PLMN. The field contains octet 3- 5 of the IE Temporary Mobile Group Identity (TMGI) as defined in TS 24.008 [38]. The first octet contains the third octet of the TMGI, the second octet contains the fourth octet of the TMGI and so on.



As we can see there is no possibility to encode SNPN explicitly for the TMGI and only possibility is to use plmn-Index which would refer to list of PLMN/SNPNs provided in the SIB1 as coded in the (plmn-IdentityInfoList and npn-IdentityInfoList: 
[bookmark: _Toc60777184][bookmark: _Toc115428977]–	CellAccessRelatedInfo
The IE CellAccessRelatedInfo indicates cell access related information for this cell.
CellAccessRelatedInfo information element
-- ASN1START
-- TAG-CELLACCESSRELATEDINFO-START

CellAccessRelatedInfo   ::=         SEQUENCE {
    plmn-IdentityInfoList               PLMN-IdentityInfoList,
    cellReservedForOtherUse             ENUMERATED {true}             OPTIONAL,   -- Need R
    ...,
    [[
    cellReservedForFutureUse-r16        ENUMERATED {true}             OPTIONAL,   -- Need R
    npn-IdentityInfoList-r16            NPN-IdentityInfoList-r16      OPTIONAL    -- Need R
    ]],
    [[
    snpn-AccessInfoList-r17             SEQUENCE (SIZE (1..maxNPN-r16)) OF SNPN-AccessInfo-r17    OPTIONAL    -- Need R
    ]]
}

SNPN-AccessInfo-r17 ::=         SEQUENCE {
    extCH-Supported-r17                 ENUMERATED {true}             OPTIONAL,   -- Need R
    extCH-WithoutConfigAllowed-r17      ENUMERATED {true}             OPTIONAL,   -- Need R
    onboardingEnabled-r17               ENUMERATED {true}             OPTIONAL,   -- Need R
    imsEmergencySupportForSNPN-r17      ENUMERATED {true}             OPTIONAL    -- Need R
}

-- TAG-CELLACCESSRELATEDINFO-STOP
-- ASN1STOP

Example:
plmn-IdentityInfoList contains plmn_A
npn-IdentityInfoList contains plmn_B +NID1,NID2,NID3
plmn-Index value 1 points to plmn_A (of plmn-identityInfolist) and
plmn-Index value 2 points to plmn_B+NID1 (of npn-IdentityInfoList) 
plmn-Index 3 points to plmn_B+ NID2and so on.
Observation 1: plmn-index of tmgi-r17 can point to SNPN (and CAGs as well), i.e., combination of PLMN+NID. Thus, it is possible to derive TMGI+NID from the plmn-Index.

Also, correspondingly in RAN2#120 we made agreements agreeing on above observation:
· RAN2 specs allow to use plmn-Index to indicate PLMN+NID (=SNPN ID). 
· RAN2 specs allow to use plmn-Index to indicate CAG. 
· FFS whether this works without specification changes for all the required scenarios.
· FFS whether/what changes are needed for inter-node messages

In the AS-Context field descriptions regarding MBSInterestIndication handling there is a limitation though that plmn-Index is replaced with PLMN ID although it should be replaced with either PLMN_ID or NPN-ID.
	AS-Context field descriptions

	configRestrictInfoDAPS
Includes fields for which source cell explicitly indicates the restriction to be observed by target cell during DAPS handover.

	mbsInterestIndication
Includes the information last reported by the UE in the NR MBSInterestIndication message, where the plmn-Index (if included by the UE in tmgi) is replaced by the PLMN ID, if any.



Proposal 1: Update field description of mbsInterestIndication to require to replace plmn-Index with either PLMN_ID or SNPN (PLMN+NID) 
Also, there is bit of naming problem in the 38.331 as sometimes we use plmn-Index (MBS related instances) and sometimes plmn-IdentityIndex. We propose to align naming.
Proposal 2: Align naming of plmn-index to established naming of plmn-IdentityIndex to avoid confusion
In RAN sharing multiple PLMN IDs are broadcasted in SIB1 and same gNB is used by multiple PLMNs. As noted above plmn-Index can point to any of the PLMNs and PLMN+NID listed in the SIB1. Then question is that whether there is a scenario where a UE could be listening to MBS session which is identified by PLMN+NID that is not listed in SIB1. Let’s start with the scenario that the cell where UE is camping provides the service UE is interested in. In this scenario it seems unlikely that cell would be providing a service that is not associated to any PLMN+NID of the camped cell.
Observation 2: It seems unlikely that a cell on which UE is camping would be providing MBS service which is not associated to the PLMN+NID which is broadcast in SIB1
Similarly for the multicast TMGI indication it seems unlikely that a cell configuring multicast session for the UE would not be providing SNPN+NID in the SIB1 thus it seems possible to support multicast scenarios for SNPN with just plmn-Index.
Observation 3: It seems possible to support multicast reception on SNPN with just plmn-Index
Then if we consider scenario that UE would be interested to receive (or receiving) MBS broadcast service from another than serving cell in RRC_CONNECTED. UE would need to indicate interest to receive such a service to the network.  Now it seems to be possible that serving cell is not broadcasting PLMN+NID of the service provided on another carrier e.g. camped cell is not utilizing RAN sharing but the carrier providing MBS service is doing that (or SNPN only deployed on another carrier). Thus, in this scenario it seems not possible to indicate UEs interest to corresponding service.
Observation 4: In order to indicate UE interest for MBS broadcast on non-serving carrier, as it is possible that serving carrier is not providing corresponding PLMN and/or PLMN+NID and  it is not possible to indicate PLMN+NID explicitly in the MBSInterestIndication, it seems not possible to indicate UE interest to the service.
So, it seems at least we need to update MBSInterestIndication to support SNPN and we have provided in the Annex 1:
Proposal 3: Update MBSInterestIndication to have possibility to explicitly indicate network identity for SNPN.
Then additionally we need to consider whether downlink message needs to be updated as well. As discussed earlier with observations 1-2 it is possible to support SNPN with just purely using plmn-Index. Although in the section 3 we discuss plmn-Index issue for which it might be desired to solve the corresponding issue by allowing explicit signaling of SNPN identity in the TMGI. In order to refer explicitly to SNPN one would need to add NID in the TMGI-r17. We propose to discuss whether it would be useful to do this or whether we rely on plmn-Index based behaviour solely on release 17. It should be noted that TMGI is coded in several messages and we would need to change those as there is no extension mechanism for TMGI-r17. 
Observation 5: There is no extension mechanism for TMGI-r17 and in order to support explicit SNPN signaling one would need to possibly add the extension to multitude of message (Paging, MBSBroadcastConfiguration, MRB-ToAddMod)
If we consider Paging/MBSBroadcastConfiguration it seems those don’t need to be extended as they are only used within serving cell and no problem with using plmn-Index. But MRB-ToAddMod would need changes to extend TMGI coding to allow explicit NPN identity coding in the TMGI. We have provided in the Annex 2 an example how to do this.
It is proposed to discuss whether we rely on PLMN-Index usage to support SNPN and MBS or could we extend ASN.1 for above mentioned messages. As noted above it seems also it is possible that only MII needs to be extended if above analysis of different scenarios requiring TMGI signaling is correct. But before we can make any final assessment we need to consider plmn-Index issue raised in the last meeting.

3	PLMN-Index issue
Let’s try to summarize the issue in hand by examining ASN.1 and the scenario:

MRB-ToAddMod-r17 ::=                    SEQUENCE {
    mbs-SessionId-r17                       TMGI-r17                                                OPTIONAL,   -- Cond MRBSetup
    mrb-Identity-r17                        MRB-Identity-r17,
    mrb-IdentityNew-r17                     MRB-Identity-r17                                        OPTIONAL,   -- Need N
    reestablishPDCP-r17                     ENUMERATED{true}                                        OPTIONAL,   -- Need N
    recoverPDCP-r17                         ENUMERATED{true}                                        OPTIONAL,   -- Need N
    pdcp-Config-r17                         PDCP-Config                                             OPTIONAL,   -- Cond PDCP
    ...
}

1. UE is configured with TMGI in MRB-ToAddMod with PLMN-Index pointing to PLMN of the SIB1.
1. A handover is performed and AS-Config includes the RRCReconfiguration message with the PLMN-Index in the TMGI IE.
1. Possible Issue 1: If the target cell SIB1 has different PLMN with the corresponding PLMN-Index which causes misunderstanding between UE and NW, what is the PLMN in the TMGI IE? This would also make delta configuration impossible.
1. Possible Issue 2: How does UE interpret the TMGI in the new cell? 
3. Is the PLMN of TMGI the one where the TMGI was initially configured? I.e., does UE perform interpretation of PLMN-Index to PLMN ID at the point of configuration? If so does the UE’s stored ASN.1 configuration now contain PLMN ID or PLMN-Index – This is needed to be known for delta configuration.
3. Or does UE reinterpret PLMN-Index in the target cell -> possibly different understanding between UE and NW?

As can be seen from above we have an issue to be solved in RAN2 – this is different from the MBSInterestIndication issue as that is uplink message and that can be solved merely by NW implementation as also agreed earlier in RAN2 that NW Interpret PLMN-Index in the MII to PLMN ID when transmitted between NW elements.

It can be noted that there is no issue for broadcast message (PCCH, MCCH, MTCH or BCCH) as those will always refer to the SIB1 of the cell where message is sent and there is no possibility for misunderstanding the TMGI or with the delta configuration (as there is no such a thing for broadcast messages). 

Firstly, we want to ensure with UE implementations how they handle TMGI with plmn-Index:

Question 1: Does UE reinterpret PLMN-Index in the target cell for MRB or does UE stick with the PLMN where the MRB was configured with PLMN-Index?

Then we need to consider how to solve either of the issues. Let’s consider some solution alternatives:
1. UE interprets ASN.1 as always using explicit PLMN ID, i.e., UE interprets PLMN-Index to PLMN ID when PLMN-Index is received as part of MRB-ToAddMod. This would mean that in fact the ASN.1 as received via Uu would be changed to use explicit PLMN ID when received by the UE in order to avoid misinterpretation in new cell and allow delta configuration to work appropriately. Unfortunately, this does not work for SNPN which does not have explicit ASN.1 coding possibility for NPN identity - this would require updates to ASN.1 in order to allow SNPN operation (discussed in section 2) as we would need to add NPN explicit signaling in the TMGI.
1. Never use PLMN-Index in the MRB-ToAddMod. Naturally with this way no problem would occur with delta configuration or possible misinterpretation. Unfortunately, this would require updates to ASN.1 in order to allow SNPN operation (discussed in section 2) as we would need to add NPN explicit signaling to the TMGI.
1. At handover target cell reconfigures all TMGIs where PLMN-Index usage in MRB-ToAddMod causes problems. So, target cell would reconfigure TMGIs with correct PLMN-Index pointing to correct PLMN/SNPN or full PLMN ID at handover. As the AS-Context includes PLMN-Index one would need to add information in the AS-Context what is the actual PLMN ID to which PLMN-Index is pointing to. One could either add whole SIB1 or just explicit signaling of PLMN ID in the AS-Context in order to let target cell know network identity in the TMGI.   In the Annex we have TP how to do this or alternatively one could rely on XN Setup message including Broadcast PLMN Identify Info List NR.

As can be seen option 1&2 would require adding NPN identity in the TMGI coding in order to support SNPN and this is naturally NBC change but definitely doable. See further discussion in section 2. Option 3 would cause some extra overhead in the Uu interface due to „unnecessary“ reconfiguration of parameters and updates to AS-Context to transfer full PLMN identity even though Uu only included PLMN-Index – This is also NBC change between network nodes but does not impact UEs. 

Proposal 4: Discuss how to solve the plmn-index issue in RAN2. We have slight preference to do proper solution to also support SNPN but this would require NBC change to UEs. So, solution 1 would seem best way to solve the possible issue as it avoids the overhead aspect of solution 2. If NBC change to UE not acceptable then we have provided TP for solution 3 in the Annex 3 or as said we could alternatively rely on XN Setup message including Broadcast PLMN Identify Info List NR.

4	Conclusion
We reached following observations and proposals: 
Observation 1: plmn-index of tmgi-r17 can point to SNPN (and CAGs as well), i.e., combination of PLMN+NID. Thus, it is possible to derive TMGI+NID from the plmn-Index.
Proposal 1: Update field description of mbsInterestIndication to require to replace plmn-Index with either PLMN_ID or SNPN (PLMN+NID) 
Proposal 2: Align naming of plmn-index to established naming of plmn-IdentityIndex to avoid confusion
Observation 2: It seems unlikely that a cell on which UE is camping would be providing MBS service which is not associated to the PLMN+NID which is broadcast in SIB1
Observation 3: It seems possible to support multicast reception on SNPN with just plmn-Index
Observation 4: In order to indicate UE interest for MBS broadcast on non-serving carrier, as it is possible that serving carrier is not providing corresponding PLMN and/or PLMN+NID and  it is not possible to indicate PLMN+NID explicitly in the MBSInterestIndication, it seems not possible to indicate UE interest to the service.
Proposal 3: Update MBSInterestIndication to have possibility to explicitly indicate network identity for SNPN.
Observation 5: There is no extension mechanism for TMGI-r17 and in order to support explicit SNPN signaling one would need to possibly add the extension to multitude of message (Paging, MBSBroadcastConfiguration, MRB-ToAddMod)
Question 1: Does UE reinterpret PLMN-Index in the target cell for MRB or does UE stick with the PLMN where the MRB was configured with PLMN-Index?

Proposal 4: Discuss how to solve the plmn-index issue in RAN2. We have slight preference to do proper solution to also support SNPN but this would require NBC change to UEs. So, solution 1 would seem best way to solve the possible issue as it avoids the overhead aspect of solution 2. If NBC change to UE not acceptable then we have provided TP for solution 3 in the Annex 3 or as said we could alternatively rely on XN Setup message including Broadcast PLMN Identify Info List NR.
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First Modified Subclause
–	TMGI
The IE TMGI is used to identify the MBS session.
TMGI information element
-- ASN1START
-- TAG-TMGI-START

TMGI-r17 ::=                     SEQUENCE {
    plmn-Id-r17                      CHOICE {
        plmn-IdentityIndex               INTEGER (1..maxPLMN),
        explicitValue                    PLMN-Identity
    },
    serviceId-r17                    OCTET STRING (SIZE (3))
}


TMGI-v17xy ::=                  SEQUENCE {
    plmn-Id-v17xy                    NPN-Identity-r16
}

-- TAG-TMGI-STOP
-- ASN1STOP

	TMGI field descriptions

	serviceId
Uniquely identifies the identity of an MBS service within a PLMN. The field contains octet 3- 5 of the IE Temporary Mobile Group Identity (TMGI) as defined in TS 24.008 [38]. The first octet contains the third octet of the TMGI, the second octet contains the fourth octet of the TMGI and so on.

	plmn-Id
Network identity of the service. This can be either PLMN or NPN-Identity. UE may use NPN-Identity if the SIB1 of serving cell does not allow using plmn-IdentityIndex to refer to correct NPN identity.

	plmn-IdentityIndex
Index of the PLMN or SNPN across the plmn-IdentityInfoList and npn-IdentityInfoList fields included in SIB1.


[bookmark: _Toc115428882]–	MBSInterestIndication
The MBSInterestIndication message is used to inform network that the UE is receiving/ interested to receive or no longer receiving/ interested to receive MBS broadcast service(s) via a broadcast MRB.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
MBSInterestIndication message
-- ASN1START
-- TAG-MBSINTERESTINDICATION-START

MBSInterestIndication-r17 ::= SEQUENCE {
    criticalExtensions            CHOICE {
        mbsInterestIndication-r17     MBSInterestIndication-r17-IEs,
        criticalExtensionsFuture      SEQUENCE {}
    }
}

MBSInterestIndication-r17-IEs ::= SEQUENCE {
    mbs-FreqList-r17                  CarrierFreqListMBS-r17              OPTIONAL,
    mbs-Priority-r17                  ENUMERATED {true}                   OPTIONAL,
    mbs-ServiceList-r17               MBS-ServiceList-r17                 OPTIONAL,
    lateNonCriticalExtension          OCTET STRING                        OPTIONAL,
    nonCriticalExtension              MBSInterestIndication-v17xy-IEsSEQUENCE {}                         OPTIONAL
}

MBSInterestIndication-v17xy-IEs ::= SEQUENCE {
	mbs-ServiceList-v17xy             MBS-ServiceList-v17xy               OPTIONAL,
    lateNonCriticalExtension          OCTET STRING                        OPTIONAL,
    nonCriticalExtension              SEQUENCE {}                         OPTIONAL
}


-- TAG-MBSINTERESTINDICATION-STOP
-- ASN1STOP

	MBSInterestIndication field descriptions

	mbs-FreqList
List of MBS frequencies on which the UE is receiving or interested to receive MBS broadcast service via a broadcast MRB.

	mbs-Priority
Indicates whether the UE prioritises MBS broadcast reception above unicast and MBS multicast reception. The field is present (i.e. value true), if the UE prioritises reception of broadcast services, on frequencies indicated in mbs-FreqList, above a reception of any of the unicast bearers and multicast MRBs. Otherwise the field is absent.

	mbs-ServiceList
List of MBS broadcast services which the UE is receiving or interested to receive.





Next Modified Subclause
[bookmark: _Toc115429436]–	MBS-ServiceList
The IE MBS- ServiceList is used to inform the network of the MBS services that the UE is receiving or interested to receive.
MBS-ServiceList information element
-- ASN1START
-- TAG-MBS-SERVICELIST-START

MBS-ServiceList-r17 ::=         SEQUENCE (SIZE (1..maxNrofMBS-ServiceListPerUE-r17)) OF MBS-ServiceInfo-r17

MBS-ServiceInfo-r17 ::=         SEQUENCE {
    tmgi-r17                        TMGI-r17
}

MBS-ServiceList-v17xy  ::=      SEQUENCE (SIZE (1..maxNrofMBS-ServiceListPerUE-r17)) OF MBS-ServiceInfo-v17xy

MBS-ServiceInfo-v17xy  ::=      SEQUENCE {
    tmgi-v17xy                        TMGI-v17xy
}

-- TAG-MBS-SERVICELIST-STOP
-- ASN1STOP


Next Modified Subclause

[bookmark: _Toc60777635][bookmark: _Toc115429530]–	HandoverPreparationInformation
This message is used to transfer the NR RRC information used by the target gNB during handover preparation or UE context retrieval, e.g. in case of resume or re-establishment, including UE capability information. This message is also used for transferring the information between the CU and DU.
Direction: source gNB/source RAN to target gNB or CU to DU.
HandoverPreparationInformation message
-- ASN1START
-- TAG-HANDOVER-PREPARATION-INFORMATION-START

HandoverPreparationInformation ::=      SEQUENCE {
    criticalExtensions                      CHOICE {
        c1                                      CHOICE{
            handoverPreparationInformation          HandoverPreparationInformation-IEs,
            spare3 NULL, spare2 NULL, spare1 NULL
        },
        criticalExtensionsFuture            SEQUENCE {}
    }
}

HandoverPreparationInformation-IEs ::=  SEQUENCE {
    ue-CapabilityRAT-List                   UE-CapabilityRAT-ContainerList,
    sourceConfig                            AS-Config                                       OPTIONAL, -- Cond HO
    rrm-Config                              RRM-Config                                      OPTIONAL,
    as-Context                              AS-Context                                      OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                     OPTIONAL
}

AS-Config ::=                           SEQUENCE {
    rrcReconfiguration                      OCTET STRING (CONTAINING RRCReconfiguration),
    ...,
    [[
    sourceRB-SN-Config                      OCTET STRING (CONTAINING RadioBearerConfig)     OPTIONAL,
    sourceSCG-NR-Config                     OCTET STRING (CONTAINING RRCReconfiguration)    OPTIONAL,
    sourceSCG-EUTRA-Config                  OCTET STRING                                    OPTIONAL
    ]],
    [[
    sourceSCG-Configured                    ENUMERATED {true}                               OPTIONAL
    ]],
    [[
    sdt-Config-r17                          SDT-Config-r17                                  OPTIONAL
    ]]
}

AS-Context ::=                          SEQUENCE {
    reestablishmentInfo                     ReestablishmentInfo                                 OPTIONAL,
    configRestrictInfo                      ConfigRestrictInfoSCG                               OPTIONAL,
    ...,
    [[  ran-NotificationAreaInfo            RAN-NotificationAreaInfo                            OPTIONAL
    ]],
    [[  ueAssistanceInformation             OCTET STRING (CONTAINING UEAssistanceInformation)   OPTIONAL   -- Cond HO2
    ]],
    [[
    selectedBandCombinationSN               BandCombinationInfoSN                               OPTIONAL
    ]],
    [[
    configRestrictInfoDAPS-r16              ConfigRestrictInfoDAPS-r16                          OPTIONAL,
    sidelinkUEInformationNR-r16             OCTET STRING                                        OPTIONAL,
    sidelinkUEInformationEUTRA-r16          OCTET STRING                                        OPTIONAL,
    ueAssistanceInformationEUTRA-r16        OCTET STRING                                        OPTIONAL,
    ueAssistanceInformationSCG-r16          OCTET STRING (CONTAINING UEAssistanceInformation)   OPTIONAL,   -- Cond HO2
    needForGapsInfoNR-r16                   NeedForGapsInfoNR-r16                               OPTIONAL
    ]],
    [[
    configRestrictInfoDAPS-v1640            ConfigRestrictInfoDAPS-v1640                        OPTIONAL
    ]],
    [[
    needForGapNCSG-InfoNR-r17               NeedForGapNCSG-InfoNR-r17                           OPTIONAL,
    needForGapNCSG-InfoEUTRA-r17            NeedForGapNCSG-InfoEUTRA-r17                        OPTIONAL,
    mbsInterestIndication-r17               OCTET STRING (CONTAINING MBSInterestIndication-r17) OPTIONAL
    ]]
}

ConfigRestrictInfoDAPS-r16 ::=          SEQUENCE {
    powerCoordination-r16                   SEQUENCE {
        p-DAPS-Source-r16                       P-Max,
        p-DAPS-Target-r16                       P-Max,
        uplinkPowerSharingDAPS-Mode-r16          ENUMERATED {semi-static-mode1, semi-static-mode2, dynamic }
    }                                                                                                       OPTIONAL
}

ConfigRestrictInfoDAPS-v1640 ::=    SEQUENCE {
    sourceFeatureSetPerDownlinkCC-r16   FeatureSetDownlinkPerCC-Id,
    sourceFeatureSetPerUplinkCC-r16     FeatureSetUplinkPerCC-Id
}

ReestablishmentInfo ::=             SEQUENCE {
    sourcePhysCellId                        PhysCellId,
    targetCellShortMAC-I                    ShortMAC-I,
    additionalReestabInfoList               ReestabNCellInfoList                            OPTIONAL
}

ReestabNCellInfoList ::=             SEQUENCE ( SIZE (1..maxCellPrep) ) OF ReestabNCellInfo

ReestabNCellInfo::= SEQUENCE{
    cellIdentity                            CellIdentity,
    key-gNodeB-Star                         BIT STRING (SIZE (256)),
    shortMAC-I                              ShortMAC-I
}

RRM-Config ::=              SEQUENCE {
    ue-InactiveTime             ENUMERATED {
                                    s1, s2, s3, s5, s7, s10, s15, s20,
                                    s25, s30, s40, s50, min1, min1s20, min1s40,
                                    min2, min2s30, min3, min3s30, min4, min5, min6,
                                    min7, min8, min9, min10, min12, min14, min17, min20,
                                    min24, min28, min33, min38, min44, min50, hr1,
                                    hr1min30, hr2, hr2min30, hr3, hr3min30, hr4, hr5, hr6,
                                    hr8, hr10, hr13, hr16, hr20, day1, day1hr12, day2,
                                    day2hr12, day3, day4, day5, day7, day10, day14, day19,
                                    day24, day30, dayMoreThan30}                            OPTIONAL,
    candidateCellInfoList       MeasResultList2NR                                           OPTIONAL,
    ...,
    [[
    candidateCellInfoListSN-EUTRA      MeasResultServFreqListEUTRA-SCG                      OPTIONAL
    ]]
}

-- TAG-HANDOVER-PREPARATION-INFORMATION-STOP
-- ASN1STOP

	HandoverPreparationInformation field descriptions

	as-Context
Local RAN context required by the target gNB or DU.

	rrm-Config
Local RAN context used mainly for RRM purposes.

	sourceConfig
The radio resource configuration as used in the source cell.

	ue-CapabilityRAT-List
The UE radio access related capabilities concerning RATs supported by the UE. A gNB that retrieves MRDC related capability containers ensures that the set of included MRDC containers is consistent w.r.t. the feature set related information.

	ue-InactiveTime
Duration while UE has not received or transmitted any user data. Thus the timer is still running in case e.g., UE measures the neighbour cells for the HO purpose. Value s1 corresponds to 1 second, s2 corresponds to 2 seconds and so on. Value min1 corresponds to 1 minute, value min1s20 corresponds to 1 minute and 20 seconds, value min1s40 corresponds to 1 minute and 40 seconds and so on. Value hr1 corresponds to 1 hour, hr1min30 corresponds to 1 hour and 30 minutes and so on.



	AS-Config field descriptions

	rrcReconfiguration
Contains the RRCReconfiguration configuration as generated entirely by the MN.

	sdt-Config
Contains the IE SDT-Config as generated entirely by the last serving gNB. This field is only used during the SDT procedure with UE context relocation as defined in TS 38.300 [2], clause 18.2.

	sourceRB-SN-Config
Contains the IE RadioBearerConfig as generated entirely by the SN. This field is only used when the UE is configured with SN terminated RB(s).

	sourceSCG-Configured
Value true indicates that the UE is configured with NR or EUTRA SCG in source configuration. The field is only used in NR-DC and NE-DC and is included only if the fields sourceSCG-NR-Config and sourceSCG-EUTRA-Config are absent.

	sourceSCG-EUTRA-Config
Contains the current dedicated SCG configuration in RRCConnectionReconfiguration message as specified in TS 36.331 [10] and generated entirely by the SN. In this version of the specification, the E-UTRA RRCConnectionReconfiguration message can only include the field scg-Configuration . This field is only used in NE-DC.

	sourceSCG-NR-Config
Contains the current dedicated SCG configuration in RRCReconfiguration message as generated entirely by the SN. In this version of the specification, the RRCReconfiguration message can only include fields secondaryCellGroup and measConfig. This field is only used in NR-DC.



	AS-Context field descriptions

	configRestrictInfoDAPS
Includes fields for which source cell explicitly indicates the restriction to be observed by target cell during DAPS handover.

	mbsInterestIndication
Includes the information last reported by the UE in the NR MBSInterestIndication message, where the plmn-IdentityIndex (if included by the UE in tmgi) is replaced by  the corresponding PLMN ID or SNPN Identity, if any.

	needForGapsInfoNR
Includes measurement gap requirement information of the UE for NR target bands.

	selectedBandCombinationSN
Indicates the band combination selected by SN in (NG)EN-DC, NE-DC, and NR-DC.

	sidelinkUEInformationEUTRA
This field includes SidelinkUEInformation IE as specified in TS 36.331 [10].

	sidelinkUEInformationNR
This field includes SidelinkUEInformationNR IE.

	ueAssistanceInformation
Includes for each UE assistance feature the information last reported by the UE, if any.

	ueAssistanceInformationSCG
Includes for each UE assistance feature associated with the SCG, the information last reported by the UE in the NR UEAssistanceInformation message for the SCG, if any.



	ConfigRestrictInfoDAPS field descriptions

	sourceFeatureSetPerUplinkCC/sourceFeatureSetPerDownlinkCC
Indicates an index referring to the position of the FeatureSetUplinkPerCC/FeatureSetDownlinkPerCC selected by source in the featureSetsUplinkPerCC/featureSetsDownlinkPerCC.



	RRM-Config field descriptions

	candidateCellInfoList
A list of the best cells on each frequency for which measurement information was available

	candidateCellInfoListSN-EUTRA
A list of EUTRA cells including serving cells and best neighbour cells on each serving frequency, for which measurement results were available. This field is only used in NE-DC. 



	Conditional Presence
	Explanation

	HO
	The field is mandatory present in case of handover within NR or UE context retrieval, e.g. in case of resume or re-establishment. The field is optionally present in case of handover from E-UTRA/5GC. Otherwise the field is absent.

	HO2
	The field is optionally present in case of handover within NR; otherwise the field is absent.



NOTE 1:	The following table indicates per source RAT whether RAT capabilities are included or not.

	Source RAT
	NR capabilities
	E-UTRA capabilities
	MR-DC capabilities
	UTRA capabilities

	NR
	May be included if UE Radio Capability ID as specified in 23.502 [43] is used for the UE. Included otherwise.
	May be included
	May be included
	May be included, ignored by gNB if received

	E-UTRAN
	May be included if UE Radio Capability ID as specified in 23.502 [43] is used for the UE. Included otherwise.
	May be included
	May be included
	May be included, ignored by gNB if received



NOTE 2:	The following table indicates, in case of inter-RAT handover from E-UTRA, which additional IEs are included or not:
	Source system
	sourceConfig
	rrm-Config
	as-Context

	E-UTRA/EPC
	Not included
	May be included
	Not included

	E-UTRA/5GC
	May be included, but only radioBearerConfig is included in the RRCReconfiguration.
	May be included
	Not included
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First Modified Subclause
–	TMGI
The IE TMGI is used to identify the MBS session.
TMGI information element
-- ASN1START
-- TAG-TMGI-START

TMGI-r17 ::=                     SEQUENCE {
    plmn-Id-r17                      CHOICE {
        plmn-IdentityIndex               INTEGER (1..maxPLMN),
        explicitValue                    PLMN-Identity
    },
    serviceId-r17                    OCTET STRING (SIZE (3))
}


TMGI-v17xy ::=                  SEQUENCE {
    plmn-Id-v17xy                    NPN-Idenitty-r16
}

-- TAG-TMGI-STOP
-- ASN1STOP

	TMGI field descriptions

	serviceId
Uniquely identifies the identity of an MBS service within a PLMN. The field contains octet 3- 5 of the IE Temporary Mobile Group Identity (TMGI) as defined in TS 24.008 [38]. The first octet contains the third octet of the TMGI, the second octet contains the fourth octet of the TMGI and so on.

	plmn-Id
Network identity of the service. This can be either PLMN or NPN-Identity. UE may use NPN-Identity if the SIB1 of serving cell does not allow using plmn-IdentityIndex to refer to correct NPN identity.

	plmn-IdentityIndex
Index of the PLMN or SNPN across the plmn-IdentityInfoList and npn-IdentityInfoList fields included in SIB1.


First Modified Subclause

[bookmark: _Toc60777104][bookmark: _Toc115428888]–	Paging
The Paging message is used for the notification of one or more UEs.
Signalling radio bearer: N/A
RLC-SAP: TM
Logical channel: PCCH
Direction: Network to UE
Paging message
-- ASN1START
-- TAG-PAGING-START

Paging ::=                          SEQUENCE {
    pagingRecordList                    PagingRecordList                                                        OPTIONAL, -- Need N
    lateNonCriticalExtension            OCTET STRING                                                            OPTIONAL,
    nonCriticalExtension                Paging-v1700-IEs                                                        OPTIONAL
}

Paging-v1700-IEs ::=                SEQUENCE {
    pagingRecordList-v1700              PagingRecordList-v1700                                                  OPTIONAL, -- Need N
    pagingGroupList-r17                 PagingGroupList-r17                                                     OPTIONAL, -- Need N
    nonCriticalExtension                SEQUENCE {}                                                             OPTIONAL
}

PagingRecordList ::=                SEQUENCE (SIZE(1..maxNrofPageRec)) OF PagingRecord

PagingRecordList-v1700 ::=          SEQUENCE (SIZE(1..maxNrofPageRec)) OF PagingRecord-v1700

PagingGroupList-r17 ::=             SEQUENCE (SIZE(1..maxNrofPageGroup-r17)) OF TMGI-r17

PagingRecord ::=                    SEQUENCE {
    ue-Identity                         PagingUE-Identity,
    accessType                          ENUMERATED {non3GPP}    OPTIONAL,   -- Need N
    ...
}

PagingRecord-v1700 ::=              SEQUENCE {
    pagingCause-r17                     ENUMERATED {voice}      OPTIONAL    -- Need N
}

PagingUE-Identity ::=               CHOICE {
    ng-5G-S-TMSI                        NG-5G-S-TMSI,
    fullI-RNTI                          I-RNTI-Value,
    ...
}

-- TAG-PAGING-STOP
-- ASN1STOP

	PagingRecord field descriptions

	accessType
Indicates whether the Paging message is originated due to the PDU sessions from the non-3GPP access.

	pagingRecordList
If the network includes pagingRecordList-v1700, it includes the same number of entries, and listed in the same order, as in pagingRecordList (i.e. without suffix).

	pagingCause
Indicates whether the Paging message is originated due to IMS voice. If this field is present, it implies that the corresponding paging entry is for IMS voice. If upper layers indicate the support of paging cause and if this field is not present but pagingRecordList-v1700 is present, it implies that the corresponding paging entry is for a service other than IMS voice. Otherwise, paging cause is undetermined.
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[bookmark: _Toc60777338][bookmark: _Toc115429163]–	RadioBearerConfig
The IE RadioBearerConfig is used to add, modify and release signalling, multicast MRBs and/or data radio bearers. Specifically, this IE carries the parameters for PDCP and, if applicable, SDAP entities for the radio bearers.
RadioBearerConfig information element
-- ASN1START
-- TAG-RADIOBEARERCONFIG-START

RadioBearerConfig ::=                   SEQUENCE {
    srb-ToAddModList                        SRB-ToAddModList                                        OPTIONAL,   -- Cond HO-Conn
    srb3-ToRelease                          ENUMERATED{true}                                        OPTIONAL,   -- Need N
    drb-ToAddModList                        DRB-ToAddModList                                        OPTIONAL,   -- Cond HO-toNR
    drb-ToReleaseList                       DRB-ToReleaseList                                       OPTIONAL,   -- Need N
    securityConfig                          SecurityConfig                                          OPTIONAL,   -- Need M
    ...,
    [[
    mrb-ToAddModList-r17                    MRB-ToAddModList-r17                                    OPTIONAL,   -- Need N
    mrb-ToReleaseList-r17                   MRB-ToReleaseList-r17                                   OPTIONAL,   -- Need N
    srb4-ToAddMod-r17                       SRB-ToAddMod                                            OPTIONAL,   -- Need N
    srb4-ToRelease-r17                      ENUMERATED{true}                                        OPTIONAL    -- Need N
    ]]

}

SRB-ToAddModList ::=                    SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddMod ::=                        SEQUENCE {
    srb-Identity                            SRB-Identity,
    reestablishPDCP                         ENUMERATED{true}                                        OPTIONAL,   -- Need N
    discardOnPDCP                           ENUMERATED{true}                                        OPTIONAL,   -- Need N
    pdcp-Config                             PDCP-Config                                             OPTIONAL,   -- Cond PDCP
    ...,
    [[
    srb-Identity-v1700                      SRB-Identity-v1700                                      OPTIONAL    -- Need M
    ]]
}

DRB-ToAddModList ::=                    SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod

DRB-ToAddMod ::=                        SEQUENCE {
    cnAssociation                           CHOICE {
        eps-BearerIdentity                      INTEGER (0..15),
        sdap-Config                             SDAP-Config
    }                                                                                               OPTIONAL,   -- Cond DRBSetup
    drb-Identity                            DRB-Identity,
    reestablishPDCP                         ENUMERATED{true}                                        OPTIONAL,   -- Need N
    recoverPDCP                             ENUMERATED{true}                                        OPTIONAL,   -- Need N
    pdcp-Config                             PDCP-Config                                             OPTIONAL,   -- Cond PDCP
    ...,
    [[
    daps-Config-r16                         ENUMERATED{true}                                        OPTIONAL    -- Cond DAPS
    ]]
}
DRB-ToReleaseList ::=                   SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity

SecurityConfig ::=                      SEQUENCE {
    securityAlgorithmConfig                 SecurityAlgorithmConfig                                 OPTIONAL,   -- Cond RBTermChange1
    keyToUse                                ENUMERATED{master, secondary}                           OPTIONAL,   -- Cond RBTermChange
    ...
}

MRB-ToAddModList-r17 ::=                SEQUENCE (SIZE (1..maxMRB-r17)) OF MRB-ToAddMod-r17

MRB-ToAddMod-r17 ::=                    SEQUENCE {
    mbs-SessionId-r17                       TMGI-r17                                                OPTIONAL,   -- Cond MRBSetup
    mrb-Identity-r17                        MRB-Identity-r17,
    mrb-IdentityNew-r17                     MRB-Identity-r17                                        OPTIONAL,   -- Need N
    reestablishPDCP-r17                     ENUMERATED{true}                                        OPTIONAL,   -- Need N
    recoverPDCP-r17                         ENUMERATED{true}                                        OPTIONAL,   -- Need N
    pdcp-Config-r17                         PDCP-Config                                             OPTIONAL,   -- Cond PDCP
    ...,
    [[
    mbs-SessionId-v17xy                     TMGI-v17xy                                              OPTIONAL,   -- Need N
    ]]
}



MRB-ToReleaseList-r17 ::=               SEQUENCE (SIZE (1..maxMRB-r17)) OF MRB-Identity-r17

-- TAG-RADIOBEARERCONFIG-STOP
-- ASN1STOP

	DRB-ToAddMod and MRB-ToAddMod field descriptions

	cnAssociation
Indicates if the bearer is associated with the eps-bearerIdentity (when connected to EPC) or sdap-Config (when connected to 5GC).

	daps-Config
Indicates that the bearer is configured as DAPS bearer.

	drb-Identity
In case of DC, the DRB identity is unique within the scope of the UE, i.e. an MCG DRB cannot use the same value as a split DRB. For a split DRB the same identity is used for the MCG and SCG parts of the configuration.

	eps-BearerIdentity
The EPS bearer ID determines the EPS bearer.

	mbs-SessionId
Indicates which multicast MBS session the bearer is associated with.

	mrb-Identity
Identification of the multicast MRB.

	mrb-IdentityNew
New identity of the multicast MRB when mrb-Identity needs to be changed, e.g. as a result of a handover.

	reestablishPDCP
Indicates that PDCP should be re-established. Network sets this to true whenever the security key used for this radio bearer changes. Key change could for example be due to termination point change for the bearer, reconfiguration with sync, resuming an RRC connection, or the first reconfiguration after reestablishment. It is also applicable for LTE procedures when NR PDCP is configured. Network doesn't include this field for DRB if the bearer is configured as DAPS bearer.

	recoverPDCP
Indicates that PDCP should perform recovery according to TS 38.323 [5]. Network doesn't include this field if the bearer is configured as DAPS bearer.

	sdap-Config
The SDAP configuration determines how to map QoS flows to DRBs when NR or E-UTRA connects to the 5GC and presence/absence of UL/DL SDAP headers.



	RadioBearerConfig field descriptions

	securityConfig
Indicates the security algorithm and key to use for the signalling and data radio bearers configured with the list in this IE RadioBearerConfig. When the field is not included after AS security has been activated, the UE shall continue to use the currently configured keyToUse and security algorithm for the radio bearers reconfigured with the lists in this IE RadioBearerConfig. The field is not included when configuring SRB1 before AS security is activated.

	srb3-ToRelease
Release SRB3. SRB3 release can only be done over SRB1 and only at SCG release and reconfiguration with sync.



	SecurityConfig field descriptions

	keyToUse
Indicates if the bearers configured with the list in this IE RadioBearerConfig are using the master key or the secondary key for deriving ciphering and/or integrity protection keys. For MR-DC, network should not configure SRB1 and SRB2 with secondary key and SRB3 with the master key. When the field is not included, the UE shall continue to use the currently configured keyToUse for the radio bearers reconfigured with the lists in this IE RadioBearerConfig.

	securityAlgorithmConfig
Indicates the security algorithm for the signalling and data radio bearers configured with the list in this IE RadioBearerConfig. When the field is not included, the UE shall continue to use the currently configured security algorithm for the radio bearers reconfigured with the lists in this IE RadioBearerConfig.



	SRB-ToAddMod field descriptions

	discardOnPDCP
Indicates that PDCP should discard stored SDU and PDU according to TS 38.323 [5].

	reestablishPDCP
Indicates that PDCP should be re-established. Network sets this to true whenever the security key used for this radio bearer changes. Key change could for example be due to reconfiguration with sync, for SRB2 when resuming an RRC connection, or at the first reconfiguration after RRC connection reestablishment in NR. For SRB1, when resuming an RRC connection, or at the first reconfiguration after RRC connection reestablishment in NR, the network does not set this field to true. For LTE SRBs using NR PDCP, it could be for handover, RRC connection reestablishment or resume. Network doesn't include this field if any DAPS bearer is configured.

	srb-Identity, srb-Identity-v1700
Value 1 is applicable for SRB1 only. Value 2 is applicable for SRB2 only. Value 3 is applicable for SRB3 only. Value 4 is applicable for SRB4 only. If srb-Identity-v1700 is received for an SRB, the UE shall ignore srb-Identity (i.e. without suffix) for this SRB.



	Conditional Presence
	Explanation

	RBTermChange
	The field is mandatory present in case of:
-	set up of signalling and data radio bearer,
-	change of termination point for the radio bearer between MN and SN.
It is optionally present otherwise, Need S.

	RBTermChange1
	The field is mandatory present in case of:
-	set up of signalling and data radio bearer,
-	change of termination point for the radio bearer between MN and SN,
-	handover from E-UTRA/EPC or E-UTRA/5GC to NR,
-	handover from NR or E-UTRA/EPC to E-UTRA/5GC if the UE supports NGEN-DC.
It is optionally present otherwise, Need S.

	PDCP
	The field is mandatory present if the corresponding DRB/multicast MRB is being setup or corresponding DRB/multicast MRB is reconfigured with NR PDCP or corresponding SRB associated with two RLC entities is being setup or if the number of RLC bearers associated with the DRB/multicast MRB or SRB is changed. The field is optionally present, Need S, if the corresponding SRB associated with one RLC entity is being setup or corresponding SRB is reconfigured with NR PDCP; otherwise the field is optionally present, need M.

	DRBSetup
	The field is mandatory present if the corresponding DRB is being setup; otherwise the field is optionally present, need M.

	HO-Conn
	The field is mandatory present
-	in case of inter-system handover from E-UTRA/EPC to E-UTRA/5GC or NR,
-	or when the fullConfig is included in the RRCReconfiguration message and NE-DC/NR-DC is not configured,
-	or in case of RRCSetup.
Otherwise the field is optionally present, need N.
Upon RRCSetup, only SRB1 can be present.

	HO-toNR
	If mrb-ToAddModList is not included, the field is mandatory present
-	in case of inter-system handover from E-UTRA/EPC to E-UTRA/5GC or NR,
-	or when the fullConfig is included in the RRCReconfiguration message and NE-DC/NR-DC is not configured.
In case of RRCSetup, the field is absent; otherwise the field is optionally present, need N.

	DAPS
	The field is optionally present, need N, in case masterCellGroup includes ReconfigurationWithSync, SCell(s) and SCG are  not configured, multi-DCI/single-DCI based multi-TRP are not configured in any DL BWP, supplementaryUplink is not configured, ethernetHeaderCompression is not configured for the DRB, conditionalReconfiguration is not configured, and NR sidelink and V2X sidelink are not configured. Otherwise the field is absent.

	MRBSetup
	The field is mandatory present if the corresponding multicast MRB is being setup; otherwise the field is optionally present, need M.




Next Modified Subclause

–	MBSInterestIndication
The MBSInterestIndication message is used to inform network that the UE is receiving/ interested to receive or no longer receiving/ interested to receive MBS broadcast service(s) via a broadcast MRB.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
MBSInterestIndication message
-- ASN1START
-- TAG-MBSINTERESTINDICATION-START

MBSInterestIndication-r17 ::= SEQUENCE {
    criticalExtensions            CHOICE {
        mbsInterestIndication-r17     MBSInterestIndication-r17-IEs,
        criticalExtensionsFuture      SEQUENCE {}
    }
}

MBSInterestIndication-r17-IEs ::= SEQUENCE {
    mbs-FreqList-r17                  CarrierFreqListMBS-r17              OPTIONAL,
    mbs-Priority-r17                  ENUMERATED {true}                   OPTIONAL,
    mbs-ServiceList-r17               MBS-ServiceList-r17                 OPTIONAL,
    lateNonCriticalExtension          OCTET STRING                        OPTIONAL,
    nonCriticalExtension              MBSInterestIndication-v17xy-IEsSEQUENCE {}                         OPTIONAL
}

MBSInterestIndication-v17xy-IEs ::= SEQUENCE {
	mbs-ServiceList-v17xy             MBS-ServiceList-v17xy               OPTIONAL,
    lateNonCriticalExtension          OCTET STRING                        OPTIONAL,
    nonCriticalExtension              SEQUENCE {}                         OPTIONAL
}


-- TAG-MBSINTERESTINDICATION-STOP
-- ASN1STOP

	MBSInterestIndication field descriptions

	mbs-FreqList
List of MBS frequencies on which the UE is receiving or interested to receive MBS broadcast service via a broadcast MRB.

	mbs-Priority
Indicates whether the UE prioritises MBS broadcast reception above unicast and MBS multicast reception. The field is present (i.e. value true), if the UE prioritises reception of broadcast services, on frequencies indicated in mbs-FreqList, above a reception of any of the unicast bearers and multicast MRBs. Otherwise the field is absent.

	mbs-ServiceList
List of MBS broadcast services which the UE is receiving or interested to receive.





Next Modified Subclause
–	MBS-ServiceList
The IE MBS- ServiceList is used to inform the network of the MBS services that the UE is receiving or interested to receive.
MBS-ServiceList information element
-- ASN1START
-- TAG-MBS-SERVICELIST-START

MBS-ServiceList-r17 ::=         SEQUENCE (SIZE (1..maxNrofMBS-ServiceListPerUE-r17)) OF MBS-ServiceInfo-r17

MBS-ServiceInfo-r17 ::=         SEQUENCE {
    tmgi-r17                        TMGI-r17
}

MBS-ServiceList-v17xy  ::=      SEQUENCE (SIZE (1..maxNrofMBS-ServiceListPerUE-r17)) OF MBS-ServiceInfo-v17xy

MBS-ServiceInfo-v17xy  ::=      SEQUENCE {
    tmgi-v17xy                        TMGI-v17xy
}

-- TAG-MBS-SERVICELIST-STOP
-- ASN1STOP


Next Modified Subclause

–	HandoverPreparationInformation
This message is used to transfer the NR RRC information used by the target gNB during handover preparation or UE context retrieval, e.g. in case of resume or re-establishment, including UE capability information. This message is also used for transferring the information between the CU and DU.
Direction: source gNB/source RAN to target gNB or CU to DU.
HandoverPreparationInformation message
-- ASN1START
-- TAG-HANDOVER-PREPARATION-INFORMATION-START

HandoverPreparationInformation ::=      SEQUENCE {
    criticalExtensions                      CHOICE {
        c1                                      CHOICE{
            handoverPreparationInformation          HandoverPreparationInformation-IEs,
            spare3 NULL, spare2 NULL, spare1 NULL
        },
        criticalExtensionsFuture            SEQUENCE {}
    }
}

HandoverPreparationInformation-IEs ::=  SEQUENCE {
    ue-CapabilityRAT-List                   UE-CapabilityRAT-ContainerList,
    sourceConfig                            AS-Config                                       OPTIONAL, -- Cond HO
    rrm-Config                              RRM-Config                                      OPTIONAL,
    as-Context                              AS-Context                                      OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                     OPTIONAL
}

AS-Config ::=                           SEQUENCE {
    rrcReconfiguration                      OCTET STRING (CONTAINING RRCReconfiguration),
    ...,
    [[
    sourceRB-SN-Config                      OCTET STRING (CONTAINING RadioBearerConfig)     OPTIONAL,
    sourceSCG-NR-Config                     OCTET STRING (CONTAINING RRCReconfiguration)    OPTIONAL,
    sourceSCG-EUTRA-Config                  OCTET STRING                                    OPTIONAL
    ]],
    [[
    sourceSCG-Configured                    ENUMERATED {true}                               OPTIONAL
    ]],
    [[
    sdt-Config-r17                          SDT-Config-r17                                  OPTIONAL
    ]]
}

AS-Context ::=                          SEQUENCE {
    reestablishmentInfo                     ReestablishmentInfo                                 OPTIONAL,
    configRestrictInfo                      ConfigRestrictInfoSCG                               OPTIONAL,
    ...,
    [[  ran-NotificationAreaInfo            RAN-NotificationAreaInfo                            OPTIONAL
    ]],
    [[  ueAssistanceInformation             OCTET STRING (CONTAINING UEAssistanceInformation)   OPTIONAL   -- Cond HO2
    ]],
    [[
    selectedBandCombinationSN               BandCombinationInfoSN                               OPTIONAL
    ]],
    [[
    configRestrictInfoDAPS-r16              ConfigRestrictInfoDAPS-r16                          OPTIONAL,
    sidelinkUEInformationNR-r16             OCTET STRING                                        OPTIONAL,
    sidelinkUEInformationEUTRA-r16          OCTET STRING                                        OPTIONAL,
    ueAssistanceInformationEUTRA-r16        OCTET STRING                                        OPTIONAL,
    ueAssistanceInformationSCG-r16          OCTET STRING (CONTAINING UEAssistanceInformation)   OPTIONAL,   -- Cond HO2
    needForGapsInfoNR-r16                   NeedForGapsInfoNR-r16                               OPTIONAL
    ]],
    [[
    configRestrictInfoDAPS-v1640            ConfigRestrictInfoDAPS-v1640                        OPTIONAL
    ]],
    [[
    needForGapNCSG-InfoNR-r17               NeedForGapNCSG-InfoNR-r17                           OPTIONAL,
    needForGapNCSG-InfoEUTRA-r17            NeedForGapNCSG-InfoEUTRA-r17                        OPTIONAL,
    mbsInterestIndication-r17               OCTET STRING (CONTAINING MBSInterestIndication-r17) OPTIONAL
    ]]
}

ConfigRestrictInfoDAPS-r16 ::=          SEQUENCE {
    powerCoordination-r16                   SEQUENCE {
        p-DAPS-Source-r16                       P-Max,
        p-DAPS-Target-r16                       P-Max,
        uplinkPowerSharingDAPS-Mode-r16          ENUMERATED {semi-static-mode1, semi-static-mode2, dynamic }
    }                                                                                                       OPTIONAL
}

ConfigRestrictInfoDAPS-v1640 ::=    SEQUENCE {
    sourceFeatureSetPerDownlinkCC-r16   FeatureSetDownlinkPerCC-Id,
    sourceFeatureSetPerUplinkCC-r16     FeatureSetUplinkPerCC-Id
}

ReestablishmentInfo ::=             SEQUENCE {
    sourcePhysCellId                        PhysCellId,
    targetCellShortMAC-I                    ShortMAC-I,
    additionalReestabInfoList               ReestabNCellInfoList                            OPTIONAL
}

ReestabNCellInfoList ::=             SEQUENCE ( SIZE (1..maxCellPrep) ) OF ReestabNCellInfo

ReestabNCellInfo::= SEQUENCE{
    cellIdentity                            CellIdentity,
    key-gNodeB-Star                         BIT STRING (SIZE (256)),
    shortMAC-I                              ShortMAC-I
}

RRM-Config ::=              SEQUENCE {
    ue-InactiveTime             ENUMERATED {
                                    s1, s2, s3, s5, s7, s10, s15, s20,
                                    s25, s30, s40, s50, min1, min1s20, min1s40,
                                    min2, min2s30, min3, min3s30, min4, min5, min6,
                                    min7, min8, min9, min10, min12, min14, min17, min20,
                                    min24, min28, min33, min38, min44, min50, hr1,
                                    hr1min30, hr2, hr2min30, hr3, hr3min30, hr4, hr5, hr6,
                                    hr8, hr10, hr13, hr16, hr20, day1, day1hr12, day2,
                                    day2hr12, day3, day4, day5, day7, day10, day14, day19,
                                    day24, day30, dayMoreThan30}                            OPTIONAL,
    candidateCellInfoList       MeasResultList2NR                                           OPTIONAL,
    ...,
    [[
    candidateCellInfoListSN-EUTRA      MeasResultServFreqListEUTRA-SCG                      OPTIONAL
    ]]
}

-- TAG-HANDOVER-PREPARATION-INFORMATION-STOP
-- ASN1STOP

	HandoverPreparationInformation field descriptions

	as-Context
Local RAN context required by the target gNB or DU.

	rrm-Config
Local RAN context used mainly for RRM purposes.

	sourceConfig
The radio resource configuration as used in the source cell.

	ue-CapabilityRAT-List
The UE radio access related capabilities concerning RATs supported by the UE. A gNB that retrieves MRDC related capability containers ensures that the set of included MRDC containers is consistent w.r.t. the feature set related information.

	ue-InactiveTime
Duration while UE has not received or transmitted any user data. Thus the timer is still running in case e.g., UE measures the neighbour cells for the HO purpose. Value s1 corresponds to 1 second, s2 corresponds to 2 seconds and so on. Value min1 corresponds to 1 minute, value min1s20 corresponds to 1 minute and 20 seconds, value min1s40 corresponds to 1 minute and 40 seconds and so on. Value hr1 corresponds to 1 hour, hr1min30 corresponds to 1 hour and 30 minutes and so on.



	AS-Config field descriptions

	rrcReconfiguration
Contains the RRCReconfiguration configuration as generated entirely by the MN.

	sdt-Config
Contains the IE SDT-Config as generated entirely by the last serving gNB. This field is only used during the SDT procedure with UE context relocation as defined in TS 38.300 [2], clause 18.2.

	sourceRB-SN-Config
Contains the IE RadioBearerConfig as generated entirely by the SN. This field is only used when the UE is configured with SN terminated RB(s).

	sourceSCG-Configured
Value true indicates that the UE is configured with NR or EUTRA SCG in source configuration. The field is only used in NR-DC and NE-DC and is included only if the fields sourceSCG-NR-Config and sourceSCG-EUTRA-Config are absent.

	sourceSCG-EUTRA-Config
Contains the current dedicated SCG configuration in RRCConnectionReconfiguration message as specified in TS 36.331 [10] and generated entirely by the SN. In this version of the specification, the E-UTRA RRCConnectionReconfiguration message can only include the field scg-Configuration . This field is only used in NE-DC.

	sourceSCG-NR-Config
Contains the current dedicated SCG configuration in RRCReconfiguration message as generated entirely by the SN. In this version of the specification, the RRCReconfiguration message can only include fields secondaryCellGroup and measConfig. This field is only used in NR-DC.



	AS-Context field descriptions

	configRestrictInfoDAPS
Includes fields for which source cell explicitly indicates the restriction to be observed by target cell during DAPS handover.

	mbsInterestIndication
Includes the information last reported by the UE in the NR MBSInterestIndication message, where the plmn-IdentityIndex (if included by the UE in tmgi) is replaced by  the corresponding PLMN ID or SNPN Identity, if any.

	needForGapsInfoNR
Includes measurement gap requirement information of the UE for NR target bands.

	selectedBandCombinationSN
Indicates the band combination selected by SN in (NG)EN-DC, NE-DC, and NR-DC.

	sidelinkUEInformationEUTRA
This field includes SidelinkUEInformation IE as specified in TS 36.331 [10].

	sidelinkUEInformationNR
This field includes SidelinkUEInformationNR IE.

	ueAssistanceInformation
Includes for each UE assistance feature the information last reported by the UE, if any.

	ueAssistanceInformationSCG
Includes for each UE assistance feature associated with the SCG, the information last reported by the UE in the NR UEAssistanceInformation message for the SCG, if any.



	ConfigRestrictInfoDAPS field descriptions

	sourceFeatureSetPerUplinkCC/sourceFeatureSetPerDownlinkCC
Indicates an index referring to the position of the FeatureSetUplinkPerCC/FeatureSetDownlinkPerCC selected by source in the featureSetsUplinkPerCC/featureSetsDownlinkPerCC.



	RRM-Config field descriptions

	candidateCellInfoList
A list of the best cells on each frequency for which measurement information was available

	candidateCellInfoListSN-EUTRA
A list of EUTRA cells including serving cells and best neighbour cells on each serving frequency, for which measurement results were available. This field is only used in NE-DC. 



	Conditional Presence
	Explanation

	HO
	The field is mandatory present in case of handover within NR or UE context retrieval, e.g. in case of resume or re-establishment. The field is optionally present in case of handover from E-UTRA/5GC. Otherwise the field is absent.

	HO2
	The field is optionally present in case of handover within NR; otherwise the field is absent.



NOTE 1:	The following table indicates per source RAT whether RAT capabilities are included or not.

	Source RAT
	NR capabilities
	E-UTRA capabilities
	MR-DC capabilities
	UTRA capabilities

	NR
	May be included if UE Radio Capability ID as specified in 23.502 [43] is used for the UE. Included otherwise.
	May be included
	May be included
	May be included, ignored by gNB if received

	E-UTRAN
	May be included if UE Radio Capability ID as specified in 23.502 [43] is used for the UE. Included otherwise.
	May be included
	May be included
	May be included, ignored by gNB if received



NOTE 2:	The following table indicates, in case of inter-RAT handover from E-UTRA, which additional IEs are included or not:
	Source system
	sourceConfig
	rrm-Config
	as-Context

	E-UTRA/EPC
	Not included
	May be included
	Not included

	E-UTRA/5GC
	May be included, but only radioBearerConfig is included in the RRCReconfiguration.
	May be included
	Not included
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First Modified Subclause
–	TMGI
The IE TMGI is used to identify the MBS session.
TMGI information element
-- ASN1START
-- TAG-TMGI-START

TMGI-r17 ::=                     SEQUENCE {
    plmn-Id-r17                      CHOICE {
        plmn-IdentityIndex               INTEGER (1..maxPLMN),
        explicitValue                    PLMN-Identity
    },
    serviceId-r17                    OCTET STRING (SIZE (3))
}

-- TAG-TMGI-STOP
-- ASN1STOP

	TMGI field descriptions

	serviceId
Uniquely identifies the identity of an MBS service within a PLMN. The field contains octet 3- 5 of the IE Temporary Mobile Group Identity (TMGI) as defined in TS 24.008 [38]. The first octet contains the third octet of the TMGI, the second octet contains the fourth octet of the TMGI and so on.



Next Modified Subclause

–	HandoverPreparationInformation
This message is used to transfer the NR RRC information used by the target gNB during handover preparation or UE context retrieval, e.g. in case of resume or re-establishment, including UE capability information. This message is also used for transferring the information between the CU and DU.
Direction: source gNB/source RAN to target gNB or CU to DU.
HandoverPreparationInformation message
-- ASN1START
-- TAG-HANDOVER-PREPARATION-INFORMATION-START

HandoverPreparationInformation ::=      SEQUENCE {
    criticalExtensions                      CHOICE {
        c1                                      CHOICE{
            handoverPreparationInformation          HandoverPreparationInformation-IEs,
            spare3 NULL, spare2 NULL, spare1 NULL
        },
        criticalExtensionsFuture            SEQUENCE {}
    }
}

HandoverPreparationInformation-IEs ::=  SEQUENCE {
    ue-CapabilityRAT-List                   UE-CapabilityRAT-ContainerList,
    sourceConfig                            AS-Config                                       OPTIONAL, -- Cond HO
    rrm-Config                              RRM-Config                                      OPTIONAL,
    as-Context                              AS-Context                                      OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                     OPTIONAL
}

AS-Config ::=                           SEQUENCE {
    rrcReconfiguration                      OCTET STRING (CONTAINING RRCReconfiguration),
    ...,
    [[
    sourceRB-SN-Config                      OCTET STRING (CONTAINING RadioBearerConfig)     OPTIONAL,
    sourceSCG-NR-Config                     OCTET STRING (CONTAINING RRCReconfiguration)    OPTIONAL,
    sourceSCG-EUTRA-Config                  OCTET STRING                                    OPTIONAL
    ]],
    [[
    sourceSCG-Configured                    ENUMERATED {true}                               OPTIONAL
    ]],
    [[
    sdt-Config-r17                          SDT-Config-r17                                  OPTIONAL
    ]]
}

AS-Context ::=                          SEQUENCE {
    reestablishmentInfo                     ReestablishmentInfo                                 OPTIONAL,
    configRestrictInfo                      ConfigRestrictInfoSCG                               OPTIONAL,
    ...,
    [[  ran-NotificationAreaInfo            RAN-NotificationAreaInfo                            OPTIONAL
    ]],
    [[  ueAssistanceInformation             OCTET STRING (CONTAINING UEAssistanceInformation)   OPTIONAL   -- Cond HO2
    ]],
    [[
    selectedBandCombinationSN               BandCombinationInfoSN                               OPTIONAL
    ]],
    [[
    configRestrictInfoDAPS-r16              ConfigRestrictInfoDAPS-r16                          OPTIONAL,
    sidelinkUEInformationNR-r16             OCTET STRING                                        OPTIONAL,
    sidelinkUEInformationEUTRA-r16          OCTET STRING                                        OPTIONAL,
    ueAssistanceInformationEUTRA-r16        OCTET STRING                                        OPTIONAL,
    ueAssistanceInformationSCG-r16          OCTET STRING (CONTAINING UEAssistanceInformation)   OPTIONAL,   -- Cond HO2
    needForGapsInfoNR-r16                   NeedForGapsInfoNR-r16                               OPTIONAL
    ]],
    [[
    configRestrictInfoDAPS-v1640            ConfigRestrictInfoDAPS-v1640                        OPTIONAL
    ]],
    [[
    needForGapNCSG-InfoNR-r17               NeedForGapNCSG-InfoNR-r17                           OPTIONAL,
    needForGapNCSG-InfoEUTRA-r17            NeedForGapNCSG-InfoEUTRA-r17                        OPTIONAL,
    mbsInterestIndication-r17               OCTET STRING (CONTAINING MBSInterestIndication-r17) OPTIONAL
    ]],
    [[
    tmgi-PLMN-Information-r17                TMGI-PLMN-Information-r17                            OPTIONAL
    ]]
}

ConfigRestrictInfoDAPS-r16 ::=          SEQUENCE {
    powerCoordination-r16                   SEQUENCE {
        p-DAPS-Source-r16                       P-Max,
        p-DAPS-Target-r16                       P-Max,
        uplinkPowerSharingDAPS-Mode-r16          ENUMERATED {semi-static-mode1, semi-static-mode2, dynamic }
    }                                                                                                       OPTIONAL
}

ConfigRestrictInfoDAPS-v1640 ::=    SEQUENCE {
    sourceFeatureSetPerDownlinkCC-r16   FeatureSetDownlinkPerCC-Id,
    sourceFeatureSetPerUplinkCC-r16     FeatureSetUplinkPerCC-Id
}

TMGI-PLMN-Information-r17 ::=    SEQUENCE (SIZE (1..maxMRB-r17)) OF TMGI-PLMN-r17

TMGI-PLMN-r17 ::=                    SEQUENCE {
    tmgi-PLMN-r17                           PLMN-Identity                                    OPTIONAL
}

ReestablishmentInfo ::=             SEQUENCE {
    sourcePhysCellId                        PhysCellId,
    targetCellShortMAC-I                    ShortMAC-I,
    additionalReestabInfoList               ReestabNCellInfoList                            OPTIONAL
}

ReestabNCellInfoList ::=             SEQUENCE ( SIZE (1..maxCellPrep) ) OF ReestabNCellInfo

ReestabNCellInfo::= SEQUENCE{
    cellIdentity                            CellIdentity,
    key-gNodeB-Star                         BIT STRING (SIZE (256)),
    shortMAC-I                              ShortMAC-I
}

RRM-Config ::=              SEQUENCE {
    ue-InactiveTime             ENUMERATED {
                                    s1, s2, s3, s5, s7, s10, s15, s20,
                                    s25, s30, s40, s50, min1, min1s20, min1s40,
                                    min2, min2s30, min3, min3s30, min4, min5, min6,
                                    min7, min8, min9, min10, min12, min14, min17, min20,
                                    min24, min28, min33, min38, min44, min50, hr1,
                                    hr1min30, hr2, hr2min30, hr3, hr3min30, hr4, hr5, hr6,
                                    hr8, hr10, hr13, hr16, hr20, day1, day1hr12, day2,
                                    day2hr12, day3, day4, day5, day7, day10, day14, day19,
                                    day24, day30, dayMoreThan30}                            OPTIONAL,
    candidateCellInfoList       MeasResultList2NR                                           OPTIONAL,
    ...,
    [[
    candidateCellInfoListSN-EUTRA      MeasResultServFreqListEUTRA-SCG                      OPTIONAL
    ]]
}

-- TAG-HANDOVER-PREPARATION-INFORMATION-STOP
-- ASN1STOP

	HandoverPreparationInformation field descriptions

	as-Context
Local RAN context required by the target gNB or DU.

	rrm-Config
Local RAN context used mainly for RRM purposes.

	sourceConfig
The radio resource configuration as used in the source cell.

	ue-CapabilityRAT-List
The UE radio access related capabilities concerning RATs supported by the UE. A gNB that retrieves MRDC related capability containers ensures that the set of included MRDC containers is consistent w.r.t. the feature set related information.

	ue-InactiveTime
Duration while UE has not received or transmitted any user data. Thus the timer is still running in case e.g., UE measures the neighbour cells for the HO purpose. Value s1 corresponds to 1 second, s2 corresponds to 2 seconds and so on. Value min1 corresponds to 1 minute, value min1s20 corresponds to 1 minute and 20 seconds, value min1s40 corresponds to 1 minute and 40 seconds and so on. Value hr1 corresponds to 1 hour, hr1min30 corresponds to 1 hour and 30 minutes and so on.



	AS-Config field descriptions

	rrcReconfiguration
Contains the RRCReconfiguration configuration as generated entirely by the MN.

	sdt-Config
Contains the IE SDT-Config as generated entirely by the last serving gNB. This field is only used during the SDT procedure with UE context relocation as defined in TS 38.300 [2], clause 18.2.

	sourceRB-SN-Config
Contains the IE RadioBearerConfig as generated entirely by the SN. This field is only used when the UE is configured with SN terminated RB(s).

	sourceSCG-Configured
Value true indicates that the UE is configured with NR or EUTRA SCG in source configuration. The field is only used in NR-DC and NE-DC and is included only if the fields sourceSCG-NR-Config and sourceSCG-EUTRA-Config are absent.

	sourceSCG-EUTRA-Config
Contains the current dedicated SCG configuration in RRCConnectionReconfiguration message as specified in TS 36.331 [10] and generated entirely by the SN. In this version of the specification, the E-UTRA RRCConnectionReconfiguration message can only include the field scg-Configuration . This field is only used in NE-DC.

	sourceSCG-NR-Config
Contains the current dedicated SCG configuration in RRCReconfiguration message as generated entirely by the SN. In this version of the specification, the RRCReconfiguration message can only include fields secondaryCellGroup and measConfig. This field is only used in NR-DC.



	AS-Context field descriptions

	configRestrictInfoDAPS
Includes fields for which source cell explicitly indicates the restriction to be observed by target cell during DAPS handover.

	[bookmark: _Hlk122504218]mbsInterestIndication
Includes the information last reported by the UE in the NR MBSInterestIndication message, where the plmn-IdentityIndex (if included by the UE in tmgi) is replaced by  the corresponding PLMN ID or SNPN Identity, if any.

	tmgi-PLMN-Information
Includes as many elements as the mrb-ToAddModList. tmgi-PLMN is present for each MRB for which the source cell is using plmn-IdentityIndex in the TMGI encoding in the mrb-ToAddModList in order to allow target cell to reconfigure plmn-IdentityIndex to point to correct PLMN if needed.

	needForGapsInfoNR
Includes measurement gap requirement information of the UE for NR target bands.

	selectedBandCombinationSN
Indicates the band combination selected by SN in (NG)EN-DC, NE-DC, and NR-DC.

	sidelinkUEInformationEUTRA
This field includes SidelinkUEInformation IE as specified in TS 36.331 [10].

	sidelinkUEInformationNR
This field includes SidelinkUEInformationNR IE.

	ueAssistanceInformation
Includes for each UE assistance feature the information last reported by the UE, if any.

	ueAssistanceInformationSCG
Includes for each UE assistance feature associated with the SCG, the information last reported by the UE in the NR UEAssistanceInformation message for the SCG, if any.



	ConfigRestrictInfoDAPS field descriptions

	sourceFeatureSetPerUplinkCC/sourceFeatureSetPerDownlinkCC
Indicates an index referring to the position of the FeatureSetUplinkPerCC/FeatureSetDownlinkPerCC selected by source in the featureSetsUplinkPerCC/featureSetsDownlinkPerCC.



	RRM-Config field descriptions

	candidateCellInfoList
A list of the best cells on each frequency for which measurement information was available

	candidateCellInfoListSN-EUTRA
A list of EUTRA cells including serving cells and best neighbour cells on each serving frequency, for which measurement results were available. This field is only used in NE-DC. 



	Conditional Presence
	Explanation

	HO
	The field is mandatory present in case of handover within NR or UE context retrieval, e.g. in case of resume or re-establishment. The field is optionally present in case of handover from E-UTRA/5GC. Otherwise the field is absent.

	HO2
	The field is optionally present in case of handover within NR; otherwise the field is absent.



NOTE 1:	The following table indicates per source RAT whether RAT capabilities are included or not.

	Source RAT
	NR capabilities
	E-UTRA capabilities
	MR-DC capabilities
	UTRA capabilities

	NR
	May be included if UE Radio Capability ID as specified in 23.502 [43] is used for the UE. Included otherwise.
	May be included
	May be included
	May be included, ignored by gNB if received

	E-UTRAN
	May be included if UE Radio Capability ID as specified in 23.502 [43] is used for the UE. Included otherwise.
	May be included
	May be included
	May be included, ignored by gNB if received



NOTE 2:	The following table indicates, in case of inter-RAT handover from E-UTRA, which additional IEs are included or not:
	Source system
	sourceConfig
	rrm-Config
	as-Context

	E-UTRA/EPC
	Not included
	May be included
	Not included

	E-UTRA/5GC
	May be included, but only radioBearerConfig is included in the RRCReconfiguration.
	May be included
	Not included




Next Modified Subclause
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