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	Reason for change:
	In clause 5.4 of the current SRAP specification, the Remote UE and Relay UE only need to check whether local ID and bearer ID are correctly filled in, if not the data PDU will be discarded.
However, there are other error cases. For instance, in this release D/C value shall not be set to 1 as no SRAP Control PDU is defined, and R bit shall not be set to 1. Those cases should also be considered in clause 5.4, and if the values are invalid the UE shall discard the received SRAP PDU.

	
	

	Summary of change:
	In clause 5.4, calrify that if a Relay UE or a Remote UE receives a SRAP control PDU or a SRAP PDU with invalid values, the SRAP entity of the UE should discard the SRAP PDU.

Impact analysis
Impacted 5G architecture options:
NR SA 

Impacted functionality
L2 U2N relay, Packet forwarding at SRAP entity

Inter-operability: 
There is no inter-operability issue since this change is just for Relay UE’s or Remote UE’s internal operation.

	
	

	Consequences if not approved:
	Without the change, it is not clear how the SRAP entity handles the SRAP control PDU and the SRAP PDU with invalid values.
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[bookmark: _Toc525809094][bookmark: _Toc23239743][bookmark: _Toc115459337][bookmark: _GoBack]
5.4	Handling of unknown, unforeseen, and erroneous protocol data
[bookmark: _Hlk94688707]For U2N Remote UE, if sl-LocalIdentity and sl-RemoteUE-RB-Identity are both configured, when a SRAP Data PDU with SRAP header that contains a UE ID field or BEARER ID field which does not match sl-LocalIdentity or sl-RemoteUE-RB-Identity included in sl-SRAP-ConfigRemote is received, the SRAP entity shall:
-	discard the received SRAP Data PDU.
For U2N Relay UE, when a SRAP Data PDU with SRAP header that contains a UE ID field or BEARER ID field which does not match sl-LocalIdentity or sl-RemoteUE-RB-Identity included in sl-SRAP-ConfigRelay is received except in the case where the SRAP Data PDU from SL-RLC1 as specified in TS 38.331 [3] is the first SRAP Data PDU received from a U2N Remote UE, or when a SRAP Data PDU that contains a UE ID which does not match the concerned sl-LocalIdentity corresponding to sl-L2IdentityRemote of the ingress link is received by U2N Relay UE, the SRAP entity shall:
-	discard the received SRAP Data PDU.
When the U2N Remote UE or the U2N Relay UE receives a SRAP Control PDU or a SRAP PDU with invalid values, the SRAP entity shall:
-	discard the received SRAP PDU.
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