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	Reason for change:
	[bookmark: _Hlk126600884][bookmark: _Hlk127177705]In the RAN4 LS, RAN4 agreed not to define PEMAX,c for S-SSB configured Tx Power in TS38.101-1. The related parameter sl-MaxTransPower which is used for configuring PEMAX,c should be updated to reflect RAN4’s agreement.
And in TS 38.101-1, it is clear the this parameters can be used for PSSCH, PSCCH and PSFCH respectively, as follows:
-	PCMAX,f,c is configured for PSSCH\PSCCH, S-SSB and PSFCH, respectively;
-	For the total transmitted power PCMAX,PSSCH/PSCCH, PEMAX,c is the value given by IE sl-maxTransPower, defined by TS 38.331
-	For the total transmitted power PCMAX,S-SSB, the PCMAX_L,f,c and PCMAX_H,f,c are defined as follows:
PCMAX_L,f,c = MIN {PPowerClass, V2X – MAX(MAX(MPRc , A-MPRc) + TIB,c , P-MPRc), PRegulatory,c}
PCMAX_H,f,c = MIN {PPowerClass, V2X,  PRegulatory,c}
-	For the total transmitted power PCMAX,PSFCH, PEMAX,c is the value given by IE sl-maxTransPower when single resource pool configured is transmitted at a given time and sum of the IEs sl-maxTransPower when multiple resource pools configured are transmitted at a given time, defined by TS 38.331.

	
	

	Summary of change:
	In the field description of sl-MaxTransPower, it is clarified that the parameter only indicates the maximum value of the UE's sidelink transmission power for PSCCH, PSSCH and PSFCH on this resource pool, but not for S-SSB.
Impact analysis
Impacted 5G architecture options:
NR SA 

Impacted functionality
NR Sidelink enhancement

Inter-operability: 
If the UE implements the CR but not the network, there is no inter-operability issue.
If the network implements the CR but not the UE, there is no inter-operability issue.
If one UE implements the CR but not the other UE, there is no inter-operability issue.

	
	

	Consequences if not approved:
	The field description of sl-MaxTransPower may cause misunderstanding that it is also used for determining the power of S-SSB transmission.
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	START OF CHANGE


[bookmark: _Toc124553506][bookmark: _Toc60777521]6.3.5	Sidelink information elements
	SL-PowerControl field descriptions

	sl-MaxTransPower
Indicates the maximum value of the UE's sidelink transmission power for PSSCH, PSCCH and PSFCH on this resource pool. The unit is dBm.
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