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	Reason for change:
	Default SRB configuration is specified in clause 9.2.1. Default parameter values are specified only for SRB1, SRB2, and SRB3. For SRB4, no default configuration is specifed. That requires network to explicitly configure necessary parameters  for SRB4 when configuring SRB4.
In the IE RLC-BearerConfig, the fields,  rlc-Config and mac-LogicalChannelConfig, can be conditionally configured with a conditional presence, LCH-Setup, as defined below:
	This field is mandatory present upon creation of a new logical channel for a DRB or a multicast MRB. This field is optionally present, Need S, upon creation of a new logical channel for an SRB. It is optionally present, Need M, otherwise.



Given that no default parameters are specified for SRB4, the conditional presence ‘LCH-Setup’ should be updated such that these fields should be mandatory present upon creation of a new logical channel for SRB4. 

	
	

	Summary of change:
	The conditional presence LCH-Setup is updated such that 
· This field is mandatory present upon creation of a new logical channel not for a DRB or a multicast MRB or a SRB4. 
· This field is optionally present, Need S, upon creation of a new logical channel for an SRB except for SRB4.

	
	

	Consequences if not approved:
	When configuring SRB4, network may not configure necessary parameters of rlc-Config and mac-LogicalChannelConfig due to incorrect conditional presence applied to these fields, resulting in failure of SRB4 setup. 

Impact analysis
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Impacted functionality:
QoE measurement reporting 
 
Inter-operability:
If the UE is implemented according to the CR while the network is not, UE may not be configured with mandatory paramteres when SRB4 is configured.  

if the network is implemented according to the CR while the UE is not, no inter-operability issue is expected. 


	
	

	Clauses affected:
	6.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


Page 1


[bookmark: _Toc52796433][bookmark: _Toc52751971][bookmark: _Toc37296150][bookmark: _Toc29239796][bookmark: _Toc46490276][bookmark: _Toc67931492]================================================== CHANGE BEGIN==============================================================
[bookmark: _Toc60777158][bookmark: _Toc124713087][bookmark: _Hlk54206873][bookmark: _Toc60777357][bookmark: _Toc124713323]6.3.2	Radio resource control information elements
<unaffected part is omitted>
–	RLC-BearerConfig
The IE RLC-BearerConfig is used to configure an RLC entity, a corresponding logical channel in MAC and the linking to a PDCP entity (served radio bearer).
RLC-BearerConfig information element
-- ASN1START
-- TAG-RLC-BEARERCONFIG-START

RLC-BearerConfig ::=                        SEQUENCE {
    logicalChannelIdentity                      LogicalChannelIdentity,
    servedRadioBearer                           CHOICE {
        srb-Identity                                SRB-Identity,
        drb-Identity                                DRB-Identity
    }                                                                                               OPTIONAL,   -- Cond LCH-SetupOnly
    reestablishRLC                              ENUMERATED {true}                                   OPTIONAL,   -- Need N
    rlc-Config                                  RLC-Config                                          OPTIONAL,   -- Cond LCH-Setup
    mac-LogicalChannelConfig                    LogicalChannelConfig                                OPTIONAL,   -- Cond LCH-Setup
    ...,
    [[
    rlc-Config-v1610                            RLC-Config-v1610                                    OPTIONAL    -- Need R
    ]],
    [[
    rlc-Config-v1700                            RLC-Config-v1700                                    OPTIONAL,   -- Need R
    logicalChannelIdentityExt-r17               LogicalChannelIdentityExt-r17                       OPTIONAL,   -- Cond LCH-SetupModMRB
    multicastRLC-BearerConfig-r17               MulticastRLC-BearerConfig-r17                       OPTIONAL,   -- Cond LCH-SetupOnlyMRB
    servedRadioBearerSRB4-r17                   SRB-Identity-v1700                                  OPTIONAL    -- Need N
    ]]
}

MulticastRLC-BearerConfig-r17 ::=           SEQUENCE {
    servedMBS-RadioBearer-r17                   MRB-Identity-r17,
    isPTM-Entity-r17                            ENUMERATED {true}                                   OPTIONAL    -- Need S
}

LogicalChannelIdentityExt-r17 ::=           INTEGER (320..65855)

-- TAG-RLC-BEARERCONFIG-STOP
-- ASN1STOP

	RLC-BearerConfig field descriptions

	isPTM-Entity
If configured, indicates that the RLC entity is used for PTM reception. When the field is absent the RLC entity is used for PTP transmission/reception.

	logicalChannelIdentity
ID used commonly for the MAC logical channel and for the RLC bearer. Value 4 is not configured for DRBs if SRB4 is configured.

	logicalChannelIdentityExt
Extended logical channel ID used commonly for the MAC logical channel and for the RLC bearer for PTM reception. If this field is configured, the UE shall ignore logicalChannelIdentity.

	reestablishRLC
Indicates that RLC should be re-established. Network sets this to true at least whenever the security key used for the radio bearer associated with this RLC entity changes. For SRB2, multicast MRBs and DRBs, unless full configuration is used, it is also set to true during the resumption of the RRC connection or the first reconfiguration after reestablishment. For SRB1, when resuming an RRC connection, or at the first reconfiguration after RRC connection reestablishment, the network does not set this field to true.

	rlc-Config
Determines the RLC mode (UM, AM) and provides corresponding parameters. RLC mode reconfiguration can only be performed by DRB/multicast MRB release/addition or full configuration. The network may configure rlc-Config-v1610 only when rlc-Config (without suffix) is set to am.

	servedMBS-RadioBearer
Associates the RLC Bearer with a multicast MRB. The UE shall deliver DL RLC SDUs received via the RLC entity of this RLC bearer to the PDCP entity of the servedMBS-RadioBearer.

	servedRadioBearer, servedRadioBearerSRB4
Associates the RLC Bearer with an SRB or a DRB. The UE shall deliver DL RLC SDUs received via the RLC entity of this RLC bearer to the PDCP entity of the servedRadioBearer. Furthermore, the UE shall advertise and deliver uplink PDCP PDUs of the uplink PDCP entity of the servedRadioBearer to the uplink RLC entity of this RLC bearer unless the uplink scheduling restrictions (moreThanOneRLC in PDCP-Config and the restrictions in LogicalChannelConfig) forbid it to do so.



	Conditional Presence
	Explanation

	LCH-Setup
	This field is mandatory present upon creation of a new logical channel for a DRB or a multicast MRB or SRB4. This field is optionally present, Need S, upon creation of a new logical channel for an SRB except SRB4. It is optionally present, Need M, otherwise.

	LCH-SetupModMRB
	This field is optionally present upon creation of a new logical channel for PTM reception for a multicast MRB. If this field is included upon creation of a new logical channel for PTM reception for a multicast MRB, it shall be present when modifying this logical channel. The field is absent for logical channels configured for an SRB and a DRB.

	LCH-SetupOnly
	This field is mandatory present upon creation of a new logical channel for a DRB or an SRB (servedRadioBearer). It is absent, Need M otherwise.

	LCH-SetupOnlyMRB
	This field is mandatory present upon creation of a new logical channel for a multicast MRB and upon modification of MRB-Identity of the served MRB. It is absent, Need M otherwise.
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