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	Reason for change:
	UE can request Positioning Measurement Gap Activation/Deactivation Request using MAC CE only if Scheduling Request Configuration has been configured by RRC layer. However, this condition is missing in MAC specification.

	
	

	Summary of change:
	Add the condition that UE may trigger MAC CE based request only when Scheduling Request Configuration applicable for Positioning Measurement Gap Activation/Deactivation Request MAC CE has been configured.

Impact analysis
Impacted functionality:
Positioning Measurement Gap Activation/Deactivation Request 
Inter-operability:
If the network is implemented according to the CR and UE is not, the UE may request measurement gap using MAC CE when network is not expecting.
If the UE is implemented according to the CR and network is not, no inter-operability issue is seen. It can be assumed that network does not support this functionality or may only support LMF/NRPPa triggered gap request configuration.

	
	

	Consequences if not approved:
	The condition when UE can send MAC CE for gap activation/deactivation request would be missing which may lead UE to send MAC CE when Network is not expecting, which can lead to error, exception handling.
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[bookmark: _Toc109217651][bookmark: _Hlk114854654]5.25	Positioning Measurement Gap Activation/Deactivation Request
If the UE is configured with pre-configured measurement gap, the UE may request the network to activate or deactivate the Positioning measurement gap with UL MAC CE for Positioning Measurement Gap Activation/Deactivation Request in clause 6.1.3.40.
The MAC entity shall, when triggered by the upper layer to send Positioning Measurement Gap Activation/Deactivation Request, cancel the triggered Positioning Measurement Gap Activation/Deactivation Request, if any and trigger another Positioning Measurement Gap Activation/Deactivation Request according to the upper layer's request.
The MAC entity shall,
1>if Positioning Measurement Gap Activation/Deactivation Request MAC CE has been triggered, and not cancelled:
2>	if indication from upper layer has been received that the triggered Positioning Measurement Gap Activation/Deactivation Request MAC CE should be cancelled:
3>	cancel the triggered Positioning Measurement Gap Activation/Deactivation Request MAC CE.
2>	if UL-SCH resources are available for a new transmission and these UL-SCH resources can accommodate the Positioning Measurement Gap Activation/Deactivation Request MAC CE plus its subheader as a result of logical channel prioritization:
3>	instruct the Multiplexing and Assembly procedure to generate the Positioning Measurement Gap Activation/Deactivation Request MAC CE according to the upper layer's request;
3>	cancel triggered Positioning Measurement Gap Activation/Deactivation Request MAC CE.
2>	else if Scheduling Request configuration for Positioning Measurement Gap Activation/Deactivation is configured:
3>	trigger a Scheduling Request for Positioning Measurement Gap Activation/Deactivation Request MAC CE.
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