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	Reason for change:
	
· The defintion of area for preconfigured assistance data is not clear. If NW configures the same cell in different area, then a UE camped in that cell would have ambiguity as which AD is valid in that area. Hence, clarification is needed that a cell is included in only one area.

· Currently, there is no field description for the nr-DL-PRS-PrioResourceSetID and nr-DL-PRS-PrioResourceID. Instead, the field description for dl-PRS-ResourcePrioritySubset is provided but dl-PRS-ResourcePrioritySubset is not defined as field. It is difficult to search for the field description defintion and does not reflect the ASN.1

· Further the field description of nr-DL-PRS-ResourceID is missing.



	
	

	Summary of change:
	
· Area definition has been updated.

· Field descriptions have been added and corrected and sequence description have been removed.

Impact Analysis
Impacted 5G architecture options: NR SA, (NG)EN-DC, NE-DC,NR-DC 

Impacted functionality:
Preconfigured Assistance data with validity area
NR DL-PRS Info Field Descriptions

Inter-operability:
· If NW implements the CR and UE does not, there is no interoperability
· If UE implemnts the CR and NW does not, there can be ambiguity on the UE as which assitance data to select.
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–	AreaID-CellList
The IE AreaID-CellList provides the NR Cell-IDs of the TRPs belonging to a particular network area where the associated assistance data are valid. Each cell is included in only one area.
-- ASN1START

AreaID-CellList-r17 ::= SEQUENCE (SIZE(1..maxCellIDsPerArea-r17)) OF NR-Cell-IDs-r17

NR-Cell-IDs-r17 ::= SEQUENCE {
	nr-CellGlobalID-r17				NCGI-r15					OPTIONAL,	-- Need ON
	nr-PhysCellID-r17				NR-PhysCellID-r16			OPTIONAL,	-- Need ON
	nr-ARFCN-r17					ARFCN-ValueNR-r15			OPTIONAL,	-- Need ON
	...
}

-- ASN1STOP

	AreaID-CellList field descriptions

	nr-CellGlobalID
This field specifies the NR Cell Global ID of the TRP belonging to a particular network area where the associated assistance data are applicable.

	nr-PhysCellID
This field specifies the physical cell identity of the TRP belonging to a particular network area where the associated assistance data are applicable.

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP's CD-SSB (as defined in TS 38.300 [47]) corresponding to nr-PhysCellID.




[…]
[bookmark: _Toc46486421][bookmark: _Toc52546766][bookmark: _Toc52547296][bookmark: _Toc52547826][bookmark: _Toc52548356][bookmark: _Toc131140122]–	NR-DL-PRS-Info
The IE NR-DL-PRS-Info defines downlink PRS configuration.
-- ASN1START

NR-DL-PRS-Info-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceSetList-r16		SEQUENCE (SIZE (1..nrMaxSetsPerTrpPerFreqLayer-r16)) OF
																	NR-DL-PRS-ResourceSet-r16,
	...
}

NR-DL-PRS-ResourceSet-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceSetID-r16			NR-DL-PRS-ResourceSetID-r16,
	dl-PRS-Periodicity-and-ResourceSetSlotOffset-r16
										NR-DL-PRS-Periodicity-and-ResourceSetSlotOffset-r16,
	dl-PRS-ResourceRepetitionFactor-r16	ENUMERATED {n2, n4, n6, n8, n16, n32, ...}
																			OPTIONAL,	-- Need OP
	dl-PRS-ResourceTimeGap-r16			ENUMERATED {s1, s2, s4, s8, s16, s32, ...}
																			OPTIONAL,	-- Cond Rep
	dl-PRS-NumSymbols-r16				ENUMERATED {n2, n4, n6, n12, ...},
	dl-PRS-MutingOption1-r16			DL-PRS-MutingOption1-r16			OPTIONAL,	-- Need OP
	dl-PRS-MutingOption2-r16			DL-PRS-MutingOption2-r16			OPTIONAL,	-- Need OP
	dl-PRS-ResourcePower-r16			INTEGER (-60..50),	
	dl-PRS-ResourceList-r16				SEQUENCE (SIZE (1..nrMaxResourcesPerSet-r16)) OF
																	NR-DL-PRS-Resource-r16,
	...
}

DL-PRS-MutingOption1-r16 ::= SEQUENCE {
	dl-prs-MutingBitRepetitionFactor-r16
										ENUMERATED { n1, n2, n4, n8, ... }	OPTIONAL,	-- Need OP
	nr-option1-muting-r16				NR-MutingPattern-r16,
	...
}

DL-PRS-MutingOption2-r16 ::= SEQUENCE {
	nr-option2-muting-r16				NR-MutingPattern-r16,
	...
}

NR-MutingPattern-r16 ::= CHOICE {
	po2-r16								BIT STRING (SIZE(2)),
	po4-r16								BIT STRING (SIZE(4)),
	po6-r16								BIT STRING (SIZE(6)),
	po8-r16								BIT STRING (SIZE(8)),
	po16-r16							BIT STRING (SIZE(16)),
	po32-r16							BIT STRING (SIZE(32)),
	...
}

NR-DL-PRS-Resource-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r16			NR-DL-PRS-ResourceID-r16,
	dl-PRS-SequenceID-r16				INTEGER (0.. 4095),
	dl-PRS-CombSizeN-AndReOffset-r16	CHOICE {
			n2-r16							INTEGER (0..1),
			n4-r16							INTEGER (0..3),
			n6-r16							INTEGER (0..5),
			n12-r16							INTEGER (0..11),
			...
	},
	dl-PRS-ResourceSlotOffset-r16		INTEGER (0..nrMaxResourceOffsetValue-1-r16),
	dl-PRS-ResourceSymbolOffset-r16		INTEGER (0..12),
	dl-PRS-QCL-Info-r16					DL-PRS-QCL-Info-r16					OPTIONAL,	--Need ON
	...,
	[[
[bookmark: _Hlk96949066]	dl-PRS-ResourcePrioritySubset-r17	DL-PRS-ResourcePrioritySubset-r17	OPTIONAL	-- Need ON
	]]
}

DL-PRS-QCL-Info-r16 ::= CHOICE {
	ssb-r16						SEQUENCE {
		pci-r16							NR-PhysCellID-r16,
		ssb-Index-r16					INTEGER (0..63),
		rs-Type-r16						ENUMERATED {typeC, typeD, typeC-plus-typeD}
	},
	dl-PRS-r16					SEQUENCE {
		qcl-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16,
		qcl-DL-PRS-ResourceSetID-r16	NR-DL-PRS-ResourceSetID-r16
	}
}

NR-DL-PRS-Periodicity-and-ResourceSetSlotOffset-r16 ::= CHOICE {
	scs15-r16		CHOICE {
						n4-r16					INTEGER (0..3),
						n5-r16					INTEGER (0..4),
						n8-r16					INTEGER (0..7),
						n10-r16					INTEGER (0..9),
						n16-r16					INTEGER (0..15),
						n20-r16					INTEGER (0..19),
						n32-r16					INTEGER (0..31),
						n40-r16					INTEGER (0..39),
						n64-r16					INTEGER (0..63),
						n80-r16					INTEGER (0..79),
						n160-r16				INTEGER (0..159),
						n320-r16				INTEGER (0..319),
						n640-r16				INTEGER (0..639),
						n1280-r16				INTEGER (0..1279),
						n2560-r16				INTEGER (0..2559),
						n5120-r16				INTEGER (0..5119),
						n10240-r16				INTEGER (0..10239),
						...
	},
	scs30-r16		CHOICE {
						n8-r16					INTEGER (0..7),
						n10-r16					INTEGER (0..9),
						n16-r16					INTEGER (0..15),
						n20-r16					INTEGER (0..19),
						n32-r16					INTEGER (0..31),
						n40-r16					INTEGER (0..39),
						n64-r16					INTEGER (0..63),
						n80-r16					INTEGER (0..79),
						n128-r16				INTEGER (0..127),
						n160-r16				INTEGER (0..159),
						n320-r16				INTEGER (0..319),
						n640-r16				INTEGER (0..639),
						n1280-r16				INTEGER (0..1279),
						n2560-r16				INTEGER (0..2559),
						n5120-r16				INTEGER (0..5119),
						n10240-r16				INTEGER (0..10239),
						n20480-r16				INTEGER (0..20479),
						...
	},
	scs60-r16		CHOICE {
						n16-r16					INTEGER (0..15),
						n20-r16					INTEGER (0..19),
						n32-r16					INTEGER (0..31),
						n40-r16					INTEGER (0..39),
						n64-r16					INTEGER (0..63),
						n80-r16					INTEGER (0..79),
						n128-r16				INTEGER (0..127),
						n160-r16				INTEGER (0..159),
						n256-r16				INTEGER (0..255),
						n320-r16				INTEGER (0..319),
						n640-r16				INTEGER (0..639),
						n1280-r16				INTEGER (0..1279),
						n2560-r16				INTEGER (0..2559),
						n5120-r16				INTEGER (0..5119),
						n10240-r16				INTEGER (0..10239),
						n20480-r16				INTEGER (0..20479),
						n40960-r16				INTEGER (0..40959),
						...
	},
	scs120-r16		CHOICE {
						n32-r16					INTEGER (0..31),
						n40-r16					INTEGER (0..39),
						n64-r16					INTEGER (0..63),
						n80-r16					INTEGER (0..79),
						n128-r16				INTEGER (0..127),
						n160-r16				INTEGER (0..159),
						n256-r16				INTEGER (0..255),
						n320-r16				INTEGER (0..319),
						n512-r16				INTEGER (0..511),
						n640-r16				INTEGER (0..639),
						n1280-r16				INTEGER (0..1279),
						n2560-r16				INTEGER (0..2559),
						n5120-r16				INTEGER (0..5119),
						n10240-r16				INTEGER (0..10239),
						n20480-r16				INTEGER (0..20479),
						n40960-r16				INTEGER (0..40959),
						n81920-r16				INTEGER (0..81919),
						...
	},
	...
}

DL-PRS-ResourcePrioritySubset-r17 ::= SEQUENCE (SIZE (1..maxNumPrioResources-r17)) OF
														NR-DL-PRSResourcePriorityItem-r17

NR-DL-PRSResourcePriorityItem-r17 ::= SEQUENCE {
	nr-DL-PRS-PrioResourceSetID-r17			NR-DL-PRS-ResourceSetID-r16	OPTIONAL,	-- Cond NotSame
	nr-DL-PRS-PrioResourceID-r17			NR-DL-PRS-ResourceID-r16,
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	Rep
	The field is mandatory present, if dl-PRS-ResourceRepetitionFactor is present. Otherwise it is not present.

	NotSame
	The field is optionally present, need OP. If the field is absent, the indicated nr-DL-PRS-PrioResourceID belongs to the same DL-PRS Resource Set as the nr-DL-PRS-ResourceID.



	NR-DL-PRS-Info field descriptions

	nr-DL-PRS-ResourceID
This field specifies the DL-PRS Resource ID, which is used to identify the DL-PRS beam associated to DL-PRS Resource Set of the TRP across all the frequency layers.

	nr-DL-PRS-ResourceSetID
This field specifies the DL-PRS Resource Set ID, which is used to identify the DL-PRS Resource Set of the TRP across all the frequency layers.

	dl-PRS-Periodicity-and-ResourceSetSlotOffset
This field specifies the periodicity of DL-PRS allocation in slots configured per DL-PRS Resource Set and the slot offset with respect to SFN #0 slot #0 for a TRP where the DL-PRS Resource Set is configured (i.e. slot where the first DL-PRS Resource of DL-PRS Resource Set occurs).

	dl-PRS-ResourceRepetitionFactor
This field specifies how many times each DL-PRS Resource is repeated for a single instance of the DL-PRS Resource Set. It is applied to all resources of the DL-PRS Resource Set. Enumerated values n2, n4, n6, n8, n16, n32 correspond to 2, 4, 6, 8, 16, 32 resource repetitions, respectively. If this field is absent, the value for dl-PRS-ResourceRepetitionFactor is 1 (i.e., no resource repetition).

	dl-PRS-ResourceTimeGap
This field specifies the offset in units of slots between two repeated instances of a DL-PRS Resource corresponding to the same DL-PRS Resource ID within a single instance of the DL-PRS Resource Set. The time duration spanned by one DL-PRS Resource Set containing repeated DL-PRS Resources should not exceed DL-PRS-Periodicity.

	dl-PRS-NumSymbols
This field specifies the number of symbols per DL-PRS Resource within a slot.

	dl-PRS-MutingOption1
This field specifies the DL-PRS muting configuration of the TRP for the Option-1 muting, as specified in TS 38.214 [45], and comprises the following sub-fields:
-	dl-prs-MutingBitRepetitionFactor indicates the number of consecutive instances of the DL-PRS Resource Set corresponding to a single bit of the nr-option1-muting bit map. Enumerated values n1, n2, n4, n8 correspond to 1, 2, 4, 8 consecutive instances, respectively. If this sub-field is absent, the value for dl-prs-MutingBitRepetitionFactor is n1.
-	nr-option1-muting defines a bitmap of the time locations where the DL-PRS Resource is transmitted (value '1') or not (value '0') for a DL-PRS Resource Set, as specified in TS 38.214 [45].
If this field is absent, Option-1 muting is not in use for the TRP.

	dl-PRS-MutingOption2
This field specifies the DL-PRS muting configuration of the TRP for the Option-2 muting, as specified in TS 38.214 [45], and comprises the following sub-fields:
-	nr-option2-muting defines a bitmap of the time locations where the DL-PRS Resource is transmitted (value '1') or not (value '0'). Each bit of the bitmap corresponds to a single repetition of the DL-PRS Resource within an instance of a DL-PRS Resource Set, as specified in TS 38.214 [45]. The size of this bitmap should be the same as the value for dl-PRS-ResourceRepetitionFactor.
If this field is absent, Option-2 muting is not in use for the TRP.

	dl-PRS-ResourcePower
This field specifies the average EPRE of the resources elements that carry the PRS in dBm that is used for PRS transmission. The UE assumes constant EPRE is used for all REs of a given DL-PRS resource.

	dl-PRS-SequenceID
This field specifies the sequence Id used to initialize cinit value used in pseudo random generator TS 38.211 [41], clause 5.2.1 for generation of DL-PRS sequence for transmission on a given DL-PRS Resource.

	dl-PRS-CombSizeN-AndReOffset
This field specifies the Resource Element spacing in each symbol of the DL-PRS Resource and the Resource Element (RE) offset in the frequency domain for the first symbol in a DL-PRS Resource. All DL-PRS Resource Sets belonging to the same Positioning Frequency Layer have the same value of comb size. The relative RE offsets of following symbols are defined relative to the RE Offset in the frequency domain of the first symbol in the DL-PRS Resource according to TS 38.211 [41]. The comb size configuration should be aligned with the comb size configuration for the frequency layer.

	dl-PRS-ResourceSlotOffset
This field specifies the starting slot of the DL-PRS Resource with respect to the corresponding DL-PRS-Resource Set Slot Offset.

	dl-PRS-ResourceSymbolOffset
This field specifies the starting symbol of the DL-PRS Resource within a slot determined by dl-PRS-ResourceSlotOffset.

	dl-PRS-QCL-Info
This field specifies the QCL indication with other DL reference signals for serving and neighbouring cells and comprises the following subfields:
-	ssb indicates the SSB information for QCL source and comprises the following sub-fields:
-	pci specifies the physical cell ID of the cell with the SSB that is configured as the source reference signal for the DL-PRS. The UE obtains the SSB configuration for the SSB configured as source reference signal for the DL-PRS by indexing to the field nr-SSB-Config with this physical cell identity.
-	ssb-Index indicates the index for the SSB configured as the source reference signal for the DL-PRS.
-	rs-Type indicates the QCL type.
-	dl-PRS indicates the PRS information for QCL source reference signal and comprises the followings sub-fields:
-	qcl-DL-PRS-ResourceID specifies DL-PRS Resource ID of the DL-PRS resource used as the source reference signal.
-	qcl-DL-PRS-ResourceSetID indicates the DL-PRS Resource Set ID of the DL-PRS Resource Set used as the source reference signal.

	nr-DL-PRS-PrioResourceSetID
This fied indicates a subset of DL-PRS resource set(s) for the purpose of prioritization of DL-AOD reporting, as specified in TS 38.214 [45].

NOTE:	This field is only applicable to DL-AoD positioning method and should be ignored for DL-TDOA and Multi-RTT positioning.

	nr-DL-PRS-PrioResourceID
This fied indicates a subset of DL-PRS resource ID(s) for the purpose of prioritization of DL-AOD reporting, as specified in TS 38.214 [45].

NOTE:	This field is only applicable to DL-AoD positioning method and should be ignored for DL-TDOA and Multi-RTT positioning.

	dl-PRS-ResourcePrioritySubset
This field provides a subset of DL-PRS Resources, which is associated with nr-DL-PRS-ResourceID for the purpose of prioritization of DL-AoD reporting, as specified in TS 38.214 [45].

NOTE:	This field is only applicable to DL-AoD positioning method and should be ignored for DL-TDOA and Multi-RTT positioning.
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