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	Reason for change:
	Sub-clause 5.3.7.2 had following statements: 
1>	if the UE is acting as L2 U2N Remote UE:
<omitted>
1> else:
2>	if the UE is capable of L2 U2N Remote UE:
<omitted>
There two terms are used:
(1) the UE is acting as L2 U2N Remote UE;
(2) the UE is capable of L2 U2N Remote UE.
The difference between the above two terms is that the UE in case (1) still has a PC5-RRC connection with a L2 U2N Relay UE, while the UE in case (2) has no PC5-RRC connection with the L2 U2N Relay UE.
Sub-clause 5.8.9.3 specifies sidelink radio link failure related actions as below: 
2>	consider the PC5-RRC connection is released for the destination;
<omitted>
2>	if UE is in RRC_CONNECTED:
3>	if the UE is acting as L2 U2N Remote UE for the destination:
<omitted>
After the sidelink radio link failure has been detected for this destination, the UE shall consider the PC5-RRC connection is released for the destination. However, the first term is still used after the PC5-RRC connection is released for the destination. R2-2303922 in RAN2#121b was raised for addressing this issue, but the Rapporteur suggested to change “if the UE is acting as L2 U2N Remote UE for the destination” to “if the UE was acting as L2 U2N Remote UE for the destination” and come to it in this meeting.
On the other hand, some editorial corrections in clause 5.8.3.2 and clause 5.8.6.1 are proposed.

	
	

	Summary of change:
	In sub-clause 5.8.9.3, the term “the UE is acting as L2 U2N Remote UE” is modified as “the UE was acting as L2 U2N Remote UE”.

In sub-clause 5.8.3.2, the term “in case L2 U2N relay operation” is modified as “in case of L2 U2N relay operation”.

In sub-clause 5.8.6.1, the statement “The purpose of this procedure is to select a synchronisation reference and used when transmitting NR sidelink communication/discovery” is modified as “The purpose of this procedure is to select a synchronisation reference and the procedure is used when transmitting NR sidelink communication/discovery”.

Impact analysis
Impacted functionality(ies): 
Sidelink radio link failure related actions
Sidelink UE information for NR sidelink communication/discovery
Sidelink synchronisation reference

Inter-operability: 
1. If the UE is implemented according to this CR but the peer UE is not, there is no inter-operability issue foreseen.

2. If the UE is implemented according to this CR but the network is not, there is no inter-operability issue foreseen.

3. If the network is implemented according to this CR but the UE is not, there is no inter-operability issue foreseen.


	
	

	Consequences if not approved:
	Minor non-controversial errors will remain in specification, leading to risk of misunderstanding.
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[bookmark: _Toc45282358][bookmark: _Toc45882744][bookmark: _Toc51951294][bookmark: _Toc75439217][bookmark: _Toc82771670][bookmark: _Toc60777027][bookmark: _Toc100844063]* * * Start of 1st Change * * * *
[bookmark: _Toc60777045][bookmark: _Toc124712925]5.8.9.3	Sidelink radio link failure related actions
The UE shall:
1>	upon indication from sidelink RLC entity that the maximum number of retransmissions for a specific destination has been reached; or
1>	upon T400 expiry for a specific destination; or
1>	upon indication from MAC entity that the maximum number of consecutive HARQ DTX for a specific destination has been reached; or
1>	upon integrity check failure indication from sidelink PDCP entity concerning SL-SRB2 or SL-SRB3 for a specific destination:
2>	consider sidelink radio link failure to be detected for this destination;
2>	release the DRBs of this destination, according to clause 5.8.9.1a.1;
2>	release the SRBs of this destination, according to clause 5.8.9.1a.3;
2>	release the PC5 Relay RLC channels of this destination if configured, in according to clause 5.8.9.7.1;
2>	discard the NR sidelink communication related configuration of this destination;
2>	reset the sidelink specific MAC of this destination;
2>	consider the PC5-RRC connection is released for the destination;
2>	indicate the release of the PC5-RRC connection to the upper layers for this destination (i.e. PC5 is unavailable);
2>	if UE is in RRC_CONNECTED:
3>	if the UE wasis acting as L2 U2N Remote UE for the destination:
4>	initiate the RRC connection re-establishment procedure as specified in 5.3.7.
3>	else:
4>	perform the sidelink UE information for NR sidelink communication procedure, as specified in 5.8.3.3;
NOTE:	It is up to UE implementation on whether and how to indicate to upper layers to maintain the keep-alive procedure [55].

* * * Start of 2nd Change * * * *
[bookmark: _Toc131064684]5.8.3.2	Initiation
A UE capable of NR sidelink communication or NR sidelink discovery or NR sidelink U2N relay operation that is in RRC_CONNECTED may initiate the procedure to indicate it is (interested in) receiving or transmitting NR sidelink communication or NR sidelink discovery or NR sidelink U2N relay operation in several cases including upon successful connection establishment or resuming, upon change of interest, upon changing QoS profile(s), upon receiving UECapabilityInformationSidelink from the associated peer UE, upon RLC mode information updated from the associated peer UE or upon change to a PCell providing SIB12 including sl-ConfigCommonNR. A UE capable of NR sidelink communication may initiate the procedure to request assignment of dedicated sidelink DRB configuration and transmission resources for NR sidelink communication transmission. A UE capable of NR sidelink communication may initiate the procedure to report to the network that a sidelink radio link failure or sidelink RRC reconfiguration failure has been declared. A UE capable of NR sidelink discovery may initiate the procedure to request assignment of dedicated resources for NR sidelink discovery transmission or NR sidelink discovery reception. A UE capable of U2N relay operation may initiate the procedure to report/update parameters for acting as U2N Relay UE or U2N Remote UE (including L2 Remote UE's source L2 ID).
A UE capable of NR sidelink operation that is in RRC_CONNECTED may initiate the procedure to report the sidelink DRX configuration received from the associated peer UE for NR sidelink unicast reception, upon accepting the sidelink DRX configuration from the associated peer UE. A UE capable of NR sidelink communication that is configured with sl-ScheduledConfig and is performing sidelink unicast transmission may initiate the procedure to report the sidelink DRX assistance information or the sidelink DRX configuration reject information received from the associated peer UE, upon receiving either of them from the associated peer UE. A UE capable of NR sidelink communication that is configured with sl-ScheduledConfig and is performing sidelink groupcast transmission may initiate the procedure to report the sidelink DRX on/off indication for the associated Destination Layer-2 ID.
A UE capable of NR sidelink operation that is in RRC_CONNECTED may initiate the procedure to report the Destination Layer-2 ID and QoS profile(s) associated with its interested service(s) that sidelink DRX is applied, for NR sidelink groupcast or broadcast reception.
Upon initiating this procedure, the UE shall:
1>	if SIB12 including sl-ConfigCommonNR is provided by the PCell:
2>	ensure having a valid version of SIB12 for the PCell;
2>	if configured by upper layers to receive NR sidelink communication on the frequency included in sl-FreqInfoList in SIB12 of the PCell:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-RxInterestedFreqList; or if the frequency configured by upper layers to receive NR sidelink communication on has changed since the last transmission of the SidelinkUEInformationNR message:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink communication reception frequency of interest in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-RxInterestedFreqList:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it is no longer interested in NR sidelink communication reception in accordance with 5.8.3.3;
2>	if configured by upper layers to transmit non-relay NR sidelink communication on the frequency included in sl-FreqInfoList in SIB12 of the PCell:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqList; or if the information carried by the sl-TxResourceReqList has changed since the last transmission of the SidelinkUEInformationNR message:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink communication transmission resources required by the UE in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-TxResourceReqList:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it no longer requires NR sidelink communication transmission resources in accordance with 5.8.3.3.
2>	if configured by upper layer to receive NR sidelink non-relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-NonRelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR or connected to a PCell providing SIB12 but not including sl-NonRelayDiscovery; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-RxInterestedFreqListDisc; or if the frequency configured by upper layers to receive NR sidelink L2 U2N relay discovery messages or NR sidelink L3 U2N relay discovery messages on has changed since the last transmission of the SidelinkUEInformationNR message:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink discovery reception frequency of interest in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-RxInterestedFreqListDisc:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it is no longer interested in NR sidelink discovery messages reception in accordance with 5.8.3.3;
2>	if configured by upper layer to receive NR sidelink L2 U2N relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2U2N-Relay; or if configured by upper layer to receive NR sidelink L3 U2N relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L3U2N-RelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR or connected to a PCell providing SIB12 but not including sl-L2U2N-Relay in case of L2 U2N relay operation or connected to a PCell providing SIB12 but not including sl-L3U2N-RelayDiscovery in case of L3 U2N relay operation; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-RxInterestedFreqListDisc; or if the frequency configured by upper layers to receive NR sidelink discovery messages on has changed since the last transmission of the SidelinkUEInformationNR message:
4>	if the UE is capable of U2N Relay UE, and if SIB12 includes sl-RelayUE-ConfigCommon; or
4>	if the UE is selecting a U2N Relay UE / has a selected U2N Relay UE / configured with measurement object associated to L2 U2N Relay UEs, and if SIB12 includes sl-RemoteUE-ConfigCommon:
5>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR relay sidelink discovery reception frequency of interest in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-RxInterestedFreqListDisc:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it is no longer interested in NR relay sidelink discovery messages reception in accordance with 5.8.3.3;
2>	if configured by upper layer to transmit NR sidelink non-relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-NonRelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR or connected to a PCell providing SIB12 but not including sl-NonRelayDiscovery; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqListDisc; or if the information carried by the sl-TxResourceReqListDisc has changed since the last transmission of the SidelinkUEInformationNR message:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink non-relay discovery messages resources required by the UE in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-TxResourceReqListDisc:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it no longer requires NR sidelink non-relay discovery messages resources in accordance with 5.8.3.3;
2>	if configured by upper layer to transmit NR sidelink L2 U2N relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2U2N-Relay; or if configured by upper layer to transmit NR sidelink L3 U2N relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L3U2N-RelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR or connected to a PCell providing SIB12 but not including sl-L2U2N-Relay in case of L2 U2N relay operation or connected to a PCell providing SIB12 but not including sl-L3U2N-RelayDiscovery in case of L3 U2N relay operation; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqListDisc; or if the information carried by the sl-TxResourceReqListDisc has changed since the last transmission of the SidelinkUEInformationNR message:
4>	if the UE is capable of U2N Relay UE, and if SIB12 includes sl-RelayUE-ConfigCommon, and if the U2N Relay UE threshold conditions as specified in 5.8.14.2 are met; or
4>	if the UE is selecting a U2N Relay UE / has a selected U2N Relay UE, and if SIB12 includes sl-RemoteUE-ConfigCommon, and if the U2N Remote UE threshold conditions as specified in 5.8.15.2 are met:
5>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink relay discovery messages resources required by the UE in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-TxResourceReqListDisc:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it no longer requires NR sidelink relay discovery messages resources in accordance with 5.8.3.3;
2>	if configured by upper layer to transmit NR sidelink L2 U2N relay communication on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2U2N-Relay or if configured by upper layer to transmit NR sidelink L3 U2N relay communication on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L3U2N-RelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR or connected to a PCell providing SIB12 but not including sl-L2U2N-Relay in case of L2 U2N relay operation or connected to a PCell providing SIB12 but not including sl-L3U2N-RelayDiscovery in case of L3 U2N relay operation; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqL2U2N-Relay; or if the information carried by the sl-TxResourceReqL2U2N-Relay has changed since the last transmission of the SidelinkUEInformationNR message; or if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqL3U2N-Relay; or if the information carried by the sl-TxResourceReqL3U2N-Relay has changed since the last transmission of the SidelinkUEInformationNR message:
4>	if the UE is capable of U2N Relay UE, and if SIB12 includes sl-RelayUE-ConfigCommon, and if the U2N Relay UE threshold conditions as specified in 5.8.14.2 are met; or
4>	if the UE is selecting a U2N Relay UE / has a selected U2N Relay UE, and if SIB12 includes sl-RemoteUE-ConfigCommon, and if the U2N Remote UE threshold conditions as specified in 5.8.15.2 are met:
5>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink relay communication transmission resources required by the UE in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-TxResourceReqL2U2N-Relay or sl-TxResourceReqL3U2N-Relay:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it no longer requires NR sidelink relay communication transmission resources in accordance with 5.8.3.3;
2>	if configured by upper layers to perform NR sidelink reception on the frequency included in sl-FreqInfoList in SIB12 of the PCell and if sl-DRX-ConfigCommonGC-BC is included in SIB12-IEs:
3>	if the UE received a sidelink DRX configuration in the RRCReconfigurationSidelink message for NR sidelink unicast reception from the associated peer UE and the UE accepted the sidelink DRX configuration:
4>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
4>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-DRX-ConfigCommonGC-BC; or
4>	if the last transmission of the SidelinkUEInformationNR message did not include sl-RxDRX-ReportList; or if the information carried by sl-RxDRX-ReportList has changed since the last transmission of the SidelinkUEInformationNR message:
5>	initiate transmission of the SidelinkUEInformationNR message to report the sidelink DRX configuration in accordance with 5.8.3.3;
3>	else:
4>	if the last transmission of the SidelinkUEInformationNR message included sl-RxDRX-ReportList:
5>	initiate transmission of the SidelinkUEInformationNR message to indicate the sidelink DRX configuration is no longer used in accordance with 5.8.3.3;
3>	if the UE is performing NR sidelink groupcast or broadcast reception and is interested in a service that sidelink DRX is applied:
4>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
4>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-DRX-ConfigCommonGC-BC; or
4>	if the last transmission of the SidelinkUEInformationNR message did not include sl-RxInterestedGC-BC-DestList; or if the information carried by sl-RxInterestedGC-BC-DestList has changed since the last transmission of the SidelinkUEInformationNR message:
5>	initiate transmission of the SidelinkUEInformationNR message to report the Destination Layer-2 ID and QoS profile(s) associated with the service(s) in accordance with 5.8.3.3;
3>	else:
4>	if the last transmission of the SidelinkUEInformationNR message included sl-RxInterestedGC-BC-DestList:
5>	initiate transmission of the SidelinkUEInformationNR message to indicate it is no longer interested in the service that sidelink DRX is applied in accordance with 5.8.3.3;
2>	if configured by upper layers to perform NR sidelink transmission on the frequency included in sl-FreqInfoList in SIB12 of the PCell and if sl-DRX-ConfigCommonGC-BC is included in SIB12-IEs and if the UE is configured with sl-ScheduledConfig:
3>	if the UE received a sidelink DRX assistance information or a sidelink DRX configuration reject information from the associated peer UE for NR sidelink unicast transmission:
4>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
4>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-DRX-ConfigCommonGC-BC; or
4>	if the last transmission of the SidelinkUEInformationNR message did not include sl-DRX-InfoFromRxList or sl-FailureList; or if the information carried by sl-DRX-InfoFromRxList or sl-FailureList has changed since the last transmission of the SidelinkUEInformationNR message:
5>	initiate transmission of the SidelinkUEInformationNR message to report the sidelink DRX assistance information or the sidelink DRX configuration reject information in accordance with 5.8.3.3;
3>	if the UE is performing NR sidelink groupcast transmission:
4>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
4>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-DRX-ConfigCommonGC-BC; or
4>	if the last transmission of the SidelinkUEInformationNR message did not include sl-DRX-Indication; or if the information carried by sl-DRX-Indication has changed since the last transmission of the SidelinkUEInformationNR message:
5>	initiate transmission of the SidelinkUEInformationNR message to report sidelink DRX on/off indication for the corresponding destination in accordance with 5.8.3.3;

* * * Start of 3rd Change * * * *
[bookmark: _Toc60777019][bookmark: _Toc131064695]5.8.6.1	General
The purpose of this procedure is to select a synchronisation reference and the procedure is used when transmitting NR sidelink communication/discovery. This procedure also applies to NR sidelink discovery.

* * * End of Changes * * * *

