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1. Overall Description:

RAN2 would like to thank RAN1 for their LS on Msg4 PDSCH transmission to Rel-18 eRedCap UEs. And for the following case in RAN1 LS:

	RAN1 would like to inform RAN2 about the following case, to consider, if needed, the UE behavior in the RAN2 specifications, and ask RAN2 for feedback if any:

· For UE BB complexity reduction, the case when the UE detects a DCI scheduling a Msg4 PDSCH transmission with a larger bandwidth than it can receive or process

The case was also discussed in RAN1 in Question 2.7-2b of summary R1-2303936.




RAN2 thinks that, if the UE detects a DCI scheduling a Msg4 PDSCH transmission with a larger bandwidth than it can receive or process, the Msg4 PDSCH transmission is not valid to the UE. That is, the DCI is scheduling an invalid DL resource assignment to UE. And from RAN2 point of view, the lower layer (PHY layer) should not deliver the notification of a reception of a PDCCH transmission to MAC layer, if the PDCCH is carrying an invalid DL assignment or UL grant. So the UE behaviour in the RAN2 specification should/will not be impacted because of the case described above. 
2. Actions:

To RAN1
ACTION: 
RAN1 is kindly requested to take the above information into account.
3. Date of Next TSG-RAN WG2 Meetings:

RAN2#123 
21 – 25 Aug 2023
Toulouse, France
RAN2#123-bis 
09 – 13 Oct 2023
Xiamen, China
