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1	Introduction
RAN2#121bis-e achieved the following agreements [1]:

	The NCR-Fwd is switched OFF if the NCR-MT in RRC_INACTIVE detects no suitable cell.
When NCR-MT is released to RRC_INACTIVE state (NCR-Fwd is forwarding), the periodic beam indication configuration (if configured and not removed) shall be applied.
After RRC re-establishment succeed, the NCR-MT waits for the new configuration/indication (RRC/MAC CE/DCI) from the network for resuming the NCR-Fwd.
NCR-Fwd is OFF when NCR-MT is in RRC_IDLE state.
RAN2 confirms RRC release with redirection is applicable to NCR-MT and NCR-Fwd is OFF when NCR-MT selects a new cell due to redirection. (no specification impact).
The NCR-MT performs compliance check on received whole RRC message, no need to differentiate the configuration is specific to NCR-MT or NCR-Fwd.
NCR-specific cell selection threshold is not supported.
NCR-specific SMTC configuration in system information is not supported.




RAN2#121 achieved the following agreements [2]:

	RRC_INACTIVE is optionally supported without any specific enhancements.
The NCR-FWD is switched OFF if the NCR-MT in RRC_INACTIVE state reselects a different cell than the last serving cell on which side control configuration was received.
After cell reselection, the NCR-MT to resume so that it can receive side-control configuration from the new gNB (can be done by network configuration using existing specifications). The case when a NCR-MT goes to an acceptable cell and comes back and the case when no cell found are FFS.



RAN2#120 achieved the following agreements [3]

	After NCR-MT enters RRC_INACTIVE mode, the NCR-Fwd can be ON or OFF following the last configuration received from the gNB.
NCR-MT mandatorily support cell reselection and RRM measurements in RRC_IDLE and RRC_INACTIVE.



RAN1#112 achieved the following agreements [4]:

	Once beam failure is detected in C link by NCR-MT, NCR-Fwd is OFF until the beam failure recovery is completed.



RAN1#111 achieved the following agreements [5]:

	The following pre-defined rules are applied to determine the beam for backhaul link:
· In the time domain resource with simultaneous downlink reception or uplink transmission in C-link and backhaul link, the beam of backhaul link is the same as the beam of C-link regardless whether there is beam indicated by the dedicated signal for backhaul link.
· In the time domain resource without simultaneous downlink reception or uplink transmission in C-link and backhaul link, if the NCR does not support capability with the new signalling for backhaul beam indication or if no beam is indicated for backhaul link by the dedicated signal, 
· When Rel-15/16 beam indication framework is used for C-link, 
· The beam determined by QCL assumption for CORESET with the lowest ID and spatial relationship for PUCCH with lowest PUCCH resource ID in the C-link is applied for the DL and UL of backhaul link, respectively.
· When Rel-17 beam indication framework (i.e., unified TCI framework) is used for C-link, the indicated unified TCI for C-link DL and UL is applied for the DL and UL of backhaul link, respectively.
· Otherwise, the beam indicated by the dedicated signalling is applied for backhaul link.



This contribution discusses remaining aspects of NCR operation when NCR-MT is in RRC_INACTIVE. The contribution also discusses the wake-up timer for the NCR-MT in RRC_IDLE.
2	NCR operation with NCR-MT in RRC_INACTIVE	
2.1	Connection resume by inactive NCR-MT
RAN2#121 agreed that the NCR-FWD switches OFF when the NCR-MT in RRC_INACTIVE performs cell reselection, then the NCR-MT resumes its connection. The latter behavior should be captured in Stage-2.
Proposal 1: TP to TS 38.304: “NCR-MT in RRC_INACTIVE to resume connection after cell reselection” as per RAN2#121 agreement. 
2.2	Discarding the last forwarding configuration
RAN2#121 agreed that the NCR-MT in RRC_INACTIVE switches OFF after cell reselection and resumes its connection. This way the NCR-MT can receive updated side control configuration for the operation of the NCR-FWD. There are two options to receive the update:
· Option 1: If cell reselection occurs, the NCR always discards the periodic-beam-indication-configuration received last before connection release. The NCR-MT resumes its connection and receives new configuration for the NCR-FWD ‘from scratch’.
· Option 2: If cell reselection occurs, the NCR never discards the periodic-beam-indication-configuration received last before connection release. The NCR-MT resumes its connection and receives new configuration for the NCR-FWD using delta signaling on top of the last received periodic-beam-indication-configuration.
Since the periodic-beam-indication-configuration received last before connection release almost always becomes invalid if cell reselection occurs, Option 2 implies that the network will almost always have to explicitly release this configuration and provide the new configuration for the NCR-FWD. In this case delta signaling in Option 2 is also not beneficial. 
On the other hand, Option 1 does not require explicit indication from the network to release the last received periodic-beam-indication-configuration since the NCR discards this configuration by default.    
Therefore, we support Option 1.
Proposal 2: If the NCR-MT in RRC_INACTIVE performs cell reselection, the NCR discards the periodic-beam-indication-configuration received last before connection release.
2.3	Degradation of the NCR-FWD’s backhaul beam 
The periodic-beam-indication-configuration used by the NCR-FWD for forwarding while the NCR-MT is in RRC_INACTIVE does not provide an indication of the NCR-FWD’s backhaul beam.
Observation 1a: The RRC forwarding configuration used by the NCR-FWD after the NCR-MT enters RRC_INACTIVE does not indicate the NCR-FWD’s backhaul beam.
Additionally, the NCR-MT in RRC_INACTIVE cannot receive dynamic indication of the NCR-FWD’s backhaul beam.
Observation 1b: The NCR-MT in RRC_INACTIVE cannot receive dynamic indication of the NCR-FWD’s backhaul beam.  
Observations 1a and 1b imply that the network provides the periodic-beam-indication-configuration to the NCR-MT before connection release assuming there will be no change of the NCR-FWD’s backhaul beam. If the latter changes, the periodic-beam-indication-configuration may become invalid.
Observation 1c: The forwarding configuration may become invalid if the NCR-FWD changes the backhaul beam while NCR-MT is in RRC_INACTIVE.  
Thus, the NCR-FWD should not change the backhaul beam for forwarding while the NCR-MT is in RRC_INACTIVE. 
Proposal 3a: The NCR-FWD does not change the backhaul beam used for forwarding operation while the NCR-MT is in RRC_INACTIVE. 
RAN1#111 defined the means to determine the NCR-FWD’s backhaul beam while the NCR-MT has an active RRC connection. One simple scheme would be that during RRC_INACTIVE, the NCR FWD function uses the last backhaul beam that was indicated by the network while the NCR-MT was in RRC_CONNECTED.
Proposal 3b: During RRC_INACTIVE, the NCR FWD function uses the last backhaul beam that was indicated by the network while the NCR-MT was in RRC_CONNECTED.
Since CSI-RS is not supported during RRC_INACTIVE, the backhaul beam used by the NCR during RRC_INACTIVE cannot be based on CSI-RS. 
Observation 2: CSI-RS is not supported during RRC_INACTIVE, so the backhaul beam used by the NCR during RRC_INACTIVE cannot be based on CSI-RS.
[bookmark: _Hlk134702128]In case the last backhaul beam indicated by the network while the NCR-MT was in RRC_CONNECTED state was CSI-RS-based, the NCR-FWD should cease forwarding if the NCR-MT’s connection is released.
Proposal 4: If the last backhaul beam indicated to the NCR-MT while in RRC_CONNECTED was based on CSI-RS, the NCR-FWD ceases forwarding during RRC_INACTIVE.
Furthermore, if the backhaul beam used by the NCR for forwarding during RRC_INACTIVE deteriorates, forwarding using that backhaul beam may become inadequate. In this case, the NCR-MT should resume so that it can obtain a new configuration. However, since the NCR should be a network-controlled device, a network-configured threshold is required so that the NCR-FWD ceases forwarding if the observed signal strength of the backhaul beam used for forwarding during RRC_INACTIVE drops below this threshold. 
Observation 2: If the NCR-MT observes that the signal strength of the backhaul beam used for forwarding during RRC_INACTIVE drops below a network-configured threshold, the NCR-MT should resume so that it can obtain a new configuration. 
Proposal 5: NCR-MT to resume when it observes that the signal strength of the backhaul beam used for forwarding during RRC_INACTIVE drops below a network-configured threshold.

TPs to TS 38.304 and TS 38.331 to capture the above proposals are provided in the appendix.
Proposal 6: Agree to the TPs to TS 38.304 and TS 38.331 in the appendix. 
3	Wake-up timer
One reason to release the NCR-MT’s RRC connection is for power saving purposes. Another reason is for the operator to conduct NCR maintenance.
Observation 3a: One reason to release the NCR-MT’s RRC connection is for power saving purposes. Another is for the operator to conduct NCR maintenance.

To improve RAN power-savings, the NCR-MT can be sent to RRC inactive. In this case, the RAN can page the NCR-MT to resume the connection. 
Observation 3b: For RAN-based power saving, the NCR-MT can be sent to RRC_INACTIVE. In this case, the RAN can page the NCR-MT to resume its RRC connection. 
For RAN-based power saving, the NCR-MT should not be sent to RRC_IDLE, since the RAN itself has no means to page the NCR-MT, in case it wants to reconfigure the FWD function.
Observation 3c: For RAN-based power saving, the NCR-MT should never be sent to RRC_IDLE, since the RAN has no means to proactively re-establish the connection in case it needs to reconfigure the NCR-FWD function.
It has been proposed that the RAN can send the NCR-MT to RRC_IDLE together with a wake-up timer, upon whose recovery the NCR-MT reconnects. This has the following shortcomings:
Shortcoming of wake-up timer 1: The RAN is not able to reconfigure the NCR FWD function in a timely manner, e.g., upon UE connection establishment, UE mobility, or traffic arrival. 
Shortcoming of wake-up timer 2: Upon wake-up timer expiry, the NCR-MT will consume power to reconnect even if the RAN has no need to reconfigure the NCR FWD function. 
Observation 3d: For RAN-based power saving, sending the NCR-MT to RRC_IDLE with a wakeup timer has severe shortcomings as the RAN is not able to reconfigure the NCR-FWD upon sudden traffic changes, while it may cause unnecessary power consumption for the NCR-MT to reconnect at timer expiry, when no reconfiguration is needed.
In case the operator wishes to release the NCR-MT’s RRC connection to conduct NCR maintenance, such release can always be conducted via the gNB’s OAM. In this case, the NCR-MT’s RRC Connection establishment can be triggered by the NCR’s OAM. The NCR’s OAM connectivity may use a PDU session. In this case, the NCR can be paged. In case the NCR’s OAM connectivity is provided by different means, the NCR can be triggered by OAM to proactively reconnect. The details of OAM are out-of-scope for RAN2.
Observation 3e: Releasing and re-establishing the RRC connection for NCR maintenance purposes can be conducted via OAM. The details of OAM are out-of-scope for RAN2. A wakeup timer is not needed.
Proposal 7: No support for RRC Release with wake-up timer.
Conclusion
This contribution discussed remaining aspects of NCR operation when NCR-MT is in RRC_INACTIVE. The contribution also discussed the wake-up timer for the NCR-MT in RRC_IDLE. The following observations and proposals have been made:

Observation 1a: The RRC forwarding configuration used by the NCR-FWD after the NCR-MT enters RRC_INACTIVE does not indicate the NCR-FWD’s backhaul beam.
Observation 1b: The NCR-MT in RRC_INACTIVE cannot receive dynamic indication of the NCR-FWD’s backhaul beam.  
Observation 1c: The forwarding configuration may become invalid if the NCR-FWD changes the backhaul beam while NCR-MT is in RRC_INACTIVE.
Observation 2: CSI-RS is not supported during RRC_INACTIVE, so the backhaul beam used by the NCR during RRC_INACTIVE cannot be based on CSI-RS.
Observation 2: If the NCR-MT observes that the signal strength of the backhaul beam used for forwarding during RRC_INACTIVE drops below a network-configured threshold, the NCR-MT should resume so that it can obtain a new configuration. 
Observation 3a: One reason to release the NCR-MT’s RRC connection is for power saving purposes. Another is for the operator to conduct NCR maintenance.

Observation 3b: For RAN-based power saving, the NCR-MT can be sent to RRC_INACTIVE. In this case, the RAN can page the NCR-MT to resume its RRC connection. 
Observation 3c: For RAN-based power saving, the NCR-MT should never be sent to RRC_IDLE, since the RAN has no means to proactively re-establish the connection in case it needs to reconfigure the NCR-FWD function.
Observation 3d: For RAN-based power saving, sending the NCR-MT to RRC_IDLE with a wakeup timer has severe shortcomings as the RAN is not able to reconfigure the NCR-FWD upon sudden traffic changes, while it may cause unnecessary power consumption for the NCR-MT to reconnect at timer expiry, when no reconfiguration is needed.
Observation 3e: Releasing and re-establishing the RRC connection for NCR maintenance purposes can be conducted via OAM. The details of OAM are out-of-scope for RAN2. A wakeup timer is not needed.

Proposal 1: TP to TS 38.304: “NCR-MT in RRC_INACTIVE to resume connection after cell reselection” as per RAN2#121 agreement. 
Proposal 2: If the NCR-MT in RRC_INACTIVE performs cell reselection, the NCR discards the periodic-beam-indication-configuration received last before connection release.
Proposal 3a: The NCR-FWD does not change the backhaul beam used for forwarding operation while the NCR-MT is in RRC_INACTIVE. 
Proposal 3b: During RRC_INACTIVE, the NCR FWD function uses the last backhaul beam that was indicated by the network while the NCR-MT was in RRC_CONNECTED.
Proposal 4: If the last backhaul beam indicated to the NCR-MT while in RRC_CONNECTED was based on CSI-RS, the NCR-FWD ceases forwarding during RRC_INACTIVE.
Proposal 5: NCR-MT to resume when it observes that the signal strength of the backhaul beam used for forwarding during RRC_INACTIVE drops below a network-configured threshold.

Proposal 6: Agree to the TPs to TS 38.304 and TS 38.331 in the appendix. 
Proposal 7: No support for RRC Release with wake-up timer.
Appendix (TP to TS 38.304)
[bookmark: _Toc29245198][bookmark: _Toc37298544][bookmark: _Toc46502306][bookmark: _Toc52749283][bookmark: _Toc131448877]5.2.1	Introduction
UE shall perform measurements for cell selection and reselection purposes as specified in TS 38.133 [8].
When evaluating Srxlev and Squal of non-serving cells for reselection evaluation purposes, the UE shall use parameters provided by the serving cell and for the final check on cell selection criterion, the UE shall use parameters provided by the target cell for cell reselection.
The NAS can control the RAT(s) in which the cell selection should be performed, for instance by indicating RAT(s) associated with the selected PLMN, and by maintaining a list of forbidden registration area(s) and a list of equivalent PLMNs. The UE shall select a suitable cell based on RRC_IDLE or RRC_INACTIVE state measurements and cell selection criteria.
In order to expedite the cell selection process, stored information for several RATs, if available, may be used by the UE.
When camped on a cell, the UE shall regularly search for a better cell according to the cell reselection criteria. If a better cell is found, that cell is selected. The change of cell may imply a change of RAT. Details on performance requirements for cell reselection can be found in TS 38.133 [8].
For NCRs, during RRC_INACTIVE, the NCR FWD function uses the last backhaul beam that was indicated by the network while the NCR-MT was in RRC_CONNECTED. If the last backhaul beam indicated to the NCR-MT while in RRC_CONNECTED was based on CSI-RS, the NCR-FWD ceases forwarding during RRC_INACTIVE. If the NCR-MT observes that the signal strength of the backhaul beam used for forwarding during RRC_INACTIVE drops below NCR-FWD-BH-beam-RSRP-threshold-r18, then the NCR-MT shall indicate to NCR-Fwd to cease forwarding, and the NCR-MT resumes its connection so that it can receive updated side-control configuration.
For NCRs, if the NCR-MT in RRC_INACTIVE reselects a cell other than the last serving cell on which side control configuration was received, then the NCR-MT shall indicate to NCR-Fwd to cease forwarding. The NCR-MT resumes its connection so that it can receive side-control configuration. Besides, if the NCR-MT in RRC_INACTIVE detects no suitable cell, then the NCR-MT shall indicate to NCR-Fwd to cease forwarding.
The NAS is informed if the cell selection and reselection result in changes in the received system information relevant for NAS.
For normal service, the UE shall camp on a suitable cell, monitor control channel(s) of that cell so that the UE can:
-	receive system information from the PLMN or SNPN; and
-	receive registration area information from the PLMN or SNPN, e.g., tracking area information; and
-	receive other AS and NAS Information; and
-	if registered:
-	receive paging and notification messages from the PLMN or SNPN; and
-	initiate transfer to Connected mode.
For cell selection in multi-beam operations, measurement quantity of a cell is up to UE implementation.
For cell reselection in multi-beam operations, including inter-RAT reselection from E-UTRA to NR, the measurement quantity of this cell is derived amongst the beams corresponding to the same cell based on SS/PBCH block as follows:
-	if nrofSS-BlocksToAverage (maxRS-IndexCellQual in E-UTRA) is not configured in SIB2/SIB4 (SIB24 in E-UTRA); or
-	if absThreshSS-BlocksConsolidation (threshRS-Index in E-UTRA) is not configured in SIB2/SIB4 (SIB24 in E-UTRA); or
-	if the highest beam measurement quantity value is below or equal to absThreshSS-BlocksConsolidation (threshRS-Index in E-UTRA):
-	derive a cell measurement quantity as the highest beam measurement quantity value, where each beam measurement quantity is described in TS 38.215 [11].
-	else:
-	derive a cell measurement quantity as the linear average of the power values of up to nrofSS-BlocksToAverage (maxRS-IndexCellQual in E-UTRA) of highest beam measurement quantity values above absThreshSS-BlocksConsolidation (threshRS-Index in E-UTRA).
NOTE:	If both suitable cell(s) and suitable L2 U2N Relay UE(s) (as specified in TS 38.331 [3]) are available, it is up to L2 U2N Remote UE's implementation to select either a suitable cell or a suitable L2 U2N Relay UE.
Appendix (TP to TS 38.331)
[bookmark: _Toc60776816][bookmark: _Toc131064472]5.3.8.3	Reception of the RRCRelease by the UE
The UE shall:
1>	delay the following actions defined in this clause 60 ms from the moment the RRCRelease message was received or optionally when lower layers indicate that the receipt of the RRCRelease message has been successfully acknowledged, whichever is earlier;
1>	stop timer T380, if running;
1>	stop timer T320, if running;
1>	if timer T316 is running;
2>	stop timer T316;
2>	clear the information included in VarRLF-Report, if any;
1>	stop timer T350, if running;
1>	stop timer T346g, if running;
1>	if the AS security is not activated:
2>	ignore any field included in RRCRelease message except waitTime;
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with the release cause 'other' upon which the procedure ends;
1>	if the RRCRelease message includes redirectedCarrierInfo indicating redirection to eutra:
2>	if cnType is included:
3>	after the cell selection, indicate the available CN Type(s) and the received cnType to upper layers;
NOTE 1:	Handling the case if the E-UTRA cell selected after the redirection does not support the core network type specified by the cnType, is up to UE implementation.
2>	if voiceFallbackIndication is included:
3>	consider the RRC connection release was for EPS fallback for IMS voice (see TS 23.502 [43]);
1>	if the RRCRelease message includes the cellReselectionPriorities:
2>	store the cell reselection priority information provided by the cellReselectionPriorities;
2>	if the t320 is included:
3>	start timer T320, with the timer value set according to the value of t320;
1>	else:
2>	apply the cell reselection priority information broadcast in the system information;
1>	if deprioritisationReq is included and the UE supports RRC connection release with deprioritisation:
2>	start or restart timer T325 with the timer value set to the deprioritisationTimer signalled;
2>	store the deprioritisationReq until T325 expiry;
NOTE 1a:	The UE stores the deprioritisation request irrespective of any cell reselection absolute priority assignments (by dedicated or common signalling) and regardless of RRC connections in NR or other RATs unless specified otherwise.
1>	if the RRCRelease includes the measIdleConfig:
2>	if T331 is running:
3> stop timer T331;
3>	perform the actions as specified in 5.7.8.3;
2>	if the measIdleConfig is set to setup:
3>	store the received measIdleDuration in VarMeasIdleConfig;
3>	start timer T331 with the value set to measIdleDuration;
3>	if the measIdleConfig contains measIdleCarrierListNR:
4>	store the received measIdleCarrierListNR in VarMeasIdleConfig;
3>	if the measIdleConfig contains measIdleCarrierListEUTRA:
4>	store the received measIdleCarrierListEUTRA in VarMeasIdleConfig;
3>	if the measIdleConfig contains validityAreaList:
4>	store the received validityAreaList in VarMeasIdleConfig;
1>	if the RRCRelease includes suspendConfig:
2>	reset MAC and release the default MAC Cell Group configuration, if any;
2>	apply the received suspendConfig except the received nextHopChainingCount;
2>	if the sdt-Config is configured:
3>	for each of the DRB in the sdt-DRB-List:
4>	consider the DRB to be configured for SDT;
3>	if sdt-SRB2-Indication is configured:
4>	consider the SRB2 to be configured for SDT;
3>	for each RLC bearer (except those associated with broadcast MRBs) that is not suspended:
4>	re-establish the RLC entity as specified in TS 38.322 [4];
3>	for SRB2 (if it is resumed) and for SRB1:
4>	trigger the PDCP entity to perform SDU discard as specified in TS 38.323 [5];
3>	if sdt-MAC-PHY-CG-Config is configured:
[bookmark: _Hlk97714604]4>	configure the PCell with the configured grant resources for SDT and instruct the MAC entity to start the cg-SDT-TimeAlignmentTimer;
2>	if srs-PosRRC-Inactive is configured:
3>	apply the configuration and instruct MAC to start the inactivePosSRS-TimeAlignmentTimer;
NOTE 1b:	The Network should provide full configuration to UE for SRS for Positioning in RRC_INACTIVE.
2>	remove all the entries within the MCG and the SCG VarConditionalReconfig, if any;
2>	for each measId of the MCG measConfig and for each measId of the SCG measConfig, if configured, if the associated reportConfig has a reportType set to condTriggerConfig:
3>	for the associated reportConfigId:
4>	remove the entry with the matching reportConfigId from the reportConfigList within the VarMeasConfig;
3>	if the associated measObjectId is only associated to a reportConfig with reportType set to condTriggerConfig:
4>	remove the entry with the matching measObjectId from the measObjectList within the VarMeasConfig;
3>	remove the entry with the matching measId from the measIdList within the VarMeasConfig;
2>	for NCR-MT, if NCR-FwdConfig is configured:
3>	if the NCR-FwdConfig includes periodic forwarding resource configuration and the last backhaul beam indicated to the NCR-MT was not based on CSI-RS:
4>	NCR-Fwd shall continue forwarding only in accordance with the configured periodic forwarding resource set(s) using the last backhaul beam indicated to the NCR-MT;
4> if NCR-FWD-BH-beam-RSRP-threshold-r18 is configured:
	5> use this parameter as specified in 5.2.1 in TS 38.304 [20];
3>	else:
4>	indicate to NCR-Fwd to cease forwarding;
2>	if the UE is acting as L2 U2N Remote UE:
3>	if the PC5-RRC connection with the U2N Relay UE is determined to be released:
4>	indicate upper layers to trigger PC5 unicast link release;
3>	else (i.e., maintain the PC5 RRC connection):
4>	establish or re-establish (e.g. via release and add) SL RLC entity for SRB1;
2>	else:
3>	re-establish RLC entities for SRB1;
2>	if the RRCRelease message with suspendConfig was received in response to an RRCResumeRequest or an RRCResumeRequest1:
3>	stop the timer T319 if running;
3>	in the stored UE Inactive AS context:
4>	replace the KgNB and KRRCint keys with the current KgNB and KRRCint keys;
[bookmark: _Hlk95514979]4>	replace the nextHopChainingCount with the value of nextHopChainingCount received in the RRCRelease message;
4>	replace the cellIdentity with the cellIdentity of the cell the UE has received the RRCRelease message;
4>	if the suspendConfig contains the sl-UEIdentityRemote (i.e. the UE is a L2 U2N Remote UE):
5>	replace the C-RNTI with the value of the sl-UEIdentityRemote;
5>	replace the physical cell identity with the value of the sl-PhysCellId in sl-ServingCellInfo contained in the discovery message received from the connected L2 U2N Relay UE;
4> else:
5>	replace the C-RNTI with the C-RNTI used in the cell (see TS 38.321 [3]) the UE has received the RRCRelease message;
5>	replace the physical cell identity with the physical cell identity of the cell the UE has received the RRCRelease message;
[bookmark: _Hlk95514990]3>	replace the nextHopChainingCount with the value associated with the current KgNB;
3>	stop the timer T319a if running and consider SDT procedure is not ongoing;
2>	else:
[bookmark: _Hlk95515016]3>	store in the UE Inactive AS Context the nextHopChainingCount received in the RRCRelease message, the current KgNB and KRRCint keys, the ROHC state, the EHC context(s), the UDC state, the stored QoS flow to DRB mapping rules, the application layer measurement configuration, the C-RNTI used in the source PCell, the cellIdentity and the physical cell identity of the source PCell, the NCR-FwdConfig (if configured), the spCellConfigCommon within ReconfigurationWithSync of the NR PSCell (if configured) and all other parameters configured except for:
-	parameters within ReconfigurationWithSync of the PCell;
-	parameters within ReconfigurationWithSync of the NR PSCell, if configured;
-	parameters within MobilityControlInfoSCG of the E-UTRA PSCell, if configured;
-	servingCellConfigCommonSIB;
-	sl-L2RelayUE-Config, if configured;
-	sl-L2RemoteUE-Config, if configured;
NOTE 1c:	suspendConfig is not stored as part of UE Inactive AS Context, except for the fields explicitly specified.
3>	store any previously or subsequently received application layer measurement reports for which no segment, or full message, has been submitted to lower layers for transmission;
NOTE 2:	NR sidelink communication/discovery related configurations and logged measurement configuration are not stored as UE Inactive AS Context, when UE enters RRC_INACTIVE.
2>	suspend all SRB(s) and DRB(s) and multicast MRB(s), except SRB0 and broadcast MRBs;
2>	indicate PDCP suspend to lower layers of all DRBs and multicast MRBs;
2>	release the SRAP entity, if configured;
2>	if the t380 is included:
3>	start timer T380, with the timer value set to t380;
2>	if the RRCRelease message is including the waitTime:
3>	start timer T302 with the value set to the waitTime;
3>	inform upper layers that access barring is applicable for all access categories except categories '0' and '2';
2>	if T390 is running:
3>	stop timer T390 for all access categories;
3>	perform the actions as specified in 5.3.14.4;
2>	indicate the suspension of the RRC connection to upper layers;
2>	if the UE is capable of L2 U2N Remote UE:
3>	enter RRC_INACTIVE, and perform either cell selection as specified in TS 38.304 [20], or relay selection as specified in clause 5.8.15.3, or both;
2>	else:
3>	enter RRC_INACTIVE and perform cell selection as specified in TS 38.304 [20];
1>	else:
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with the release cause 'other'.
NOTE 3:	Whether to release the PC5 unicast link is left to L2 U2N Remote UE's implementation.
[bookmark: _Toc60776817]NOTE 4:	It is left to UE implementation whether to stop T430, if running, when going to RRC_INACTIVE.
[bookmark: _Toc60777089][bookmark: _Toc131064804][bookmark: _Hlk54206646]6.2.2	Message definitions
[bookmark: _Toc60777111][bookmark: _Toc131064829]–	RRCRelease
The RRCRelease message is used to command the release of an RRC connection or the suspension of the RRC connection.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
RRCRelease message
-- ASN1START
-- TAG-RRCRELEASE-START

RRCRelease ::=                      SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        rrcRelease                          RRCRelease-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

RRCRelease-IEs ::=                  SEQUENCE {
    redirectedCarrierInfo               RedirectedCarrierInfo                                                       OPTIONAL,   -- Need N
    cellReselectionPriorities           CellReselectionPriorities                                                   OPTIONAL,   -- Need R
    suspendConfig                       SuspendConfig                                                               OPTIONAL,   -- Need R
    deprioritisationReq                 SEQUENCE {
        deprioritisationType                ENUMERATED {frequency, nr},
        deprioritisationTimer               ENUMERATED {min5, min10, min15, min30}
    }                                                                                                               OPTIONAL,   -- Need N
    lateNonCriticalExtension                OCTET STRING                                                        OPTIONAL,
    nonCriticalExtension                    RRCRelease-v1540-IEs                                                OPTIONAL
}

RRCRelease-v1540-IEs ::=            SEQUENCE {
    waitTime                           RejectWaitTime                OPTIONAL, -- Need N
    nonCriticalExtension               RRCRelease-v1610-IEs          OPTIONAL
}

RRCRelease-v1610-IEs ::=            SEQUENCE {
    voiceFallbackIndication-r16        ENUMERATED {true}                             OPTIONAL, -- Need N
    measIdleConfig-r16                 SetupRelease {MeasIdleConfigDedicated-r16}    OPTIONAL, -- Need M
    nonCriticalExtension               RRCRelease-v1650-IEs                          OPTIONAL
}

RRCRelease-v1650-IEs ::=            SEQUENCE {
    mpsPriorityIndication-r16          ENUMERATED {true}                             OPTIONAL, -- Cond Redirection2
    nonCriticalExtension               RRCRelease-v1710-IEs                          OPTIONAL
}

RRCRelease-v1710-IEs ::=            SEQUENCE {
    noLastCellUpdate-r17                ENUMERATED {true}                            OPTIONAL,   -- Need S
    nonCriticalExtension                SEQUENCE {}                                  OPTIONAL
}

RedirectedCarrierInfo ::=           CHOICE {
    nr                                  CarrierInfoNR,
    eutra                               RedirectedCarrierInfo-EUTRA,
    ...
}

RedirectedCarrierInfo-EUTRA ::=     SEQUENCE {
    eutraFrequency                      ARFCN-ValueEUTRA,
    cnType                              ENUMERATED {epc,fiveGC}                                             OPTIONAL    -- Need N
}

CarrierInfoNR ::=                   SEQUENCE {
    carrierFreq                         ARFCN-ValueNR,
    ssbSubcarrierSpacing                SubcarrierSpacing,
    smtc                                SSB-MTC                                                             OPTIONAL,      -- Need S
    ...
}

SuspendConfig ::=                   SEQUENCE {
    fullI-RNTI                          I-RNTI-Value,
    shortI-RNTI                         ShortI-RNTI-Value,
    ran-PagingCycle                     PagingCycle,
    ran-NotificationAreaInfo            RAN-NotificationAreaInfo                                            OPTIONAL,   -- Need M
    t380                                PeriodicRNAU-TimerValue                                             OPTIONAL,   -- Need R
    nextHopChainingCount                NextHopChainingCount,
    ...,
    [[
    sl-UEIdentityRemote-r17             RNTI-Value                                                          OPTIONAL, -- Cond L2RemoteUE
    sdt-Config-r17                      SetupRelease { SDT-Config-r17 }                                     OPTIONAL,   -- Need M
    srs-PosRRC-Inactive-r17             SetupRelease { SRS-PosRRC-Inactive-r17 }                            OPTIONAL,   -- Need M
    ran-ExtendedPagingCycle-r17         ExtendedPagingCycle-r17                                             OPTIONAL    -- Cond RANPaging
    ]],
    [[
    ncd-SSB-RedCapInitialBWP-SDT-r17    SetupRelease {NonCellDefiningSSB-r17}                               OPTIONAL    -- Need M
    ]],
    [[
    NCR-FWD-BH-beam-RSRP-threshold-r18    RSRP-Range                               OPTIONAL    -- Need N
    ]]
}

PeriodicRNAU-TimerValue ::=         ENUMERATED { min5, min10, min20, min30, min60, min120, min360, min720}

CellReselectionPriorities ::=       SEQUENCE {
    freqPriorityListEUTRA               FreqPriorityListEUTRA                                               OPTIONAL,       -- Need M
    freqPriorityListNR                  FreqPriorityListNR                                                  OPTIONAL,       -- Need M
    t320                                ENUMERATED {min5, min10, min20, min30, min60, min120, min180, spare1} OPTIONAL,     -- Need R
    ...,
    [[
    freqPriorityListDedicatedSlicing-r17 FreqPriorityListDedicatedSlicing-r17                               OPTIONAL        -- Need M
    ]]
}

PagingCycle ::=                     ENUMERATED {rf32, rf64, rf128, rf256}

ExtendedPagingCycle-r17 ::=         ENUMERATED {rf256, rf512, rf1024, spare1}

FreqPriorityListEUTRA ::=           SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListNR ::=              SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityNR

FreqPriorityEUTRA ::=               SEQUENCE {
    carrierFreq                         ARFCN-ValueEUTRA,
    cellReselectionPriority             CellReselectionPriority,
    cellReselectionSubPriority          CellReselectionSubPriority                                          OPTIONAL        -- Need R
}

FreqPriorityNR ::=                  SEQUENCE {
    carrierFreq                         ARFCN-ValueNR,
    cellReselectionPriority             CellReselectionPriority,
    cellReselectionSubPriority          CellReselectionSubPriority                                          OPTIONAL        -- Need R
}

RAN-NotificationAreaInfo ::=        CHOICE {
    cellList                            PLMN-RAN-AreaCellList,
    ran-AreaConfigList                  PLMN-RAN-AreaConfigList,
    ...
}

PLMN-RAN-AreaCellList ::=           SEQUENCE (SIZE (1.. maxPLMNIdentities)) OF PLMN-RAN-AreaCell

PLMN-RAN-AreaCell ::=               SEQUENCE {
    plmn-Identity                       PLMN-Identity                                                       OPTIONAL,   -- Need S
    ran-AreaCells                       SEQUENCE (SIZE (1..32)) OF  CellIdentity
}

PLMN-RAN-AreaConfigList ::=         SEQUENCE (SIZE (1..maxPLMNIdentities)) OF PLMN-RAN-AreaConfig

PLMN-RAN-AreaConfig ::=             SEQUENCE {
    plmn-Identity                       PLMN-Identity                                                       OPTIONAL,   -- Need S
    ran-Area                            SEQUENCE (SIZE (1..16)) OF  RAN-AreaConfig
}

RAN-AreaConfig ::=                  SEQUENCE {
    trackingAreaCode                    TrackingAreaCode,
    ran-AreaCodeList                    SEQUENCE (SIZE (1..32)) OF  RAN-AreaCode                            OPTIONAL    -- Need R
}

SDT-Config-r17 ::=                  SEQUENCE {
    sdt-DRB-List-r17                    SEQUENCE (SIZE (0..maxDRB)) OF DRB-Identity                         OPTIONAL,   -- Need M
    sdt-SRB2-Indication-r17             ENUMERATED {allowed}                                                OPTIONAL,   -- Need R
    sdt-MAC-PHY-CG-Config-r17           SetupRelease {SDT-CG-Config-r17}                                    OPTIONAL,   -- Need M
    sdt-DRB-ContinueROHC-r17            ENUMERATED { cell, rna }                                            OPTIONAL    -- Need S
}

SDT-CG-Config-r17 ::= OCTET STRING (CONTAINING SDT-MAC-PHY-CG-Config-r17)

SDT-MAC-PHY-CG-Config-r17 ::=       SEQUENCE {
    -- CG-SDT specific configuration
    cg-SDT-ConfigLCH-RestrictionToAddModList-r17 SEQUENCE (SIZE(1..maxLC-ID)) OF  CG-SDT-ConfigLCH-Restriction-r17 OPTIONAL,   -- Need N
    cg-SDT-ConfigLCH-RestrictionToReleaseList-r17 SEQUENCE (SIZE(1..maxLC-ID)) OF  LogicalChannelIdentity  OPTIONAL,   -- Need N
    cg-SDT-ConfigInitialBWP-NUL-r17       SetupRelease {BWP-UplinkDedicatedSDT-r17}                     OPTIONAL,   -- Need M
    cg-SDT-ConfigInitialBWP-SUL-r17       SetupRelease {BWP-UplinkDedicatedSDT-r17}                     OPTIONAL,   -- Need M
    cg-SDT-ConfigInitialBWP-DL-r17        BWP-DownlinkDedicatedSDT-r17                                  OPTIONAL,   -- Need M
    cg-SDT-TimeAlignmentTimer-r17           TimeAlignmentTimer                                              OPTIONAL,   -- Need M
    cg-SDT-RSRP-ThresholdSSB-r17            RSRP-Range                                                      OPTIONAL,   -- Need M
[bookmark: _Hlk95905177]    cg-SDT-TA-ValidationConfig-r17          SetupRelease { CG-SDT-TA-ValidationConfig-r17 }                 OPTIONAL,   -- Need M
    cg-SDT-CS-RNTI-r17                      RNTI-Value                                                      OPTIONAL,   -- Need M
    ...
}

CG-SDT-TA-ValidationConfig-r17 ::=  SEQUENCE {
    cg-SDT-RSRP-ChangeThreshold-r17     ENUMERATED { dB2, dB4, dB6, dB8, dB10, dB14, dB18, dB22,
                                            dB26, dB30, dB34, spare5, spare4, spare3, spare2, spare1}
}

BWP-DownlinkDedicatedSDT-r17 ::=    SEQUENCE {
    pdcch-Config-r17                    SetupRelease { PDCCH-Config }                                       OPTIONAL,   -- Need M
    pdsch-Config-r17                    SetupRelease { PDSCH-Config }                                       OPTIONAL,   -- Need M
   ...
}

BWP-UplinkDedicatedSDT-r17 ::=      SEQUENCE {
    pusch-Config-r17                    SetupRelease { PUSCH-Config }                                       OPTIONAL,   -- Need M
    configuredGrantConfigToAddModList-r17                 ConfiguredGrantConfigToAddModList-r16             OPTIONAL,   -- Need N
    configuredGrantConfigToReleaseList-r17                ConfiguredGrantConfigToReleaseList-r16            OPTIONAL,   -- Need N
   ...
}

CG-SDT-ConfigLCH-Restriction-r17 ::= SEQUENCE {
    logicalChannelIdentity-r17          LogicalChannelIdentity,
    configuredGrantType1Allowed-r17     ENUMERATED {true}                                                   OPTIONAL,   -- Need R
    allowedCG-List-r17                  SEQUENCE (SIZE (0.. maxNrofConfiguredGrantConfigMAC-1-r16)) OF ConfiguredGrantConfigIndexMAC-r16
                                                                                                            OPTIONAL    -- Need R
}

SRS-PosRRC-Inactive-r17 ::= OCTET STRING (CONTAINING SRS-PosRRC-InactiveConfig-r17)

SRS-PosRRC-InactiveConfig-r17 ::=       SEQUENCE {
    srs-PosConfigNUL-r17                    SRS-PosConfig-r17                                                   OPTIONAL,    -- Need R
    srs-PosConfigSUL-r17                    SRS-PosConfig-r17                                                   OPTIONAL,    -- Need R
    bwp-NUL-r17                             BWP                                                                 OPTIONAL,    -- Need S
    bwp-SUL-r17                             BWP                                                                 OPTIONAL,    -- Need S
    inactivePosSRS-TimeAlignmentTimer-r17   TimeAlignmentTimer                                                  OPTIONAL,    -- Need M
    inactivePosSRS-RSRP-ChangeThreshold-r17 RSRP-ChangeThreshold-r17                                            OPTIONAL     -- Need M
}

RSRP-ChangeThreshold-r17 ::= ENUMERATED {dB4, dB6, dB8, dB10, dB14, dB18, dB22, dB26, dB30, dB34, spare6, spare5, spare4, spare3, spare2, spare1}

SRS-PosConfig-r17 ::=               SEQUENCE {
    srs-PosResourceSetToReleaseList-r17 SEQUENCE (SIZE(1..maxNrofSRS-PosResourceSets-r16)) OF SRS-PosResourceSetId-r16 OPTIONAL,-- Need N
    srs-PosResourceSetToAddModList-r17  SEQUENCE (SIZE(1..maxNrofSRS-PosResourceSets-r16)) OF SRS-PosResourceSet-r16  OPTIONAL,-- Need N
    srs-PosResourceToReleaseList-r17    SEQUENCE (SIZE(1..maxNrofSRS-PosResources-r16)) OF SRS-PosResourceId-r16      OPTIONAL,-- Need N
    srs-PosResourceToAddModList-r17     SEQUENCE (SIZE(1..maxNrofSRS-PosResources-r16)) OF SRS-PosResource-r16        OPTIONAL -- Need N
}

-- TAG-RRCRELEASE-STOP
-- ASN1STOP

	RRCRelease-IEs field descriptions

	cellReselectionPriorities
Dedicated priorities to be used for cell reselection as specified in TS 38.304 [20]. The maximum number of NR carrier frequencies that the network can configure through FreqPriorityListNR and FreqPriorityListDedicatedSlicing together is eight. If the same frequency is configured in both FreqPriorityListNR and FreqPriorityListDedicatedSlicing, the frequency is only counted once.

	cnType
Indicate that the UE is redirected to EPC or 5GC.

	deprioritisationReq
Indicates whether the current frequency or RAT is to be de-prioritised.

	deprioritisationTimer
Indicates the period for which either the current carrier frequency or NR is deprioritised. Value minN corresponds to N minutes.

	measIdleConfig
Indicates measurement configuration to be stored and used by the UE while in RRC_IDLE or RRC_INACTIVE.

	mpsPriorityIndication
Indicates the UE can set the establishment cause to mps-PriorityAccess for a new connection following a redirect to NR. If the target RAT is E-UTRA, see TS 36.331 [10]. The gNB sets the indication only for UEs authorized to receive MPS treatment as indicated by ARP and/or QoS characteristics at the gNB, and it is applicable only for this instance of release with redirection to carrier/RAT included in the redirectedCarrierInfo field in the RRCRelease message.

	noLastCellUpdate
Presence of the field indicates that the last used cell for PEI shall not be updated. When the field is absent, the PEI-capable UE shall update its last used cell with the current cell. The UE shall not update its last used cell with the current cell if the AS security is not activated.

	srs-PosRRC-InactiveConfig
SRS for positioning configuration during RRC_INACTIVE state.

	suspendConfig
Indicates configuration for the RRC_INACTIVE state. The network does not configure suspendConfig when the network redirect the UE to an inter-RAT carrier frequency or if the UE is configured with a DAPS bearer.

	redirectedCarrierInfo
Indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an NR or an inter-RAT carrier frequency, by means of cell selection at transition to RRC_IDLE or RRC_INACTIVE as specified in TS 38.304 [20]. Based on UE capability, the network may include redirectedCarrierInfo in RRCRelease message with suspendConfig if this message is sent in response to an RRCResumeRequest or an RRCResumeRequest1 which is triggered by the NAS layer (see 5.3.1.4 in TS 24.501 [23]).

	voiceFallbackIndication
Indicates the RRC release is triggered by EPS fallback for IMS voice as specified in TS 23.502 [43].



	CarrierInfoNR field descriptions

	carrierFreq
Indicates the redirected NR frequency.

	ssbSubcarrierSpacing
Subcarrier spacing of SSB in the redirected SSB frequency.
Only the following values are applicable depending on the used frequency:
FR1:    15 or 30 kHz
FR2-1:  120 or 240 kHz
FR2-2:  120, 480, or 960 kHz

	smtc
The SSB periodicity/offset/duration configuration for the redirected SSB frequency. It is based on timing reference of PCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing.



	RAN-NotificationAreaInfo field descriptions

	cellList
A list of cells configured as RAN area.

	ran-AreaConfigList
A list of RAN area codes or RA code(s) as RAN area.



	PLMN-RAN-AreaConfig field descriptions

	plmn-Identity
PLMN Identity to which the cells in ran-Area belong. If the field is absent the UE not in SNPN access mode uses the ID of the registered PLMN. This field is not included for UE in SNPN access mode (for UE in SNPN access mode the ran-Area always belongs to the registered SNPN).

	ran-AreaCodeList
The total number of RAN-AreaCodes of all PLMNs does not exceed 32.

	ran-Area
Indicates whether TA code(s) or RAN area code(s) are used for the RAN notification area. The network uses only TA code(s) or both TA code(s) and RAN area code(s) to configure a UE. The total number of TACs across all PLMNs does not exceed 16.



	PLMN-RAN-AreaCell field descriptions

	plmn-Identity
PLMN Identity to which the cells in ran-AreaCells belong. If the field is absent the UE not in SNPN access mode uses the ID of the registered PLMN. This field is not included for UE in SNPN access mode (for UE in SNPN access mode the ran-AreaCells always belongs to the registered SNPN).

	ran-AreaCells
The total number of cells of all PLMNs does not exceed 32.



	SDT-Config field descriptions

	sdt-DRB-ContinueROHC
Indicates whether the PDCP entity of the radio bearers configured for SDT continues or resets the ROHC header compression protocol during PDCP re-establishment during SDT procedure, as specified in TS 38.323 [5]. Value cell indicates that ROHC header compression continues when the UE resumes for SDT in the same cell as the PCell when the RRCRelease message was received. Value rna indicates that ROHC header compression continues when the UE resumes for SDT in a cell belonging to the same RNA as the PCell where the RRCRelease message was received. If the field is absent, the UE releases any stored value for this field and the PDCP entity of the radio bearers configured for SDT always resets the ROHC header compression protocol during PDCP re-establishment when SDT procedure is initiated, as specified in TS 38.323 [5].

	sdt-DRB-List
Indicates the ID(s) of the DRB(s) that are configured for SDT. If size of the sequence is zero, then the UE assumes that none of the DRBs are configured for SDT. The network only configures MN terminated MCG bearers for SDT.

	sdt-SRB2-Indication
Indiates whether SRB2 is configured for SDT or not.



	SDT-MAC-PHY-CG-Config field descriptions

	cg-SDT-ConfigInitialBWP-DL
Downlink BWP configuration for CG-SDT. If a UE is a RedCap UE and if the initialDownlinkBWP-RedCap is configured in downlinkConfigCommon in SIB1, this field is configured for initialDownlinkBWP-RedCap, otherwise it is configured for initialDownlinkBWP.

	cg-SDT-ConfigInitialBWP-NUL
UL BWP configuration for CG-SDT on NUL carrier. If a UE is a RedCap UE and if the initialUplinkBWP-RedCap is configured in uplinkConfigCommon in SIB1, this field is configured for initialUplinkBWP-RedCap, otherwise it is configured for initialUplinkBWP for NUL.

	cg-SDT-ConfigInitialBWP-SUL
UL BWP configuration for CG-SDT on SUL carrier configured for the initialUplinkBWP for SUL.

	cg-SDT-CS-RNTI
The CS-RNTI value for CG-SDT as specified in TS 38.321 [3].

	cg-SDT-RSRP-ThresholdSSB
An RSRP threshold configured for SSB selection for CG-SDT as specified in TS 38.321 [3].

	cg-SDT-TA-ValidationConfig
Configuration for the RSRP based TA validation. If this field is not configured, then the UE does not perform RSRP based TA validation.

	cg-SDT-timeAlignmentTimer
TAT value for CG-SDT as specified in TS 38.321 [3]. The network always configures this field when sdt-MAC-PHY-CG-Config is configured.



	CG-SDT-ConfigLCH-Restriction field descriptions

	[bookmark: OLE_LINK39]allowedCG-List
This restriction applies only when the UL grant is a configured grant for CG-SDT. If present, UL MAC SDUs from this logical channel can only be mapped to the indicated CG-SDT configured grant configuration. If the size of the sequence is zero, then UL MAC SDUs from this logical channel cannot be mapped to any CG-SDT configured grant configurations. If the field is not present, UL MAC SDUs from this logical channel can be mapped to any CG-SDT configured grant configurations. If the field configuredGrantType1Allowed is present, only those CG-SDT configured grant type 1 configurations indicated in this sequence are allowed for use by this logical channel; otherwise, this sequence shall not include any CG-SDT configured grant type 1 configuration. Corresponds to "allowedCG-List" as specified in TS 38.321 [3].

	configuredGrantType1Allowed
If present, or if the capability lcp-Restriction as specified in TS 38.306 [26] is not supported, UL MAC SDUs from this logical channel can be transmitted on a configured grant type 1 for CG-SDT. Otherwise, UL MAC SDUs from this logical channel cannot be transmitted on a configured grant type 1 for CG-SDT. Corresponds to "configuredGrantType1Allowed" in TS 38.321 [3].

	logicalChannelIdentity
ID used commonly for the MAC logical channel and for the RLC bearer associated with a servedRadioBearer configured for SDT.



	CG-SDT-TA-ValidationConfig field descriptions

	cg-SDT-RSRP-ChangeThreshold
The RSRP threshold for TA validation for CG-SDT as specified in TS 38.321 [3]. Value dB2 corresponds to 2 dB, value dB4 corresponds to 4 dB and so on.



	SRS-PosRRC-InactiveConfig field descriptions

	bwp-NUL
BWP configuration for SRS for Positioning during the RRC_INACTIVE state in Normal Uplink Carrier. If the field is absent UE is configured with an SRS for Positioning associated with the initial UL BWP and transmitted, during the RRC_INACTIVE state, inside the initial UL BWP with the same CP and SCS as configured for initial UL BWP.

	bwp-SUL
BWP configuration for SRS for Positioning during the RRC_INACTIVE state in Supplementary Uplink Carrier. If the field is absent UE is configured with an SRS for Positioning associated with the initial UL BWP and transmitted, during the RRC_INACTIVE state, inside the initial UL BWP with the same CP and SCS as configured for initial UL BWP.

	inactivePosSRS-RSRP-ChangeThreshold
RSRP threshold for the increase/decrease of RSRP for time alignment validation as specified in TS 38.321 [3].

	inactivePosSRS-TimeAlignmentTimer
TAT value for SRS for positioning transmission during RRC_INACTIVE state as specified in TS 38.321 [3]. The network always configures this field when srs-PosRRC-Inactive is configured.

	srs-PosConfigNUL
SRS for Positioning configuration in RRC_INACTIVE state in Normal Uplink Carrier.

	srs-PosConfigSUL
SRS for Positioning configuration in RRC_INACTIVE state in Supplementary Uplink Carrier.



	SuspendConfig field descriptions

	ncd-SSB-RedCapInitialBWP-SDT
Indicates that the UE uses the RedCap-specific initial DL BWP associated with the NCD-SSB for SDT. The network configures this field if a RedCap UE is configured with SDT in the RedCap-specific initial DL BWP not associated with CD-SSB. If configured, the NCD-SSB indicated by this field can only be used during the SDT procedure for CG-SDT or RA-SDT.

	ran-ExtendedPagingCycle
The extended DRX (eDRX) cycle for RAN-initiated paging to be applied by the UE. Value rf256 corresponds to 256 radio frames, value rf512 corresponds to 512 radio frames and so on. Value of the field indicates an eDRX cycle which is shorter or equal to the IDLE mode eDRX cycle configured for the UE.

	ran-NotificationAreaInfo
Network ensures that the UE in RRC_INACTIVE always has a valid ran-NotificationAreaInfo.

	ran-PagingCycle
Refers to the UE specific cycle for RAN-initiated paging. Value rf32 corresponds to 32 radio frames, value rf64 corresponds to 64 radio frames and so on.

	sl-UEIdentityRemote
Indicates the C-RNTI to the L2 U2N Remote UE.

	t380
Refers to the timer that triggers the periodic RNAU procedure in UE. Value min5 corresponds to 5 minutes, value min10 corresponds to 10 minutes and so on.

	NCR-FWD-BH-beam-RSRP-threshold-r18
RSRP threshold for measurement of SSBs in the direction of the NCR-FWD’s fixed backhaul beam as specified in TS 38.304 [20].



	Conditional Presence
	Explanation

	L2RemoteUE
	The field is mandatory present for L2 U2N Remote UE's RNAU; otherwise it is absent.

	RANPaging
	This field is optionally present, Need R, if the UE is configured with IDLE eDRX, see TS 24.501 [23]; otherwise the field is not present.

	Redirection2
	The field is optionally present, Need R, if redirectedCarrierInfo is included; otherwise the field is not present.
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