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	Reason for change:
	In RAN2#120 meeting , there is an agreement for the PSCell MHI about PSCell failure:
	Agreement:
RAN2 update the procedural text of PSCell MHI in such a way that UE logs the time since PSCell Change/Addition to the time of PSCell Release (instead of PSCell failure) i.e., T3-T1 instead of T2-T1 according to [R2-2212734]


Based on this agreement, for SCG failure occuring, if 
· the NW reconfigure the UE, “change of a PSCell” can include the case;
· the NW release the UE, “release of a PSCell” can include the case;
· no NW response received by UE, it is the Rapporteur Summary in R2-2212976 that it does not cover the PSCell suspension time in Rel 17 agreements status, so we do not intensive study this case in R17.
Therefore all the recording time point by SCG failure cases are removed from the procedural text such as the modification in the PSCell change/release without PCell change branch:
	1>	If the UE supports PSCell mobility history information and upon change, or release of a PSCell or upon declaring failure in a PSCell (SCG RLF or SCG HOF) while being connected to the current PCell:



But inside the branch of PCell related MHI recording, if the UE supports PSCell MHI, the recording of PSCell MHI in current spec still include the case of PSCell change failure:
	1>	Upon change of suitable cell, consisting of PCell in RRC_CONNECTED (for NR or E-UTRA cell) or serving cell in RRC_INACTIVE (for NR cell) or in RRC_IDLE (for NR or E-UTRA cell), to another NR or E-UTRA cell, or when entering any cell selection' state from 'camped normally' state in NR or LTE or when entering 'any cell selection' state from a suitable cell in RRC_CONNECTED state in NR or LTE:
2>	XXX (Omitted part)
3>	if the UE supports PSCell mobility history information and if the UE changes PSCell, or attempts to change PSCell but fails, at the same time as the change of the PCell in RRC_CONNECTED:
4>	XXX (Omitted part)
4>	for the included entry:
5>	if the global cell identity of the PSCell (in case the UE continues to be connected to the same PSCell) or the previous PSCell (in case the UE changes PSCell, or attempts to change PSCell but fails) is available:
6>	XXX (Omitted part)



Therefore, in the PCell related MHI recording branch, the SCG failure case should also be removed from the spec.

	
	

	Summary of change:
	Remove the “attempts to change PSCell but fails” case from the PCell related MHI recording branch in the procedure description in 5.7.9.2.

Impact analysis
Architecture options
MR-DC

Impacted functionality:
PSCell MHI

Inter-operability:
If only the network is implemented according to the CR and the UE is not, the PSCell MHI entries will be misleading to the network. 
If only the UE is implemented according to the CR and the network is not, no interoperability problems are foreseen.

	
	

	Consequences if not approved:
	The recording triggering cause in the PSCell change/release within PCell change branch is not align with the cause in the only PSCell change/release branch because the SCG failure (attempts to change PSCell but fails) is still an condition of adding the PSCell MHI entry in current spec.
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[bookmark: _Toc131064657]5.7.9.1	General
This procedure specifies how the mobility history information is stored by the UE, covering RRC_IDLE, RRC_INACTIVE and RRC_CONNECTED.
[bookmark: _Toc131064658]5.7.9.2	Initiation
If the UE supports storage of mobility history information, the UE shall:
1>	If the UE supports PSCell mobility history information and upon addition of a PSCell:
2>	include an entry in visitedPSCellInfoList in variable VarMobilityHistoryReport possibly after performing the following, if necessary:
3>	if visitedPSCellInfoListReport is available in the visitedCellInfoList in variable VarMobilityHistoryReport:
4>	for the oldest PCell entry in visitedCellInfoList including visitedPSCellInfoListReport;
5>	remove the oldest entry in the visitedPSCellInfoListReport;
3>	else:
4>	remove the oldest entry in visitedPSCellInfoList in variable VarMobilityHistoryReport;
2>	for the included entry:
3>	set the field timeSpent of the entry according to following:
4>	if this is the first PSCell entry for the current PCell since entering the current PCell in RRC_CONNECTED:
5>	include the entry as the time spent with no PSCell since entering the current PCell in RRC_CONNECTED;
4>	else:
5>	include the time spent with no PSCell since last PSCell release since entering the current PCell in RRC_CONNECTED;
1>	If the UE supports PSCell mobility history information and upon change, or release of a PSCell while being connected to the current PCell:
2>	include an entry in visitedPSCellInfoList of the variable VarMobilityHistoryReport possibly after performing the following, if necessary:
3>	if visitedPSCellInfoListReport is available in the visitedCellInfoList in variable VarMobilityHistoryReport:
4>	for the oldest PCell entry in visitedCellInfoList including visitedPSCellInfoListReport;
5>	remove the oldest entry in the visitedPSCellInfoListReport;
3>	else:
4>	remove the oldest entry in visitedPSCellInfoList in variable VarMobilityHistoryReport;
2>	for the included entry:
3>	if the global cell identity of the previous PSCell is available:
4>	include the global cell identity of that cell in the field visitedCellId of the entry;
3>	else:
4>	include the physical cell identity and carrier frequency of that cell in the field visitedCellId of the entry;
3>	set the field timeSpent of the entry as the time spent in the previous PSCell while being connected to the current PCell;
1>	Upon change of suitable cell, consisting of PCell in RRC_CONNECTED (for NR or E-UTRA cell) or serving cell in RRC_INACTIVE (for NR cell) or in RRC_IDLE (for NR or E-UTRA cell), to another NR or E-UTRA cell, or when entering any cell selection' state from 'camped normally' state in NR or LTE or when entering 'any cell selection' state from a suitable cell in RRC_CONNECTED state in NR or LTE:
2>	include an entry in visitedCellInfoList of the variable VarMobilityHistoryReport possibly after removing the oldest entry, if necessary, according to following:
3>	if the global cell identity of the previous PCell/serving cell is available:
4>	include the global cell identity of that cell in the field visitedCellId of the entry;
3>	else:
4>	include the physical cell identity and carrier frequency of that cell in the field visitedCellId of the entry;
3>	set the field timeSpent of the entry as the time spent in the previous PCell/serving cell;
3>	if the UE supports PSCell mobility history information and if the UE continues to be connected to the same PSCell during the change of the PCell in RRC_CONNECTED; or
3>	if the UE supports PSCell mobility history information and if the UE changes PSCell, or attempts to change PSCell but fails, at the same time as the change of the PCell in RRC_CONNECTED; or
3>	if the UE supports PSCell mobility history information and if the PSCell is released at the same time as the change of the PCell in RRC_CONNECTED:
4>	include an entry in visitedPSCellInfoList of the variable VarMobilityHistoryReport possibly after performing the following, if necessary:
5>	if visitedPSCellInfoListReport is available in the visitedCellInfoList in variable VarMobilityHistoryReport:
6>	for the oldest PCell entry in visitedCellInfoList including visitedPSCellInfoListReport;
7>	remove the oldest entry in the visitedPSCellInfoListReport;
5>	else:
6>	remove the oldest entry in visitedPSCellInfoList in variable VarMobilityHistoryReport;
4>	for the included entry:
5>	if the global cell identity of the PSCell (in case the UE continues to be connected to the same PSCell) or the previous PSCell (in case the UE changes PSCell, or attempts to change PSCell but fails, or in case PSCell is released) is available:
6>	include the global cell identity of that cell in the field visitedCellId of the entry;
5>	else:
6>	include the physical cell identity and carrier frequency of that cell in the field visitedCellId of the entry;
5>	set the field timeSpent of the entry as the time spent in the PSCell, while being connected to previous PCell;
3>	if the UE supports PSCell mobility history information and if the UE was not configured with a PSCell at the time of change of PCell in RRC_CONNECTED:
4>	include an entry in visitedPSCellInfoList after performing the following, if necessary;
5>	if visitedPSCellInfoListReport is available in the visitedCellInfoList in variable VarMobilityHistoryReport:
6>	for the oldest PCell entry in visitedCellInfoList including visitedPSCellInfoListReport;
7>	remove the oldest entry in the visitedPSCellInfoListReport;
5>	else:
6>	remove the oldest entry in visitedPSCellInfoList in variable VarMobilityHistoryReport;
4>	for the included entry:
5>	set the field timeSpent of the entry as the time without PSCell according to the following:
6>	if the UE experienced a PSCell release since entering the previous PCell in RRC_CONNECTED:
7>	include the time spent with no PSCell since last PSCell release since entering the previous PCell in RRC_CONNECTED;
6>	else:
7>	include the time spent with no PSCell since entering the previous PCell in RRC_CONNECTED;
3>	if the UE supports PSCell mobility history information and if visitedPSCellInfoList exists in VarMobilityHistoryReport:
4>	include visitedPSCellInfoList in VarMobilityHistoryReport in the visitedPSCellInfoListReport within the entry of the visitedCellInfoList associated to the latest PCell entry;
4>	remove visitedPSCellInfoList from the variable VarMobilityHistoryReport;
1>	if the UE supports PSCell mobility history information and upon entering 'camped normally' state in NR (in RRC_IDLE or RRC_INACTIVE) or E-UTRA (in RRC_IDLE) while previously in RRC_CONNECTED state NR or LTE while not connected to a PSCell:
2>	include an entry in visitedPSCellInfoList after performing the following, if necessary;
3>	if visitedPSCellInfoListReport is available in the visitedCellInfoList in variable VarMobilityHistoryReport:
4>	for the oldest PCell entry in visitedCellInfoList including visitedPSCellInfoListReport;
5>	remove the oldest entry in the visitedPSCellInfoListReport;
3>	else:
4>	remove the oldest entry in visitedPSCellInfoList in variable VarMobilityHistoryReport;
2>	for the included entry:
3>	set the field timeSpent of the entry as the time without PSCell according to the following:
4>	if the UE experienced a PSCell release since entering the current PCell in RRC_CONNECTED:
5>	include the time spent with no PSCell since last PSCell release after entering the current PCell in RRC_CONNECTED;
4>	else:
5>	include the time spent with no PSCell since entering the current PCell in RRC_CONNECTED;
1>	upon entering 'camped normally' state in NR (in RRC_IDLE or RRC_INACTIVE) or E-UTRA (in RRC_IDLE) while previously in 'any cell selection' state or 'camped on any cell' state in NR or LTE:
2>	include an entry in variable VarMobilityHistoryReport possibly after removing the oldest entry, if necessary, according to following:
3>	set the field timeSpent of the entry as the time spent in 'any cell selection' state and/or 'camped on any cell' state in NR or LTE.
End of change 

