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	 Reason for change:
	Issue 1: For direct-to-indirect path switching, SL_RLC1 is only used for IDLE/INACTIVE relay case for carrying RRCReconfiguraitonComplete, while dedicated SL RLC configuration for SRB1 is used CONNECTED Relay UE case. In the HO command to remote UE, both L2-RemoteUEConfig and sl-PathSwitchConfig are included. he L2 U2N remote UE is supposed to be correctly configured by gNB in L2-RemoteUEConfig for those two different cases respectively, according to the procedure in 5.3.5.16. However, remote UE is still forced to always apply the default SL-RLC1 configuration according to 5.3.5.5.2 when processing sl-PathSwitchConfig , which is: 1) completely unnecessary; 2) may lead to wrong remote UE implementation when the UE is handed over to an RRC_CONNECTED relay UE. 

Issue 2: For L2 U2N Relay UE, SRAP entity, SL-RLC0, SL-RLC1 are established when PC5 link is established, according to 5.8.9.7.2 in TS 38.331. This is needed for an IDLE/INACTIVE relay UE to handle any possible incoming UL RRC message in SRB0/1. Thus, if the relay UE receives RRCRelease and enter INACTIVE/IDLE, the SRAP entity is still needed as long as the PC5 link is not released (whether to release the PC5 unicast link is left to UE implementation). Hence, the current text always require UE releasing SRAP entity in 5.3.8.3. and 5.3.11, which are wrong for the relay UE. The same is also true for SL-RLC0 and SL-RLC1. It is better to just keep SL-RLC0/SL-RLC1 upon the reception of RRCRelease as end-to-end Uu RRC messages could be initiated in this PC5 link.

Issue 3: RRCResumeRequest1 is not listed as a potential RRC message for UE to trigger RRCResume/RRCRelease. 

Editorial issue:
 “loca Identity” in 9.2.5. There is no need for upper case in “Identity”.



	
	

	Summary of change:
	1. In 5.3.5.5.2, removed the step to apply SL-RLC1 configuration;
2. In 5.3.8.3,  restricted SRAP entity release only to remote UE and exclude SL-RLC0/SL-RLC1 for PC5 Relay RLC channel release
3. In 5.3.11, restricted SRAP entity release only to remote UE and exclude SL-RLC0/SL-RLC1 for PC5 Relay RLC channel release
4. In 9.2.5, added “RRCResumeRequest1” and changed “Identity” to “identity”.

Impact analysis
Impacted functionality: 
Actions related to SRAP configuration for SL relay.

Inter-operability: 
1. If Sidelink UE implement this change, there is no inter-operability issue between UE and gNB.
2. If Sidelink TX UE implement this change, but the Sidelink RX UE is not implemented this change, there is no inter-operability issue .



	
	

	Consequences if not approved:
	L2 U2N relay UE and L2 U2N Remote UE will not be able to communicate the first UL message properly in SRAP layer. 
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[bookmark: _Toc525641384]START OF FIRST CHANGE
[bookmark: _Toc131064403][bookmark: _Toc60776816][bookmark: _Toc131064472][bookmark: _Toc131064491]5.3.5.5.2	Reconfiguration with sync
The UE shall perform the following actions to execute a reconfiguration with sync.
1>	if the AS security is not activated, perform the actions upon going to RRC_IDLE as specified in 5.3.11 with the release cause 'other' upon which the procedure ends;
1>	stop timer T430 if running;
1>	start timer T430 with the timer value set to ntn-UlSyncValidityDuration from the subframe indicated by epochTime, according to the target cell NTN-config;
1>	if no DAPS bearer is configured:
2>	stop timer T310 for the corresponding SpCell, if running;
1>	if this procedure is executed for the MCG:
2>	if timer T316 is running;
3>	stop timer T316;
3>	clear the information included in VarRLF-Report, if any;
2>	resume MCG transmission, if suspended.
1>	stop timer T312 for the corresponding SpCell, if running;
1>	if sl-PathSwitchConfig is included:
2>	consider the target L2 U2N Relay UE to be the one indicated by the targetRelayUE-Identity in the sl-PathSwitchConfig;
2>	start timer T420 for the corresponding target L2 U2N Relay UE with the timer value set to T420, as included in the sl-PathSwitchConfig;
2>	apply the value of the newUE-Identity as the C-RNTI;
2>	indicate to upper layer (to trigger the PC5 unicast link establishment) with the target L2 U2N Relay UE indicated by the targetRelayUE-Identity;
2>	apply the default configuration of SL-RLC1 as defined in 9.2.4 for SRB1;
1>	else (sl-PathSwitchConfig is not included):
2>	if this procedure is executed for the MCG or if this procedure is executed for an SCG not indicated as deactivated in the E-UTRA or NR RRC message in which the RRCReconfiguration message is embedded:
3>	start timer T304 for the corresponding SpCell with the timer value set to t304, as included in the reconfigurationWithSync;
2>	if the frequencyInfoDL is included:
3>	consider the target SpCell to be one on the SSB frequency indicated by the frequencyInfoDL with a physical cell identity indicated by the physCellId;
2>	else:
3>	consider the target SpCell to be one on the SSB frequency of the source SpCell with a physical cell identity indicated by the physCellId;
2>	start synchronising to the DL of the target SpCell;
2>	apply the specified BCCH configuration defined in 9.1.1.1 for the target SpCell;
2>	acquire the MIB of the target SpCell, which is scheduled as specified in TS 38.213 [13];
NOTE 1:	The UE should perform the reconfiguration with sync as soon as possible following the reception of the RRC message triggering the reconfiguration with sync, which could be before confirming successful reception (HARQ and ARQ) of this message.
NOTE 2:	The UE may omit reading the MIB if the UE already has the required timing information, or the timing information is not needed for random access.
NOTE 2a:	A UE with DAPS bearer does not monitor for system information updates in the source PCell.
2>	If any DAPS bearer is configured:
3>	create a MAC entity for the target cell group with the same configuration as the MAC entity for the source cell group;
3>	for each DAPS bearer:
4>	establish an RLC entity or entities for the target cell group, with the same configurations as for the source cell group;
4>	establish the logical channel for the target cell group, with the same configurations as for the source cell group;
NOTE 2b:	In order to understand if a DAPS bearer is configured, the UE needs to check the presence of the field daps-Config within the RadioBearerConfig IE received in radioBearerConfig or radioBearerConfig2.
3>	for each SRB:
4>	establish an RLC entity for the target cell group, with the same configurations as for the source cell group;
4>	establish the logical channel for the target cell group, with the same configurations as for the source cell group;
3>	suspend SRBs for the source cell group;
NOTE 3:	Void
3>	apply the value of the newUE-Identity as the C-RNTI in the target cell group;
3>	configure lower layers for the target SpCell in accordance with the received spCellConfigCommon;
3>	configure lower layers for the target SpCell in accordance with any additional fields, not covered in the previous, if included in the received reconfigurationWithSync.
2>	else:
3>	reset the MAC entity of this cell group;
3>	consider the SCell(s) of this cell group, if configured, that are not included in the SCellToAddModList in the RRCReconfiguration message, to be in deactivated state;
3>	apply the value of the newUE-Identity as the C-RNTI for this cell group;
3>	configure lower layers in accordance with the received spCellConfigCommon;
3>	configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received reconfigurationWithSync.
2>	if the UE is acting as L2 U2N Remote UE at the source side:
3>	indicate upper layer to trigger PC5 unicast link release.
Upon L2 U2N Relay UE receiving reconfigurationWithSync, it either indicates to upper layers (to trigger PC5 unicast link release) or sends Notification message to the connected L2 U2N Remote UE(s) in accordance with 5.8.9.10.

NEXT CHANGE
5.3.8.3	Reception of the RRCRelease by the UE
The UE shall:
1>	delay the following actions defined in this clause 60 ms from the moment the RRCRelease message was received or optionally when lower layers indicate that the receipt of the RRCRelease message has been successfully acknowledged, whichever is earlier;
1>	stop timer T380, if running;
1>	stop timer T320, if running;
1>	if timer T316 is running;
2>	stop timer T316;
2>	clear the information included in VarRLF-Report, if any;
1>	stop timer T350, if running;
1>	stop timer T346g, if running;
1>	if the AS security is not activated:
2>	ignore any field included in RRCRelease message except waitTime;
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with the release cause 'other' upon which the procedure ends;
1>	if the RRCRelease message includes redirectedCarrierInfo indicating redirection to eutra:
2>	if cnType is included:
3>	after the cell selection, indicate the available CN Type(s) and the received cnType to upper layers;
NOTE 1:	Handling the case if the E-UTRA cell selected after the redirection does not support the core network type specified by the cnType, is up to UE implementation.
2>	if voiceFallbackIndication is included:
3>	consider the RRC connection release was for EPS fallback for IMS voice (see TS 23.502 [43]);
1>	if the RRCRelease message includes the cellReselectionPriorities:
2>	store the cell reselection priority information provided by the cellReselectionPriorities;
2>	if the t320 is included:
3>	start timer T320, with the timer value set according to the value of t320;
1>	else:
2>	apply the cell reselection priority information broadcast in the system information;
1>	if deprioritisationReq is included and the UE supports RRC connection release with deprioritisation:
2>	start or restart timer T325 with the timer value set to the deprioritisationTimer signalled;
2>	store the deprioritisationReq until T325 expiry;
NOTE 1a:	The UE stores the deprioritisation request irrespective of any cell reselection absolute priority assignments (by dedicated or common signalling) and regardless of RRC connections in NR or other RATs unless specified otherwise.
1>	if the RRCRelease includes the measIdleConfig:
2>	if T331 is running:
3> stop timer T331;
3>	perform the actions as specified in 5.7.8.3;
2>	if the measIdleConfig is set to setup:
3>	store the received measIdleDuration in VarMeasIdleConfig;
3>	start timer T331 with the value set to measIdleDuration;
3>	if the measIdleConfig contains measIdleCarrierListNR:
4>	store the received measIdleCarrierListNR in VarMeasIdleConfig;
3>	if the measIdleConfig contains measIdleCarrierListEUTRA:
4>	store the received measIdleCarrierListEUTRA in VarMeasIdleConfig;
3>	if the measIdleConfig contains validityAreaList:
4>	store the received validityAreaList in VarMeasIdleConfig;
1>	if the RRCRelease includes suspendConfig:
2>	reset MAC and release the default MAC Cell Group configuration, if any;
2>	apply the received suspendConfig except the received nextHopChainingCount;
2>	if the sdt-Config is configured:
3>	for each of the DRB in the sdt-DRB-List:
4>	consider the DRB to be configured for SDT;
3>	if sdt-SRB2-Indication is configured:
4>	consider the SRB2 to be configured for SDT;
3>	for each RLC bearer (except those associated with broadcast MRBs) that is not suspended:
4>	re-establish the RLC entity as specified in TS 38.322 [4];
3>	for SRB2 (if it is resumed) and for SRB1:
4>	trigger the PDCP entity to perform SDU discard as specified in TS 38.323 [5];
3>	if sdt-MAC-PHY-CG-Config is configured:
[bookmark: _Hlk97714604]4>	configure the PCell with the configured grant resources for SDT and instruct the MAC entity to start the cg-SDT-TimeAlignmentTimer;
2>	if srs-PosRRC-Inactive is configured:
3>	apply the configuration and instruct MAC to start the inactivePosSRS-TimeAlignmentTimer;
NOTE 1b:	The Network should provide full configuration to UE for SRS for Positioning in RRC_INACTIVE.
2>	remove all the entries within the MCG and the SCG VarConditionalReconfig, if any;
2>	for each measId of the MCG measConfig and for each measId of the SCG measConfig, if configured, if the associated reportConfig has a reportType set to condTriggerConfig:
3>	for the associated reportConfigId:
4>	remove the entry with the matching reportConfigId from the reportConfigList within the VarMeasConfig;
3>	if the associated measObjectId is only associated to a reportConfig with reportType set to condTriggerConfig:
4>	remove the entry with the matching measObjectId from the measObjectList within the VarMeasConfig;
3>	remove the entry with the matching measId from the measIdList within the VarMeasConfig;
2>	if the UE is acting as L2 U2N Remote UE:
3>	if the PC5-RRC connection with the U2N Relay UE is determined to be released:
4>	indicate upper layers to trigger PC5 unicast link release;
3>	else (i.e., maintain the PC5 RRC connection):
4>	establish or re-establish (e.g. via release and add) SL RLC entity for SRB1;
2>	else:
3>	re-establish RLC entities for SRB1;
2>	if the RRCRelease message with suspendConfig was received in response to an RRCResumeRequest or an RRCResumeRequest1:
3>	stop the timer T319 if running;
3>	in the stored UE Inactive AS context:
4>	replace the KgNB and KRRCint keys with the current KgNB and KRRCint keys;
[bookmark: _Hlk95514979]4>	replace the nextHopChainingCount with the value of nextHopChainingCount received in the RRCRelease message;
4>	replace the cellIdentity with the cellIdentity of the cell the UE has received the RRCRelease message;
4>	if the suspendConfig contains the sl-UEIdentityRemote (i.e. the UE is a L2 U2N Remote UE):
5>	replace the C-RNTI with the value of the sl-UEIdentityRemote;
5>	replace the physical cell identity with the value of the sl-PhysCellId in sl-ServingCellInfo contained in the discovery message received from the connected L2 U2N Relay UE;
4> else:
5>	replace the C-RNTI with the C-RNTI used in the cell (see TS 38.321 [3]) the UE has received the RRCRelease message;
5>	replace the physical cell identity with the physical cell identity of the cell the UE has received the RRCRelease message;
[bookmark: _Hlk95514990]3>	replace the nextHopChainingCount with the value associated with the current KgNB;
3>	stop the timer T319a if running and consider SDT procedure is not ongoing;
2>	else:
[bookmark: _Hlk95515016]3>	store in the UE Inactive AS Context the nextHopChainingCount received in the RRCRelease message, the current KgNB and KRRCint keys, the ROHC state, the EHC context(s), the UDC state, the stored QoS flow to DRB mapping rules, the application layer measurement configuration, the C-RNTI used in the source PCell, the cellIdentity and the physical cell identity of the source PCell, the spCellConfigCommon within ReconfigurationWithSync of the NR PSCell (if configured) and all other parameters configured except for:
-	parameters within ReconfigurationWithSync of the PCell;
-	parameters within ReconfigurationWithSync of the NR PSCell, if configured;
-	parameters within MobilityControlInfoSCG of the E-UTRA PSCell, if configured;
-	servingCellConfigCommonSIB;
-	sl-L2RelayUE-Config, if configured;
-	sl-L2RemoteUE-Config, if configured;
NOTE 1c:	suspendConfig is not stored as part of UE Inactive AS Context, except for the fields explicitly specified.
3>	store any previously or subsequently received application layer measurement reports for which no segment, or full message, has been submitted to lower layers for transmission;
NOTE 2:	NR sidelink communication/discovery related configurations and logged measurement configuration are not stored as UE Inactive AS Context, when UE enters RRC_INACTIVE.
2>	suspend all SRB(s) and DRB(s) and multicast MRB(s), except SRB0 and broadcast MRBs;
2>	indicate PDCP suspend to lower layers of all DRBs and multicast MRBs;
2>	release Uu Relay RLC channel(s), if configured;
2>	release PC5 Relay RLC channel(s) (except SL-RLC0 and SL-RLC1), if configured;
2>	release the SRAP entity in L2 U2N remote UE, if configured;
2>	if the t380 is included:
3>	start timer T380, with the timer value set to t380;
2>	if the RRCRelease message is including the waitTime:
3>	start timer T302 with the value set to the waitTime;
3>	inform upper layers that access barring is applicable for all access categories except categories '0' and '2';
2>	if T390 is running:
3>	stop timer T390 for all access categories;
3>	perform the actions as specified in 5.3.14.4;
2>	indicate the suspension of the RRC connection to upper layers;
2>	if the UE is capable of L2 U2N Remote UE:
3>	enter RRC_INACTIVE, and perform either cell selection as specified in TS 38.304 [20], or relay selection as specified in clause 5.8.15.3, or both;
2>	else:
3>	enter RRC_INACTIVE and perform cell selection as specified in TS 38.304 [20];
1>	else:
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with the release cause 'other'.
NOTE 3:	Whether to release the PC5 unicast link is left to L2 U2N Remote UE's implementation.
NOTE 4:	It is left to UE implementation whether to stop T430, if running, when going to RRC_INACTIVE.

NEXT CHANGE

[bookmark: _Toc60776828][bookmark: _Toc131064485]5.3.11	UE actions upon going to RRC_IDLE
The UE shall:
1>	reset MAC;
1>	set the variable pendingRNA-Update to false, if that is set to true;
1>	if going to RRC_IDLE was triggered by reception of the RRCRelease message including a waitTime:
2>	if T302 is running:
3>	stop timer T302;
2>	start timer T302 with the value set to the waitTime;
2>	inform upper layers that access barring is applicable for all access categories except categories '0' and '2'.
1>	else:
2>	if T302 is running:
3>	stop timer T302;
3>	perform the actions as specified in 5.3.14.4;
1>	if T390 is running:
2>	stop timer T390 for all access categories;
2>	perform the actions as specified in 5.3.14.4;
1>	if the UE is leaving RRC_INACTIVE:
2>	if going to RRC_IDLE was not triggered by reception of the RRCRelease message:
3>	if stored, discard the cell reselection priority information provided by the cellReselectionPriorities;
3>	stop the timer T320, if running;
2>	if T319a is running:
3>	stop timer T319a;
3>	consider SDT procedure is not ongoing;
1>	stop all timers that are running except T302, T320, T325, T330, T331, T400 and T430;
1>	discard the UE Inactive AS context, if any;
1>	release the suspendConfig, if configured;
1>	remove all the entries within the MCG and the SCG VarConditionalReconfig, if any;
1>	for each measId, if the associated reportConfig has a reportType set to condTriggerConfig:
2>	for the associated reportConfigId:
3>	remove the entry with the matching reportConfigId from the reportConfigList within the VarMeasConfig;
2>	if the associated measObjectId is only associated to a reportConfig with reportType set to condTriggerConfig:
3>	remove the entry with the matching measObjectId from the measObjectList within the VarMeasConfig;
2>	remove the entry with the matching measId from the measIdList within the VarMeasConfig;
1>	discard the KgNB key, the S-KgNB key, the S-KeNB key, the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key, if any;
1>	release all radio resources, including release of the RLC entity, the BAP entity, the MAC configuration and the associated PDCP entity and SDAP for all established RBs (except for broadcast MRBs), BH RLC channels, Uu Relay RLC channels, PC5 Relay RLC channels (except SL-RLC0 and SL-RLC1)and SRAP entity;
1> release the SRAP entity in L2 U2N remote UE;
1>	indicate the release of the RRC connection to upper layers together with the release cause;
1>	inform upper layers about the release of all application layer measurement configurations;
1>	discard any application layer measurement reports which were not yet submitted to lower layers for transmission;
1>	discard any segments of segmented RRC messages stored according to 5.7.6.3;
1>	except if going to RRC_IDLE was triggered by inter-RAT cell reselection while the UE is in RRC_INACTIVE or RRC_IDLE or when selecting an inter-RAT cell while T311 was running or when selecting an E-UTRA cell for EPS fallback for IMS voice as specified in 5.4.3.5:
2>	if the UE is capable of L2 U2N Remote UE:
3>	enter RRC_IDLE, and perform either cell selection as specified in TS 38.304 [20], or relay selection as specified in clause 5.8.15.3, or both;
2>	else:
3>	enter RRC_IDLE and perform cell selection as specified in TS 38.304 [20];
NOTE 1:	Whether to release the PC5 unicast link is left to L2 U2N Remote UE's implementation.
NOTE 2:	It is left to UE implementation whether to stop T430, if running, when going to RRC_IDLE.

NEXT CHANGE
[bookmark: _Toc131065448]9.2.5	Default SRAP configurations
Parameters that are used for reception of Remote UE's RRCResume, RRCRelease in response to an RRCResumeRequest/RRCResumeRequest1 and RRCReestablishment messages.
	Name
	Value
	Semantics description
	Ver

	SL SRAP Config
	
	
	

	> sl-LocalIdentity
	Undefined
	SRAP PDUs with any local Identity identity will be submitted to the SRB1 PDCP entity.
	

	> sl-RemoteUE-RB-Identity
	SRB1
	
	




END OF THE CHANGE

