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Start of the change
[bookmark: _Toc139005344]5.8.10.3	Performing NR sidelink measurements
[bookmark: _Toc139005345]5.8.10.3.1	General
A UE shall derive NR sidelink measurement results by measuring one or multiple DMRS associated per PC5-RRC connection as configured by the peer UE associated, as described in 5.8.10.3.2. For all NR sidelink measurement results the UE applies the layer 3 filtering as specified in clause 5.5.3.2, before using the measured results for evaluation of reporting criteria and measurement reporting. In this release, only NR sidelink RSRP can be configured as trigger quantity and reporting quantity.
The UE shall:
1>	for each sl-MeasId included in the sl-MeasIdList within VarMeasConfigSL:
2>	if the sl-MeasObject is associated to NR sidelink and the sl-RS-Type is set to dmrs:
3>	derive the layer 3 filtered NR sidelink measurement result based on PSSCH DMRS for the trigger quantity and each measurement quantity indicated in sl-ReportQuantity using parameters from the associated sl-MeasObject, as described in clause 5.8.10.3.2.
2>	perform the evaluation of reporting criteria as specified in clause 5.8.10.4.
[bookmark: _Toc139005346]5.8.10.3.2	Derivation of NR sidelink measurement results
The UE may be configured by the peer UE associated to derive NR sidelink RSRP measurement results per PC5-RRC connection associated to the NR sidelink measurement objects based on parameters configured in the sl-MeasObject and in the sl-ReportConfig.
The UE shall:
1>	for each NR sidelink measurement quantity to be derived based on NR sidelink DMRS:
2>	derive the corresponding measurement of NR sidelink frequency indicated quantity based on PSSCH DMRS as described in TS 38.215 [9] in the concerned sl-MeasObject;
2>	apply layer 3 filtering as described in clause 5.5.3.2;
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[bookmark: _Toc60777521][bookmark: _Toc139045918]6.3.5	Sidelink information elements
<<<<<<<<Skipped>>>>>>>>
[bookmark: _GoBack]

[bookmark: _Toc139045943][bookmark: _Toc60777537]–	SL-MeasObjectList
The IE SL-MeasObjectList concerns a list of SL measurement objects to add or modify for a destination.
SL-MeasObjectList information element
-- ASN1START
-- TAG-SL-MEASOBJECTLIST-START

SL-MeasObjectList-r16 ::=               SEQUENCE (SIZE (1..maxNrofSL-ObjectId-r16)) OF SL-MeasObjectInfo-r16

SL-MeasObjectInfo-r16 ::=               SEQUENCE {
    sl-MeasObjectId-r16                     SL-MeasObjectId-r16,
    sl-MeasObject-r16                       SL-MeasObject-r16,
    ...
}

SL-MeasObjectId-r16 ::=                 INTEGER (1..maxNrofSL-ObjectId-r16)

SL-MeasObject-r16 ::=                   SEQUENCE {
    frequencyInfoSL-r16                     ARFCN-ValueNR,
    ...
}

-- TAG-SL-MEASOBJECTLIST-STOP
-- ASN1STOP

	SL-MeasObjectList field descriptions

	sl-MeasObjectId
It is used to identify a sidelink measurement object configuration.

	sl-MeasObject
It specifies information applicable for sidelink DMRS measurement.

	frequencyInfoSL
This filed indicates the sidelink frequency on which the UE performs PSSCH RSRP measurement, if the corresponding PSSCH is received.
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