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	Reason for change:
	In clause 6.3.3, the description of the BEARER ID field is to carry Uu radio bearer identity. It can be understood that the Uu radio bearer idenfity equals to DRB ID. For instance, in RRC spec, the field sl-RemoteUE-RB-Identity is to identify Uu bearer, and for DRB the value is DRB-Identity.
SL-RemoteUE-RB-Identity-r17 ::=         CHOICE {
    srb-Identity-r17                        INTEGER (0..3),
    drb-Identity-r17                        DRB-Identity,
    ...
}
sl-RemoteUE-RB-Identity
Identity of the end-to-end Uu bearer identity of the L2 U2N Remote UE. The value 3 for the field srb-identity-r17 (i.e., for configuring SRB3) is not supported in this version of the specification.
However, in SRAP, for DRB the the BEARER ID field should be DRB identity minus 1, as described in 5.3.1.1. Thus, to make the spec consistent and avoid potential misunderstanding, the clarication can be added to clause 6.3.3.

	
	

	Summary of change:
	In clause 6.3.3, 
· calrify that the value of BEARER ID in SRAP data PDU is equal to SRB identity or DRB identity minus 1.

Impact analysis
Impacted 5G architecture options:
NR SA 

Impacted functionality
L2 U2N relay, SRAP PDU

Inter-operability: 
The change is a clarification and does not change any UE behaviour, thus there is no inter-operability issue.

	
	

	Consequences if not approved:
	Without the change, it will not be clear that the value of BEARER ID in SRAP data PDU is equal to DRB identity or DRB identity minus 1.
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[bookmark: _Toc23240535][bookmark: _Toc139052840]6.3.3	BEARER ID
Length: 5 bits.
This field carries info to idenfity Uu radio bearer identity for U2N Remote UE. For SRBs, the value is se to SRB Identity (which is configured by RRC paramether srb-Identity). For DRBs, this field is set to DRB Identity (which configured by RRC paramether srb-Identity) minus 1.
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