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1. Overall Description:
RAN2 have been discussing the issue of alignment of the PTW with coverage when eDRX is used in the discontinuous coverage scenario, and note that SA2 have been working on solutions which attempt to address this.

In RAN2#123 the following was agreed:
· From a RAN2 perspective, a CN solution which relies on configuring a shorter DRX cycle is not preferred as it may have significant adverse impact on UE power consumption.
· From a RAN2 perspective, in order to minimise UE power consumption impact, it is beneficial to update the PTW if it falls in a coverage gap by applying an offset to the PTW calculation defined in 36.304. (FFS exactly how to determine/configure the offset).


RAN2 understands the UE unreachability period will be provided as part of Registration Request and would like to understand the following:
Question 1) What is the content and granularity of UE unreachability period?
Question 2) Can the UE unreachability period be provided to the gNB to assist with PTW window adjustment?
Question 3) Is it feasible and necessary from SA2 point of view to adjust the PTW in order that the UE can be paged during coverage? 

2. Actions:
To RAN2, RAN3:
ACTION: 	RAN2 kindly asks SA2 to provide feedback on the above questions.

3. Date of Next TSG-RAN WG2 Meetings:
3GPP RAN2#123-bis   			09 - 13 October 2023 			Xiamen, CN
3GPP RAN2#124   			13 – 17 November 2023 		Chicago, US

