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1. Summary of email discussion
This is a report of the email discussion [AT123][301][MT-SDT] 38.331 Running CR (ZTE).     
The comments made during the email discussion are all captured in the embedded RRC draft CR document. 
The following proposals are made:

Proposal1: specify the setting of mt-SDT indication in the resume cause in section 5.3.2 (i.e. at the time of paging reception). 
Proposal 2: Discuss per LCH vs Pre UE configuration of cg-SDT-MaxDurationToNext-CG-Ocacassion-r18 as part of the TEI18 discussion together with the extended CG period discussion. Note regardless of the final outcome of extended CG period, this IE will be specified in some form eventually as originally agreed (only details are FFS). 
Proposal 3: update the online agreement as below:
Sdt-RSRP threshold is included in MT-SDT configuration.  Optional IE, but mandatorily present if only MT-SDT is configured.   The network can configure the MT and MO SDT threshold differently if it wants.


2. Conclusion
[bookmark: _Toc18404543][bookmark: _Toc18413612][bookmark: _Toc18403976]Agree the following proposals: 
Proposal1: specify the setting of mt-SDT indication in the resume cause in section 5.3.2 (i.e. at the time of paging reception). 
Proposal 2: Discuss per LCH vs Pre UE configuration of cg-SDT-MaxDurationToNext-CG-Ocacassion-r18 as part of the TEI18 discussion together with the extended CG period discussion. Note regardless of the final outcome of extended CG period, this IE will be specified in some form eventually as originally agreed (only details are FFS). 
Proposal 3: update the online agreement as below:
Sdt-RSRP threshold is included in MT-SDT configuration.  Optional IE, but mandatorily present if only MT-SDT is configured.   The network can configure the MT and MO SDT threshold differently if it wants.
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