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	Reason for change:
	1. For PDSCH-TimeDomainResourceAllocation, the field k0 configures slot offset between DCI and its scheduled PDSCH. This field has need code “Need S”. however, the existing field description only specifies the UE behaviour upon absence of the field for the first PDSCH when multiple PDSCHs are configured per PDCCH. Therefore, the field description of this field needs to be updated.
The suggested changes are based on a simple option, i.e., for multiple PDSCHs configured/scheduled by a single PDCCH, the gNB always configures this field. For any other options, changes would be much more complex, the UE actions are difficult to be defined especially for non-contagious multi-PDSCH.

	
	

	Summary of change:
	1. Update the field description of k0 to state the below 
1) When the field is absent and only one PDSCH is configured per PDCCH the UE applies the value 0
2) The network always configures this field if multiple PDSCHs are configured per PDCCH.
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multi-PDSCH configured per PDCCH
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if the network implements the change according to the CR and the UE does not, there are no inter-operability issues, since the network will always configure k0 when multiple PDSCHs configured per PDCCH, the UE doesn’t experience the case where k0 is absent.
If the UE implements the change according to the CR and the network does not, there are inter-operability issues since the network may not configure k0 even when multiple PDSCHs configured per PDCCH while the UE assumes that the network always configures k0 when multiple PDSCHs configured per PDCCH. 
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<<<<Skipped>>>>
[bookmark: _Toc60777304][bookmark: _Toc139045668]–	PDSCH-TimeDomainResourceAllocationList
The IE PDSCH-TimeDomainResourceAllocation is used to configure a time domain relation between PDCCH and PDSCH. The PDSCH-TimeDomainResourceAllocationList contains one or more of such PDSCH-TimeDomainResourceAllocations. The network indicates in the DL assignment which of the configured time domain allocations the UE shall apply for that DL assignment. The UE determines the bit width of the DCI field based on the number of entries in the PDSCH-TimeDomainResourceAllocationList. Value 0 in the DCI field refers to the first element in this list, value 1 in the DCI field refers to the second element in this list, and so on.
PDSCH-TimeDomainResourceAllocationList information element
-- ASN1START
-- TAG-PDSCH-TIMEDOMAINRESOURCEALLOCATIONLIST-START


PDSCH-TimeDomainResourceAllocationList ::=  SEQUENCE (SIZE(1..maxNrofDL-Allocations)) OF PDSCH-TimeDomainResourceAllocation

PDSCH-TimeDomainResourceAllocation ::=   SEQUENCE {
    k0                                      INTEGER(0..32)                                                  OPTIONAL,   -- Need S
    mappingType                             ENUMERATED {typeA, typeB},
    startSymbolAndLength                    INTEGER (0..127)
}

PDSCH-TimeDomainResourceAllocationList-r16 ::=  SEQUENCE (SIZE(1..maxNrofDL-Allocations)) OF PDSCH-TimeDomainResourceAllocation-r16

PDSCH-TimeDomainResourceAllocation-r16 ::=  SEQUENCE {
    k0-r16                                     INTEGER(0..32)                                              OPTIONAL,   -- Need S
    mappingType-r16                            ENUMERATED {typeA, typeB},
    startSymbolAndLength-r16                   INTEGER (0..127),
    repetitionNumber-r16                       ENUMERATED {n2, n3, n4, n5, n6, n7, n8, n16}                OPTIONAL,   -- Cond Formats1-0and1-1
    ...,
    [[
    k0-v1710                                INTEGER(33..128)                                               OPTIONAL    -- Need S
    ]],
    [[
    repetitionNumber-v1730                  ENUMERATED {n2, n3, n4, n5, n6, n7, n8, n16}                   OPTIONAL   -- Cond Format1-2
    ]]
}

Dummy-TDRA-List ::= SEQUENCE (SIZE(1.. maxNrofDL-Allocations)) OF MultiPDSCH-TDRA-r17

MultiPDSCH-TDRA-List-r17 ::= SEQUENCE (SIZE(1.. maxNrofDL-AllocationsExt-r17)) OF MultiPDSCH-TDRA-r17

MultiPDSCH-TDRA-r17 ::= SEQUENCE {
    pdsch-TDRA-List-r17                 SEQUENCE (SIZE(1..maxNrofMultiplePDSCHs-r17)) OF PDSCH-TimeDomainResourceAllocation-r16,
    ...
}

-- TAG-PDSCH-TIMEDOMAINRESOURCEALLOCATIONLIST-STOP
-- ASN1STOP

	PDSCH-TimeDomainResourceAllocation field descriptions

	k0
Slot offset between DCI and its scheduled PDSCH (see TS 38.214 [19], clause 5.1.2.1). k0-v1710 is only applicable for PDSCH SCS of 480 kHz and 960 kHz. If multiple PDSCHs are configured per PDCCH, the network always configures this field. Otherwise, wWhen the field is absent and only one PDSCH is configured per PDCCH, the UE applies the value 0. 

	mappingType
PDSCH mapping type (see TS 38.214 [19], clause 5.3).

	repetitionNumber
Indicates the number of PDSCH transmission occasions for slot-based repetition scheme in IE RepetitionSchemeConfig. The parameter is used as specified in 38.214 [19].

	startSymbolAndLength
An index giving valid combinations of start symbol and length (jointly encoded) as start and length indicator (SLIV). The network configures the field so that the allocation does not cross the slot boundary (see TS 38.214 [19], clause 5.1.2.1).



	MultiPDSCH-TimeDomainResourceAllocation field descriptions

	pdsch-TDRA-List
One or multiple PDSCHs which can be in consecutive or non-consecutive slots (see TS 38.214 [19], clause 5.1.2.1). 



	Conditional Presence
	Explanation

	Format1-2
	In pdsch-TimeDomainAllocationListDCI-1-2, this field is optionally present, Need R. It is absent, Need R, otherwise.

	Formats1-0and1-1
	In pdsch-TimeDomainAllocationListDCI-1-2, pdsch-TimeDomainAllocationListForMultiPDSCH, and SIB20, this field is absent.
Otherwise, in pdsch-TimeDomainResourceAllocationList-r16 and pdsch-TimeDomainResourceAllocationList-r17, this field is optionally present, Need R.
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