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	Reason for change:
	1. In clause 5.2.2.2 on egress RLC channel determination for DL data transfer, when Relay UE determines egress PC5 Relay RLC channel by matching bearer mapping of the RB identity based on BEARER ID, for DRB, the DRB identity is BEARER ID plus 1. It should be clarified in the specification.
2. In clause 5.2.3, need alignment on the text for the DRB identity calculation.

	
	

	Summary of change:
	1. In clause 5.2.2.2, clarify for DRB the DRB identity is BEARER ID plus 1.
2. In clause 5.2.3, clarify on the text in the brackets for the DRB identity calculation at Remote UE passing SRAP SDU to the upper layer entity.
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	Consequences if not approved:
	1. Relay UE may determine the wrong DRB identity and match the wrong bearer and wrong egress PC5 Relay RLC channel thereof.
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Rev 1: R2-2309111
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· Unmark the Radio Access Network checkbox in the “Proposed change affects” section of the coversheet, as suggested by Apple.
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· Add impact analysis in the coversheet.
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Start Change

[bookmark: _Toc139052820]5.2.2.2	Egress RLC channel determination
For a SRAP Data PDU to be transmitted, the SRAP entity shall:
-	if the SRAP Data PDU is for SRB0 (the BEARER ID field is 0 and the bearer is identified as SRB based on sl-RemoteUE-RB-Identity associated with the entry containing the sl-EgressRLC-ChannelUu which matches the LCID of the Uu Relay RLC Channel from which the SRAP Data PDU is received):
-	Determine the egress PC5 Relay RLC channel in the determined egress link corresponding to logicalChannelIdentity for SL-RLC0 as specified in TS 38.331 [3].
-	else if there is an entry in sl-RemoteUE-ToAddModList, whose sl-LocalIdentity included in sl-SRAP-ConfigRelay matches the UE ID field in SRAP Data PDU, which includes an sl-RemoteUE-RB-Identity that matches the SRB identity or DRB identity of the SRAP Data PDU determined by the BEARER ID field (For the BEARER ID shared by both SRB and DRB, SRB and DRB are differentiated based on sl-RemoteUE-RB-Identity associated with the entry containing the sl-EgressRLC-ChannelUu which matches the LCID of the Uu Relay RLC Channel from which the SRAP Data PDU is received, and for DRB, the DRB identity is BEARER ID plus 1):
-	if the SRAP Data PDU is for SRB1 but the corresponding sl-EgressRLC-ChannelPC5 is absent in sl-SRAP-ConfigRelay:
-	Determine the egress PC5 Relay RLC channel in the determined egress link corresponding to logicalChannelIdentity for SL-RLC1 as specified in TS 38.331 [3].
-	else:
-	Determine the egress PC5 Relay RLC channel in the determined egress link corresponding to sl-EgressRLC-ChannelPC5 configured for the concerned sl-LocalIdentity and concerned sl-RemoteUE-RB-Identity as specified in TS 38.331 [3].



Next Change

[bookmark: foreword][bookmark: introduction][bookmark: references][bookmark: definitions][bookmark: clause4][bookmark: Signet1][bookmark: Signet2][bookmark: historyclause][bookmark: _Toc139052821]5.2.3	Receiving operation of U2N Remote UE
Upon receiving an SRAP Data PDU from lower layer, the receiving part of the SRAP entity shall:
-	if the SRAP Data PDU is not for SRB0 (not received from SL-RLC0 as specified in TS 38.331 [3]):
-	if the SRAP Data PDU is received from SL-RLC1 as specified in TS 38.331 [3]:
-	remove the SRAP header of this SRAP Data PDU and deliver the SRAP SDU to PDCP entity of SRB1 by ignoring the UE ID field and BEARER ID field of this SRAP Data PDU;
-	else:
-	remove the SRAP header of this SRAP Data PDU and deliver the SRAP SDU to upper layer entity corresponding to the BEARER ID field of this SRAP Data PDU (For the BEARER ID shared by both SRB and DRB, SRB and DRB are differentiated based on sl-RemoteUE-RB-Identity associated with the entry containing the sl-EgressRLC-ChannelPC5 which matches LCID of the PC5 Relay RLC Channel from which the SRAP Data PDU is received, and for DRB, the upper layer entity forDRB identity is BEARER ID plus 1);
-	else:
-	deliver the SRAP SDU (i.e., same as SRAP PDU for SRB0) to upper layer, i.e., RRC layer entity (TS 38.331 [3]).

End of Change
