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Start Change
[bookmark: _Toc60777027][bookmark: _Toc146781022][bookmark: _Toc60777059][bookmark: _Toc146781071]5.8.9.1.2	Actions related to transmission of RRCReconfigurationSidelink message
The UE shall set the contents of RRCReconfigurationSidelink message as follows:
1>	for each sidelink DRB that is to be released, according to clause 5.8.9.1a.1.1, due to configuration by sl-ConfigDedicatedNR, SIB12, SidelinkPreconfigNR or by upper layers:
2>	set the entry included in the slrb-ConfigToReleaseList corresponding to the sidelink DRB;
1>	for each sidelink DRB that is to be established or modified, according to clause 5.8.9.1a.2.1, due to receiving sl-ConfigDedicatedNR, SIB12 or SidelinkPreconfigNR:
2>	if a sidelink DRB is to be established:
3>	assign a new logical channel identity for the logical channel to be associated with the sidelink DRB and set sl-MAC-LogicalChannelConfigPC5 in the SLRB-Config to include the new logical channel identity;
2>	set the SLRB-Config included in the slrb-ConfigToAddModList, according to the received sl-RadioBearerConfig and sl-RLC-BearerConfig corresponding to the sidelink DRB;
1>	set the sl-MeasConfig as follows:
2>	If the frequency used for NR sidelink communication is included in sl-FreqInfoToAddModList in sl-ConfigDedicatedNR within RRCReconfiguration message or included in sl-ConfigCommonNR within SIB12:
3>	if UE is in RRC_CONNECTED:
4>	set the sl-MeasConfig according to stored NR sidelink measurement configuration information for this destination;
3>	if UE is in RRC_IDLE or RRC_INACTIVE:
4>	set the sl-MeasConfig according to stored NR sidelink measurement configuration received from SIB12;
2>	else:
3>	set the sl-MeasConfig according to the sl-MeasPreconfigsl-MeasPreConfig in SidelinkPreconfigNR;
1>	set the sl-LatencyBoundIUC-Report;
1>	start timer T400 for the destination;
1>	set the sl-CSI-RS-Config;
1>	set the sl-LatencyBoundCSI-Report;
1>	set the sl-ResetConfig;
NOTE 1:	Whether/how to set the parameters included in sl-LatencyBoundIUC-Report, sl-CSI-RS-Config, sl-LatencyBoundCSI-Report and sl-ResetConfig is up to UE implementation.
1>	set the sl-DRX-ConfigUC-PC5 as follows:
2>	If the frequency used for NR sidelink communication is included in sl-FreqInfoToAddModList in sl-ConfigDedicatedNR within RRCReconfiguration message or included in sl-ConfigCommonNR within SIB12:
3>	if UE is in RRC_CONNECTED and if sl-ScheduledConfig is included in sl-ConfigDedicatedNR within RRCReconfiguration:
4>	set the sl-DRX-ConfigUC-PC5 according to stored NR sidelink DRX configuration information for this destination;
NOTE 2:	If UE is in RRC_IDLE or in RRC_INACTIVE or out of coverage, or in RRC_CONNECTED and sl-UE-SelectedConfig is included in sl-ConfigDedicatedNR within RRCReconfiguration, it is up to UE implementation to set the sl-DRX-ConfigUC-PC5.
1>	for each PC5 Relay RLC channel that is to be released due to configuration by sl-ConfigDedicatedNR:
2>	set the SL-RLC-ChannelID corresponding to the PC5 Relay RLC channel in the sl-RLC-ChannelToReleaseListPC5;
1>	for each PC5 Relay RLC channel that is to be established or modified due to receiving sl-ConfigDedicatedNR:
2>	if a PC5 Relay RLC channel is to be established:
3>	assign a new logical channel identity for the logical channel to be associated with the PC5 Relay RLC channel and set sl-MAC-LogicalChannelConfigPC5 in the SL-RLC-ChannelConfigPC5 to include the new logical channel identity;
2>	set the SL-RLC-ChannelConfigPC5 included in the sl-RLC-ChannelToAddModListPC5 according to the received SL-RLC-ChannelConfig corresponding to the PC5 Relay RLC channel, including setting sl-RLC-ChannelID-PC5 to the same value of sl-RLC-ChannelID received in SL-RLC-ChannelConfig;
The UE shall submit the RRCReconfigurationSidelink message to lower layers for transmission.

Next Change
5.8.10.2.6	Sidelink reporting configuration removal
The UE shall:
1>	for each sl-ReportConfigId included in the received sl-ReportConfigToRemoveList that is part of the current UE configuration in VarMeasConfigSL:
2>	remove the entry with the matching sl-ReportConfigId from the sl-ReportConfigListsl-reportConfigList within the VarMeasConfigSL;
2>	remove all sl-MeasId associated with the sl-ReportConfigId from the sl-MeasIdList within the VarMeasConfigSL, if any;
2>	if a sl-MeasId is removed from the sl-MeasIdList:
3>	remove the measurement reporting entry for this sl-MeasId from the VarMeasReportListSL, if included;
3>	stop the periodical reporting timer and reset the associated information (e.g. sl-TimeToTrigger) for this sl-MeasId.
NOTE:	The UE does not consider the message as erroneous if the sl-ReportConfigToRemoveList includes any sl-ReportConfigId value that is not part of the current UE configuration.
[bookmark: _Toc60777060][bookmark: _Toc146781072]5.8.10.2.7	Sidelink reporting configuration addition/modification
The UE shall:
1>	for each sl-ReportConfigId included in the received sl-ReportConfigToAddModList:
2>	if an entry with the matching sl-ReportConfigId exists in the sl-reportConfigListsl-ReportConfigList within the VarMeasConfigSL, for this entry:
3>	reconfigure the entry with the value received for this sl-ReportConfig;
3>	for each sl-MeasId associated with this sl-ReportConfigId included in the sl-MeasIdList within the VarMeasConfigSL, if any:
4>	remove the measurement reporting entry for this sl-MeasId from the VarMeasReportListSL, if included;
4>	stop the periodical reporting timer and reset the associated information (e.g. sl-TimeToTrigger) for this sl-MeasId;
2>	else:
3>	add a new entry for the received sl-ReportConfig to the sl-reportConfigListsl-ReportConfigList within the VarMeasConfigSL.


Next Change

[bookmark: _Toc60777070][bookmark: _Toc146781082]5.8.10.5.1	General


Figure 5.8.10.5.1-1: NR sidelink measurement reporting
The purpose of this procedure is to transfer measurement results from the UE to the peer UE associated.
For the sl-MeasId for which the NR sidelink measurement reporting procedure was triggered, the UE shall set the sl-MeasResultssl-measResults within the MeasurementReportSidelink message as follows:
1>	set the sl-MeasId to the measurement identity that triggered the NR sidelink measurement reporting;
1>	if the sl-ReportConfig associated with the sl-MeasId that triggered the NR sidelink measurement reporting is set to sl-EventTriggered or sl-Periodical:
2>	set sl-ResultDMRS within sl-MeasResult to include the NR sidelink DMRS based quantity indicated in the sl-ReportQuantity within the concerned sl-ReportConfig;
1>	increment the sl-NumberOfReportsSent as defined within the VarMeasReportListSL for this sl-MeasId by 1;
1>	stop the periodical reporting timer, if running;
1>	if the sl-NumberOfReportsSent as defined within the VarMeasReportListSL for this sl-MeasId is less than the sl-ReportAmount as defined within the corresponding sl-ReportConfig for this sl-MeasId:
2>	start the periodical reporting timer with the value of sl-ReportInterval as defined within the corresponding sl-ReportConfig for this sl-MeasId;
1>	else:
2>	if the sl-ReportType is set to sl-Periodical:
3>	remove the entry within the VarMeasReportListSL for this sl-MeasId;
3>	remove this sl-MeasId from the sl-MeasIdList within VarMeasConfigSL;
1>	submit the MeasurementReportSidelink message to lower layers for transmission, upon which the procedure ends.


End of Change
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