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START OF CHANGE
[bookmark: _Toc60777493][bookmark: _Toc139045888]6.2.2	Message definitions
[bookmark: _Toc60777099][bookmark: _Toc139045418]–	LoggedMeasurementConfiguration
The LoggedMeasurementConfiguration message is used to perform logging of measurement results while in RRC_IDLE or RRC_INACTIVE. It is used to transfer the logged measurement configuration for network performance optimisation.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
LoggedMeasurementConfiguration message
-- ASN1START
-- TAG-LOGGEDMEASUREMENTCONFIGURATION-START

LoggedMeasurementConfiguration-r16 ::=  SEQUENCE {
    criticalExtensions                      CHOICE {
        loggedMeasurementConfiguration-r16      LoggedMeasurementConfiguration-r16-IEs,
        criticalExtensionsFuture                SEQUENCE {}
    }
}

LoggedMeasurementConfiguration-r16-IEs ::=  SEQUENCE {
    traceReference-r16                          TraceReference-r16,
    traceRecordingSessionRef-r16                OCTET STRING (SIZE (2)),
    tce-Id-r16                                  OCTET STRING (SIZE (1)),
    absoluteTimeInfo-r16                        AbsoluteTimeInfo-r16,
    areaConfiguration-r16                       AreaConfiguration-r16                    OPTIONAL,  --Need R
    plmn-IdentityList-r16                       PLMN-IdentityList2-r16                   OPTIONAL,  --Need R
    bt-NameList-r16                             SetupRelease {BT-NameList-r16}           OPTIONAL,  --Need M
    wlan-NameList-r16                           SetupRelease {WLAN-NameList-r16}         OPTIONAL,  --Need M
    sensor-NameList-r16                         SetupRelease {Sensor-NameList-r16}       OPTIONAL,  --Need M
    loggingDuration-r16                         LoggingDuration-r16,
    reportType                                  CHOICE {
        periodical                                  LoggedPeriodicalReportConfig-r16,
        eventTriggered                              LoggedEventTriggerConfig-r16,
        ...
    },
    lateNonCriticalExtension                    OCTET STRING                             OPTIONAL,
    nonCriticalExtension                        LoggedMeasurementConfiguration-v1700-IEs OPTIONAL
}

LoggedMeasurementConfiguration-v1700-IEs ::= SEQUENCE {
    sigLoggedMeasType-r17                       ENUMERATED {true}                        OPTIONAL, -- Need R
    earlyMeasIndication-r17                     ENUMERATED {true}                        OPTIONAL, -- Need R
    areaConfiguration-r17v1700                     	AreaConfiguration-r17v1700                  	OPTIONAL,  --Need R
    nonCriticalExtension                        SEQUENCE {}                              OPTIONAL
}

LoggedPeriodicalReportConfig-r16 ::=            SEQUENCE {
    loggingInterval-r16                             LoggingInterval-r16,
    ...
 }

LoggedEventTriggerConfig-r16 ::=                SEQUENCE {
    eventType-r16                                   EventType-r16,
    loggingInterval-r16                             LoggingInterval-r16,
    ...
}

EventType-r16 ::= CHOICE {
    outOfCoverage     NULL,
    eventL1           SEQUENCE {
        l1-Threshold      MeasTriggerQuantity,
        hysteresis        Hysteresis,
        timeToTrigger     TimeToTrigger
    },
    ...
}

-- TAG-LOGGEDMEASUREMENTCONFIGURATION-STOP
-- ASN1STOP

	LoggedMeasurementConfiguration field descriptions

	absoluteTimeInfo
Indicates the absolute time in the current cell.

	areaConfiguration
Used to restrict the area in which the UE performs measurement logging to cells broadcasting either one of the included cell identities or one of the included tracking area codes/ frequencies. If areaConfiguration-r17 is present, the UE shall ignore areaConfiguration-r16.

	earlyMeasIndication
If included, the field indicates the UE is allowed to log measurements on early measurement related frequencies in logged measurements.

	eventType
The value outOfCoverage indicates the UE to perform logging of measurements when the UE enters any cell selection state, and the value eventL1 indicates the UE to perform logging of measurements when the triggering condition (similar as event A2 as specified in 5.5.4.3) as configured in the event is met for the camping cell in camped normally state.

	plmn-IdentityList
Indicates a set of PLMNs defining when the UE performs measurement logging as well as the associated status indication and information retrieval i.e. the UE performs these actions when the RPLMN is part of this set of PLMNs.

	sigLoggedMeasType
If included, the field indicates a signalling based logged measurement configuration (See TS 37.320 [61]).

	tce-Id
Parameter Trace Collection Entity Id: See TS 32.422 [52].

	traceRecordingSessionRef
Parameter Trace Recording Session Reference: See TS 32.422 [52].

	reportType
Parameter configures the type of MDT configuration, specifically Periodic MDT configuration or Event Triggerd MDT configuration.



NEXT CHANGE

6.3.4	Other information elements
[bookmark: _Toc60777495][bookmark: _Toc139045890]–	AreaConfiguration
The AreaConfiguration indicates area for which UE is requested to perform measurement logging. If not configured, measurement logging is not restricted to specific cells or tracking areas but applies as long as the RPLMN is contained in plmn-IdentityList stored in VarLogMeasReport.
AreaConfiguration information element
-- ASN1START
-- TAG-AREACONFIGURATION-START

AreaConfiguration-r16 ::=        SEQUENCE {
    areaConfig-r16                   AreaConfig-r16,
    interFreqTargetList-r16          SEQUENCE(SIZE (1..maxFreq)) OF InterFreqTargetInfo-r16              OPTIONAL  -- Need R
}

AreaConfiguration-v1700 r17 ::=      SEQUENCE {
    areaConfig-r17                   AreaConfig-r16                                                      OPTIONAL, -- Need R
    interFreqTargetList-r17          SEQUENCE(SIZE (1..maxFreq)) OF InterFreqTargetInfo-r16              OPTIONAL  -- Need R
}

AreaConfig-r16 ::=     CHOICE {
    cellGlobalIdList-r16             CellGlobalIdList-r16,
    trackingAreaCodeList-r16         TrackingAreaCodeList-r16,
    trackingAreaIdentityList-r16     TrackingAreaIdentityList-r16
}

InterFreqTargetInfo-r16    ::=   SEQUENCE {
    dl-CarrierFreq-r16               ARFCN-ValueNR,
    cellList-r16                     SEQUENCE (SIZE (1..32)) OF  PhysCellId  OPTIONAL      -- Need R
}

CellGlobalIdList-r16 ::=         SEQUENCE (SIZE (1..32)) OF CGI-Info-Logging-r16

TrackingAreaCodeList-r16 ::=     SEQUENCE (SIZE (1..8)) OF TrackingAreaCode

TrackingAreaIdentityList-r16 ::= SEQUENCE (SIZE (1..8)) OF TrackingAreaIdentity-r16

TrackingAreaIdentity-r16 ::=     SEQUENCE {
    plmn-Identity-r16                PLMN-Identity,
    trackingAreaCode-r16             TrackingAreaCode
}

-- TAG-AREACONFIGURATION-STOP
-- ASN1STOP

	AreaConfiguration field descriptions

	InterFreqTargetInfo
If configured, it indicates the neighbouring frequency and cells for which UE is requested to perform measurement logging. It can include sync raster or non-sync raster frequencies.
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