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	Reason for change:
	In the A2 event definition, the term ‘becomes worse than’ is used. This will create some ambiguity when it comes to measurement reporting from the UE for A2 event. 

Consider the scenario wherein the NR SpCell configures the UE with a measID associated to A2 event towards an SCell. The event A2 refers to a scenario of serving cell becoming worse than a threshold. In this scenario, if the UE is not in the coverage area of the serving cell on the frequency for which the event A2 is configured, then the UE might not have any L3 filtered measurement to compare against the A2-threshold. In such a scenario, it has been observed in the field that some UEs might not trigger the measurement report.


	
	

	Summary of change:
	
It is clarified that the UE should use the lowest value range of the measurement quantity to compare against the A2-threshold when the L3 filtered measurements are not available for the serving cell associated to A2-event.

Please note that the change is implementated as an information text (Note) because RAN4 does not define UE requirements for the cell detection.

If the UE is implemented according to the CR and the network is not, there will not be inter-operability problems.

Implementation of this CR by a Release 15 UE will not cause compatibility issues.


	
	

	Consequences if not approved:
	The UE behaviour remains unclear when there is no serving cell measurement and an A2 event is configured for the corresponding serving cell MO.
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[bookmark: _Toc20425810]5.5.4.3	Event A2 (Serving becomes worse than threshold)
The UE shall:
1>	consider the entering condition for this event to be satisfied when condition A2-1, as specified below, is fulfilled;
1>	consider the leaving condition for this event to be satisfied when condition A2-2, as specified below, is fulfilled;
1>	for this measurement, consider the serving cell indicated by the measObjectNR associated to this event.
NOTE X:	If the serving cell indicated by the measObjectNR associated to this event is not detectable, then the UE should consider for the value of Ms the lowest value of the value range of the measurement quantity as the serving cell measurement.
Inequality A2-1 (Entering condition)
Ms + Hys < Thresh
Inequality A2-2 (Leaving condition)
Ms – Hys > Thresh
The variables in the formula are defined as follows:
Ms is the measurement result of the serving cell, not taking into account any offsets.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigNR for this event).
Thresh is the threshold parameter for this event (i.e. a2-Threshold as defined within reportConfigNR for this event).
Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ and RS-SINR.
Hys is expressed in dB.
Thresh is expressed in the same unit as Ms.
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[bookmark: _Toc60777685][bookmark: _Toc146781837]Annex C (normative):	List of CRs Containing Early Implementable Features and Corrections
This annex lists the Change Requests (CRs) whose changes may be implemented by a UE of an earlier release than which the CR was approved in (i.e. CRs that contain on their coversheets the sentence "Implementation of this CR from Rel-N will not cause interoperability issues").
Table C-1: List of CRs Containing Early Implementable Features and Corrections
	TDoc Number (RP-xxxxxx): CR Title
	CR Number(s)
	CR Revision Number(s)
	Earliest Implementable Release
	Additional Information

	RP-200335: Correction on usage of access category 2 for UAC for RNA update
	1141
	2
	Release 15
	

	RP-201185: Introduction of signalling for high-speed train scenarios
	1464
	5
	Release 15
	

	RP-201216: Release-16 UE capabilities based on RAN1, RAN4 feature lists and RAN2
	1665
	2
	Release 15
	Early implementation part is referring to the aspect covered by
-	R2-2006203: Extension of CSI-RS capabilities per codebook type
-	R2-2006360: Intraband EN_DC power class expansion for 29 dBm

	RP-202768: UE behaviour when UL 7.5KHz shift is not supported
	2107
	2
	Release 15
	

	RP-202790: Correction on uac-AccessCategory1-SelectionAssistanceInfo
	2130
	1
	Release 15
	

	RP-211483: Clarification on the initiation of RNA update
	2581
	1
	Release 15
	

	RP-201190: Introduction of eCall over IMS for NR
	1670
	-
	Release 15
	

	RP-212598: Distinguishing support of extended band n77
	2810
	2
	Release 15
	

	RP-213342: Duty cycle signalling for power class 1.5
	2817
	1
	Release 15
	

	RP-213345: CR on 38.331 for introducing UE capability of txDiversity
	2859
	1
	Release 15
	

	RP-220497: Introduction of function for RRM enhancements for Rel-17 NR FR1 HST
	2898
	2
	Release 16
	

	RP-220838: Release-17 UE capabilities based on R1 and R4 feature lists (TS38.331)
	2901
	1
	Release 15
	Early implementation part is referring to the aspect covered by:
-	R2-2203898: Introduction of BCS4 and BCS5
-	R2-2203836: Introducing UE capability for power class 5 for FR2 FWA

	RP-221721: CR on the CBM/IBM reporting-38331
	2916
	2
	Release 16
	

	RP-221736: Distinguishing support of band n77 restrictions in Canada [n77 Canada]
	3078
	2
	Release 15
	

	RP-222527: Correction to additionalSpectrumEmission for UL CA in n77 for the US
	3476
	-
	Release 15
	

	RP-222527: Correction to additionalSpectrumEmission for UL CA in n77 for Canada
	3478
	-
	Release 15
	

	RP-232570: Addition of extended number range for NS value
	3900
	6
	Release 16
	

	RP-23xxxx: Enhancing SCell A2 event reporting
	4375
	1
	Release 18
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