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[bookmark: _Toc5722420][bookmark: _Toc37462940][bookmark: _Toc46502484][bookmark: _Toc139052161]3	Definitions, symbols and abbreviations
[bookmark: _Toc5722421][bookmark: _Toc37462941][bookmark: _Toc46502485][bookmark: _Toc139052162]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
Data field element: An RLC SDU or an RLC SDU segment that is mapped to the Data field.
Delay-critical RLC SDU: RLC SDU corresponding to a PDCP PDU indicated as delay-critical by PDCP (see TS 38.323 [4].
NR sidelink communication: AS functionality enabling at least V2X Communication as defined in TS 23.287 [6] and ProSe communication (including ProSe non-Relay and UE-to-Network Relay communication) as defined in TS 23.304 [8], between two or more nearby UEs, using NR technology but not traversing any network node.
NR sidelink discovery: AS functionality enabling ProSe non-Relay Discovery and ProSe UE-to-Network Relay discovery for Proximity based Services as defined in TS 23.304 [8] between two or more nearby UEs, using NR technology but not traversing any network node.
RLC data volume: The amount of data available for transmission in an RLC entity.
RLC SDU segment: A segment of an RLC SDU.
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[bookmark: _Toc5722480][bookmark: _Toc37463000][bookmark: _Toc46502544][bookmark: _Toc139052221]5.5	Data volume calculation
For the purpose of MAC buffer status reporting, the UE shall consider the following as RLC data volume:
-	RLC SDUs and RLC SDU segments that have not yet been included in an RLC data PDU;
-	RLC data PDUs that are pending for initial transmission;
-	RLC data PDUs that are pending for retransmission (RLC AM).
For the purpose of MAC delay status reporting, the UE shall consider the following as delay-critical RLC data volume:
-	delay-critical RLC SDUs and delay-critical RLC SDU segments that have not yet been included in an RLC data PDU;
-	RLC data PDUs pending for initial transmission, and containing a delay-critical RLC SDU or a delay-critical RLC SDU segment;
-	RLC data PDUs that are pending for retransmission (RLC AM).
In addition, if a STATUS PDU has been triggered and t-StatusProhibit is not running or has expired, the UE shall estimate the size of the STATUS PDU that will be transmitted in the next transmission opportunity, and consider this as part of RLC data volume for MAC buffer status reporting and as part of delay-critical RLC data volume for MAC delay status reporting.
