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1. Introduction

In the latest RRC spec [1], the initiation to report maximum number of CC for MUSIM purpose is missing.
In this contribution, we’d like to add the missing initiation text for maximum number of CC reporting.
2. Discussion 
In subclause 5.7.4.3, reporting maximum number of CC related text is specified like the following [1]:

2>
if UE has a preference for temporary capability restriction:

3>
if UE has a preference for serving cell(s) and/or SCG to be released:

4>
include the musim-Cell-SCG-ToRelease;

5>
set musim-CellToRelease to include the serving cell(s) the UE prefers to be released; 
5>
set scg-ReleasePreference to scgReleasePreferred if the UE prefers the SCG to be released;

3>
if UE has a preference to indicate the serving cells: 
4>
include the musim-CellToAffectList the UE prefers to be configured;

5>
include the musim-ServCellIndex and the musim-MIMO-Layers-DL/ musim-MIMO-Layers-UL/ musim-SupportedBandwidth-DL/ musim-SupportedBandwidth-UL for the corresponding serving cell;

3>
if UE has a preference to indicate the maximum number of CCs:

4>
include the musim-capabilityRestricted for the corresponding musim-MaxCC the UE prefers to be configured;

5>
include the the musim-MaxCC-DL/ musim-MaxCC-UL for the corresponding maximum number of CCs;
The initiation to report maximum number of CC is missing in subclause 5.7.4.2, so it’s necessary to correct this issue for RRC spec.
Proposal 1: Add initiation text for maximum number of CC reporting in subclause 5.7.4.2.
As analyzed in our companion contribution [2], we also think the reporting maximum number of CC should be controlled by Timer T346n.

Proposal 2: Reporting/updating maximum number of CC via UAI for MUSIM operation should be controlled by T346n.
Proposal 3: RAN2 to agree the corresponding TP in section 5. 
3. Conclusion
In conclusion, we propose the following:

Proposal 1: Add initiation text for maximum number of CC reporting in subclause 5.7.4.2.
Proposal 2: Reporting/updating maximum number of CC via UAI for MUSIM operation should be controlled by T346n.
Proposal 3: RAN2 to agree the corresponding TP in section 5.
4. References
[1] 3GPP TS38.331 i00

[2] 3GPP R2-2400114 [O100] Discussion on Timer T346n
5. Text Proposal
 1>
if configured to provide MUSIM assistance information for temporary capability restriction:

2>
if the UE has temporary capability restriction on the current configuration and timer T348 is not running:

3>
initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current musim-Cell-SCG-ToRelease and/or musim-CellToAffectList;

3>
start the timer T348 with the timer value set to the musim-WaitTimer.
2>
if UE has preference for temporary capability restriction and timer T346n is not running:  
3>
if the UE has temporary capability restriction on the current band(s) or combination(s) of bands and the UE did not transmit a UEAssistanceInformation message with musim-AffectedBandsList and/or musim-AvoidedBandsList since it was configured to provide MUSIM assistance information for temporary capability restriction; or

3>
if the current musim-AffectedBandsList and/or musim-AvoidedBandsList is different from the one indicated in the last transmission of the UEAssistanceInformation message including musim-CapRestriction:

4>
initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current musim-AffectedBandsList and/or musim-AvoidedBandsList;


3>
if the UE has a preference on the measurement gap requirement information and the UE did not transmit a UEAssistanceInformation message with measurement gap requirement information or RRCReconfigurationComplete message or RRCResumeComplete message with measurement gap requirement information since it was configured to provide its preference on the measurement gap requirement information for MUSIM; or

3>
if the current musim-NeedForGapsInfoNR is different from the one indicated in the last transmission of the UEAssistanceInformation message or RRCReconfigurationComplete message or RRCResumeComplete message including musim-CapRestriction to provide the needForGapsInfoNR for the measurement gap requirement of NR target bands:

4>
initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current musim-NeedForGapsInfoNR;
3>
if the UE has a preference on the maximum number of CCs and the UE did not transmit a UEAssistanceInformation message with musim-MaxCC since it was configured to provide its preference on the maximum number of CCs; or

3>
if the current musim-MaxCC information is different from the one indicated in the last transmission of the UEAssistanceInformation message including musim-MaxCC:

4>
initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current musim-MaxCC;

3>
start the timer T346n with the timer value set to the musim-ProhibitTimer;
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