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[bookmark: _Toc37680836][bookmark: _Toc46486407][bookmark: _Toc52546752][bookmark: _Toc52547282][bookmark: _Toc52547812][bookmark: _Toc52548342][bookmark: _Toc156478912]6.4.2	Common Positioning
[bookmark: _Toc37680837][bookmark: _Toc46486408][bookmark: _Toc52546753][bookmark: _Toc52547283][bookmark: _Toc52547813][bookmark: _Toc52548343][bookmark: _Toc156478913]–	CommonIEsRequestCapabilities
The CommonIEsRequestCapabilities carries common IEs for a Request Capabilities LPP message Type.
-- ASN1START

CommonIEsRequestCapabilities ::= SEQUENCE {
	...,
	[[
	lpp-message-segmentation-req-r14	BIT STRING {	serverToTarget	(0),
														targetToServer	(1) }	OPTIONAL -- Need ON
	]],
	[[
	remoteUE-IndicationReq-r18		ENUMERATED { true }				OPTIONAL -- Need ONCond NR
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	NR
	This field is optionally present, need ON, for NR access. Otherwise it is not present.



	CommonIEsRequestCapabilities field descriptions

	lpp-message-segmentation-req
This field, if present, indicates that the target device is requested to provide its LPP message segmentation capabilities. 
If bit 0 is set to value 1, it indicates that the server is able to send segmented LPP messages to the target device; if bit 0 is set to value 0 it indicates that the server is not able to send segmented LPP messages to the target device.
If bit 1 is set to value 1, it indicates that the server is able to receive segmented LPP messages from the target device; if bit 1 is set to value 0 it indicates that the server is not able to receive segmented LPP messages from the target device.

	remoteUE-IndicationReq
This field, if present, indicates that the target device is requested to indicate if it operates as a L2 U2N Remote UE.



[bookmark: _Toc156478914][bookmark: _Toc52548344][bookmark: _Toc52547814][bookmark: _Toc52547284][bookmark: _Toc52546754][bookmark: _Toc46486409][bookmark: _Toc37680838]–	CommonIEsProvideCapabilities
The CommonIEsProvideCapabilities carries common IEs for a Provide Capabilities LPP message Type.
-- ASN1START

CommonIEsProvideCapabilities ::= SEQUENCE {
	...,
	[[
	segmentationInfo-r14			SegmentationInfo-r14			OPTIONAL,	-- Cond Segmentation
	lpp-message-segmentation-r14	BIT STRING { serverToTarget	(0),
												targetToServer	(1) }	OPTIONAL
	]],
	[[
	remoteUE-Indication-r18						BOOLEAN						OPTIONAL,	-- Cond NR
	locationEstimateAndMeasurementReporting-r18	ENUMERATED { supported }	OPTIONAL
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	Segmentation
	This field is optionally present, need OP, if lpp-message-segmentation-req has been received from the location server with bit 1 (targetToServer) set to value 1. The field shall be omitted if lpp‑message‑segmentation-req has not been received in this location session, or has been received with bit 1 (targetToServer) set to value 0.

	NR
	This field is optionally present, need OR, for NR access if remoteUE-IndicationReq has been received from the location server in this location session. Otherwise it is not present.



	CommonIEsProvideCapabilities field descriptions

	segmentationInfo
This field indicates whether this ProvideCapabilities message is one of many segments, as specified in clause 4.3.5.

	lpp-message-segmentation
This field, if present, indicates the target device's LPP message segmentation capabilities. 
If bit 0 is set to value 1, it indicates that the target device supports receiving segmented LPP messages; if bit 0 is set to value 0 it indicates that the target device does not support receiving segmented LPP messages.
If bit 1 is set to value 1, it indicates that the target device supports sending segmented LPP messages; if bit 1 is set to value 0 it indicates that the target device does not support sending segmented LPP messages.

	remoteUE-Indication
This field indicates whether the target device in NR access is configured as a L2 U2N Remote UE. The target device in NR access may transmit a ProvideCapabilities message with an appropriate value of this field when it starts or stops operation as a U2N Remote UE.

	locationEstimateAndMeasurementReporting
[bookmark: _Hlk158209095]This field, if present, indicates that the target device supports locationEstimateAndMeasurementsRequired in LocationInformationType.




