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1	Introduction
In this contribution, we will discuss PDCP duplication for default SLRB via SIB or preconfiguration, and provide corresponding TPs.
2	Discussion
[bookmark: _Hlk149587834][bookmark: OLE_LINK1][bookmark: OLE_LINK2]In RAN2#123bis meeting, the agreement related to PDCP duplication is made as below, whereas the PDCP duplication is configured for the SLRB via SIB/Preconfiguration for RRC_IDLE/RRC_INACTIVE/OOC case.
	For STCH, if TX profile indicates backwards-incompatible, for RRC_IDLE/RRC_INACTIVE/OOC case, the Tx UE uses duplication based on SIB/Preconfiguration (e.g. if PDCP duplication is configured for the SLRB)


Observation 1:  For RRC_IDLE/RRC_INACTIVE/OOC case, PDCP duplication is configured for the SLRB via SIB/Preconfiguration.
However, for default SLRB configuration via SIB or preconfiguration, the NW does not know the PER of each QoS flow associated with the default SLRB. Thus, the PDCP configuration for the default SLRB may be not appropriate. This is similar to the handling of CAPC determination of default SLRB in RRC_ILDE/RRC_INACTIVE/OOC for SL-U.
Observation 2:  For default SLRB configuration in RRC_IDLE/RRC_INACTIVE/OOC, the PDCP duplication configuration may be not appropriate as the NW does not know the PER requirement of each QoS flow associated with the default SLRB.
Observation 3:  In SL-U, the determination of CAPC for default SLRB is done by UE.
Thus similiarly, the UE should decide whether to use PDCP duplication based on the PER requirment of QoS flows associated with default SLRB. In details, PDCP duplication is used for the default SLRB in RRC_ILDE/RRC_INACTIVE/OOC, when the lowest PER of all QoS flow associated with SLRB is below the PER threshold configured by NW; otherwise, the PDCP duplication is not used for the default SLRB in RRC_ILDE/RRC_INACTIVE/OOC.
[bookmark: _Hlk158219389]Proposal 1: For UE in RRC_IDLE/RRC_INACTIVE/OOC, the UE should decide whether to use PDCP duplication based on the PER requirement of QoS flows associated with default SLRB. In details, PDCP duplication is used for the default SLRB in RRC_ILDE/RRC_INACTIVE/OOC, when the lowest PER of all QoS flow associated with SLRB is below the PER threshold configured by NW; otherwise, the PDCP duplication is not used for the default SLRB in RRC_ILDE/RRC_INACTIVE/OOC.
[bookmark: _GoBack]Proposal 2: RAN2 to adopt TPs for the corresponding specs if proposal 1 is agreed.
3	Conclusion
In this contribution, we discuss PDCP duplication for default SLRB via SIB or preconfiguration, and provide corresponding observations and proposals:
Observation 1:  For RRC_IDLE/RRC_INACTIVE/OOC case, PDCP duplication is configured for the SLRB via SIB/Preconfiguration.
Observation 2:  For default SLRB configuration in RRC_IDLE/RRC_INACTIVE/OOC, the PDCP duplication configuration may be not appropriate as the NW does not know the PER requirement of each QoS flow associated with the default SLRB.
Observation 3:  In SL-U, the determination of CAPC for default SLRB is done by UE.
Proposal 1: For UE in RRC_IDLE/RRC_INACTIVE/OOC, the UE should decide whether to use PDCP duplication based on the PER requirement of QoS flows associated with default SLRB. In details, PDCP duplication is used for the default SLRB in RRC_ILDE/RRC_INACTIVE/OOC, when the lowest PER of all QoS flow associated with SLRB is below the PER threshold configured by NW; otherwise, the PDCP duplication is not used for the default SLRB in RRC_ILDE/RRC_INACTIVE/OOC.
Proposal 2: RAN2 to adopt TPs for the corresponding specs if proposal 1 is agreed.

	

Text Proposals for various specs based on P1
1. TP for TS 38.331
[bookmark: _Toc60777140][bookmark: _Toc156130264]6.3.1	System information blocks
[bookmark: _Toc60777151][bookmark: _Toc156130275]–		             SIB12
SIB12 contains NR sidelink communication/discovery configuration.
SIB12 information element
-- ASN1START
-- TAG-SIB12-START

SIB12-r16 ::=                 SEQUENCE {
    segmentNumber-r16             INTEGER (0..63),
    segmentType-r16               ENUMERATED {notLastSegment, lastSegment},
    segmentContainer-r16          OCTET STRING
}

SIB12-IEs-r16 ::=             SEQUENCE {
    sl-ConfigCommonNR-r16         SL-ConfigCommonNR-r16,
    lateNonCriticalExtension      OCTET STRING                   OPTIONAL,
    ...,
    [[
    sl-DRX-ConfigCommonGC-BC-r17         SL-DRX-ConfigGC-BC-r17                                                 OPTIONAL,    -- Need R
    sl-DiscConfigCommon-r17              SL-DiscConfigCommon-r17                                                OPTIONAL,    -- Need R
    sl-L2U2N-Relay-r17                   ENUMERATED {enabled}                                                   OPTIONAL,    -- Need R
    sl-NonRelayDiscovery-r17             ENUMERATED {enabled}                                                   OPTIONAL,    -- Need R
    sl-L3U2N-RelayDiscovery-r17          ENUMERATED {enabled}                                                   OPTIONAL,    -- Need R
    sl-TimersAndConstantsRemoteUE-r17    UE-TimersAndConstantsRemoteUE-r17                                      OPTIONAL     -- Need R
    ]],
    [[
    sl-FreqInfoListSizeExt-v1800         SEQUENCE (SIZE (1..maxNrofFreqSL-1-r18)) OF SL-FreqConfigCommon-r16    OPTIONAL,    -- Need R
    sl-RLC-BearerConfigListSizeExt-v1800 SEQUENCE (SIZE (1..maxSL-LCID-r16)) OF SL-RLC-BearerConfig-r16         OPTIONAL,    -- Need R
    sl-SyncFreqList-r18                  SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-Freq-Id-r16               OPTIONAL,    -- Need R
    sl-SyncTxMultiFreq-r18               ENUMERATED {true}                                                      OPTIONAL,    -- Need R
    sl-MaxTransPowerCA-r18               P-Max                                                                  OPTIONAL,    -- Need R
    sl-DiscConfigCommon-v1800            SL-DiscConfigCommon-v1800                                              OPTIONAL,     -- Need R
    sl-PacketErrorRate-Thresh-r18        INTEGER (0..9)                                                         OPTIONAL     -- Need R
	]]
}

SL-ConfigCommonNR-r16 ::=        SEQUENCE {
    sl-FreqInfoList-r16                  SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-FreqConfigCommon-r16      OPTIONAL,    -- Need R
    sl-UE-SelectedConfig-r16             SL-UE-SelectedConfig-r16                                               OPTIONAL,    -- Need R
    sl-NR-AnchorCarrierFreqList-r16      SL-NR-AnchorCarrierFreqList-r16                                        OPTIONAL,    -- Need R
    sl-EUTRA-AnchorCarrierFreqList-r16   SL-EUTRA-AnchorCarrierFreqList-r16                                     OPTIONAL,    -- Need R
    sl-RadioBearerConfigList-r16         SEQUENCE (SIZE (1..maxNrofSLRB-r16)) OF SL-RadioBearerConfig-r16       OPTIONAL,    -- Need R
    sl-RLC-BearerConfigList-r16          SEQUENCE (SIZE (1..maxSL-LCID-r16)) OF SL-RLC-BearerConfig-r16         OPTIONAL,    -- Need R
    sl-MeasConfigCommon-r16              SL-MeasConfigCommon-r16                                                OPTIONAL,    -- Need R
    sl-CSI-Acquisition-r16               ENUMERATED {enabled}                                                   OPTIONAL,    -- Need R
    sl-OffsetDFN-r16                     INTEGER (1..1000)                                                      OPTIONAL,    -- Need R
    t400-r16                             ENUMERATED {ms100, ms200, ms300, ms400, ms600, ms1000, ms1500, ms2000} OPTIONAL,    -- Need R
    sl-MaxNumConsecutiveDTX-r16          ENUMERATED {n1, n2, n3, n4, n6, n8, n16, n32}                          OPTIONAL,    -- Need R
    sl-SSB-PriorityNR-r16                INTEGER (1..8)                                                         OPTIONAL     -- Need R
}

SL-NR-AnchorCarrierFreqList-r16 ::=  SEQUENCE (SIZE (1..maxFreqSL-NR-r16)) OF ARFCN-ValueNR

SL-EUTRA-AnchorCarrierFreqList-r16 ::= SEQUENCE (SIZE (1..maxFreqSL-EUTRA-r16)) OF ARFCN-ValueEUTRA

SL-DiscConfigCommon-r17 ::=   SEQUENCE {
    sl-RelayUE-ConfigCommon-r17   SL-RelayUE-Config-r17,
    sl-RemoteUE-ConfigCommon-r17  SL-RemoteUE-Config-r17
}

[bookmark: OLE_LINK70][bookmark: OLE_LINK71]SL-DiscConfigCommon-v1800 ::=    SEQUENCE {
    sl-RelayUE-ConfigCommonU2U-r18   SL-RelayUE-ConfigU2U-r18,
    sl-RemoteUE-ConfigCommonU2U-r18  SL-RemoteUE-ConfigU2U-r18
}

-- TAG-SIB12-STOP
-- ASN1STOP

Editor's Note: FFS whether the old indication for R17 U2N Relay can be used for R18 U2U Relay or a new U2U Relay-specific indication is needed for gNB capability of supporting U2U Relay.
Editor's Note: The mapping configuration (from e2e SLRB to RLC channel) is needed in pre-configuration. The existing table format is used as a baseline, subject to discussion during maintenance.

	SIB12 field descriptions

	segmentContainer
This field includes a segment of the encoded SIB12-IEs. The size of the included segment in this container should be small enough that the SIB message size is less than or equal to the maximum size of a NR SI, i.e. 2976 bits when SIB12 is broadcast.

	segmentNumber
This field identifies the sequence number of a segment of SIB12-IEs. A segment number of zero corresponds to the first segment, A segment number of one corresponds to the second segment, and so on.

	segmentType
This field indicates whether the included segment is the last segment or not.

	sl-CSI-Acquisition
This field indicates whether CSI reporting is enabled in sidelink unicast. If not set, SL CSI reporting is disabled.

	sl-DRX-ConfigCommonGC-BC
This field indicates the sidelink DRX configuration for groupcast and broadcast communication, as specified in TS 38.321 [3]. This field, if present, also indicates the gNB is capable of sidelink DRX.

	sl-EUTRA-AnchorCarrierFreqList
This field indicates the EUTRA anchor carrier frequency list, which can provide the NR sidelink communication configurations.

	sl-FreqInfoList, sl-FreqInfoListSizeExt
This field indicates the NR sidelink communication/discovery configuration on some carrier frequency (ies). In this release, only one entry can be configured in sl-FreqInfoList. More entries can be configured in sl-FreqInfoListSizeExt.

	sl-L2U2N-Relay
This field indicates the support of NR sidelink Layer-2 relay.

	sl-L3U2N-RelayDiscovery
This field indicates the support of L3 U2N relay AS-layer capability, i.e. NR sidelink relay discovery.

	sl-MaxNumConsecutiveDTX
This field indicates the maximum number of consecutive HARQ DTX before triggering sidelink RLF. Value n1 corresponds to 1, value n2 corresponds to 2, and so on.

	sl-MaxTransPowerCA
The maximum total transmit power to be used by the UE across all sidelink carriers.

	sl-MeasConfigCommon
This field indicates the measurement configurations (e.g. RSRP) for NR sidelink communication.

	sl-NonRelayDiscovery
This field indicates the support of NR sidelink non-relay discovery.

	sl-NR-AnchorCarrierFreqList
This field indicates the NR anchor carrier frequency list, which can provide the NR sidelink communication/discovery configurations.

	sl-OffsetDFN
Indicates the timing offset for the UE to determine DFN timing when GNSS is used for timing reference. Value 1 corresponds to 0.001 milliseconds, value 2 corresponds to 0.002 milliseconds, and so on.

	sl-RadioBearerConfigList
This field indicates one or multiple sidelink radio bearer configurations.

	sl-RLC-BearerConfigList, sl-RLC-BearerConfigListSizeExt
This field indicates one or multiple sidelink RLC bearer configurations.

	sl-SSB-PriorityNR
This field indicates the priority of NR sidelink SSB transmission and reception.

	sl-SyncFreqList
Indicates a list of candidate carrier frequencies that can be used for the synchronisation of NR sidelink communication. For SL-Freq-Id-r16, the value 1 corresponds to the frequency of first entry in sl-FreqInfoList broadcast in SIB12, the value 2 corresponds to the frequency of first entry in sl-FreqInfoListSizeExt broadcast in SIB12, the value 3 corresponds to the frequency of second entry in sl-FreqInfoListSizeExt broadcast in SIB12 and so on.

	sl-SyncTxMultiFreq
Indicates that the UE transmits S-SSB on multiple carrier frequencies for NR sidelink communication. If this field is absent, the UE transmits S-SSB only on the synchronisation carrier frequency.

	t400
Indicates the value for timer T400 as described in clause 7.1. Value ms100 corresponds to 100 ms, value ms200 corresponds to 200 ms and so on.

	sl-PacketErrorRate-Thresh
Indicates the Packet Error Rate Threshold to decide whether PDCP duplication is used for default sidelink radio bearer in RRC_IDLE/RRC_INACTIVE/OOC. The packet error rate is expressed as Scalar x 10-k where k is the Exponent.


[bookmark: _Toc60777619][bookmark: _Toc156130931]9.3	Sidelink pre-configured parameters
[bookmark: _Toc60777621][bookmark: _Toc156130934]–	             SL-PreconfigurationNR
The IE SL-PreconfigurationNR includes the sidelink pre-configured parameters used for NR sidelink communication. Need codes or conditions specified for subfields in SL-PreconfigurationNR do not apply.
SL-PreconfigurationNR information elements
-- ASN1START
-- TAG-SL-PRECONFIGURATIONNR-START

SL-PreconfigurationNR-r16 ::=             SEQUENCE {
    sidelinkPreconfigNR-r16                   SidelinkPreconfigNR-r16,
    ...
}

SidelinkPreconfigNR-r16 ::=                 SEQUENCE {
    sl-PreconfigFreqInfoList-r16                SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-FreqConfigCommon-r16     OPTIONAL,
    sl-PreconfigNR-AnchorCarrierFreqList-r16    SL-NR-AnchorCarrierFreqList-r16                                       OPTIONAL,
    sl-PreconfigEUTRA-AnchorCarrierFreqList-r16 SL-EUTRA-AnchorCarrierFreqList-r16                                    OPTIONAL,
    sl-RadioBearerPreConfigList-r16             SEQUENCE (SIZE (1..maxNrofSLRB-r16)) OF SL-RadioBearerConfig-r16      OPTIONAL,
    sl-RLC-BearerPreConfigList-r16              SEQUENCE (SIZE (1..maxSL-LCID-r16)) OF SL-RLC-BearerConfig-r16        OPTIONAL,
    sl-MeasPreConfig-r16                        SL-MeasConfigCommon-r16                                               OPTIONAL,
    sl-OffsetDFN-r16                            INTEGER (1..1000)                                                     OPTIONAL,
    t400-r16                                    ENUMERATED{ms100, ms200, ms300, ms400, ms600, ms1000, ms1500, ms2000} OPTIONAL,
    sl-MaxNumConsecutiveDTX-r16                 ENUMERATED {n1, n2, n3, n4, n6, n8, n16, n32}                         OPTIONAL,
    sl-SSB-PriorityNR-r16                       INTEGER (1..8)                                                        OPTIONAL,
    sl-PreconfigGeneral-r16                     SL-PreconfigGeneral-r16                                               OPTIONAL,
    sl-UE-SelectedPreConfig-r16                 SL-UE-SelectedConfig-r16                                              OPTIONAL,
    sl-CSI-Acquisition-r16                      ENUMERATED {enabled}                                                  OPTIONAL,
    sl-RoHC-Profiles-r16                        SL-RoHC-Profiles-r16                                                  OPTIONAL,
    sl-MaxCID-r16                               INTEGER (1..16383)                                                    DEFAULT 15,
    ...,
    [[
    sl-DRX-PreConfigGC-BC-r17                   SL-DRX-ConfigGC-BC-r17                                                OPTIONAL,
    sl-TxProfileList-r17                        SL-TxProfileList-r17                                                  OPTIONAL,
    sl-PreconfigDiscConfig-r17                  SL-RemoteUE-Config-r17                                                OPTIONAL
    ]],
    [[
    sl-PreconfigFreqInfoListSizeExt-v1800       SEQUENCE (SIZE (1..maxNrofFreqSL-1-r18)) OF SL-FreqConfigCommon-r16   OPTIONAL,
    sl-RLC-BearerConfigListSizeExt-v1800        SEQUENCE (SIZE (1..maxSL-LCID-r16)) OF SL-RLC-BearerConfig-r16        OPTIONAL,
    sl-SyncFreqList-r18                         SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-Freq-Id-r16              OPTIONAL,
    sl-SyncTxMultiFreq-r18                      ENUMERATED {true}                                                     OPTIONAL,
    sl-PreconfigDiscConfig-v1800                SL-PreconfigDiscConfig-v1800                                          OPTIONAL,
    sl-PacketErrorRate-Thresh-r18               INTEGER (0..9)                                                        OPTIONAL
    ]]
}

SL-TxProfileList-r17 ::=                    SEQUENCE (SIZE (1..256)) OF SL-TxProfile-r17

SL-TxProfile-r17 ::=                        ENUMERATED {drx-Compatible, drx-Incompatible, spare6, spare5, spare4, spare3,spare2, spare1}

SL-PreconfigGeneral-r16 ::=                 SEQUENCE {
    sl-TDD-Configuration-r16                    TDD-UL-DL-ConfigCommon                                                OPTIONAL,
    reservedBits-r16                            BIT STRING (SIZE (2))                                                 OPTIONAL,
    ...
}

SL-RoHC-Profiles-r16 ::=              SEQUENCE {
    profile0x0001-r16                     BOOLEAN,
    profile0x0002-r16                     BOOLEAN,
    profile0x0003-r16                     BOOLEAN,
    profile0x0004-r16                     BOOLEAN,
    profile0x0006-r16                     BOOLEAN,
    profile0x0101-r16                     BOOLEAN,
    profile0x0102-r16                     BOOLEAN,
    profile0x0103-r16                     BOOLEAN,
    profile0x0104-r16                     BOOLEAN
}

SL-PreconfigDiscConfig-v1800 ::=      SEQUENCE {
    sl-RelayUE-PreconfigU2U-r18           SL-RelayUE-ConfigU2U-r18,
    sl-RemoteUE-PreconfigU2U-r18          SL-RemoteUE-ConfigU2U-r18
}

-- TAG-SL-PRECONFIGURATIONNR-STOP
-- ASN1STOP

Editor's Note: The mapping configuration (from e2e SLRB to RLC channel) is needed in pre-configuration. The existing table format is used as a baseline, subject to discussion during maintenance.

	SL-PreconfigurationNR field descriptions

	sl-DRX-PreConfig-GC-BC
This field indicates the sidelink DRX configuration for groupcast and broadcast communication, as specified in TS 38.321 [3].

	sl-OffsetDFN
Indicates the timing offset for the UE to determine DFN timing when GNSS is used for timing reference. Value 1 corresponds to 0.001 milliseconds, value 2 corresponds to 0.002 milliseconds, and so on. If the field is absent, no offset is applied.

	sl-PreconfigDiscConfig
This field indicates the configuration for discovery message transmission used by NR sidelink U2N Remote UE, used by NR sidelink U2U Relay UE or used by NR sidelink U2U Remote UE. 

	sl-PreconfigEUTRA-AnchorCarrierFreqList
This field indicates the EUTRA anchor carrier frequency list, which can provide the NR sidelink communication configuration.

	sl-PreconfigFreqInfoList, sl-PreconfigFreqInfoListSizeExt
This field indicates the NR sidelink communication and/ or NR sidelink discovery configuration some carrier frequency(ies). In this release, only one SL-FreqConfig can be configured in sl-PreconfigFreqInfoList. More entries of SL-FreqConfig can be configured in sl-PreconfigFreqInfoListSizeExt..

	sl-PreconfigNR-AnchorCarrierFreqList
This field indicates the NR anchor carrier frequency list, which can provide the NR sidelink communication configuration.

	sl-RadioBearerPreConfigList
This field indicates one or multiple sidelink radio bearer configurations.

	sl-RLC-BearerPreConfigList, sl-RLC-BearerPreConfigListSizeExt
This field indicates one or multiple sidelink RLC bearer configurations.

	sl-RoHC-Profiles
This field indicates the supported RoHC profiles for NR sidelink communications.

	sl-SSB-PriorityNR
This field indicates the priority of NR sidelink SSB transmission and reception.

	sl-SyncFreqList
Indicates a list of candidate carrier frequencies that can be used for the synchronisation of NR sidelink communication. For SL-Freq-Id-r16, the value 1 corresponds to the frequency of first entry in sl-PreconfigFreqInfoList, the value 2 corresponds to the frequency of first entry in sl-PreconfigFreqInfoListSizeExt, the value 3 corresponds to the frequency of second entry in sl-PreconfigFreqInfoListSizeExt and so on.

	sl-SyncTxMultiFreq
Indicates that the UE transmits S-SSB on multiple carrier frequencies for NR sidelink communication. If this field is absent, the UE transmits S-SSB only on the synchronisation carrier frequency.

	sl-TxProfileList
List of one or multiple Tx profiles, indicating the compatibility of supporting SL DRX as specified in TS 38.321 [3]. It is up to the UE implementation whether/how to apply this field.

	sl-PacketErrorRate-Thresh
Indicates the Packet Error Rate Threshold to decide whether PDCP duplication is used for default sidelink radio bearer in RRC_IDLE/RRC_INACTIVE/OOC. The packet error rate is expressed as Scalar x 10-k where k is the Exponent.




2. TP for TS 38.300
16.9.10	Sidelink CA
Carrier aggregation (CA) in sidelink is supported for mode 2 and in V2X case only. It applies to both in coverage UEs and out of coverage UEs. Each resource pool (pre)configured for sidelink is associated to a single carrier. A UE using mode 2 resource allocation performs carrier (re)selection and may select one or more carriers used for sidelink.
The carrier(s) that can be used for transmitting data are provided by the V2X layer per QoS flow, and LCP ensures that data from a SLRB is transmitted on a carrier for which all mapped QoS flows are allowed to use the carrier.
For groupcast and broadcast, when the V2X layer provides multiple carriers in QoS flow to carrier mapping information to the AS, TX profile is used to indicate whether the transmission corresponding to the QoS flow is backward compatible or not. When backward compatibility is needed, the TX UE uses only the legacy carrier without PDCP duplication, or uses PDCP duplication with at least the legacy carrier.
For groupcast and broadcast, carrier selection is performed at MAC layer, depending on the CBR of the configured carriers and logical channel priority. Carrier (re)selection may be performed when resource (re)selection is triggered, or when there is no SL grant for a sidelink process on any allowed carrier, and is triggered for each sidelink process. In order to avoid frequent switching across different carriers, the UE may keep using a carrier already selected for transmission, if the measured CBR on this carrier is lower than a (pre)configured threshold. For a UE using mode 2 resource allocation, logical channel prioritization is performed for a sidelink resource on a carrier depending on the CBR measured on the carrier and the logical channel priority, as specified in TS 38.321 [6]. For unicast, SL CA related capability is exchanged between the TX UE and RX UE, and the TX UE delivers the carrier configuration to the RX UE in PC5-RRC. For unicast, carrier selection and logical channel prioritization is performed similar to groupcast and broadcast among the carriers delivered in the carrier configuration. SL CA for unicast is not applied until the carrier configuration signalling is complete. Carrier (re)selection may be performed and a new carrier configuration is sent to the RX UE when the TX UE detects carrier failure on a specific carrier, as specified in TS 38.321 [6].
Sidelink packet duplication is supported for sidelink CA and is performed at PDCP layer. For sidelink packet duplication for transmission, a PDCP PDU is duplicated at the PDCP entity. The duplicated PDCP PDUs of the same PDCP entity are submitted to two different RLC entities and associated to two different sidelink logical channels respectively. The duplicated PDCP PDUs of the same PDCP entity are only allowed to be transmitted on different sidelink carriers. For a SL DRB, sidelink packet duplication is (pre)configured in the bearer configuration. For applicable SL SRBs, whether to use duplication is decided by the TX UE. In unicast, the TX UE sends the duplication configuration to the RX UE in PC5-RRC. For UEs in RRC_IDLE/RRC_INACTIVE/OOC, the UE decides whether to use PDCP duplication based on the PER of QoS flows associated with default SL DRB. PDCP duplication is used for the default SL DRB in RRC_ILDE/RRC_INACTIVE/OOC, when the lowest PER of all QoS flow associated with SLRB is below the PER threshold; otherwise, the PDCP duplication is not used for the default SLRB in RRC_ILDE/RRC_INACTIVE/OOC.
There are specified logical channel identities which apply to the sidelink logical channel used for sidelink packet duplication exclusively as specified in TS 38.321 [6].




3. TP for TS 38.323
[bookmark: _Toc37126952][bookmark: _Toc46492065][bookmark: _Toc46492173][bookmark: _Toc156000531]5.2.3	Sidelink transmit operation
For NR sidelink transmission of the SLRB, the UE shall follow the procedures in clause 5.2.1 with following modification:
-	perform the header compression using ROHC as specified in clause 5.7.4, if SDU Type is IP;
-	set the PDCP SN of the PDCP Data PDU to TX_NEXT modulo 2[sl-PDCP-SN-Size];
-	if the transmitting PDCP entity is associated with two RLC entities or the lowest PER (as defined in TS 38.300 [2]) of all QoS flows associated with a default SLRB is below the configured PER threshold sl-PacketErrorRate-Thresh (see TS 38.331 [3]):
-	consider PDCP duplication as activated;
-	submit the PDCP control PDU to one of the associated RLC entities.
NOTE:	How to decide to which RLC entity a PDCP control PDU is submitted is left up to UE implementation.

