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Introduction

This contribution intends to discuss the issue raised in RILH005 and H400 on remaining location based CHO issues and give proposed resolution and corresponding TP.  
Discussion
It has been agreed in RAN2#124 that location based CHO can be supported for earth moving scenarios where a new event D2 has been agreed to allow differentiation between location based CHO for earth fixed scenario (CHO event D1). And for location based CHO event D1, a event D1 is also introduced in R17 to allow triggering measurements for HO preparation for earth fixed scenarios.

Similar to earth fixed scenarios, due to mobility of satellite, earth moving scenarios can also be beneficial from location triggered measurements. Therefore it is proposed to introduce location based event D2 to trigger measurements for earth moving scenarios. 
Observation 1: Event D1 is introduced in R17 together with CHO to allow triggering measurements for HO preparation for earth fixed scenarios, similar event is also beneficial for earth moving scenarios. 
Proposal 1: Introduce location based triggered measurements (i.e., event D2) in connected mode for earth moving scenarios.
Another remaining issue is the cell types (e.g., earth fixed or earth moving) of source cell and candidate cells considered in CondeventD2. Our interpretation of current specs is that CondeventD1 is only for earth fixed cells, which means both candidate cells and source cells are earth fixed cells, similar principle shall be applied for  CondEventD2 as well. If we mixed the scenarios together, it might bring extra complexity in specs implementation, since UE will need to consider multiple events (e.g., two location based events with possible another radio based event ) for one scenario. However the additional benefits are not obvious. Therefore it is proposed to consider only earth moving cells for CondEventD2 and event D2 if agreed.
Observation 2: Similar to CondEventD1 only one type of cells are considered for both source and target cells which is simpler for specs implementation. 

Proposal 2: Only consider earth moving cells for source and target cells/neighbor cells for Condevent D2/eventD2. 

Similar to UE capability of event D1 based measurement trigger, a new UE capability for event D2 measurement trigger is needed. It is conditional mandatory for UE to support event D2 based measurement trigger if UE indicates supports locationBasedCondHandoverEMC in any NTN band. 
Proposal 3: Introduce a UE capability to indicate support of event D2 measurement trigger. It is conditional mandatory for UE to support event D2 based measurement trigger if UE indicates supports locationBasedCondHandoverEMC in any NTN band.
Corresponding TP for P1~3 are attached in the annex, it is proposed RAN2 to discuss and agree on the TPs provided. 

Proposal 4: RAN2 discusses and agrees on the TPs of p1 to p3, provided in the annexes.
Conclusion and proposals

Based on above analysis, we have the following observations and proposal: 
Observation 1: Event D1 is introduced in R17 together with location based CHO (i.e. CondEventD1) to allow triggering measurements for HO preparation for earth fixed scenarios, similar event is also beneficial for earth moving scenarios. 
Observation 2: Similar to CondEventD1 only one type of cells are considered for both source and target cells which is simpler for specs implementation. 

Proposal 1: Introduce location based triggered measurements (i.e., event D2) in connected mode for earth moving scenarios.

Proposal 2: Only consider earth moving cells for source and target cells/neighbor cells for CondEvent D2/eventD2. 
Proposal 3: Introduce a UE capability to indicate support of event D2. It is conditional mandatory for UE to support event D2 based measurement trigger if UE indicates supports locationBasedCondHandoverEMC in any NTN band.
Proposal 4: RAN2 discusses and agrees on the TPs of p1 to p3, provided in the annexes.
Annex 1 TP to 38331

First change

5.5.4.1
General

If AS security has been activated successfully, the UE shall:
1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a reportType set to eventTriggered or periodical:
3>
if the corresponding measObject concerns NR:
4>
if the corresponding reportConfig includes measRSSI-ReportConfig:
5>
consider the resource indicated by the rmtc-Config on the associated frequency to be applicable;
4>
if the eventA1 or eventA2 is configured in the corresponding reportConfig:
5>
consider only the serving cell to be applicable;
4>
if the eventA3 or eventA5 or eventA3H1 or eventA3H2 or eventA5H1 or eventA5H2 is configured in the corresponding reportConfig:
5>
if a serving cell is associated with a measObjectNR and neighbours are associated with another measObjectNR, consider any serving cell associated with the other measObjectNR to be a neighbouring cell as well;
4>
if the eventX2 is configured in the corresponding reportConfig:
5>
consider only the serving L2 U2N Relay UE to be applicable;
4>
if corresponding reportConfig includes reportType set to periodical; or
4>
for measurement events other than eventA1, eventA2, eventD1, eventD2, eventX2, eventH1 or eventH2:
[...]

2>
else if the reportType is set to eventTriggered and if the eventId is set to eventD1 or eventD2 or eventH1 or eventH2 and if the entering condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;
3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>
initiate the measurement reporting procedure, as specified in 5.5.5;
2>
else if the reportType is set to eventTriggered and if the eventId is set to eventD1 or eventD2 or eventH1 or eventH2 and if the leaving condition applicable for this event is fulfilled for the associated VarMeasReport within the VarMeasReportList for this measId during timeToTrigger defined within the VarMeasConfig for this event:
3>
if reportOnLeave is set to true for the corresponding reporting configuration:
Second change

5.5.4.15a
Event D2 (Distance between UE and a moving referenceLocation1 is above threshold1 and distance between UE and a moving referenceLocation2 is below threshold2)

The UE shall:
1>
consider the entering condition for this event to be satisfied when both condition D2-1 and condition D2-2, as specified below, are fulfilled;
1>
consider the leaving condition for this event to be satisfied when condition D2-3 or condition D2-4, i.e. at least one of the two, as specified below, are fulfilled;

[...]

NOTE:
The definition of Event D2 also applies to CondEvent D2.
Third change

5.5.5.1
General

[...]

3>
else:
4>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
5>
if the reportType is set to eventTriggered and eventId is not set to eventD1 or eventD1 or eventH1 or eventH2:
6>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;
Forth change
–
ReportConfigNR

The IE ReportConfigNR specifies criteria for triggering of an NR measurement reporting event or of a CHO, CPA or CPC event or of an L2 U2N relay measurement reporting event. For events labelled AN with N equal to 1, 2 and so on, measurement reporting events and CHO, CPA or CPC events are based on cell measurement results, which can either be derived based on SS/PBCH block or CSI-RS.
Event A1:
Serving becomes better than absolute threshold;
Event A2:
Serving becomes worse than absolute threshold;
Event A3:
Neighbour becomes amount of offset better than PCell/PSCell;
Event A4:
Neighbour becomes better than absolute threshold;
Event A5:
PCell/PSCell becomes worse than absolute threshold1 AND Neighbour/SCell becomes better than another absolute threshold2;
Event A6:
Neighbour becomes amount of offset better than SCell;
Event D1:
Distance between UE and a reference location referenceLocation1 becomes larger than configured threshold distanceThreshFromReference1 and distance between UE and a reference location referenceLocation2 becomes shorter than configured threshold distanceThreshFromReference2;
Event D2: Distance between UE and a moving reference location determined based on referenceLocation1 and corresponding ephemeris and epochTime becomes larger than configured threshold distanceThreshFromReference1 and distance between UE and a moving reference location determined based on referenceLocation2 of neighboring cell and corresponding ephemeris and epochTime becomes shorter than configured threshold distanceThreshFromReference2;
CondEvent A3: Conditional reconfiguration candidate becomes amount of offset better than PCell/PSCell;
CondEvent A4: Conditional reconfiguration candidate becomes better than absolute threshold where condEventA4 can also be used for current PSCell (i.e., in case it is configured as candidate PSCell for CondEvent A4 evaluation) for CHO with candidate SCG(s) case;
CondEvent A5: PCell/PSCell becomes worse than absolute threshold1 AND Conditional reconfiguration candidate becomes better than another absolute threshold2;
CondEvent D1: Distance between UE and a reference location referenceLocation1 becomes larger than configured threshold distanceThreshFromReference1 and distance between UE and a reference location referenceLocation2 of conditional reconfiguration candidate becomes shorter than configured threshold distanceThreshFromReference2;
CondEvent D2: Distance between UE and a moving reference location determined based on referenceLocation1 becomes larger than configured threshold distanceThreshFromReference1 and distance between UE and a moving reference location determined based on referenceLocation2 of conditional reconfiguration candidate becomes shorter than configured threshold distanceThreshFromReference2;
CondEvent T1: Time measured at UE becomes more than configured threshold t1-Threshold but is less than t1-Threshold + duration;
Event X1:
Serving L2 U2N Relay UE becomes worse than absolute threshold1 AND NR Cell becomes better than another absolute threshold2;
Event X2:
Serving L2 U2N Relay UE becomes worse than absolute threshold;
For event I1, measurement reporting event is based on CLI measurement results, which can either be derived based on SRS-RSRP or CLI-RSSI.
Event I1:
Interference becomes higher than absolute threshold.
The reporting events concerning Aerial UE altitude are labelled HN with N equal to 1 and 2. Additionally, the reporting events concerning Aerial UE altitude and the neighboring cell measurements simultaneously are labelled AMHN with M equal to 3, 4, 5 and N equal to 1, 2.
Event H1:
Aerial UE altitude becomes higher than a threshold;
Event H2:
Aerial UE altitude becomes lower than a threshold.
Event A3H1:
Neighbour becomes offset better than SpCell and the Aerial UE altitude becomes higher than a threshold.
Event A3H2:
Neighbour becomes offset better than SpCell and the Aerial UE altitude becomes lower than a threshold.
Event A4H1:
Neighbour becomes better than threshold1 and the Aerial UE altitude becomes higher than a threshold2.
Event A4H2:
Neighbour becomes better than threshold1 and the Aerial UE altitude becomes lower than a threshold2.
Event A5H1:
SpCell becomes worse than threshold1 and neighbour becomes better than threshold2 and the Aerial UE altitude becomes higher than a threshold3.
Event A5H2:
SpCell becomes worse than threshold1 and neighbour becomes better than threshold2 and the Aerial UE altitude becomes lower than a threshold3.
ReportConfigNR information element
-- ASN1START
-- TAG-REPORTCONFIGNR-START
ReportConfigNR ::=                          SEQUENCE {
    reportType                                  CHOICE {
        periodical                                  PeriodicalReportConfig,
        eventTriggered                              EventTriggerConfig,
        ...,
        reportCGI                                   ReportCGI,
        reportSFTD                                  ReportSFTD-NR,
        condTriggerConfig-r16                       CondTriggerConfig-r16,
        cli-Periodical-r16                          CLI-PeriodicalReportConfig-r16,
        cli-EventTriggered-r16                      CLI-EventTriggerConfig-r16,
        rxTxPeriodical-r17                          RxTxPeriodical-r17,
        reportOnScellActivation-r18                 ReportOnScellActivation-r18
    }
}
ReportCGI ::=                     SEQUENCE {
    cellForWhichToReportCGI          PhysCellId,
        ...,
    [[
    useAutonomousGaps-r16            ENUMERATED {setup}                OPTIONAL   -- Need R
    ]]
}
ReportSFTD-NR ::=                 SEQUENCE {
    reportSFTD-Meas                  BOOLEAN,
    reportRSRP                       BOOLEAN,
    ...,
    [[
    reportSFTD-NeighMeas             ENUMERATED {true}                                OPTIONAL,   -- Need R
    drx-SFTD-NeighMeas               ENUMERATED {true}                                OPTIONAL,   -- Need R
    cellsForWhichToReportSFTD        SEQUENCE (SIZE (1..maxCellSFTD)) OF PhysCellId   OPTIONAL    -- Need R
    ]]
}
CondTriggerConfig-r16 ::=        SEQUENCE {
    condEventId                      CHOICE {
        condEventA3                      SEQUENCE {
            a3-Offset                        MeasTriggerQuantityOffset,
            hysteresis                       Hysteresis,
            timeToTrigger                    TimeToTrigger
        },
        condEventA5                      SEQUENCE {
            a5-Threshold1                    MeasTriggerQuantity,
            a5-Threshold2                    MeasTriggerQuantity,
            hysteresis                       Hysteresis,
            timeToTrigger                    TimeToTrigger
        },
        ...,
        condEventA4-r17                  SEQUENCE {
            a4-Threshold-r17                 MeasTriggerQuantity,
            hysteresis-r17                   Hysteresis,
            timeToTrigger-r17                TimeToTrigger
        },
        condEventD1-r17                  SEQUENCE {
            distanceThreshFromReference1-r17 INTEGER(0.. 65525),
            distanceThreshFromReference2-r17 INTEGER(0.. 65525),
            referenceLocation1-r17           ReferenceLocation-r17,
            referenceLocation2-r17           ReferenceLocation-r17,
            hysteresisLocation-r17           HysteresisLocation-r17,
            timeToTrigger-r17                TimeToTrigger
        },
        condEventT1-r17                  SEQUENCE {
            t1-Threshold-r17                 INTEGER (0..549755813887),
            duration-r17                     INTEGER (1..6000)
        },
        condEventD2-r18                  SEQUENCE {
            distanceThreshFromReference1-r18 INTEGER(0.. 65525),
            distanceThreshFromReference2-r18 INTEGER(0.. 65525),
            referenceLocation1-r18           ReferenceLocation-r17,
            referenceLocation2-r18           ReferenceLocation-r17,
            hysteresisLocation-r18           HysteresisLocation-r17,
            timeToTrigger-r18                TimeToTrigger
        }
    },
    rsType-r16                       NR-RS-Type,
    ...,
    [[
    nesEvent-r18                     ENUMERATED {true}                                OPTIONAL    -- Need R
    ]]
}
EventTriggerConfig::=                       SEQUENCE {
    eventId                                     CHOICE {
        eventA1                                     SEQUENCE {
            a1-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger
        },
        eventA2                                     SEQUENCE {
            a2-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger
        },
        eventA3                                     SEQUENCE {
            a3-Offset                                   MeasTriggerQuantityOffset,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useAllowedCellList                          BOOLEAN
        },
        eventA4                                     SEQUENCE {
            a4-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useAllowedCellList                          BOOLEAN
        },
        eventA5                                     SEQUENCE {
            a5-Threshold1                               MeasTriggerQuantity,
            a5-Threshold2                               MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useAllowedCellList                          BOOLEAN
        },
        eventA6                                     SEQUENCE {
            a6-Offset                                   MeasTriggerQuantityOffset,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useAllowedCellList                          BOOLEAN
        },
        ...,
        [[
        eventX1-r17                                 SEQUENCE {
            x1-Threshold1-Relay-r17                     SL-MeasTriggerQuantity-r16,
            x1-Threshold2-r17                           MeasTriggerQuantity,
            reportOnLeave-r17                           BOOLEAN,
            hysteresis-r17                              Hysteresis,
            timeToTrigger-r17                           TimeToTrigger,
            useAllowedCellList-r17                      BOOLEAN
        },
        eventX2-r17                                 SEQUENCE {
            x2-Threshold-Relay-r17                      SL-MeasTriggerQuantity-r16,
            reportOnLeave-r17                           BOOLEAN,
            hysteresis-r17                              Hysteresis,
            timeToTrigger-r17                           TimeToTrigger
        },
        eventD1-r17                                 SEQUENCE {
            distanceThreshFromReference1-r17            INTEGER(1.. 65525),
            distanceThreshFromReference2-r17            INTEGER(1.. 65525),
            referenceLocation1-r17                      ReferenceLocation-r17,
            referenceLocation2-r17                      ReferenceLocation-r17,
            reportOnLeave-r17                           BOOLEAN,
            hysteresisLocation-r17                      HysteresisLocation-r17,
            timeToTrigger-r17                           TimeToTrigger
        }
        ]],
        [[
        eventH1-r18                                SEQUENCE {
            h1-Threshold-r18                            Altitude-r18,
            h1-Hysteresis-r18                           HysteresisAltitude-r18,
            reportOnLeave-r18                           BOOLEAN,
            timeToTrigger-r18                           TimeToTrigger,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventH2-r18                                SEQUENCE {
            h2-Threshold-r18                            Altitude-r18,
            h2-Hysteresis-r18                           HysteresisAltitude-r18,
            reportOnLeave-r18                           BOOLEAN,
            timeToTrigger-r18                           TimeToTrigger,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventA3H1-r18                              SEQUENCE {
            a3-Offset-r18                               MeasTriggerQuantityOffset,
            reportOnLeave-r18                           BOOLEAN,
            a3-Hysteresis-r18                           Hysteresis,
            timeToTrigger-r18                           TimeToTrigger,
            useAllowedCellList-r18                      BOOLEAN,
            h1-Threshold-r18                            Altitude-r18,
            h1-Hysteresis-r18                           HysteresisAltitude-r18,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventA3H2-r18                              SEQUENCE {
            a3-Offset-r18                               MeasTriggerQuantityOffset,
            reportOnLeave-r18                           BOOLEAN,
            a3-Hysteresis-r18                           Hysteresis,
            timeToTrigger-r18                           TimeToTrigger,
            useAllowedCellList-r18                      BOOLEAN,
            h2-Threshold-r18                            Altitude-r18,
            h2-Hysteresis-r18                           HysteresisAltitude-r18,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventA4H1-r18                              SEQUENCE {
            a4-Threshold-r18                            MeasTriggerQuantity,
            reportOnLeave-r18                           BOOLEAN,
            a4-Hysteresis-r18                           Hysteresis,
            timeToTrigger-r18                           TimeToTrigger,
            useAllowedCellList-r18                      BOOLEAN,
            h1-Threshold-r18                            Altitude-r18,
            h1-Hysteresis-r18                           HysteresisAltitude-r18,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventA4H2-r18                              SEQUENCE {
            a4-Threshold-r18                            MeasTriggerQuantity,
            reportOnLeave-r18                           BOOLEAN,
            a4-Hysteresis-r18                           Hysteresis,
            timeToTrigger-r18                           TimeToTrigger,
            useAllowedCellList-r18                      BOOLEAN,
            h2-Threshold-r18                            Altitude-r18,
            h2-Hysteresis-r18                           HysteresisAltitude-r18,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventA5H1-r18                              SEQUENCE {
            a5-Threshold1-r18                           MeasTriggerQuantity,
            a5-Threshold2-r18                           MeasTriggerQuantity,
            reportOnLeave-r18                           BOOLEAN,
            a5-Hysteresis-r18                           Hysteresis,
            timeToTrigger-r18                           TimeToTrigger,
            useAllowedCellList-r18                      BOOLEAN,
            h1-Threshold-r18                            Altitude-r18,
            h1-Hysteresis-r18                           HysteresisAltitude-r18,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },
        eventA5H2-r18                             SEQUENCE {
            a5-Threshold1-r18                           MeasTriggerQuantity,
            a5-Threshold2-r18                           MeasTriggerQuantity,
            reportOnLeave-r18                           BOOLEAN,
            a5-Hysteresis-r18                           Hysteresis,
            timeToTrigger-r18                           TimeToTrigger,
            useAllowedCellList-r18                      BOOLEAN,
            h2-Threshold-r18                            Altitude-r18,
            h2-Hysteresis-r18                           HysteresisAltitude-r18,
            includeAltitudeUE-r18                       BOOLEAN,
            simulMultiTriggerSingleMeasReport-r18       BOOLEAN
        },

        EventD2-r18                  SEQUENCE {
            distanceThreshFromReference1-r18 INTEGER(0.. 65525),
            distanceThreshFromReference2-r18 INTEGER(0.. 65525),
            referenceLocation1-r18           ReferenceLocation-r17,
            referenceLocation2-r18           ReferenceLocation-r17,
            hysteresisLocation-r18           HysteresisLocation-r17,
            timeToTrigger-r18                TimeToTrigger
        }
        ]]
    },
    rsType                                      NR-RS-Type,
    reportInterval                              ReportInterval,
    reportAmount                                ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
    reportQuantityCell                          MeasReportQuantity,
    maxReportCells                              INTEGER (1..maxCellReport),
    reportQuantityRS-Indexes                     MeasReportQuantity                                            OPTIONAL,   -- Need R
    maxNrofRS-IndexesToReport                   INTEGER (1..maxNrofIndexesToReport)                            OPTIONAL,   -- Need R
    includeBeamMeasurements                     BOOLEAN,
    reportAddNeighMeas                          ENUMERATED {setup}                                             OPTIONAL,   -- Need R
    ...,
    [[
    measRSSI-ReportConfig-r16                   MeasRSSI-ReportConfig-r16                                      OPTIONAL,   -- Need R
    useT312-r16                                 BOOLEAN                                                        OPTIONAL,   -- Need M
    includeCommonLocationInfo-r16               ENUMERATED {true}                                              OPTIONAL,   -- Need R
    includeBT-Meas-r16                          SetupRelease {BT-NameList-r16}                                 OPTIONAL,   -- Need M
    includeWLAN-Meas-r16                        SetupRelease {WLAN-NameList-r16}                               OPTIONAL,   -- Need M
    includeSensor-Meas-r16                      SetupRelease {Sensor-NameList-r16}                             OPTIONAL    -- Need M
    ]],
    [[
    coarseLocationRequest-r17                   ENUMERATED {true}                                              OPTIONAL,   -- Need R
    reportQuantityRelay-r17                     SL-MeasReportQuantity-r16                                      OPTIONAL    -- Need R
    ]],
    [[
    numberOfTriggeringCells-r18                 INTEGER (2..maxCellReport)                                     OPTIONAL,   -- Need R
    cellIndividualOffsetList-r18                SEQUENCE (SIZE (1..maxNrofCellMeas)) OF CellIndividualOffsetList-r18 OPTIONAL  -- Need R
    ]]
}
PeriodicalReportConfig ::=                  SEQUENCE {
    rsType                                      NR-RS-Type,
    reportInterval                              ReportInterval,
    reportAmount                                ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
    reportQuantityCell                          MeasReportQuantity,
    maxReportCells                              INTEGER (1..maxCellReport),
    reportQuantityRS-Indexes                    MeasReportQuantity                                             OPTIONAL,   -- Need R
    maxNrofRS-IndexesToReport                   INTEGER (1..maxNrofIndexesToReport)                            OPTIONAL,   -- Need R
    includeBeamMeasurements                     BOOLEAN,
    useAllowedCellList                          BOOLEAN,
    ...,
    [[
    measRSSI-ReportConfig-r16                   MeasRSSI-ReportConfig-r16                                      OPTIONAL,   -- Need R
    includeCommonLocationInfo-r16               ENUMERATED {true}                                              OPTIONAL,   -- Need R
    includeBT-Meas-r16                          SetupRelease {BT-NameList-r16}                                 OPTIONAL,   -- Need M
    includeWLAN-Meas-r16                        SetupRelease {WLAN-NameList-r16}                               OPTIONAL,   -- Need M
    includeSensor-Meas-r16                      SetupRelease {Sensor-NameList-r16}                             OPTIONAL,   -- Need M
    ul-DelayValueConfig-r16                     SetupRelease { UL-DelayValueConfig-r16 }                       OPTIONAL,   -- Need M
    reportAddNeighMeas-r16                      ENUMERATED {setup}                                             OPTIONAL    -- Need R
    ]],
    [[
    ul-ExcessDelayConfig-r17                    SetupRelease { UL-ExcessDelayConfig-r17 }                      OPTIONAL,   -- Need M
    coarseLocationRequest-r17                   ENUMERATED {true}                                              OPTIONAL,   -- Need R
    reportQuantityRelay-r17                     SL-MeasReportQuantity-r16                                      OPTIONAL    -- Need R
    ]]
}
NR-RS-Type ::=                              ENUMERATED {ssb, csi-rs}
MeasTriggerQuantity ::=                     CHOICE {
    rsrp                                        RSRP-Range,
    rsrq                                        RSRQ-Range,
    sinr                                        SINR-Range
}
MeasTriggerQuantityOffset ::=               CHOICE {
    rsrp                                        INTEGER (-30..30),
    rsrq                                        INTEGER (-30..30),
    sinr                                        INTEGER (-30..30)
}
MeasReportQuantity ::=                      SEQUENCE {
    rsrp                                        BOOLEAN,
    rsrq                                        BOOLEAN,
    sinr                                        BOOLEAN
}
MeasRSSI-ReportConfig-r16 ::=               SEQUENCE {
    channelOccupancyThreshold-r16               RSSI-Range-r16         OPTIONAL   -- Need R
}
CLI-EventTriggerConfig-r16 ::=              SEQUENCE {
    eventId-r16                                 CHOICE {
        eventI1-r16                                 SEQUENCE {
            i1-Threshold-r16                            MeasTriggerQuantityCLI-r16,
            reportOnLeave-r16                           BOOLEAN,
            hysteresis-r16                              Hysteresis,
            timeToTrigger-r16                           TimeToTrigger
        },
    ...
    },
    reportInterval-r16                          ReportInterval,
    reportAmount-r16                            ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
    maxReportCLI-r16                            INTEGER (1..maxCLI-Report-r16),
    ...
}
CLI-PeriodicalReportConfig-r16 ::=          SEQUENCE {
    reportInterval-r16                          ReportInterval,
    reportAmount-r16                            ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
    reportQuantityCLI-r16                       MeasReportQuantityCLI-r16,
    maxReportCLI-r16                            INTEGER (1..maxCLI-Report-r16),
    ...
}
RxTxPeriodical-r17  ::=                     SEQUENCE {
    rxTxReportInterval-r17                      RxTxReportInterval-r17                             OPTIONAL,   -- Need R
    reportAmount-r17                            ENUMERATED {r1, infinity, spare6, spare5, spare4, spare3, spare2, spare1},
    ...
}
RxTxReportInterval-r17 ::= ENUMERATED {ms80,ms120,ms160,ms240,ms320,ms480,ms640,ms1024,ms1280,ms2048,ms2560,ms5120,spare4,spare3,spare2,spare1}
MeasTriggerQuantityCLI-r16 ::=              CHOICE {
    srs-RSRP-r16                                SRS-RSRP-Range-r16,
    cli-RSSI-r16                                CLI-RSSI-Range-r16
}
MeasReportQuantityCLI-r16 ::=               ENUMERATED {srs-rsrp, cli-rssi}
ReportOnScellActivation-r18 ::=             SEQUENCE {
    rsType                                      NR-RS-Type,
    reportQuantityRS-Indexes                    MeasReportQuantity,
    maxNrofRS-IndexesToReport                   INTEGER (1..maxNrofIndexesToReport),
    includeBeamMeasurements                     BOOLEAN
}
CellIndividualOffsetList-r18 ::=    SEQUENCE {
    physCellId-r18                      PhysCellId,
    cellIndividualOffset-r18            Q-OffsetRangeList
}
-- TAG-REPORTCONFIGNR-STOP
-- ASN1STOP
	CondTriggerConfig field descriptions

	a3-Offset
Offset value(s) to be used in NR conditional reconfiguration triggering condition for cond event a3. The actual value is field value * 0.5 dB.

	a4-Threshold
Threshold value associated to the selected trigger quantity (e.g. RSRP, RSRQ, SINR) per RS Type (e.g. SS/PBCH block, CSI-RS) to be used in NR conditional reconfiguration triggering condition for cond event a4.

	a5-Threshold1/ a5-Threshold2
Threshold value associated to the selected trigger quantity (e.g. RSRP, RSRQ, SINR) per RS Type (e.g. SS/PBCH block, CSI-RS) to be used in NR conditional reconfiguration triggering condition for cond event a5. In the same condeventA5, the network configures the same quantity for the MeasTriggerQuantity of the a5-Threshold1 and for the MeasTriggerQuantity of the a5-Threshold2.

	condEventId
Choice of NR conditional reconfiguration event triggered criteria.

	distanceThreshFromReference1, distanceThreshFromReference2
Distance from a fixed reference location configured with referenceLocation1 or referenceLocation2 or a moving reference location determined by the UE based on referenceLocation1 or referenceLocation2. Each step represents 50m.

	duration
This field is used for defining the leaving condition T1-2 for conditional HO event condEventT1. Each step represents 100ms.

	nesEvent
Indicates the event is a NES-specific CHO event and the event is only considered to be satisfied if indication from lower layers is received indicating the applicability of NES-specific CHO event and the related entry condition(s) is fulfilled. This field can only be configured for condEventA3, condEventA4 or condEventA5.

	referenceLocation1, referenceLocation2
Reference locations used for condEventD1 and condEventD2. The referenceLocation1 is associated to serving cell and referenceLocation2 is associated to candidate target cell.

	t1-Threshold
The field counts the number of UTC seconds in 10 ms units since 00:00:00 on Gregorian calendar date 1 January, 1900 (midnight between Sunday, December 31, 1899 and Monday, January 1, 1900).

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to execute the conditional reconfiguration evaluation.


	ReportConfigNR field descriptions

	reportType
Type of the configured measurement report. In MR-DC, network does not configure report of type reportCGI using SRB3. The condTriggerConfig is used for CHO, CPA or CPC configuration.


	ReportCGI field descriptions

	useAutonomousGaps
Indicates whether or not the UE is allowed to use autonomous gaps in acquiring system information from the NR neighbour cell. When the field is included, the UE applies the corresponding value for T321.


	EventTriggerConfig field descriptions

	a3-Offset/a6-Offset
Offset value(s) to be used in NR measurement report triggering condition for event a3/a6. The actual value is field value * 0.5 dB.

	aN-ThresholdM
Threshold value associated to the selected trigger quantity (e.g. RSRP, RSRQ, SINR) per RS Type (e.g. SS/PBCH block, CSI-RS) to be used in NR measurement report triggering condition for event number aN. If multiple thresholds are defined for event number aN, the thresholds are differentiated by M. In the same eventA5, eventA5H1, eventA5H2, the network configures the same quantity for the MeasTriggerQuantity of the a5-Threshold1 and for the MeasTriggerQuantity of the a5-Threshold2.

	channelOccupancyThreshold
RSSI threshold which is used for channel occupancy evaluation.

	coarseLocationRequest
This field is used to request UE to report coarse location information.

	distanceThreshFromReference1, distanceThreshFromReference2
Threshold value associated to the distance from a reference location configured with referenceLocation1 or referenceLocation2. Each step represents 50m.

	eventId
Choice of NR event triggered reporting criteria.

	includeAltitudeUE
This field is used to request UE to report altitude information.

	maxNrofRS-IndexesToReport
Max number of RS indexes to include in the measurement report for A1-A6 events.

	maxReportCells
Max number of non-serving cells to include in the measurement report.

	numberOfTriggeringCells
Indicates the number of cells detected that are required to fulfill an event for a measurement report to be triggered. This field is applicable only for the events concerning neighbor cells, i.e. eventA3, eventA4, eventA5, eventA3H1, eventA3H2, eventA4H1, eventA4H2, eventA5H1, eventA5H2.

	referenceLocation1, referenceLocation2
Reference locations used for eventD1 or eventD2. The referenceLocation1 is associated to serving cell and referenceLocation2 is associated to neighbour cell.

	reportAddNeighMeas
Indicates that the UE shall include the best neighbour cells per serving frequency.

	reportAmount
Number of measurement reports applicable for eventTriggered as well as for periodical report types.

	reportOnLeave
Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met for a cell in cellsTriggeredList, as specified in 5.5.4.1.
Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met if configured in eventD1, eventD2, eventH1, eventH2 as specified in 5.5.4.1.

	reportQuantityCell
The cell measurement quantities to be included in the measurement report.

	reportQuantityRS-Indexes
Indicates which measurement information per RS index the UE shall include in the measurement report.

	simulMultiTriggerSingleMeasReport
Indicates when multiple events of the same type satisfy the entering condition(s), whether to consider only the event with the smallest value between the altitude of the UE and the configured altitude threshold.

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to trigger a measurement report.

	useAllowedCellList
Indicates whether only the cells included in the allow-list of the associated measObject are applicable as specified in 5.5.4.1.

	useT312
If value TRUE is configured, the UE shall use the timer T312 with the value t312 as specified in the corresponding measObjectNR. If value FALSE is configured, the timer T312 is considered as disabled. Network configures value TRUE only if reportType is set to eventTriggered.

	xN-ThresholdM
Threshold value associated to the selected trigger quantity (e.g. RSRP, RSRQ, SINR) per RS Type (e.g. SS/PBCH block, CSI-RS) to be used in NR measurement report triggering condition for event xN. If multiple thresholds are defined for event number xN, the thresholds are differentiated by M. x1-Threshold1 and x2-Threshold indicates the threshold value for the serving L2 U2N Relay UE, x1-Threshold2 indicates the threshold value for the NR Cells.


Fifth change
–
MeasAndMobParameters
The IE MeasAndMobParameters is used to convey UE capabilities related to measurements for radio resource management (RRM), radio link monitoring (RLM) and mobility (e.g. handover).
MeasAndMobParameters information element
-- ASN1START
-- TAG-MEASANDMOBPARAMETERS-START
MeasAndMobParameters ::=                    SEQUENCE {
    measAndMobParametersCommon              MeasAndMobParametersCommon              OPTIONAL,
    measAndMobParametersXDD-Diff                MeasAndMobParametersXDD-Diff        OPTIONAL,
    measAndMobParametersFRX-Diff                MeasAndMobParametersFRX-Diff        OPTIONAL
}
MeasAndMobParameters-v1700 ::=          SEQUENCE {
    measAndMobParametersFR2-2-r17           MeasAndMobParametersFR2-2-r17           OPTIONAL
}
MeasAndMobParametersCommon ::=          SEQUENCE {
    supportedGapPattern                     BIT STRING (SIZE (22))                  OPTIONAL,
    ssb-RLM                                 ENUMERATED {supported}                  OPTIONAL,
    ssb-AndCSI-RS-RLM                       ENUMERATED {supported}                  OPTIONAL,
    ...,
    [[
    eventB-MeasAndReport                    ENUMERATED {supported}                  OPTIONAL,
    handoverFDD-TDD                         ENUMERATED {supported}                  OPTIONAL,
    eutra-CGI-Reporting                     ENUMERATED {supported}                  OPTIONAL,
    nr-CGI-Reporting                        ENUMERATED {supported}                  OPTIONAL
    ]],
    [[
    independentGapConfig                    ENUMERATED {supported}                  OPTIONAL,
    periodicEUTRA-MeasAndReport             ENUMERATED {supported}                  OPTIONAL,
    handoverFR1-FR2                         ENUMERATED {supported}                  OPTIONAL,
    maxNumberCSI-RS-RRM-RS-SINR             ENUMERATED {n4, n8, n16, n32, n64, n96} OPTIONAL
    ]],
    [[
    nr-CGI-Reporting-ENDC                   ENUMERATED {supported}                  OPTIONAL
    ]],
    [[
    eutra-CGI-Reporting-NEDC                ENUMERATED {supported}                  OPTIONAL,
    eutra-CGI-Reporting-NRDC                ENUMERATED {supported}                  OPTIONAL,
    nr-CGI-Reporting-NEDC                   ENUMERATED {supported}                  OPTIONAL,
    nr-CGI-Reporting-NRDC                   ENUMERATED {supported}                  OPTIONAL
    ]],
    [[
    reportAddNeighMeasForPeriodic-r16       ENUMERATED {supported}                  OPTIONAL,
    condHandoverParametersCommon-r16        SEQUENCE {
       condHandoverFDD-TDD-r16                  ENUMERATED {supported}              OPTIONAL,
       condHandoverFR1-FR2-r16                  ENUMERATED {supported}              OPTIONAL
    }                                                                               OPTIONAL,
    nr-NeedForGap-Reporting-r16             ENUMERATED {supported}                  OPTIONAL,
    supportedGapPattern-NRonly-r16          BIT STRING (SIZE (10))                  OPTIONAL,
    supportedGapPattern-NRonly-NEDC-r16     ENUMERATED {supported}                  OPTIONAL,
    maxNumberCLI-RSSI-r16                   ENUMERATED {n8, n16, n32, n64}          OPTIONAL,
    maxNumberCLI-SRS-RSRP-r16               ENUMERATED {n4, n8, n16, n32}           OPTIONAL,
    maxNumberPerSlotCLI-SRS-RSRP-r16        ENUMERATED {n2, n4, n8}                 OPTIONAL,
    mfbi-IAB-r16                            ENUMERATED {supported}                  OPTIONAL,
    dummy                                   ENUMERATED {supported}                  OPTIONAL,
    nr-CGI-Reporting-NPN-r16                ENUMERATED {supported}                  OPTIONAL,
    idleInactiveEUTRA-MeasReport-r16        ENUMERATED {supported}                  OPTIONAL,
    idleInactive-ValidityArea-r16           ENUMERATED {supported}                  OPTIONAL,
    eutra-AutonomousGaps-r16                ENUMERATED {supported}                  OPTIONAL,
    eutra-AutonomousGaps-NEDC-r16           ENUMERATED {supported}                  OPTIONAL,
    eutra-AutonomousGaps-NRDC-r16           ENUMERATED {supported}                  OPTIONAL,
    pcellT312-r16                           ENUMERATED {supported}                  OPTIONAL,
    supportedGapPattern-r16                 BIT STRING (SIZE (2))                   OPTIONAL
    ]],
    [[
    -- R4 19-2 Concurrent measurement gaps
    concurrentMeasGap-r17                   CHOICE {
        concurrentPerUE-OnlyMeasGap-r17         ENUMERATED {supported},
        concurrentPerUE-PerFRCombMeasGap-r17    ENUMERATED {supported}
    }                                                                               OPTIONAL,
    -- R4 19-1 Network controlled small gap (NCSG)
    nr-NeedForGapNCSG-Reporting-r17         ENUMERATED {supported}                  OPTIONAL,
    eutra-NeedForGapNCSG-Reporting-r17      ENUMERATED {supported}                  OPTIONAL,
    -- R4 19-1-1 per FR Network controlled small gap (NCSG)
    ncsg-MeasGapPerFR-r17                   ENUMERATED {supported}                  OPTIONAL,
    -- R4 19-1-2 Network controlled small gap (NCSG) supported patterns
    ncsg-MeasGapPatterns-r17                BIT STRING (SIZE(24))                   OPTIONAL,
    -- R4 19-1-3 Network controlled small gap (NCSG) supported NR-only patterns
    ncsg-MeasGapNR-Patterns-r17             BIT STRING (SIZE(24))                   OPTIONAL,
    -- R4 19-3-2 pre-configured measurement gap
    preconfiguredUE-AutonomousMeasGap-r17   ENUMERATED {supported}                  OPTIONAL,
    -- R4 19-3-1 pre-configured measurement gap
    preconfiguredNW-ControlledMeasGap-r17   ENUMERATED {supported}                  OPTIONAL,
    handoverFR1-FR2-2-r17                   ENUMERATED {supported}                  OPTIONAL,
    handoverFR2-1-FR2-2-r17                 ENUMERATED {supported}                  OPTIONAL,
    -- RAN4 14-1: per-FR MG for PRS measurement
    independentGapConfigPRS-r17             ENUMERATED {supported}                  OPTIONAL,
    rrm-RelaxationRRC-ConnectedRedCap-r17   ENUMERATED {supported}                  OPTIONAL,
    -- R4 25-3: Parallel measurements with multiple measurement gaps
    parallelMeasurementGap-r17              ENUMERATED {n2}                         OPTIONAL,
    condHandoverWithSCG-NRDC-r17            ENUMERATED {supported}                  OPTIONAL,
    gNB-ID-LengthReporting-r17              ENUMERATED {supported}                  OPTIONAL,
    gNB-ID-LengthReporting-ENDC-r17         ENUMERATED {supported}                  OPTIONAL,
    gNB-ID-LengthReporting-NEDC-r17         ENUMERATED {supported}                  OPTIONAL,
    gNB-ID-LengthReporting-NRDC-r17         ENUMERATED {supported}                  OPTIONAL,
    gNB-ID-LengthReporting-NPN-r17          ENUMERATED {supported}                  OPTIONAL
    ]],
    [[
    -- R4 25-1: Parallel measurements on multiple SMTC-s for a single frequency carrier
    parallelSMTC-r17                        ENUMERATED {n4}                         OPTIONAL,
    -- R4 19-2-1 Concurrent measurement gaps for EUTRA
    concurrentMeasGapEUTRA-r17              ENUMERATED {supported}                  OPTIONAL,
    serviceLinkPropDelayDiffReporting-r17   ENUMERATED {supported}                  OPTIONAL,
    -- R4 19-1-4 Network controlled small gap (NCSG) performing measurement based on flag deriveSSB-IndexFromCellInter
    ncsg-SymbolLevelScheduleRestrictionInter-r17  ENUMERATED {supported}            OPTIONAL
    ]],
    [[
    eventD1-MeasReportTrigger-r17           ENUMERATED {supported}                  OPTIONAL,
    independentGapConfig-maxCC-r17          SEQUENCE {
        fr1-Only-r17                            INTEGER (1..32)                     OPTIONAL,
        fr2-Only-r17                            INTEGER (1..32)                     OPTIONAL,
        fr1-AndFR2-r17                          INTEGER (1..32)                     OPTIONAL
    }                                                                               OPTIONAL
    ]],
    [[
    interSatMeas-r17                            ENUMERATED {supported}              OPTIONAL,
    deriveSSB-IndexFromCellInterNon-NCSG-r17    ENUMERATED {supported}              OPTIONAL
    ]],
    [[
    -- R4 31-1 Enhanced L3 measurement reporting for unknown SCell activation if the valid L3 measurement results are available
    l3-MeasUnknownSCellActivation-r18           ENUMERATED {supported}              OPTIONAL,
    -- R4 31-3 Shorter measurement interval for unknown SCell activation
    shortMeasInterval-r18                       ENUMERATED {supported}              OPTIONAL,
    nr-NeedForInterruptionReport-r18            ENUMERATED {supported}              OPTIONAL,
    measSequenceConfig-r18                      ENUMERATED {supported}              OPTIONAL,
cellIndividualOffsetPerMeasEvent-r18        ENUMERATED {supported}              OPTIONAL,
eventD2-MeasReportTrigger-r18           ENUMERATED {supported}                  OPTIONAL
    ]]
}

Annex 2 TP to 38306 on UE capability

4.2.9
MeasAndMobParameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	cellIndividualOffsetPerMeasEvent-r18

Indicates whether the UE supports the configuration of a cell individual offset per measurement event within reportConfigNR or reportConfigInterRAT as specified in TS 38.331 [9].
	UE
	No
	No
	No

	cli-RSSI-Meas-r16

Indicates whether the UE can perform CLI RSSI measurements as specified in TS 38.215 [13] and supports periodical reporting and measurement event triggering as specified in TS 38.331 [9]. If the UE supports this feature, the UE needs to report maxNumberCLI-RSSI-r16. If this parameter is indicated for FR1 and FR2 differently, each indication corresponds to the frequency range of measurement resources to be measured.
	UE
	No
	TDD only
	Yes

	cli-SRS-RSRP-Meas-r16

Indicates whether the UE can perform SRS RSRP measurements as specified in TS 38.215 [13] and supports periodical reporting and measurement event triggering based on SRS-RSRP as specified in TS 38.331 [9]. If the UE supports this feature, the UE needs to report maxNumberCLI-SRS-RSRP-r16 and maxNumberPerSlotCLI-SRS-RSRP-r16. If this parameter is indicated for FR1 and FR2 differently, each indication corresponds to the frequency range of measurement resources to be measured.
	UE
	No
	TDD only
	Yes

	concurrentMeasGap-r17

Indicates whether the UE supports the concurrent measurements gaps as specified in TS 38.133 [5]. The capability signalling comprises the following parameters:

-
concurrentPerUE-OnlyMeasGap-r17 indicates whether the UE supports more than 1 per-UE measurement gap configurations (i.e. gap combination configuration id = 2 as specified in TS 38.133 [5]), or
-
concurrentPerUE-PerFRCombMeasGap-r17 indicates whether the UE supports all concurrent gap combination configurations as specified in TS 38.133 [5] including support of more than 1 per-UE measurement gap configurations. For UE capable of Rel-15 per-FR gap (independentGapConfig), this field indicates whether the UE supports more than 1 per-FR gap measurement gap configurations in an FR, or simultaneous 1 per UE measurement gap plus 1 per-FR measurement gap configurations in an FR, or more than 1 per-UE measurement gap configurations (i.e. gap combination configuration id = 2 as specified in TS 38.133 [5]).
	UE
	No
	No
	No

	concurrentMeasGapEUTRA-r17

Indicates whether the UE support the configurations of E-UTRAN measurement objectives associated with more than 1 concurrent measurement gaps as specified in TS 38.133 [5]. The UE indicating support of this feature shall also indicate support of concurrentMeasGap-r17.
	UE
	No
	No
	No

	condHandoverFDD-TDD-r16

Indicates whether the UE supports conditional handover between FDD and TDD cells. The parameter can only be set if condHandover-r16 is set for both FDD and TDD. The UE that indicates support of this feature shall also indicate support of handoverFDD-TDD.
	UE
	No
	No
	No

	condHandoverFR1-FR2-r16

Indicates whether the UE supports conditional handover HO between FR1 and FR2. The parameter can only be set if condHandover-r16 is set for both FR1 and FR2. The UE that indicates support of this feature shall also indicate support of handoverFR1-FR2.
	UE
	No
	No
	No

	condHandoverWithSCG-NRDC-r17

Indicates whether the UE supports conditional handover with NR SCG configuration for NR-DC. The UE indicating support of this feature shall also indicate the support of condHandover-r16 and support of at least one NR-DC band combination.
	UE
	No
	No
	No

	csi-RS-RLM

Indicates whether the UE can perform radio link monitoring procedure based on measurement of CSI-RS as specified in TS 38.213 [11] and TS 38.133 [5]. This parameter needs FR1 and FR2 differentiation. If the UE supports this feature, the UE needs to report maxNumberResource-CSI-RS-RLM. This applies only to non-shared spectrum channel access. For shared spectrum channel access, csi-RS-RLM-r16 applies.
	UE
	Yes
	No
	Yes

	csi-RSRP-AndRSRQ-MeasWithSSB

Indicates whether the UE can perform CSI-RSRP and CSI-RSRQ measurement as specified in TS 38.215 [13], where CSI-RS resource is configured with an associated SS/PBCH. If this parameter is indicated for FR1 and FR2 differently, each indication corresponds to the frequency range of measured target cell. If the UE supports this feature, the UE needs to report maxNumberCSI-RS-RRM-RS-SINR. This applies only to non-shared spectrum channel access. For shared spectrum channel access, csi-RS-RLM-r16 applies.
	UE
	No
	No
	Yes

	csi-RSRP-AndRSRQ-MeasWithoutSSB

Indicates whether the UE can perform CSI-RSRP and CSI-RSRQ measurement as specified in TS 38.215 [13], where CSI-RS resource is configured for a cell that transmits SS/PBCH block and without an associated SS/PBCH block. If this parameter is indicated for FR1 and FR2 differently, each indication corresponds to the frequency range of measured target cell. If the UE supports this feature, the UE needs to report maxNumberCSI-RS-RRM-RS-SINR. This applies only to non-shared spectrum channel access. For shared spectrum channel access, csi-RSRP-AndRSRQ-MeasWithoutSSB-r16 applies.
	UE
	No
	No
	Yes

	csi-SINR-Meas

Indicates whether the UE can perform CSI-SINR measurements based on configured CSI-RS resources as specified in TS 38.215 [13]. If this parameter is indicated for FR1 and FR2 differently, each indication corresponding to the frequency range of measured target cell. If the UE supports this feature, the UE needs to report maxNumberCSI-RS-RRM-RS-SINR. This applies only to non-shared spectrum channel access. For shared spectrum channel access, csi-SINR-Meas-r16 applies.
	UE
	No
	No
	Yes

	deriveSSB-IndexFromCellInterNon-NCSG-r17

Indicates whether the UE supports configuration of deriveSSB-IndexFromCellInter-r17 in MeasObjectNR. This field applies to NR SA, MN configured measurements when NR-DC or NE-DC is configured, and SN configured measurements when NR-DC or (NG)EN-DC is configured. UE supporting this feature is required to meet the measurement requirements in TS 38.133 [5]. This field applies only to non-NCSG capable UEs (i.e. UEs not supporting ncsg-MeasGapNR-Patterns-r17).
	UE
	No
	No
	No

	eutra-AutonomousGaps-r16

Defines whether the UE supports, upon configuration of useAutonomousGaps by the network, acquisition of relevant information from a neighbouring E-UTRA cell by reading the SI of the neighbouring cell using autonomous gap and reporting the acquired information to the network as specified in TS 38.331 [9] when MR-DC is not configured. 
	UE
	No
	No
	No

	eutra-AutonomousGaps-NEDC-r16

Defines whether the UE supports, upon configuration of useAutonomousGaps by the network, acquisition of relevant information from a neighbouring E-UTRA cell by reading the SI of the neighbouring cell using autonomous gap and reporting the acquired information to the network as specified in TS 38.331 [9] when NE-DC is configured.
	UE
	No
	No
	No

	eutra-AutonomousGaps-NRDC-r16

Defines whether the UE supports, upon configuration of useAutonomousGaps by the network, acquisition of relevant information from a neighbouring E-UTRA cell by reading the SI of the neighbouring cell using autonomous gap and reporting the acquired information to the network as specified in TS 38.331 [9] when NR-DC is configured.
	UE
	No
	No
	No

	eutra-CGI-Reporting

Defines whether the UE supports acquisition of relevant CGI-information from a neighbouring E-UTRA cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 38.331 [9] when the (NG)EN-DC and NE-DC are not configured or, when consistent DRX is configured in NR-DC. The consistent DRX configuration implies that MN and SN have the same DRX cycle and on-duration configured by MN completely contains on-duration configured by SN. It is mandated if the UE supports EUTRA. It is optional for (e)RedCap UEs.
	UE
	CY
	No
	No

	eutra-CGI-Reporting-NEDC

Defines whether the UE supports acquisition of relevant information from a neighbouring E-UTRA cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 38.331 [9] when the NE-DC is configured.
	UE
	No
	No
	No

	eutra-CGI-Reporting-NRDC

Defines whether the UE supports acquisition of relevant information from a neighbouring E-UTRA cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 38.331 [9] when the NR-DC is configured wherein MN and SN have different DRX cycles, or on-duration configured by MN does not contain on-duration configured by SN if the DRX cycles are the same.
	UE
	No
	No
	No

	eutra-NeedForGapNCSG-Reporting-r17

Indicates whether the UE supports reporting of the NCSG and measurement gap requirement information for E-UTRA target bands in the UE response to a network configuration RRC message as specified in TS 38.331 [9].
	UE
	No
	No
	No

	eventA-MeasAndReport

Indicates whether the UE supports NR measurements and events A triggered reporting as specified in TS 38.331 [9]. This field only applies to SN configured measurement when (NG)EN-DC is configured. For NR SA, MN and SN configured measurement when NR-DC is configured, and MN configured measurement when NE-DC is configured, this feature is mandatory supported.
	UE
	Yes
	Yes
	No

	eventB-MeasAndReport

Indicates whether the UE supports EUTRA measurement and event B triggered reporting as specified in TS 38.331 [9]. It is mandated if the UE supports EUTRA.
	UE
	CY
	No
	No

	eventD1-MeasReportTrigger-r17

Indicates whether the UE supports location-based triggered measurement reporting (i.e., event D1) as specified in TS 38.331 [9]. It is mandated if the UE supports locationBasedCondHandover-r17 in any NTN band.
	UE
	CY
	No
	No

	eventD2-MeasReportTrigger-r18

Indicates whether the UE supports location-based triggered measurement reporting for an NTN Earth-moving system (i.e., event D2) as specified in TS 38.331 [9]. It is mandated if the UE supports locationBasedCondHandoverEMC-r18 in any NTN band.
	UE
	CY
	No
	No
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