[bookmark: _Toc83739639][bookmark: _Toc60776684][bookmark: _Toc53006185][bookmark: _Toc52836537][bookmark: _Toc52837545][bookmark: _Toc20425633][bookmark: _Toc29321029][bookmark: _Toc36756613][bookmark: _Toc36836154][bookmark: _Toc46443898][bookmark: _Toc37067420][bookmark: _Toc36843131][bookmark: _Toc46439061][bookmark: _Toc46486659]3GPP TSG-RAN WG2 Meeting #125                               R2-2400555
Athens, GR, Feb 26th – Mar 1st, 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.331
	CR
	4538
	rev
	-
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction on the reporting of TAC in Random access report

	
	

	Source to WG:
	Fujitsu

	Source to TSG:
	R2

	
	

	Work item code:
	NR_SON_MDT-Core
	
	Date:
	2024-02-19

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	1) For CEF report, RLF report, SHR or SPR, the UE always includes the tracking area code of the cell whether the reports were generated or related. The tracking area code will be used for the delivery of the SON report among network nodes.
2) The reporting of tracking area code of the cell is missing in RA report.

	
	

	Summary of change:
	The procedural text is updated to include the tracking area code of the related cell in the RA report. 

Impact analysis

Impacted functionality:
Random Access report

Inter-operability analysis:
If the change is implemented by the UE, and not by the NW, there is no inter-operability issue.

If the change is implemented by the NW, and not by the UE, the NW might not correctly deliver the RA report to the right network node. This might lead to inadequate optimization decisions at NW side.

	
	

	Consequences if not approved:
	The random access report might not be correctly delivered to the right network node.

	
	

	Clauses affected:
	5.7.10.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR …CR … 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	







Page 1


[bookmark: _Toc60776997][bookmark: _Toc156130008]Start of the first change
5.7.10.4 	Actions for the Random Access report determination
Upon successfully performing random-access procedure initialized with 4-step or 2-step RA type, or upon failed or successfully completed on-demand system information acquisition procedure in RRC_IDLE or RRC_INACTIVE state, or upon failed or successfully completed RA-SDT operation as specified in clause 5.3.13.5, the UE shall:
1>	if the RPLMN or the PLMN selected by upper layers (see TS24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1 is not included in plmn-IdentityList stored in a non-empty VarRA-Report; or
1>	if the registered SNPN or the SNPN selected by upper layers (see TS24.501 [23]) from the list of SNPN(s) included in the NPN-IdentityInfoList in SIB1is not included in plmn-IdentityList stored in a non-empty VarRA-Report:
2>	clear the information included in VarRA-Report;
1>	if the UE is not in SNPN access mode and if the number of RA-Report entries stored in the ra-ReportList in VarRA-Report is less than maxRAReport:
2>	if the number of PLMN entries in plmn-IdentityList stored in VarRA-Report is less than maxPLMN; or
2>	if the number of PLMN entries in plmn-IdentityList stored in VarRA-Report is equal to maxPLMN and the list of EPLMNs is subset of or equal to the plmn-IdentityList stored in VarRA-Report:
3>	append the following contents associated to the successfully completed random-access procedure or the failed or successfully completed on-demand system information acquisition procedure as a new entry in the VarRA-Report:
4>	if the list of EPLMNs has been stored by the UE:
5>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN) without exceeding the limit of maxPLMN;
4>	else:
5>	set the plmn-Identity, in plmn-IdentityList, to the PLMN selected by upper layers (see TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityInfoList in SIB1;
4>	set the cellId to the global cell identity and the tracking area code, if available, otherwise to the physical cell identity and carrier frequency of the cell in which the corresponding random-access preamble was transmitted;
4>	if the UE supports spCell ID indication:
5>	if the corresponding random-access procedure was performed on an SCell of MCG:
6>	set the spCellId to the global cell identity and tracking area code of the PCell;
5>	if the corresponding random-access procedure was performed on an SCell of SCG:
6>	set the spCellId to the global cell identity and tracking area code of the PSCell, if available, otherwise, set the spCellId to the global cell identity and tracking area code of the PCell;
5>	if the corresponding random-access procedure was performed on PSCell:
6>	if the cellId is not set to the global cell identity and tracking area code of the PSCell, set the spCellId to the global cell identity and tracking area code of the PCell;
4>	set the raPurpose to include the purpose of triggering the random-access procedure;
4>	set the ra-InformationCommon as specified in clause 5.7.10.5.
1>	if the UE is in SNPN access mode and if the number of RA-Report entries stored in the ra-ReportList in VarRA-Report is less than maxRAReport:
2>	if the number of SNPN identity entries in snpn-IdentityList stored in VarRA-Report is less than maxNPN; or
2>	if the number of SNPN identity entries in snpn-IdentityList stored in VarRA-Report is equal to maxNPN and the list of equivalent SNPN(s) is subset of or equal to the snpn-IdentityList stored in VarRA-Report:
3>	append the following contents associated to the successfully completed random-access procedure or the failed or successfully completed on-demand system information acquisition procedure as a new entry in the VarRA-Report:
4>	if the list of equivalent SNPN(s) has been stored by the UE:
5>	set the snpn-IdentityList to include the list of equivalent SNPN(s) stored by the UE (i.e. includes the registered SNPN) without exceeding the limit of maxNPN;
4>	else:
5>	set the snpn-Identity, in snpn-IdentityList, to the SNPN identity selected by upper layers (see TS 24.501 [23]) from the SNPN identities included in the NPN-IdentityInfoList in SIB1;
4>	set the cellId to the global cell identity and the tracking area code, if available, otherwise to the physical cell identity and carrier frequency of the cell in which the corresponding random-access preamble was transmitted;
4>	if the UE supports spCell ID indication:
5>	if the corresponding random-access procedure was performed on an SCell of MCG:
6>	set the spCellId to the global cell identity of the PCell;
5>	if the corresponding random-access procedure was performed on an SCell of SCG:
6>	set the spCellId to the global cell identity of the PSCell, if available, otherwise, set the spCellId to the global cell identity of the PCell;
5>	if the corresponding random-access procedure was performed on PSCell:
6>	if the cellId is not set to the global cell identity of the PSCell, set the spCellId to the global cell identity of the PCell;
4>	set the raPurpose to include the purpose of triggering the random-access procedure;
4>	set the ra-InformationCommon as specified in clause 5.7.10.5.
The UE may discard the random access report information, i.e. release the UE variable VarRA-Report, 48 hours after the last successful random access procedure or the failed or successfully completed on-demand system information acquisition procedure or the failed or successfully completed RA-SDT procedure related information is added to the VarRA-Report.
NOTE 1:	Void.
End of the last change

