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Introduction
In this paper, we discuss the following issues: 
1. Report the completion of satellite switch with resync and unchanged PCI (relevant to RIL H001). 
2. Corrections on RACH-less HO procedure.
[bookmark: _Hlk143643250]Discussion
Report the completion of satellite switch (relevant to RIL H001)
For satellite switch with resync and unchanged PCI, the current procedure is that UE autonomously switches to the target satellite based on NW indication of soft switch or hard switch, without RACH. One issue for both soft and hard switch procedure is that if there is no immediately UL data transmission NW does not know when exactly UE has completed the switch, whether the switch is successful, or when to start to schedule UE from the new satellite. Although the aim is to perform a lower-layer switch without L3 involvement, NW should be aware of UE’s intra-cell inter-satellite mobility for NW control in RRC_CONNECTED as there is a satellite switch. Therefore, UE should inform NW the completion of satellite switch with resync and unchanged PCI. Due to the nature of lower layer switch, it is appropriate to inform the completion in MAC procedure. 
Observation 1: For both soft and hard switch procedure, NW does not know when exactly UE has completed the switch, whether the switch is successful, or when to start to schedule UE from the new satellite.
Observation 2: NW should be aware of UE’s intra-cell inter-satellite mobility for NW control in RRC_CONNECTED. 
Proposal 1: UE reports in MAC the completion of satellite switch with resync and unchanged PCI.
One simple solution based on the existing MAC procedure is to make UE report TA to the new satellite as a signal of satellite switch completion. In the current TA report procedure, TAR is triggered due to upper layer indication or TA difference to the last report is larger than an offset, and scheduling request for TAR is configurable, as copied below. 
	[bookmark: _Toc155999640]5.4.8	Timing Advance Reporting
The Timing Advance reporting procedure is used in a non-terrestrial network or an air to ground network to provide the gNB with an estimate of the UE's Timing Advance value (i.e., TTA as defined in the UE's TA formula, see TS 38.211 [8] clause 4.3.1).
RRC controls Timing Advance reporting by configuring the following parameters:
-	offsetThresholdTA;
-	timingAdvanceSR.
A Timing Advance report (TAR) shall be triggered if any of the following events occur:
-	upon indication from upper layers to trigger a Timing Advance report;
-	upon configuration of offsetThresholdTA by upper layers, if the UE has not previously reported Timing Advance value to current Serving Cell;
-	if the variation between the current estimate of the Timing Advance value and the last reported Timing Advance value is equal to or larger than offsetThresholdTA, if configured.
The MAC entity shall:
1>	if the Timing Advance reporting procedure determines that at least one TAR has been triggered and not cancelled:
2>	if UL-SCH resources are available for a new transmission and the UL-SCH resources can accommodate the Timing Advance Report MAC CE plus its subheader as a result of logical channel prioritization:
3>	instruct the Multiplexing and Assembly procedure to generate the Timing Advance Report MAC CE as defined in clause 6.1.3.56.
2>	else
3>	if timingAdvanceSR is configured with value enabled:
4>	trigger a Scheduling Request.



To signal the completion of satellite switch, TAR can be triggered towards the new satellite regardless of the TA difference to the last report or upper-layer configuration on TA report. 
[bookmark: _Hlk158803117][bookmark: _GoBack]Proposal 2: If indication of uplink synchronization is received after indication of uplink synchronization loss due to satellite switch with re-synchronization, TA report is triggered.
In Rel-17, only if configured, SR can be triggered when there is no UL grant to accommodate the TAR. If P1 is agreeable, another issue is whether the triggered the TAR can directly triggered SR, regardless of timeAdvanceSR. We think the SR should be triggered for TAR to inform the completion of satellite switch, if TAR has not been sent after the switch.  
Proposal 3: If indication of uplink synchronization is received after indication of uplink synchronization loss due to satellite switch with re-synchronization, and the UE has not reported Timing Advance value after satellite switch with re-synchronization, SR is triggered if there is no UL grant for the triggered TAR.
Proposal 4: If P1 and P2 are agreed, adopt the TP in the Appendix. 
Corrections on RACH-less HO
Specify “on-going RACH-less HO procedure”
For RACH-less HO procedure in MAC, the phrase of “there is an on-going RACH-less procedure" is used. However, it is not clear what defines an on-going RACH-less procedure. As a comparison, in LTM cell switch procedure, it is specified as follows. 
	The MAC entity shall:
1>	if the MAC entity receives an LTM Cell Switch Command MAC CE on a Serving Cell:
2>	indicate to upper layers that the LTM cell switch procedure is triggered and the Target Configuration ID included in the MAC CE;
2>	if the MAC reset operation as specified in clause 5.12 is performed, as requested by upper layers:
3>	if Timing Advance Command value (hexa-decimal) is not set as FFF:
4>	process the received Timing Advance Command (see clause 5.2);
4>	consider the RACH-less LTM cell switch to be ongoing;
4>	if the MAC entity is associated with SCG:
5>	indicate to upper layers to skip the Random Access procedure for this LTM cell switch.
3>	else if the Timing Advance measurement is configured as specified in TS 38.331 [5] and the UE has successfully measured the Timing Advance for the indicated LTM target:
4>	process the measured Timing Advance (see clause 5.2);
4>	consider the RACH-less LTM cell switch to be ongoing.



For RACH-less HO, a clear specification is needed for “on-going RACH-less procedure”. It can be added in clause 5.2 as follows.
1>	when the MAC entity is configured with rach-LessHO:
2>	set the NTA value (as defined in TS 38.211 [8]) to the value indicated by targetNTA in rach-LessHO for PTAG;
2>	start the timeAlignmentTimer associated with PTAG;
2> consider the RACH-less HO procedure to be ongoing.
Proposal 5: add “consider the RACH-less HO procedure to be ongoing” after PTAG start in clause 5.2. Adopt the above TP.

CG-based RACH-less HO procedure
For CG-based RACH-less HO, the procedure for initial UL transmission is specified as follows currently in TS 38.321 clause 5.8.2. 
	[bookmark: _Hlk158812235]For an uplink grant configured for configured grant Type 1 for RACH-less handover, when RACH-less handover is triggered and not terminated, for each configured uplink grant valid according to TS 38.214 [7] for which the above formula is satisfied, the MAC entity shall:
1>	if, after the initial transmission of RACH-less handover has been performed according to clause 5.4.1 and 5.33, PDCCH addressed to the MAC entity's C-RNTI has not been received:
2>	if the SSB corresponding to the configured UL grant has the same SSB index as the SSB selected for the initial transmission of RACH-less handover (i.e., retransmission of initial transmission of RACH-less handover):
3>	select this SSB;
3>	indicate the SSB index corresponding to the configured uplink grant to the lower layer;
3>	consider this configured uplink grant as valid.
1>	else if at least one SSB corresponding to the configured uplink grant with SS-RSRP above rach-less-RSRP-ThresholdSSB is available:
2>	select an SSB with SS-RSRP above rach-less-RSRP-ThresholdSSB amongst the SSB(s) associated with the configured uplink grant;
2>	indicate the selected SSB index to the lower layer;
2>	consider this configured uplink grant as valid.
1>	else:
2>	consider this configured uplink grant as not valid;
2>	initiate Random Access procedure in clause 5.1.
NOTE 1A:	When the UE determines if there is an SSB with SS-RSRP above rach-less-RSRP-ThresholdSSB, the UE uses the latest unfiltered L1-RSRP measurement.



The highlighted phrase is slightly misleading that it can mean RACH-less is not failed/terminated due to T304 expiry. However, the intention is that the procedure is applied when there is an on-going RACH-less HO. It is better to align with the phase used in other places. Thus, it is proposed to replace " when RACH-less handover is triggered and not terminated " by “when there is an on-going RACH-less HO procedure”.
Proposal 6: For CG-based RACH-less HO procedure in clause 5.8.2, replace " when RACH-less handover is triggered and not terminated " by “when there is an on-going RACH-less HO procedure”.
In RAN2#123 meeting, we have agreed that if no SSB mapping to CG has RSRP above the threshold, fallback to RACH HO when T304 is running. This means when no SSB for CG (i.e., all CG occasions) has RSRP above the threshold, i.e., when none of the CG occasions is valid, RACH is initiated. However, the current procedure of the blue highlighted part is that for each configured uplink grant, if no SSB corresponding to the configured uplink grant has RSRP above the threshold, consider this configured uplink grant as not valid and initiate RACH, which is not correct. 
Observation 3: The current procedure, that RACH is triggered whenever one configured uplink grant for RACH-less HO is not valid, is not correct.
To correct this, we need a different condition for initiating RACH, the condition is similar to CD-SDT case, i.e., “if no SSB configured for cg-NTN-RACH-Less-Configuration with SS-RSRP above ntn-RSRP-ThresholdSSB is available, initiate RACH”.
[bookmark: _Hlk158814102]Proposal 7: Correct the condition for RACH initiation when no CG is valid for RACH-less HO: if no SSB configured for cg-NTN-RACH-Less-Configuration with SS-RSRP above ntn-RSRP-ThresholdSSB is available, initiate RACH. 
Proposal 8: Adopt the TP in Appendix for P6 and P7.
Conclusion
Based on the discussion, we have the following proposals.
Observation 1: For both soft and hard switch procedure, NW does not know when exactly UE has completed the switch, whether the switch is successful, or when to start to schedule UE from the new satellite.
Observation 2: NW should be aware of UE’s intra-cell inter-satellite mobility for NW control in RRC_CONNECTED. 
Proposal 1: UE reports in MAC the completion of satellite switch with resync and unchanged PCI.
Proposal 2: If indication of uplink synchronization is received after indication of uplink synchronization loss due to satellite switch with re-synchronization, TA report is triggered.
Proposal 3: If indication of uplink synchronization is received after indication of uplink synchronization loss due to satellite switch with re-synchronization, and the UE has not reported Timing Advance value after satellite switch with re-synchronization, SR is triggered if there is no UL grant for the triggered TAR.
Proposal 4: If P2 and P3 are agreed, adopt the TP in the Appendix.
Proposal 5: add “consider the RACH-less HO procedure to be ongoing” after PTAG start in clause 5.2. Adopt the TP.
Proposal 6: For CG-based RACH-less HO procedure in clause 5.8.2, replace " when RACH-less handover is triggered and not terminated " by “when there is an on-going RACH-less HO procedure”.
Observation 3: The current procedure, that RACH is triggered whenever one configured uplink grant for RACH-less HO is not valid, is not correct.
Proposal 7: Add the condition for RACH initiation when no CG is valid for RACH-less HO: if no SSB configured for cg-NTN-RACH-Less-Configuration with SS-RSRP above ntn-RSRP-ThresholdSSB is available, initiate RACH. 
Proposal 8: Adopt the TP in Appendix for P6 and P7.

Appendix 
TP for P2 and P3
First change
[bookmark: _Toc155999618]5.2a	Maintenance of UL Synchronization
The MAC entity shall for each Serving Cell:
1>	if an indication of uplink synchronization has been received from upper layers (see clauses 5.2.2.6 and 5.7.19 of TS 38.331 [5]):
[bookmark: _Hlk158802454]2>	if indication of uplink synchronization is received after indication of uplink synchronization loss due to satellite switch with re-synchronization (see clause 5.7.19 of TS 38.331 [5]):
3>	set NTA value (as defined in TS 38.211 [8]) to zero for PTAG;
3>	indicate to lower layers a Differential Koffset with value zero;.
3> trigger a Timing Advance Report.
2>	allow uplink transmission on the Serving Cell.
1>	if an indication of uplink synchronization loss or uplink synchronization loss due to satellite switch with re-synchronization is received from upper layers (see clause 5.2.2.6 and 5.7.19 of TS 38.331 [5]):
2>	flush all HARQ buffers;
2>	not perform any uplink transmission on the Serving Cell.
NOTE:	The MAC entity suspends all UL operations (e.g. stop RACH, SR, and UL HARQ operation) after receiving the indication of an uplink synchronization loss and resumes the operation when receiving an indication of uplink synchronization.
Second change
5.4.8	Timing Advance Reporting
The Timing Advance reporting procedure is used in a non-terrestrial network or an air to ground network to provide the gNB with an estimate of the UE's Timing Advance value (i.e., TTA as defined in the UE's TA formula, see TS 38.211 [8] clause 4.3.1).
RRC controls Timing Advance reporting by configuring the following parameters:
-	offsetThresholdTA;
-	timingAdvanceSR.
A Timing Advance report (TAR) shall be triggered if any of the following events occur:
-	upon indication from upper layers to trigger a Timing Advance report;
-	upon configuration of offsetThresholdTA by upper layers, if the UE has not previously reported Timing Advance value to current Serving Cell;
-	if the variation between the current estimate of the Timing Advance value and the last reported Timing Advance value is equal to or larger than offsetThresholdTA, if configured.;
-	upon indication of uplink synchronization is received after indication of uplink synchronization loss due to satellite switch with re-synchronization.
The MAC entity shall:
1>	if the Timing Advance reporting procedure determines that at least one TAR has been triggered and not cancelled:
2>	if UL-SCH resources are available for a new transmission and the UL-SCH resources can accommodate the Timing Advance Report MAC CE plus its subheader as a result of logical channel prioritization:
3>	instruct the Multiplexing and Assembly procedure to generate the Timing Advance Report MAC CE as defined in clause 6.1.3.56.
2>	else
3>	if timingAdvanceSR is configured with value enabled, or:
3> if indication of uplink synchronization is received after indication of uplink synchronization loss due to satellite switch with re-synchronization and TA value has not been reported after satellite switch with re-synchronization: 
4>	trigger a Scheduling Request.
NOTE:	UL-SCH resources are considered available if the MAC entity has been configured with, receives, or determines an uplink grant. If the MAC entity has determined at a given point in time that UL-SCH resources are available, this need not imply that UL-SCH resources are available for use at that point in time.
A MAC PDU shall contain at most one Timing Advance Report MAC CE, even when multiple events have triggered a Timing Advance report. The Timing Advance Report MAC CE shall be generated based on the latest available estimate of the UE's Timing Advance value prior to the MAC PDU assembly.
All triggered Timing Advance reports shall be cancelled when a MAC PDU is transmitted and this PDU includes a Timing Advance Report MAC CE.
TP for P6 and P7
[bookmark: _Toc155999650]5.8.2	Uplink
There are two types of transmission without dynamic grant:
-	configured grant Type 1 where an uplink grant is provided by RRC, and stored as configured uplink grant;
-	configured grant Type 2 where an uplink grant is provided by PDCCH, and stored or cleared as configured uplink grant based on L1 signalling indicating configured uplink grant activation or deactivation.
Type 1 and Type 2 are configured by RRC for a Serving Cell per BWP. Multiple configurations can be active simultaneously in the same BWP. For Type 2, activation and deactivation are independent among the Serving Cells. For the same BWP, the MAC entity can be configured with both Type 1 and Type 2.
A multi-PUSCH configured grant has multiple consecutive configured uplink grants within a periodicity. Both Type 1 and Type 2 can be configured for a multi-PUSCH configured grant by RRC.
Only configured grant Type 1 can be configured for CG-SDT. CG-SDT can only be configured on initial BWP.
RRC configures the following parameters when the configured grant Type 1 is configured:
-	cs-RNTI: CS-RNTI for retransmission;
-	cg-SDT-CS-RNTI: CS-RNTI for CG-SDT retransmission;
-	cg-SDT-RSRP-ThresholdSSB: an RSRP threshold configured for SSB selection for CG-SDT;
-	rach-less-RSRP-ThresholdSSB: an RSRP threshold configured for SSB selection for RACH-less handover;
-	periodicity: periodicity of the configured grant Type 1;
-	timeDomainOffset: Offset of a resource with respect to SFN = timeReferenceSFN in time domain;
-	timeDomainAllocation: Allocation of configured uplink grant in time domain which contains startSymbolAndLength (i.e. SLIV in TS 38.214 [7]) or startSymbol (i.e. S in TS 38.214 [7]);
-	nrofHARQ-Processes: the number of HARQ processes for configured grant;
-	harq-ProcID-Offset: offset of HARQ process for configured grant configured with cg-RetransmissionTimer for operation with shared spectrum channel access;
-	harq-ProcID-Offset2: offset of HARQ process for configured grant not configured with cg-RetransmissionTimer;
-	timeReferenceSFN: SFN used for determination of the offset of a resource in time domain. The UE uses the closest SFN with the indicated number preceding the reception of the configured grant configuration;
-	timeReferenceH-SFN: H-SFN used for determination of the offset of a resource in time domain. The UE uses the closest H-SFN with the indicated number preceding the reception of the configured grant configuration.
RRC configures the following parameters when the configured grant Type 2 is configured:
-	cs-RNTI: CS-RNTI for activation, deactivation, and retransmission;
-	periodicity: periodicity of the configured grant Type 2;
-	nrofHARQ-Processes: the number of HARQ processes for configured grant;
-	harq-ProcID-Offset: offset of HARQ process for configured grant configured with cg-RetransmissionTimer for operation with shared spectrum channel access;
-	harq-ProcID-Offset2: offset of HARQ process for configured grant not configured with cg-RetransmissionTimer.
RRC configures the following parameter when retransmissions on configured uplink grant is configured:
-	cg-RetransmissionTimer: the duration after a configured grant (re)transmission of a HARQ process when the UE shall not autonomously retransmit that HARQ process;
-	cg-SDT-RetransmissionTimer: the duration after a configured grant (re)transmission of a HARQ process of the initial CG-SDT transmission with CCCH message when the UE shall not autonomously retransmit the HARQ process;
-	cg-LTM-RetransmissionTimer: the duration after a configured grant (re)transmission of a HARQ process of the initial transmission at LTM cell switch when the UE shall not autonomously initiate a retransmission on the HARQ process;
-	cg-RACH-less-RetransmissionTimer: the duration after a configured grant (re)transmission of a HARQ process of the initial transmission of RACH-less handover when the UE shall not autonomously retransmit the HARQ process.
RRC configures the following additional parameter for a multi-PUSCH configured grant:
-	nrofSlotsInCG-Period: the number of configured uplink grants in a periodicity of a multi-PUSCH configured grant.
For a configured uplink grant, the MAC entity shall:
1>	if the configured uplink grant is associated with a multi-PUSCH configured grant:
2>	if configured uplink grant has not been indicated to the lower layers as to be unused for PUSCH transmission; and
2>	if the configured uplink grant meets the validity conditions specified in the clause 6.1 in TS 38.214 [7]:
3>	consider the configured uplink grant available for use;
1>	else if the configured uplink grant has not been indicated to lower layers as to be unused for PUSCH transmission:
2>	consider the configured uplink grant available for use.
The MAC entity determines if a configured uplink grant is going to be used for PUSCH transmission or not by considering the amount of buffered data that can be transmitted on the available occasions of the associated configured grant and other available UL-SCH resources. Upon this determination, the MAC entity sends an indication to the lower layers regarding this decision, for use in the procedure for reporting UTO-UCI (as specified in clause 9.3 in TS 38.213 [6]).
Upon configuration of a configured grant Type 1 for a BWP of a Serving Cell by upper layers, the MAC entity shall:
1>	store the uplink grant provided by upper layers as a configured uplink grant for the indicated BWP of the Serving Cell;
1>	initialise or re-initialise the configured uplink grant to start in the symbol according to timeDomainOffset, timeReferenceSFN, and S (derived from SLIV or provided by startSymbol as specified in TS 38.214 [7]), and to reoccur with periodicity.
After an uplink grant is configured for a configured grant Type 1, the MAC entity shall consider sequentially that the configured uplink grant, or the first configured uplink grant in a multi-PUSCH configured grant, in the Nth (N ≥ 0) periodicity occurs in the symbol for which:
-	if cg-SDT-PeriodicityExt (as defined in TS 38.331 [5]) is not configured:
	[(SFN × numberOfSlotsPerFrame × numberOfSymbolsPerSlot)
	+ (slot number in the frame × numberOfSymbolsPerSlot) + symbol number in the slot] =
	(timeReferenceSFN × numberOfSlotsPerFrame × numberOfSymbolsPerSlot
	+ timeDomainOffset × numberOfSymbolsPerSlot + S + N × periodicity)
	modulo (1024 × numberOfSlotsPerFrame × numberOfSymbolsPerSlot)
-	else:
	[(H-SFN × numberOfSFNperH-SFN + SFN) × numberOfSlotsPerFrame × numberOfSymbolsPerSlot
	+ (slot number in the frame × numberOfSymbolsPerSlot) + symbol number in the slot] =
	((timeReferenceH-SFN × numberOfSFNperH-SFN + timeReferenceSFN)
	× numberOfSlotsPerFrame × numberOfSymbolsPerSlot
	+ timeDomainOffset × numberOfSymbolsPerSlot + S + N × periodicity)
	modulo (1024 × 1024 × numberOfSlotsPerFrame × numberOfSymbolsPerSlot)
For a multi-PUSCH configured grant Type 1, the Mth (1 < M ≤ nrofSlotsInCG-Period) configured uplink grant within a periodicity occurs (M-1) × numberOfSymbolsPerSlot symbols after the symbol in which the first configured uplink grant in that periodicity occurs.
For an uplink grant configured for configured grant Type 1 for CG-SDT on the selected uplink carrier as in clause 5.27, when CG-SDT is triggered and not terminated, for each configured uplink grant valid according to TS 38.214 [7] for which the above formula is satisfied, the MAC entity shall:
1>	if, after initial transmission for CG-SDT with CCCH message has been performed according to clause 5.4.1, PDCCH addressed to the MAC entity's C-RNTI has not been received:
2>	if the SSB corresponding to the configured UL grant has the same SSB index as the SSB selected for initial transmission for CG-SDT with CCCH message (i.e., retransmission of initial transmission of CG-SDT):
3>	select this SSB;
3>	indicate the SSB index corresponding to the configured uplink grant to the lower layer;
3>	consider this configured uplink grant as valid.
[bookmark: _Hlk158813256]1>	else if at least one SSB configured for CG-SDT with SS-RSRP above cg-SDT-RSRP-ThresholdSSB is available:
2>	if at least one SSB corresponding to the configured uplink grant with SS-RSRP above the cg-SDT-RSRP-ThresholdSSB is available:
3>	if this is the initial transmission of CG-SDT with CCCH message after the CG-SDT procedure is initiated as in clause 5.27 (i.e., initial transmission for CG-SDT):
4>	select an SSB with SS-RSRP above cg-SDT-RSRP-ThresholdSSB amongst the SSB(s) associated with the configured uplink grant.
3>	else if PDCCH addressed to C-RNTI has been received after the initial transmission of CG-SDT with CCCH message (i.e., subsequent new transmission for CG-SDT):
4>	if SS-RSRP of the SSB selected for the previous transmission for CG-SDT is above cg-SDT-RSRP-ThresholdSSB and this SSB is associated with this configured uplink grant:
5>	select this SSB.
4>	else if SS-RSRP of the SSB selected for the previous transmission for CG-SDT is not above cg-SDT-RSRP-ThresholdSSB:
5>	select an SSB with SS-RSRP above cg-SDT-RSRP-ThresholdSSB amongst the SSB(s) associated with the configured uplink grant.
3>	if SSB is selected above:
4>	indicate the SSB index to the lower layer;
4>	consider this configured uplink grant as valid.
1>	else:
2>	consider this configured uplink grant as not valid.
2>	if PDCCH addressed to C-RNTI after the initial transmission of the CG-SDT with CCCH message has been received:
3>	if there is data available for transmission for at least one RB configured for SDT:
4>	initiate Random Access procedure in clause 5.1.
NOTE 1:	When the UE determines if there is an SSB with SS-RSRP above cg-SDT-RSRP-ThresholdSSB, the UE uses the latest unfiltered L1-RSRP measurement.
For an uplink grant configured for configured grant Type 1 for LTM cell switch, when there is an on-going RACH-less LTM cell switch procedure, for each configured uplink grant valid according to TS 38.214 [7] for which the above formula is satisfied, the MAC entity shall:
1>	if an SSB corresponding to the configured UL grant has the same SSB index as the SSB associated with the TCI state indicated by LTM Cell Switch Command MAC CE, as specified in clause 5.18.35:
2>	select the SSB associated with the TCI state indicated by LTM Cell Switch Command MAC CE.
2>	indicate the SSB index to the lower layer;
2>	consider this configured uplink grant as valid.
1>	else:
2>	consider this configured uplink grant as not valid.
For an uplink grant configured for configured grant Type 1 for RACH-less handover, when there is an on-going RACH-less handover is triggered and not terminatedprocedure, for each configured uplink grant valid according to TS 38.214 [7] for which the above formula is satisfied, the MAC entity shall:
1>	if, after the initial transmission of RACH-less handover has been performed according to clause 5.4.1 and 5.33, PDCCH addressed to the MAC entity's C-RNTI has not been received:
2>	if the SSB corresponding to the configured UL grant has the same SSB index as the SSB selected for the initial transmission of RACH-less handover (i.e., retransmission of initial transmission of RACH-less handover):
3>	select this SSB;
3>	indicate the SSB index corresponding to the configured uplink grant to the lower layer;
3>	consider this configured uplink grant as valid.
1>	else if at least one SSB corresponding to the configured uplink grant with SS-RSRP above rach-less-RSRP-ThresholdSSB is available:
2>	select an SSB with SS-RSRP above rach-less-RSRP-ThresholdSSB amongst the SSB(s) associated with the configured uplink grant;
2>	indicate the selected SSB index to the lower layer;
2>	consider this configured uplink grant as valid.
1>	else:
2>	consider this configured uplink grant as not valid;
1>	if no SSB configured for cg-NTN-RACH-Less-Configuration with SS-RSRP above ntn-RSRP-ThresholdSSB is available:
2>	initiate Random Access procedure in clause 5.1.
NOTE 1A:	When the UE determines if there is an SSB with SS-RSRP above rach-less-RSRP-ThresholdSSB, the UE uses the latest unfiltered L1-RSRP measurement.
After an uplink grant is configured for a configured grant Type 2, the MAC entity shall consider sequentially that the configured uplink grant, or the first configured uplink grant in a multi-PUSCH configured grant, in the Nth (N ≥ 0) periodicity occurs in the symbol for which:
	[(SFN × numberOfSlotsPerFrame × numberOfSymbolsPerSlot)
	+ (slot number in the frame × numberOfSymbolsPerSlot) + symbol number in the slot] =
	[(SFNstart time × numberOfSlotsPerFrame × numberOfSymbolsPerSlot
	+ slotstart time × numberOfSymbolsPerSlot + symbolstart time) + N × periodicity]
	modulo (1024 × numberOfSlotsPerFrame × numberOfSymbolsPerSlot)
where SFNstart time, slotstart time, and symbolstart time are the SFN, slot, and symbol, respectively, of the first transmission opportunity of PUSCH where the configured uplink grant was (re-)initialised.
For a multi-PUSCH configured grant Type 2, the Mth (1 < M ≤ nrofSlotsInCG-Period) configured uplink grant within the same periodicity occurs (M-1) × numberOfSymbolsPerSlot symbols after the symbol in which the first configured uplink grant in that periodicity occurs.
If cg-nrofPUSCH-InSlot or cg-nrofSlots is configured for a configured grant Type 1 or Type 2, the MAC entity shall consider the uplink grants occur in those additional PUSCH allocations as specified in clause 6.1.2.3 of TS 38.214 [7].
NOTE 2:	In case of unaligned SFN across carriers in a cell group, the SFN of the concerned Serving Cell is used to calculate the occurrences of configured uplink grants.
When the configured uplink grant is released by upper layers, all the corresponding configurations shall be released and all corresponding uplink grants shall be cleared.
The MAC entity shall:
1>	if at least one configured uplink grant confirmation has been triggered and not cancelled; and
1>	if the MAC entity has UL resources allocated for new transmission:
2>	if, in this MAC entity, at least one configured uplink grant is configured by configuredGrantConfigToAddModList:
3>	instruct the Multiplexing and Assembly procedure to generate a Multiple Entry Configured Grant Confirmation MAC CE as defined in clause 6.1.3.31.
2>	else:
3>	instruct the Multiplexing and Assembly procedure to generate a Configured Grant Confirmation MAC CE as defined in clause 6.1.3.7.
2>	cancel all triggered configured uplink grant confirmation(s).
For a configured grant Type 2, the MAC entity shall clear the configured uplink grant(s) immediately after first transmission of Configured Grant Confirmation MAC CE or Multiple Entry Configured Grant Confirmation MAC CE which confirms the configured uplink grant deactivation.
Retransmissions use:
-	repetition of configured uplink grants; or
-	received uplink grants addressed to CS-RNTI; or
-	configured uplink grants with cg-RetransmissionTimer, cg-LTM-RetransmissionTimer, cg-RACH-less-RetransmissionTimer or cg-SDT-RetransmissionTimer configured.

