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1	Introduction
At RAN2#125, cell barring for mobile IAB-MT was discussed in relation to the iab-Support and mobileIAB-Support SIB1 indications but RAN2 did not reach a common understanding on whether or how a mobile IAB-MT could be barred from a cell. mIAB or IAB operation
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-	QC think it would be barred based on either and this is not needed. 
-	Samsung think this proposal isn’t needed at this point. 
-	Nokia and QC think is can still be mobile as a UE and we don’t need the barring statement.
-	Huawei think we need to consider this from MT point of view. If a UE is a IAB-MT then it need to consider this. 
-	Chair: not clear what is needed, if anything. Con continue in maintenance phase based on company contribution. 
Noted

This issue was captured FFS in TS 38.331 clause 5.2.2.4.2.
Editor's Note: FFS whether a cell can be barred for a mobile IAB-MT.
In this contribution we further discuss cell barring for mobile IAB-MT.
2	Discussion
2.1	Cell barring in Rel-16/Rel-17 IAB
Legacy IAB was assumed to be a fixed (stationary) node with very limited mobility based on the partial migration feature. Although the IAB-MT supported some limited UE functionality, it was not in general expected to behave like a UE in terms of cell access and mobility.
On the other hand, since it was considered a type of (mainly fixed) node, legacy IAB deployments in a network would typically be planned by the operator, where the intention would be to allow the IAB-nodes to only access pre-planned cells (i.e. cells broadcasting iab-Support in SIB1). Since such operation would be based on network planning, there was no expectation for an IAB-MT to be able to receive any type of service from other cells not broadcasting iab-Support. Furthermore, it was decided that legacy IAB-MT should only use the iab-Support indication for cell barring determination, ignoring other cell barring indications, since an operator might want to allow certain cells to be accessible to IAB only while not allowing other UEs to access those cells, e.g. to reserve backhaul capacity.
Observation 1: Legacy IAB assumed a static/semi-static node that would only ever need to access cells that were intentionally planned for providing IAB support.
Based on the above the following details were captured in TS 38.304 and TS 38.331 for (legacy) IAB-MT.
TS 38.304 clause 5.3.1:
NOTE 0:	IAB-MT ignores the cellBarred, cellReservedForOperatorUse, cellReservedForFutureUse, and intraFreqReselection (i.e. treats intraFreqReselection as if it was set to allowed) as defined in TS 38.331 [3]. IAB-MT also ignores cellReservedForOtherUse for cell barring determination (i.e. NPN capable IAB-MT considers cellReservedForOtherUse for determination of an NPN-only cell) as defined in TS 38.331 [3].
-	iab-Support (IE type: "true")
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is specified per PLMN or per SNPN.
TS 38.331 clause 5.2.2.4.2:
3>	else if UE is IAB-MT and if iab-Support is not provided for the selected PLMN nor the registered PLMN nor PLMN of the equivalent PLMN list nor the selected SNPN nor the registered SNPN nor SNPN of the equivalent SNPN list:
4>	consider the cell as barred in accordance with TS 38.304 [20];
2.2	Cell barring in Rel-18 mobile IAB
Despite being based on the same architecture and procedures as legacy IAB, mobile IAB fits a different use case. 
Like legacy IAB, operators may choose to restrict where mobile IAB-nodes can operate (i.e. where they can provide service to on board UEs), based on the mobileIAB-Support SIB1 indication. However, unlike legacy IAB, it may not always be possible to predict with high certainty whether a mobile IAB-node will move to a location where cells are broadcasting mobileIAB-Support. If a mobile IAB-MT is completely barred from accessing cells not broadcasting mobileIAB-support, this would result in the mobile IAB-node becoming inaccessible to the operator. Conversely, it could be beneficial to allow a mobile IAB-MT to obtain some limited access from a cell not broadcasting mobileIAB-Support, e.g. to provide OAM access to the mobile IAB-node at minimum.
In practice, to avoid this issue, an operator would need to broadcast mobileIAB-Support in locations where they may not intend to allow UEs to access service from a mobile IAB node.
Observation 2: If mobile IAB-MT access is only determined by mobileIAB-Support, the IAB-node could become lost to the operator (i.e. inaccessible by OAM), once it moves to an area not broadcasting mobileIAB-Support. This might require operators to broadcast mobileIAB-Support in locations where they do not want to allow UEs to access mobile IAB-nodes.
Considering these limitations, it could make sense to allow (by implementation) a mobile IAB-MT to obtain limited access from cells not broadcasting mobileIAB-Support (or IAB-Support) while not allowing that same mobile IAB node to provide access to on-board UEs. In that case the mobile IAB-MT should only follow Note 0 from TS 38.304 clause 5.3.1 (shown in Section 2.1 above) when the cell is broadcasting mobileIAB-Support or iab-Support. 
If accessing a cell not broadcasting iab-Support or mobileIAB-Support, the mobile-IAB-capable IAB-MT should not send any indication to the network that it intends to operate as a fixed or mobile IAB-MT, (i.e. the IAB-MT should not include iab-NodeIndication and mobileIAB-NodeIndication in Msg5). This is summarized in the table below.
	Cell Status
	Proposed Behaviour for Rel-18 IAB-MT

	iab-Support
	mobileIAB-Support
	Barring indications from TS 38.304 clause 5.3.1 Note 0
	

	false
	false
	false
(not barred for UEs)
	May have limited access, but shall not send IAB/mobile IAB indications in Msg5

	false
	false
	true (barred for UEs)
	Barred from cell

	false
	true
	false
	May operate as mobile IAB

	false
	true
	true
	May operate as mobile IAB

	true
	false
	false
	May operate as legacy IAB

	true
	false
	true
	May operate as legacy IAB

	true
	true
	false
	May operate as legacy or mobile IAB 

	true
	true
	true
	May operate as legacy or mobile IAB 



In our view, this is in line with the spirit of the below agreements/assumptions that were made at RAN2#124. We think the last assumption could be changed to allow an IAB-MT to not send either Msg5 indication.
A parent node indicates support of mobile IAB but not Rel-16/17 IAB by broadcasting the “mobile IABsupported” indicator but not the “IABsupported” indicator in SIB1.
[bookmark: OLE_LINK34][bookmark: OLE_LINK35]A parent node indicates support of both, mobile IAB and Rel-16/17 IAB, by broadcasting “mobile IABsupported” and “IABsupported” in SIB1.
From AS / R2 point of view, an IAB-node indicates capabilities to the network and the use of these are configured by the network.
R2 assumes that the device can know whether it is intended to operate as R18 mIAB or R16/17-IAB node, (how the device knows is outside R2 scope, e.g. subscription, device internal param etc), the MSG5 indication is an indication of this intended mode of operation. This agreement is not intended to mandate that a mIAB node must support R16/17 operation (FFS pending cap discussion)
R2 assumes that the IAB-node only indicates either mobile IAB or Rel-16/17 IAB for MSG5, not both. 
One issue that could be ambiguous is how to handle the situation where an IAB-MT that was already authorized by the CN to operate as a fixed or mobile IAB moves to a location where no cells are broadcasting iab-Support or mobileIAB-Support. In this case, there could only be limited access to the IAB-MT through a PDU session, while the mobile-IAB-DUs would be lost, which would prevent service to on-board UEs. However, this problem already exists today where a mobile IAB could move to a location where the network does not support its operation. The only difference proposed is that the IAB-MT could still be allowed to maintain some (minimal) service.
Proposal 1: Mobile IAB-MT may access a cell when neither iab-Support nor mobileIAB-Support are broadcasted in SIB1. In that case the mobile IAB-MT shall also ignore Note 0 from TS 38.304 clause 5.3.1.
Proposal 2: If accessing a cell not broadcasting iab-Support nor mobileIAB-Support, mobile IAB-MT shall not include iab-NodeIndication nor mobileIAB-NodeIndication in Msg5.
Proposal 1 and Proposal 2 can be clarified in a note in TS 38.331 clause 5.2.2.4.2, as shown in Annex B.
Proposal 3: Add following note to TS 38.331 clause 5.2.2.4.2:
NOTE x:	An IAB-MT capable of operating as a mobile IAB-MT may access a cell not indicating iab-Support or mobileIAB-Support. In that case the IAB-MT shall not connect as an IAB-node or mobile IAB-node and shall ignore Note 0 of TS 38.304 clause 5.3.1.
3	Conclusion
This document has made the following observations:
Observation 1: Legacy IAB assumed a static/semi-static node that would only ever need to access cells that were intentionally planned for providing IAB support.
Observation 2: If mobile IAB-MT access is only determined by mobileIAB-Support, the IAB-node could become lost to the operator (i.e. inaccessible by OAM) once it moves to an area not broadcasting mobileIAB-Support. This might require operators to broadcast mobileIAB-Support in locations where they do not want to allow UEs to access mobile IAB-nodes.
And proposed the following:
Proposal 1: Mobile IAB-MT may access a cell when neither iab-Support nor mobileIAB-Support are broadcasted in SIB1. In that case the mobile IAB-MT shall also ignore Note 0 from TS 38.304 clause 5.3.1.
Proposal 2: If accessing a cell not broadcasting iab-Support nor mobileIAB-Support, mobile IAB-MT shall not include iab-NodeIndication nor mobileIAB-NodeIndication in Msg5.
Proposal 3: Add following note to TS 38.331 clause 5.2.2.4.2:
NOTE x:	An IAB-MT capable of operating as a mobile IAB-MT may access a cell not indicating iab-Support or mobileIAB-Support. In that case the IAB-MT shall not connect as an IAB-node or mobile IAB-node and shall ignore Note 0 of TS 38.304 clause 5.3.1.

Annex A: Relevant clauses from TS 38.304
[bookmark: _Toc46502336][bookmark: _Toc52749313][bookmark: _Toc156304183]5.3.1	Cell status and cell reservations
Cell status and cell reservations are indicated in the MIB or SIB1 message as specified in TS 38.331 [3] by means of following fields:
-	cellBarred (IE type: "barred" or "not barred") 
Indicated in MIB message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is common for all PLMNs and NPNs. This field is ignored by UEs supporting NTN while cellBarredNTN is included in SIB1.
-	cellBarredATG (IE type: "barred" or "not barred")
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is common for all PLMNs and NPNs. This field is only applicable to ATG UEs.
-	cellBarred-eRedCap1Rx (IE type: "barred" or "not barred")
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is common for all PLMNs and NPNs. This field is only applicable to eRedCap UEs.
-	cellBarred-eRedCap2Rx (IE type: "barred" or "not barred")
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is common for all PLMNs and NPNs. This field is only applicable to eRedCap UEs.
-	cellBarredNES (IE type: "not barred")
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is common for all PLMNs and NPNs. This field is only applicable to UEs capable of NES cell DTX/DRX.
-	cellBarredNTN (IE type: "barred" or "not barred")
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs. This field is ignored if the UE does not support NTN connectivity.
-	cellBarredRedCap1Rx (IE type: "barred" or "not barred")
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is common for all PLMNs and NPNs. This field is only applicable to RedCap UEs.
-	cellBarredRedCap2Rx (IE type: "barred" or "not barred")
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is common for all PLMNs and NPNs. This field is only applicable to RedCap UEs.
-	cellReservedForOperatorUse (IE type: "reserved" or "not reserved") 
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is specified per PLMN or per SNPN.
[bookmark: _Hlk506409868]-	cellReservedForOtherUse (IE type: "true") 
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs.
-	cellReservedForFutureUse (IE type: "true") 
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is common for all PLMNs and NPNs.
NOTE 0:	IAB-MT ignores the cellBarred, cellReservedForOperatorUse, cellReservedForFutureUse, and intraFreqReselection (i.e. treats intraFreqReselection as if it was set to allowed) as defined in TS 38.331 [3]. IAB-MT also ignores cellReservedForOtherUse for cell barring determination (i.e. NPN capable IAB-MT considers cellReservedForOtherUse for determination of an NPN-only cell) as defined in TS 38.331 [3].
NOTE 0a: NCR-MT ignores the cellBarred, cellReservedForOperatorUse, cellReservedForFutureUse, and intraFreqReselection (i.e. treats intraFreqReselection as if it was set to allowed) as defined in TS 38.331 [3]. NCR-MT also ignores cellReservedForOtherUse for cell barring determination (i.e. NPN capable NCR-MT considers cellReservedForOtherUse for determination of an NPN-only cell) as defined in TS 38.331 [3].
-	halfDuplexRedCapAllowed (IE type: "true")
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is common for all PLMNs and NPNs. This field is only applicable to (e)RedCap UEs.
-	iab-Support (IE type: "true")
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is specified per PLMN or per SNPN.
-	ncr-Support (IE type: "true")
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is common for all PLMNs and NPNs.
-	mobileIAB-Support (IE type: "true")
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is specified per PLMN or per SNPN.

When cell status is indicated as "not barred" and "not reserved" for operator use and not "true" for other use and not "true" for future use,
-	UEs shall treat this cell as candidate during the cell selection and cell reselection procedures.
When cell broadcasts any CAG-IDs or NIDs and the cell status is indicated as "not barred" and "not reserved" for operator use and "true" for other use, and not "true" for future use:
-	All NPN-capable UEs shall treat this cell as candidate during the cell selection and cell reselection procedures, other UEs shall treat this cell as if cell status is "barred".
When cell status is indicated as "true" for other use, and either cell does not broadcast any CAG-IDs or NIDs or does not broadcast any CAG-IDs and the UE is not operating in SNPN Access Mode,
-	The UE shall treat this cell as if cell status is "barred".
When cell status is indicated as "true" for future use,
-	The UE shall treat this cell as if cell status is "barred".
When cellBarredNES is absent and cellBarred is set to "barred",
-	The UE capable of NES cell DTX/DRX shall treat this cell as if cell status is "barred".
When cellBarredNTN is not broadcast in this cell,
-	For NTN access, the UE shall treat this cell as if cell status is "barred".
When halfDuplexRedCapAllowed is not broadcast in this cell,
-	The (e)RedCap UE only capable of operating in half-duplex for FDD shall treat this cell as if cell status is "barred".
When cellBarredATG is not broadcast in this cell,
-	For ATG access, the UE shall treat this cell as if cell status is "barred".
When cell status is indicated as "not barred" and "reserved" for operator use for any PLMN/SNPN and not "true" for other use and not "true" for future use,
-	UEs assigned to Access Identity 11 or 15 operating in their HPLMN/EHPLMN shall treat this cell as candidate during the cell selection and reselection procedures if the field cellReservedForOperatorUse for that PLMN set to "reserved".
-	UEs assigned to Access Identity 11 or 15 shall treat this cell as candidate during the cell selection and reselection procedures if the field cellReservedForOperatorUse for selected/registered SNPN is set to "reserved".
-	UEs assigned to an Access Identity 0, 1, 2 and 12 to 14 shall behave as if the cell status is "barred" in case the cell is "reserved for operator use" for the registered PLMN/SNPN or the selected PLMN/SNPN.
-	UEs assigned to Access Identity 3 shall behave as if the cell status is "barred" in case the cell is "reserved for operator use" for the registered PLMN or the selected PLMN.
NOTE 1:	Access Identities 11, 15 are only valid for use in the HPLMN/ EHPLMN and registered/selected SNPN; Access Identities 12, 13, 14 are only valid for use in the home country and registered/selected SNPN as specified in TS 22.261 [12].
NOTE 1a:	Access Identity 3 is only valid for PLMNs that indicate to potential Disaster Inbound Roamers that the UEs can access the PLMN as specified in TS 22.261 [12].
When cell status "barred" is indicated or to be treated as if the cell status is "barred",
-	The UE is not permitted to select/reselect this cell, not even for emergency calls.
-	The UE shall select another cell according to the following rule:
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the MIB:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	the UE may select another cell on the same frequency if the selection criteria are fulfilled.
-	else:
-	If the UE is a RedCap UE, the UE shall acquire SIB1 and, in the remainder of this procedure, consider 'intraFreqReselection in MIB' to be 'intraFreqReselectionRedCap in SIB1', if available;
[bookmark: _Hlk120536368]-	If the UE is an eRedCap UE, the UE shall acquire SIB1 and, in the remainder of this procedure, consider 'intraFreqReselection in MIB' to be 'intraFreqReselection-eRedCap in SIB1', if available.
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the SIB1:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	the UE may select another cell on the same frequency if the selection criteria are fulfilled.
-	If the cell status "barred" is indicated in MIB but the UE is unable to acquire the SIB1; or
-	If the cell is to be treated as if the cell status is "barred" due to not supporting (e)RedCap UEs:
-	the UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
-	the UE may select another cell on the same frequency if re-selection criteria are fulfilled.
-	If the UE is neither a RedCap UE nor an eRedCap UE, or if the UE is a RedCap UE and intraFreqReselectionRedCap in SIB1 is available, or if the UE is an eRedCap UE and intraFreqReselection-eRedCap in SIB1 is available:
-	If the field intraFreqReselection in MIB message is set to "allowed":
-	the UE may select another cell on the same frequency if re-selection criteria are fulfilled;
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the SIB1:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds;
-	else:
-	the UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
-	If the field intraFreqReselection in MIB message is set to "not allowed":
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the SIB1:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds;
-	If the cell operates in licensed spectrum:
-	the UE shall not re-select to another cell on the same frequency as the barred cell and exclude such cell(s) as candidate(s) for cell selection/reselection for 300 seconds;
-	else:
[bookmark: _Hlk81556465]-	the UE may select to another cell on the same frequency if the reselection criteria are fulfilled.
-	else:
-	If the cell operates in licensed spectrum, or if this cell belongs to a PLMN which is indicated as being equivalent to the registered PLMN or the selected PLMN of the UE, or if this cell belongs to an SNPN which is equal to or indicated as being equivalent to the registered SNPN or the selected SNPN of the UE:
-	the UE shall not re-select to another cell on the same frequency as the barred cell and exclude such cell(s) as candidate(s) for cell selection/reselection for 300 seconds;
-	else:
-	the UE may select to another cell on the same frequency if the reselection criteria are fulfilled.
-	the UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
The cell selection of another cell may also include a change of RAT.
NOTE 2:	If barring of a cell is triggered by the condition of trackingAreaCode and trackingAreaList not being provided, as specified in TS 38.331 [3], the barring only applies to this PLMN and the UE can re-evaluate the barring condition again due to selection of another PLMN.
Annex B: Relevant clauses from TS 38.331
[bookmark: _Toc60776717][bookmark: _Toc156129638]5.2.2.4	Actions upon receipt of System Information
[bookmark: _Toc60776718][bookmark: _Toc156129639]5.2.2.4.1	Actions upon reception of the MIB
Upon receiving the MIB the UE shall:
1>	store the acquired MIB;
1>	if the UE is in RRC_IDLE or in RRC_INACTIVE, or if the UE is in RRC_CONNECTED while T311 is running:
[bookmark: _Hlk153705162]2>	if the access is not for NTN or the UE is not capable of NTN or the UE is not capable of NES cell DTX/DRX; and
2>	if the access is not for ATG or the UE is not capable of ATG; and
2>	if the cellBarred in the acquired MIB is set to barred:
3>	if the UE is an (e)RedCap UE and ssb-SubcarrierOffset indicates SIB1 is transmitted in the cell (TS 38.213 [13]):
4>	acquire the SIB1, which is scheduled as specified in TS 38.213 [13];
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	perform cell re-selection to other cells on the same frequency as the barred cell as specified in TS 38.304 [20];
2>	else:
3>	apply the received systemFrameNumber, pdcch-ConfigSIB1, subCarrierSpacingCommon, ssb-SubcarrierOffset and dmrs-TypeA-Position.
NOTE 1:	A UE capable of NTN access should acquire SIB1 to determine whether the cell is an NTN cell.
[bookmark: _Hlk153705184]NOTE 2:	A UE capable of ATG access should acquire SIB1 to determine whether the cell is an ATG cell.
NOTE 3:	A UE capable of NES cell DTX/DRX should acquire SIB1 to determine the cell barring status when the cellBarred in MIB is set to barred.
5.2.2.4.2	Actions upon reception of the SIB1
Upon receiving the SIB1 the UE shall:
1>	store the acquired SIB1;
1>	if the access is for NTN:
2>	if the UE is in RRC_IDLE or in RRC_INACTIVE, or if the UE is in RRC_CONNECTED while T311 is running; and
2>	if the cellBarredNTN in the acquired SIB1 is set to barred or the cellBarredNTN is not included in the acquired SIB1:
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	perform cell re-selection to other cells on the same frequency as the barred cell as specified in TS 38.304 [20], upon which the procedure ends;
1>	if the access is for ATG:
2>	if the UE is in RRC_IDLE or in RRC_INACTIVE, or if the UE is in RRC_CONNECTED while T311 is running; and
2>	if the cellBarredNTN in the acquired SIB1 is set to barred or the cellBarredNTN is not included in the acquired SIB1:
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	perform cell re-selection to other cells on the same frequency as the barred cell as specified in TS 38.304 [20];
1>	if the UE is a RedCap UE and it is in RRC_IDLE or in RRC_INACTIVE, or if the RedCap UE is in RRC_CONNECTED while T311 is running:
2>	if intraFreqReselectionRedCap is not present in SIB1:
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	perform barring as if intraFreqReselectionRedCap is set to allowed, upon which the procedure ends;
2> else:
[bookmark: OLE_LINK100][bookmark: OLE_LINK101]3>	if the cellBarredRedCap1Rx is present in the acquired SIB1 and is set to barred and the UE is equipped with 1 Rx branch; or
3>	if the cellBarredRedCap2Rx is present in the acquired SIB1 and is set to barred and the UE is equipped with 2 Rx branches; or
3>	if the halfDuplexRedCapAllowed is not present in the acquired SIB1 and the UE supports only half-duplex FDD operation:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	perform barring based on intraFreqReselectionRedCap as specified in TS 38.304 [20], upon which the procedure ends;
1>	if the UE supports NES cell DTX/DRX and it is in RRC_IDLE or in RRC_INACTIVE, or if the UE supporting NES cell DTX/DRX is in RRC_CONNECTED while T311 is running:
2>	if cellBarred in the acquired MIB is set to barred:
3>	if cellBarredNES is absent in the acquired SIB1:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	perform cell re-selection to other cells on the same frequency as the barred cell as specified in TS 38.304 [20];
1>	if the UE is an eRedCap UE and it is in RRC_IDLE or in RRC_INACTIVE, or if the eRedCap UE is in RRC_CONNECTED while T311 is running:
2>	if intraFreqReselection-eRedCap is not present in SIB1:
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	perform barring as if intraFreqReselection-eRedCap is set to allowed upon which the procedure ends;
2>	else:
3>	if the cellBarred-eRedCap1Rx is present in the acquired SIB1 and is set to barred and the UE is equipped with 1 Rx branch; or
3>	if the cellBarred-eRedCap2Rx is present in the acquired SIB1 and is set to barred and the UE is equipped with 2 Rx branches; or
3>	if the halfDuplexRedCapAllowed is not present in the acquired SIB1 and the UE supports only half-duplex FDD operation:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	perform barring based on intraFreqReselection-eRedCap as specified in TS 38.304 [20] upon which the procedure ends;
1>	if the cellAccessRelatedInfo contains an entry of a selected SNPN or PLMN and in case of PLMN the UE is either allowed or instructed to access the PLMN via a cell for which at least one CAG ID is broadcast:
2>	in the remainder of the procedures use npn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding entry of npn-IdentityInfoList containing the selected PLMN or SNPN;
1>	else if the cellAccessRelatedInfo contains an entry with the PLMN-Identity of the selected PLMN:
2>	in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, trackingAreaList, and cellIdentity for the cell as received in the corresponding PLMN-IdentityInfo containing the selected PLMN;
1>	if the UE in RRC_INACTIVE is configured for feature(s) that it does not support in current serving cell:
2>	not use the corresponding configuration in current serving cell;
NOTE 0:	The requirement above applies only to UE that indicates different support of UE capabilities for TN and NTN.
1>	if in RRC_CONNECTED while T311 is not running:
2>	disregard the frequencyBandList, if received, while in RRC_CONNECTED;
2>	forward the cellIdentity to upper layers;
2>	forward the trackingAreaCode to upper layers, if included;
2>	forward the trackingAreaList to upper layers, if included;
2>	forward the received posSIB-MappingInfo to upper layers, if included;
2>	apply the configuration included in the servingCellConfigCommon;
2>	if the UE has a stored valid version of a SIB or posSIB, in accordance with clause 5.2.2.2.1, that the UE requires to operate within the cell in accordance with clause 5.2.2.1:
3>	use the stored version of the required SIB or posSIB;
2>	else:
3>	acquire the required SIB or posSIB requested by upper layer as defined in clause 5.2.2.3.5;
NOTE 1:	Void.
1>	else:
2>	if the UE supports one or more of the frequency bands indicated in the frequencyBandList or frequencyBandListAerial for downlink for TDD, or one or more of the frequency bands indicated in the frequencyBandList or frequencyBandListAerial for uplink for FDD, and they are not downlink only bands, and
2>	if the UE is IAB-MT or supports at least one additionalSpectrumEmission in the nr-NS-PmaxList or nr-NS-PmaxListAerial for a supported band in the downlink for TDD, or a supported band in uplink for FDD, and
2>	if the UE supports an uplink channel bandwidth with a maximum transmission bandwidth configuration (see TS 38.101-1 [15], TS 38.101-2 [39], and TS 38.101-5 [75]) which
-	is smaller than or equal to the carrierBandwidth (indicated in uplinkConfigCommon for the SCS of the initial uplink BWP or, for (e)RedCap UE, of the (e)RedCap-specific initial uplink BWP if configured), and which
-	is wider than or equal to the bandwidth of the initial uplink BWP or, for (e)RedCap UE, of the (e)RedCap-specific initial uplink BWP if configured, and
2>	if the UE supports a downlink channel bandwidth with a maximum transmission bandwidth configuration (see TS 38.101-1 [15], TS 38.101-2 [39], and TS 38.101-5 [75]) which
-	is smaller than or equal to the carrierBandwidth (indicated in downlinkConfigCommon for the SCS of the initial downlink BWP or, for (e)RedCap UE, of the (e)RedCap-specific initial downlink BWP if configured), and which
-	is wider than or equal to the bandwidth of the initial downlink BWP or, for (e)RedCap UE, of the (e)RedCap-specific initial downlink BWP if configured, and
2>	if frequencyShift7p5khz is present and the UE supports corresponding 7.5kHz frequency shift on this band; or frequencyShift7p5khz is not present, and
2>	if the UE is not a RedCap UE, or if the UE is a RedCap UE and halfDuplexRedCapAllowed is present, or if the UE is a RedCap UE and the RedCap UE supports full-duplex FDD operation on this band:
3>	if neither trackingAreaCode nor trackingAreaList is provided for the selected PLMN nor the registered PLMN nor PLMN of the equivalent PLMN list:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	perform cell re-selection to other cells on the same frequency as the barred cell as specified in TS 38.304 [20];
3>	else if UE is IAB-MT and if iab-Support is not provided for the selected PLMN nor the registered PLMN nor PLMN of the equivalent PLMN list nor the selected SNPN nor the registered SNPN nor SNPN of the equivalent SNPN list:
4>	consider the cell as barred in accordance with TS 38.304 [20];
3>	else if UE is NCR-MT and if ncr-Support is not provided:
4>	consider the cell as barred in accordance with TS 38.304 [20];
3>	else if UE is a mobile IAB-MT and if mobileIAB-Support is not provided for the selected PLMN nor the registered PLMN nor PLMN of the equivalent PLMN list nor the selected SNPN nor the registered SNPN nor SNPN of the equivalent SNPN list:
4>	consider the cell as barred in accordance with TS 38.304 [20];
Editor's Note: FFS whether a cell can be barred for a mobile IAB-MT.
NOTE x:	An IAB-MT capable of operating as a mobile IAB-MT may access a cell not indicating iab-Support or mobileIAB-Support. In that case the IAB-MT shall not connect as an IAB-node or mobile IAB-node and shall ignore Note 0 of TS 38.304 clause 5.3.1.
3>	else:
4>	apply a supported uplink channel bandwidth with a maximum transmission bandwidth which
-	is contained within the carrierBandwidth indicated in uplinkConfigCommon for the SCS of the initial uplink BWP or, for (e)RedCap UEs, (e)RedCap-specific initial uplink BWP, if configured, and which
-	is wider than or equal to the bandwidth of the initial BWP for the uplink or, for a (e)RedCap UE, of the (e)RedCap-specific initial uplink BWP if configured;
4>	apply a supported downlink channel bandwidth with a maximum transmission bandwidth which
- is contained within the carrierBandwidth indicated in downlinkConfigCommon for the SCS of the initial downlink BWP or, for (e)RedCap UEs, (e)RedCap-specific initial downlink BWP, if configured, and which
- is wider than or equal to the bandwidth of the initial BWP for the downlink or, for a (e)RedCap UE, of the (e)RedCap-specific initial downlink BWP if configured;
4>	if the UE is aerial UE and it supports at least one frequency band in the frequencyBandListAerial, for FDD from frequencyBandListAerial for uplink, or for TDD from frequencyBandListAerial for downlink, for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxListAerial, if present:
5>	select the first frequency band in the frequencyBandListAerial, for FDD from frequencyBandListAerial for uplink, or for TDD from frequencyBandListAerial for downlink, which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxListAerial;
4>	else:
5>	select the first frequency band in the frequencyBandList, for FDD from frequencyBandList for uplink, or for TDD from frequencyBandList for downlink, which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxList, if present, and for RedCap UEs if the halfDuplexRedCapAllowed is not present, for which the UE supports full-duplex FDD operation;
4>	forward the cellIdentity to upper layers;
4>	forward the trackingAreaCode to upper layers;
4>	forward the trackingAreaList to upper layers, if included;
4>	forward the received posSIB-MappingInfo to upper layers, if included;
4>	forward the PLMN identity or SNPN identity or PNI-NPN identity to upper layers;
4>	if in RRC_INACTIVE and the forwarded information does not trigger message transmission by upper layers:
5>	if the serving cell does not belong to the configured ran-NotificationAreaInfo:
6>	initiate an RNA update as specified in 5.3.13.8;
5>	if configured to receive MBS multicast in RRC_INACTIVE and not indicated to stop monitoring G-RNTI for at least one MBS multicast session:
6>	if SIB24 is not scheduled in SIB1 in the cell after cell selection or cell reselection:
7>	initiate an RRC connection resume procedure for multicast reception as specified in 5.3.13.1d;
4>	forward the ims-EmergencySupport to upper layers, if present;
4>	forward the eCallOverIMS-Support to upper layers, if present;
4>	forward the UAC-AccessCategory1-SelectionAssistanceInfo or UAC-AC1-SelectAssistInfo for the selected PLMN/SNPN to upper layers, if present and set to a, b or c;
4>	if the UE is in SNPN access mode:
[bookmark: _Hlk87546062]5>	forward the imsEmergencySupportForSNPN indicators with the corresponding SNPN identities to upper layers, if present;
4>	apply the configuration included in the servingCellConfigCommon;
4>	apply the specified PCCH configuration defined in 9.1.1.3;
4>	if the UE has a stored valid version of a SIB, in accordance with clause 5.2.2.2.1, that the UE requires to operate within the cell in accordance with clause 5.2.2.1:
5>	use the stored version of the required SIB;
4>	if the UE has not stored a valid version of a SIB, in accordance with clause 5.2.2.2.1, of one or several required SIB(s), in accordance with clause 5.2.2.1:
5>	for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to broadcasting:
6>	acquire the SI message(s) as defined in clause 5.2.2.3.2;
5>	for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to notBroadcasting:
6>	trigger a request to acquire the SI message(s) as defined in clause 5.2.2.3.3;
4>	if the UE has a stored valid version of a posSIB, in accordance with clause 5.2.2.2.1, of one or several required posSIB(s), in accordance with clause 5.2.2.1:
5>	use the stored version of the required posSIB;
4> if the UE has not stored a valid version of a posSIB, in accordance with clause 5.2.2.2.1, of one or several posSIB(s) in accordance with clause 5.2.2.1:
5>	for the SI message(s) that, according to the posSI-SchedulingInfo, contain at least one requested posSIB and for which posSI-BroadcastStatus is set to broadcasting:
6>	acquire the SI message(s) as defined in clause 5.2.2.3.2;
5>	for the SI message(s) that, according to the posSI-SchedulingInfo, contain at least one requested posSIB for which posSI-BroadcastStatus is set to notBroadcasting:
6>	trigger a request to acquire the SI message(s) as defined in clause 5.2.2.3.3a;
4>	if the UE is aerial UE and it supports at least one additionalSpectrumEmission values in nr-NS-PmaxListAerial within frequencyBandListAerial in uplinkConfigCommon for FDD or in downlinkConfigCommon for TDD:
5>	apply the first listed additionalSpectrumEmission which it supports among the values included in nr-NS-PmaxListAerial within frequencyBandListAerial in uplinkConfigCommon for FDD or in downlinkConfigCommon for TDD;
4>	else:
5>	apply the first listed additionalSpectrumEmission which it supports among the values included in nr-NS-PmaxList within frequencyBandList in uplinkConfigCommon for FDD or in downlinkConfigCommon for TDD;
4>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within nr-NS-PmaxList or nr-NS-PmaxListAerial:
5>	apply the additionalPmax for UL;
4>	else:
5>	apply the p-Max in uplinkConfigCommon for UL;
4>	if supplementaryUplink is present in servingCellConfigCommon; and
4>	if the UE supports one or more of the frequency bands indicated in the frequencyBandList for the supplementaryUplink; and
4>	if the UE supports at least one additionalSpectrumEmission in the nr-NS-PmaxList for a supported supplementary uplink band; and
4>	if the UE is not a RedCap UE, or if the UE is a RedCap UE and halfDuplexRedCapAllowed is present, or if the UE is a RedCap UE and the RedCap UE supports full-duplex FDD operation on the frequency bands indicated in the frequencyBandList for the supplementaryUplink; and
4>	if the UE supports an uplink channel bandwidth with a maximum transmission bandwidth configuration (see TS 38.101-1 [15] and TS 38.101-2 [39]) which
-	is smaller than or equal to the carrierBandwidth (indicated in supplementaryUplink for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial uplink BWP of the SUL:
5>	consider supplementary uplink as configured in the serving cell;
5>	select the first frequency band in the frequencyBandList for the supplementaryUplink which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxList, if present, and for RedCap UEs if the halfDuplexRedCapAllowed is not present, for which the UE supports full-duplex FDD operation;
5>	apply a supported supplementary uplink channel bandwidth with a maximum transmission bandwidth which
-	is contained within the carrierBandwidth (indicated in supplementaryUplink for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial BWP of the SUL;
5>	apply the first listed additionalSpectrumEmission which it supports among the values included in nr-NS-PmaxList within frequencyBandList for the supplementaryUplink;
5>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within nr-NS-PmaxList for the supplementaryUplink:
6>	apply the additionalPmax in supplementaryUplink for SUL;
5>	else:
6>	apply the p-Max in supplementaryUplink for SUL;
NOTE 2:	For an out of coverage L2 U2N Remote UE in RRC_IDLE or RRC_INACTIVE receiving SIB1 from its connected L2 U2N Relay UE, it is up to Remote UE implementation whether to consider and apply the following parameters: frequencyBandList, carrierBandwidth, frequencyShift7p5khz, frequency band, channel bandwidth, the configuration included in the servingCellConfigCommon, the specified PCCH configuration, additionalSpectrumEmission, additionalPmax, and p-Max.
2>	else:
3>	consider the cell as barred in accordance with TS 38.304 [20]; and
3>	perform barring as if intraFreqReselection, or intraFreqReselectionRedCap for RedCap UEs, or intraFreqReselection-eRedCap for eRedCap UEs, is set to notAllowed;


