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1 Introduction
In this contribution, we discuss how to handle the waittimer expiry in dual connectivity (S854 and open issue#6). We also discuss an issue related to applying musim-AffectededBandCombList (open issue#5).
2 Discussion
2.1 WaitTimer Expiry in dual connectivity 
RAN2 agreed that UE applies temporary capability restrictions upon the expiry of wait timer. When the UE applies temporary UE capability restrictions, our understanding is that the network also need to apply temporary UE capability restrictions. 
Observation 1: Upon expiry of the wait timer, both UE and network need to apply temporary capability restriction.
For DC, this means that both MN and SN needs to apply temporary capability restricitons upon the expiry of ‘wait timer’ (T348).But SN does not know the wait timer value in current specification. Therefore, it is not clear how SN applies the temporary capability restrictions. 
There could be multiple ways to do this in dual connectivity. MN may inform SN the wait timer and upon expiry of the wait timer, SN can apply temporary capability restrictions. This could be handled by including wait timer in CG-ConfigInfo. Another way is that MN informs SN that the Waittimer has expired, but this needs new signalling over Xn interface and RAN3 interaction. Another option is to restrict the application of temporary capability restriction to MCG and release SCG upon the expiry of waittimer. This will effectively curtail the purpose of the wait timer.
Proposal 1: RAN2 to consider the following options for the issue of wait timer expiry in dual connectivity:
1. MN includes wait timer in CG-ConfigInfo.
2. MN informs SN of wait timer expiry (New signalling over Xn by RAN3 is needed).
3. Release the SCG upon expiry of wait timer.
In our view, option a is simplest one, and hence RAN2 can choose that and the TP1.
Proposal 1A: RAN2 to select option 1 and adopt TP1.

2.1 Handling musim-CandidateBandList
In RRC CR, UE reports the list of MUSIM-AffectedBands including BandEntryIndex and DL/UL MIMO-Layers and supported bandwidth for each of those bands. 
MUSIM-AffectedBandsList-r18  ::=        SEQUENCE (SIZE (1..maxBandComb)) OF MUSIM-AffectedBands-r18

MUSIM-AffectedBands-r18 ::=             SEQUENCE (SIZE (1..maxSimultaneousBands)) OF MUSIM-CapabilityRestrictedBandParameters

MUSIM-CapabilityRestrictedBandParameters ::= SEQUENCE {
    bandEntryIndex                          BandEntryIndex,
    musim-CapabilityRestricted-r18          SEQUENCE {
        musim-MIMO-Layers-DL-r18                INTEGER (1..8)                            OPTIONAL,
        musim-MIMO-Layers-UL-r18                INTEGER (1..4)                            OPTIONAL,
        musim-SupportedBandwidth-DL-r18         SupportedBandwidth                        OPTIONAL,
        musim-SupportedBandwidth-UL-r18         SupportedBandwidth                        OPTIONAL
    }                                                                                     OPTIONAL
}

MUSIM-CapabilityRestrictedBandParameters are useful for gNB DU while generating CellGroupConfig and during scheduling. 
Observation 2: MUSIM-CapabilityRestrictedBandParameters are useful for gNB DU while generating CellGroupConfig and during scheduling.
If the gNB DU has to use the MUSIM-CapabilityRestrictedBandParameters, it also need to know the musim-CandidateBandList as the mimolayers or supportedbandwidth are provided for each the band index. RAN2 agreed to include the band filter in CG-ConfigInfo, so DU on SN in dual connectivity receives the bandfilter. However DU doesn’t receive it now in single connectivity. DU of MN also doesn’t receive it. RAN2 needs to send an LS to RAN3 for sending send band filter from CU to DU.
Proposal 2: RAN2 to send an LS to RAN3 requesting to send band filter from CU to DU.
3 Conclusion
Request RAN2 to consider following observations and to discuss and agree to the following proposals:
Observation 1: Upon expiry of the wait timer, both UE and network need to apply temporary capability restriction.
Proposal 1: RAN2 to consider the following options for the issue of wait timer expiry in dual connectivity:
1. MN includes wait timer in CG-ConfigInfo.
2. MN informs SN of wait timer expiry (New signalling over Xn by RAN3 is needed).
3. Release the SCG upon expiry of wait timer.
Proposal 1A: RAN2 to select option 1 and adopt TP1.
Observation 2: MUSIM-CapabilityRestrictedBandParameters are useful for gNB DU while generating CellGroupConfig and during scheduling.
[bookmark: _GoBack]Proposal 2: RAN2 to send an LS to RAN3 requesting to send band filter from CU to DU.
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5 Text Proposal 1
[bookmark: _Toc60777637][bookmark: _Toc156130954]–	CG-ConfigInfo
This message is used by master eNB or gNB to request the SgNB or SeNB to perform certain actions e.g. to establish, modify or release an SCG. The message may include additional information e.g. to assist the SgNB or SeNB to set the SCG configuration. It can also be used by a CU to request a DU to perform certain actions, e.g. to establish, or modify an MCG or SCG.
Direction: Master eNB or gNB to secondary gNB or eNB, alternatively CU to DU.
CG-ConfigInfo message
-- ASN1START
-- TAG-CG-CONFIG-INFO-START

CG-ConfigInfo ::=               SEQUENCE {
    criticalExtensions              CHOICE {
        c1                              CHOICE{
            cg-ConfigInfo               CG-ConfigInfo-IEs,
            spare3 NULL, spare2 NULL, spare1 NULL
        },
        criticalExtensionsFuture        SEQUENCE {}
    }
}

CG-ConfigInfo-IEs ::=           SEQUENCE {
    ue-CapabilityInfo               OCTET STRING (CONTAINING UE-CapabilityRAT-ContainerList)          OPTIONAL,-- Cond SN-AddMod
    candidateCellInfoListMN         MeasResultList2NR                                                 OPTIONAL,
    candidateCellInfoListSN         OCTET STRING (CONTAINING MeasResultList2NR)                       OPTIONAL,
    measResultCellListSFTD-NR       MeasResultCellListSFTD-NR                                         OPTIONAL,
    scgFailureInfo                  SEQUENCE {
        failureType                     ENUMERATED { t310-Expiry, randomAccessProblem,
                                                     rlc-MaxNumRetx, synchReconfigFailure-SCG,
                                                     scg-reconfigFailure,
                                                     srb3-IntegrityFailure},
        measResultSCG                   OCTET STRING (CONTAINING MeasResultSCG-Failure)
    }                                                                                                 OPTIONAL,
    configRestrictInfo              ConfigRestrictInfoSCG                                             OPTIONAL,
    drx-InfoMCG                     DRX-Info                                                          OPTIONAL,
    measConfigMN                    MeasConfigMN                                                      OPTIONAL,
    sourceConfigSCG                 OCTET STRING (CONTAINING RRCReconfiguration)                      OPTIONAL,
    scg-RB-Config                   OCTET STRING (CONTAINING RadioBearerConfig)                       OPTIONAL,
    mcg-RB-Config                   OCTET STRING (CONTAINING RadioBearerConfig)                       OPTIONAL,
    mrdc-AssistanceInfo             MRDC-AssistanceInfo                                               OPTIONAL,
    nonCriticalExtension            CG-ConfigInfo-v1540-IEs                                           OPTIONAL
}

CG-ConfigInfo-v1540-IEs ::=     SEQUENCE {
    ph-InfoMCG                      PH-TypeListMCG                                                    OPTIONAL,
    measResultReportCGI             SEQUENCE {
        ssbFrequency                    ARFCN-ValueNR,
        cellForWhichToReportCGI         PhysCellId,
        cgi-Info                        CGI-InfoNR
    }                                                                                                 OPTIONAL,
    nonCriticalExtension            CG-ConfigInfo-v1560-IEs                                           OPTIONAL
}

CG-ConfigInfo-v1560-IEs ::=  SEQUENCE {
    candidateCellInfoListMN-EUTRA       OCTET STRING                                                  OPTIONAL,
    candidateCellInfoListSN-EUTRA       OCTET STRING                                                  OPTIONAL,
    sourceConfigSCG-EUTRA               OCTET STRING                                                  OPTIONAL,
    scgFailureInfoEUTRA                 SEQUENCE {
        failureTypeEUTRA                    ENUMERATED { t313-Expiry, randomAccessProblem,
                                                    rlc-MaxNumRetx, scg-ChangeFailure},
        measResultSCG-EUTRA                 OCTET STRING
    }                                                                                                 OPTIONAL,
    drx-ConfigMCG                       DRX-Config                                                    OPTIONAL,
    measResultReportCGI-EUTRA               SEQUENCE {
        eutraFrequency                      ARFCN-ValueEUTRA,
        cellForWhichToReportCGI-EUTRA           EUTRA-PhysCellId,
        cgi-InfoEUTRA                           CGI-InfoEUTRA
    }                                                                                                 OPTIONAL,
    measResultCellListSFTD-EUTRA        MeasResultCellListSFTD-EUTRA                                  OPTIONAL,
    fr-InfoListMCG                      FR-InfoList                                                   OPTIONAL,
    nonCriticalExtension                CG-ConfigInfo-v1570-IEs                                       OPTIONAL
}

CG-ConfigInfo-v1570-IEs ::=  SEQUENCE {
    sftdFrequencyList-NR                SFTD-FrequencyList-NR                                         OPTIONAL,
    sftdFrequencyList-EUTRA             SFTD-FrequencyList-EUTRA                                      OPTIONAL,
    nonCriticalExtension                CG-ConfigInfo-v1590-IEs                                       OPTIONAL
}

CG-ConfigInfo-v1590-IEs ::=  SEQUENCE {
    servFrequenciesMN-NR            SEQUENCE (SIZE (1.. maxNrofServingCells-1)) OF  ARFCN-ValueNR     OPTIONAL,
    nonCriticalExtension            CG-ConfigInfo-v1610-IEs                                           OPTIONAL
}

CG-ConfigInfo-v1610-IEs ::=  SEQUENCE {
    drx-InfoMCG2                 DRX-Info2                                                            OPTIONAL,
    alignedDRX-Indication        ENUMERATED {true}                                                    OPTIONAL,
    scgFailureInfo-r16                  SEQUENCE {
        failureType-r16                     ENUMERATED { scg-lbtFailure-r16, beamFailureRecoveryFailure-r16,
                                                         t312-Expiry-r16, bh-RLF-r16,
                                                         beamFailure-r17, spare3, spare2, spare1},
        measResultSCG-r16                   OCTET STRING (CONTAINING MeasResultSCG-Failure)
    }                                                                                                 OPTIONAL,
    dummy1                                  SEQUENCE {
        failureTypeEUTRA-r16                    ENUMERATED { scg-lbtFailure-r16, beamFailureRecoveryFailure-r16,
                                                         t312-Expiry-r16, spare5,
                                                                     spare4, spare3, spare2, spare1},
        measResultSCG-EUTRA-r16                 OCTET STRING
    }                                                                                                 OPTIONAL,
    sidelinkUEInformationNR-r16      OCTET STRING (CONTAINING SidelinkUEInformationNR-r16)            OPTIONAL,
    sidelinkUEInformationEUTRA-r16   OCTET STRING                                                     OPTIONAL,
    nonCriticalExtension             CG-ConfigInfo-v1620-IEs                                          OPTIONAL
}

CG-ConfigInfo-v1620-IEs ::=             SEQUENCE {
    ueAssistanceInformationSourceSCG-r16    OCTET STRING (CONTAINING UEAssistanceInformation)         OPTIONAL,
    nonCriticalExtension                    CG-ConfigInfo-v1640-IEs                                   OPTIONAL
}

CG-ConfigInfo-v1640-IEs ::=             SEQUENCE {
    servCellInfoListMCG-NR-r16              ServCellInfoListMCG-NR-r16                   OPTIONAL,
    servCellInfoListMCG-EUTRA-r16           ServCellInfoListMCG-EUTRA-r16                OPTIONAL,
    nonCriticalExtension                    CG-ConfigInfo-v1700-IEs                      OPTIONAL
}

CG-ConfigInfo-v1700-IEs ::=             SEQUENCE {
    candidateCellListCPC-r17                CandidateCellListCPC-r17                     OPTIONAL,
    twoPHRModeMCG-r17                       ENUMERATED {enabled}                         OPTIONAL,
    lowMobilityEvaluationConnectedInPCell-r17 ENUMERATED {enabled}                       OPTIONAL,
    nonCriticalExtension                    CG-ConfigInfo-v1730-IEs                      OPTIONAL
}

CG-ConfigInfo-v1730-IEs ::=             SEQUENCE {
    fr1-Carriers-MCG-r17                    INTEGER (1..32)                              OPTIONAL,
    fr2-Carriers-MCG-r17                    INTEGER (1..32)                              OPTIONAL,
    nonCriticalExtension                    CG-ConfigInfo-v1800-IEs                      OPTIONAL
}

CG-ConfigInfo-v1800-IEs ::=             SEQUENCE {
    musim-GapConfigInfo-r18                 MUSIM-GapConfig-r17                          OPTIONAL,
    musim-CapRestrictionInfo-r18            SEQUENCE {
        musim-CapRestriction-r18                MUSIM-CapRestriction-r18                 OPTIONAL,
        musim-CandidateBandList-r18             MUSIM-CandidateBandList-r18              OPTIONAL,
        musim-WaitTimer-r18                 ENUMERATED {ms10, ms20, ms40, ms60, ms80, ms100, spare2, spare1} OPTIONAL
    }                                                                                    OPTIONAL,
    scpac-ReferenceConfiguration-r18        ReferenceConfiguration-r18                   OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                  OPTIONAL
}





