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1	Introduction
This paper discusses below RIL E38 and suggest the corresponding corrections as provided in Text Proposal. 
[bookmark: _Toc60777092][bookmark: _Toc156130210]–	DedicatedSIBRequest
The DedicatedSIBRequest message is used to request SIB(s) required by the UE in RRC_CONNECTED as specified in clause 5.2.2.3.5.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
DedicatedSIBRequest message
-- ASN1START
-- TAG-DEDICATEDSIBREQUEST-START

DedicatedSIBRequest-r16 ::=      SEQUENCE {
    criticalExtensions               CHOICE {
        dedicatedSIBRequest-r16          DedicatedSIBRequest-r16-IEs,
        criticalExtensionsFuture         SEQUENCE {}
    }
}

DedicatedSIBRequest-r16-IEs ::=  SEQUENCE {
    onDemandSIB-RequestList-r16       SEQUENCE {

        requestedSIB-List-r16            SEQUENCE (SIZE (1..maxOnDemandSIB-r16)) OF SIB-ReqInfo-r16                OPTIONAL,
        requestedPosSIB-List-r16         SEQUENCE (SIZE (1..maxOnDemandPosSIB-r16)) OF PosSIB-ReqInfo-r16          OPTIONAL
    } OPTIONAL,
    lateNonCriticalExtension         OCTET STRING             OPTIONAL,
    nonCriticalExtension             SEQUENCE {}              OPTIONAL
}

SIB-ReqInfo-r16 ::=                   ENUMERATED { sib12, sib13, sib14, sib20-v1700, sib21-v1700, spare3, spare2, spare1 }

PosSIB-ReqInfo-r16 ::=       SEQUENCE {
    gnss-id-r16                  GNSS-ID-r16                  OPTIONAL,
    sbas-id-r16                  SBAS-ID-r16                  OPTIONAL,
    posSibType-r16               ENUMERATED { posSibType1-1, posSibType1-2, posSibType1-3, posSibType1-4, posSibType1-5, posSibType1-6,
                                              posSibType1-7, posSibType1-8, posSibType2-1, posSibType2-2, posSibType2-3, posSibType2-4,
                                              posSibType2-5, posSibType2-6, posSibType2-7, posSibType2-8, posSibType2-9, posSibType2-10,
                                              posSibType2-11, posSibType2-12, posSibType2-13, posSibType2-14, posSibType2-15,
                                              posSibType2-16, posSibType2-17, posSibType2-18, posSibType2-19, posSibType2-20,
                                              posSibType2-21, posSibType2-22, posSibType2-23, posSibType3-1, posSibType4-1,
                                              posSibType5-1, posSibType6-1, posSibType6-2, posSibType6-3,..., posSibType1-9-v1710,
                                              posSibType1-10-v1710, posSibType2-24-v1710, posSibType2-25-v1710,
                                              posSibType6-4-v1710, posSibType6-5-v1710, posSibType6-6-v1710, posSibType2-17a-v1770,
                                              posSibType2-18a-v1770, posSibType2-20a-v1770, posSibType1-11-v1800, posSibType1-12-v1800,
                                              posSibType2-26-v1800, posSibType2-27-v1800 }
}

-- TAG-DEDICATEDSIBREQUEST-STOP
-- ASN1STOP

	DedicatedSIBRequest field descriptions

	requestedSIB-List
Contains a list of SIB(s) the UE requests while in RRC_CONNECTED.

	requestedPosSIB-List
Contains a list of posSIB(s) the UE requests while in RRC_CONNECTED.



	PosSIB-ReqInfo field descriptions

	[bookmark: _Hlk158665918]gnss-id
The presence of this field indicates that the request positioning SIB type is for a specific GNSS. Indicates a specific GNSS (see also TS 37.355 [49])

	sbas-id
The presence of this field indicates that the request positioning SIB type is for a specific SBAS. Indicates a specific SBAS (see also TS 37.355 [49]). If the UE includes this field it shall set gnss-id to sbas.	Comment by Ericsson (Ritesh Shreevastav): [RIL]: E138 [Delegate]: Ericsson (Ritesh Shreevastav)  [WI]: POS [Class]: 1 [Status]: ToDo [TDoc]: R2-24xxxxx [Proposed Conclusion]: 
[Description]: This statement is explaining the field behaviour of GNSS-ID. In fact the field setting of GNSS-ID should be fixed not that of SBAS-ID.
[Proposed Change]: Update GNSS-ID field description to reflect corresponding settings of SBAS field value.
[Comments]: 






2	Discussion
2.1	field Description SBAS ID
The current wording makes the GNSS-ID mandatory when SBAS-ID is present, however the intention is to say the other way around that sbas-ID is conditionl on GNSS-ID; that is if GNSS-ID sets a value SBAS-ID, then only SBAS-ID is mandatory. In other words, the field description of SBAS-ID should explain the behaviour of SBAS-ID but not the behaviour of GNSS.-ID. Further, in RRC, we refrain from using if clause in field description when possible i.e; the field description should explain what parameters it takes rather than explaining the dependency with an if condition. Further.
We propose a correction as below:


	PosSIB-ReqInfo field descriptions

	gnss-id
The presence of this field indicates that the request positioning SIB type is for a specific GNSS. Indicates a specific GNSS (see also TS 37.355 [49]). Value gps indicates positioning SIB type request for GPS system, value sbas indicates positioning SIB type request for one of the SBAS system indicated by sbas-id and so on as specified in TS 37.355 [49].

	sbas-id
The presence of this field indicates that the request positioning SIB type is for a specific SBAS. Indicates a specific SBAS (see also TS 37.355 [49]). If the UE includes this field it shall set gnss-id to sbas. The field is mandatory present if the GNSS‑ID = sbas; otherwise it is not present.




1. [bookmark: _Toc158666700]Agree to update the field description of gnss-id and sbas-id.






Conclusion
Based on the discussion in the previous sections we propose the following:
Proposal 1	Agree to update the field description of gnss-id and sbas-id.

4	Text Proposal/Draft CR
















[bookmark: _Hlk142553117]Beginning of Changes
	PosSIB-ReqInfo field descriptions

	gnss-id
The presence of this field indicates that the request positioning SIB type is for a specific GNSS. Indicates a specific GNSS (see also TS 37.355 [49]). Value gps indicates positioning SIB type request for GPS system, value sbas indicates positioning SIB type request for one of the SBAS system indicated by sbas-id and so on as specified in TS 37.355 [49].

	sbas-id
The presence of this field indicates that the request positioning SIB type is for a specific SBAS. Indicates a specific SBAS (see also TS 37.355 [49]). If the UE includes this field it shall set gnss-id to sbas. The field is mandatory present if the GNSS‑ID = sbas; otherwise it is not present.

	[bookmark: _Toc139046001]



End of changes
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