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====================================CHAGNE BEGINS===================================
[bookmark: _Toc155999764]5.34	Cell-Level Energy Saving
[bookmark: _Toc155999765]5.34.1	General
Each Serving Cell may be configured by RRC with a periodic cell DTX pattern (i.e., Active and Non-Active Periods). The cell DTX operation affects UE's monitoring activity of PDCCH and configured downlink assignments in RRC_CONNECTED. For all activated Serving Cells with cell DTX configured and activated, the MAC entity may monitor PDCCH and configured downlink assignments using the cell DTX operation specified in clause 5.34.2.
Each Serving Cell may be configured by RRC with a periodic cell DRX pattern (i.e., Active and Non-Active Periods). The cell DRX operation controls Scheduling Request and configured uplink grant transmission activity in RRC_CONNECTED. For all activated Serving Cells with cell DRX configured and activated, the MAC entity may transmit configured uplink grant transmissions and Scheduling Request using the cell DRX operation specified in clause 5.34.3.
RRC controls cell DTX and cell DRX operation by configuring the following parameters in CcellDTXDRX-Config per Serving Cell:
-	cellDTXDRXconfigType: defines whether only cell DTX is configured, only cell DRX is configured, or both are configured;
-	celldtxdrx-onDurationTimer: the active duration at the beginning of a cell DTX/DRX cycle;
-	celldtxdrx-StartOffset: defines the subframe where the cell DTX/DRX cycle starts;
-	celldtxdrx-SlotOffset: the delay before starting the celldtxdrx-onDurationTimer;
-	celldtxdrx-Cycle: the cell DTX/DRX cycle period.
-	cellDTXDRXactivationStatus: the initial activation status of cell DTX and cell DRX operation.
=====================================NEXT CHANGE===================================
[bookmark: _Toc37296325][bookmark: _Toc46490456][bookmark: _Toc52752151][bookmark: _Toc52796613][bookmark: _Toc155999865]7	Variables and constants
[bookmark: _Toc29239906][bookmark: _Toc37296326][bookmark: _Toc46490457][bookmark: _Toc52752152][bookmark: _Toc52796614][bookmark: _Toc155999866]7.1	RNTI values
RNTI values are presented in Table 7.1-1.
Table 7.1-1: RNTI values.
	Value (hexa-decimal)
	RNTI

	0000
	N/A

	0001–FFF2
	RA-RNTI, MSGB-RNTI, Temporary C-RNTI, C-RNTI, CI-RNTI, MCS-C-RNTI, CS-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, TPC-SRS-RNTI, INT-RNTI, SFI-RNTI, SP-CSI-RNTI, PS-RNTI, SL-RNTI, SL-CS-RNTI, SL-PRS-RNTI, SL-PRS-CS-RNTI, SL Semi-Persistent Scheduling V-RNTI, AI-RNTI, G-RNTI, G-CS-RNTI, CG-SDT-CS-RNTI, and NCR-RNTI, and cellDTRX-RNTI

	FFF3–FFFA
	Reserved

	FFFB
	Multicast MCCH-RNTI

	FFFC
	PEI-RNTI

	FFFD
	MCCH-RNTI

	FFFE
	P-RNTI

	FFFF
	SI-RNTI



Table 7.1-2: RNTI usage.
	RNTI
	Usage
	Transport Channel
	Logical Channel

	P-RNTI
	Paging and System Information change notification
	PCH
	PCCH

	SI-RNTI
	Broadcast of System Information
	DL-SCH
	BCCH

	RA-RNTI
	Random Access Response
	DL-SCH
	N/A

	MSGB-RNTI
	Random Access Response for 2-step RA type
	DL-SCH
	CCCH, DCCH, DTCH

	Temporary C-RNTI
	Contention Resolution
(when no valid C-RNTI is available)
	DL-SCH
	CCCH, DCCH, DTCH

	Temporary C-RNTI
	Msg3 transmission
	UL-SCH
	CCCH, DCCH, DTCH

	C-RNTI, MCS-C-RNTI
	Dynamically scheduled unicast transmission
	UL-SCH
	DCCH, DTCH

	C-RNTI
	Dynamically scheduled unicast transmission
	DL-SCH
	CCCH, DCCH, DTCH

	NCR-RNTI
	Transmission of Side Control Information for NCR operation
	N/A
	N/A

	MCS-C-RNTI
	Dynamically scheduled unicast transmission
	DL-SCH
	DCCH, DTCH

	C-RNTI
	Triggering of PDCCH ordered random access
	N/A
	N/A

	C-RNTI
	Dynamically scheduled PTP retransmission for initial PTM transmission for multicast MBS.
	DL-SCH
	MTCH

	CG-SDT-CS-RNTI
	Dynamically scheduled unicast transmission
(retransmission)
	UL-SCH
	CCCH, DCCH, DTCH

	CS-RNTI
	Configured scheduled unicast transmission
(activation, reactivation and retransmission)
	DL-SCH, UL-SCH
	DCCH, DTCH

	CS-RNTI
	Configured scheduled unicast transmission
(deactivation)
	N/A
	N/A

	CS-RNTI
	Configured scheduled unicast transmission
(PTP retransmission for initial PTM transmission)
	DL-SCH
	MTCH

	CS-RNTI
	Configured scheduled unicast transmission
(MBS SPS deactivation)
	N/A
	N/A

	G-CS-RNTI
	Configured scheduled multicast transmission
(activation, reactivation and retransmission)
	DL-SCH
	MTCH

	G-CS-RNTI
	Configured scheduled multicast transmission (deactivation)
	N/A
	N/A

	TPC-PUCCH-RNTI
	PUCCH power control
	N/A
	N/A

	TPC-PUSCH-RNTI
	PUSCH power control
	N/A
	N/A

	TPC-SRS-RNTI
	SRS trigger and power control
	N/A
	N/A

	INT-RNTI
	Indication pre-emption in DL
	N/A
	N/A

	SFI-RNTI
	Slot Format Indication on the given cell
	N/A
	N/A

	SP-CSI-RNTI
	Activation of Semi-persistent CSI reporting on PUSCH
	N/A
	N/A

	CI-RNTI
	Cancellation indication in UL
	N/A
	N/A

	PS-RNTI
	DCP to indicate whether to start drx-onDurationTimer for associated DRX cycle
	N/A
	N/A

	SL-RNTI
	Dynamically scheduled sidelink transmission
	SL-SCH
	SCCH, STCH

	SL-CS-RNTI
	Configured scheduled sidelink transmission
(activation, reactivation and retransmission)
	SL-SCH
	SCCH, STCH

	SL-CS-RNTI
	Configured scheduled sidelink transmission
(deactivation)
	N/A
	N/A

	SL-PRS-RNTI
	Dynamically scheduled sidelink PRS transmission
	N/A
	N/A

	SL-PRS-CS-RNTI
	Configured scheduled sidelink PRS transmission (activation and reactivation)
	N/A
	N/A

	SL-PRS-CS-RNTI
	Configured scheduled sidelink PRS transmission (deactivation)
	N/A
	N/A

	SL Semi-Persistent Scheduling V-RNTI (NOTE 2)
	Semi-Persistently scheduled sidelink transmission for V2X sidelink communication
(activation, reactivation and retransmission)
	SL-SCH
	STCH

	SL Semi-Persistent Scheduling V-RNTI
(NOTE 2)
	Semi-Persistently scheduled sidelink transmission for V2X sidelink communication
(deactivation)
	N/A
	N/A

	AI-RNTI
	Availability indication on the given cell
	N/A
	N/A

	G-RNTI
	Dynamically scheduled MBS PTM transmission
	DL-SCH
	MTCH

	MCCH-RNTI
	Dynamically scheduled MCCH signalling and MCCH change notification
	DL-SCH
	MCCH

	PEI-RNTI
	Paging Early Indication
	N/A
	N/A

	cellDTRX-RNTI
	Network energy saving indication
	N/A
	N/A

	NOTE 1:	The usage of MCS-C-RNTI is equivalent to that of C-RNTI in MAC procedures (except for the C-RNTI MAC CE).
NOTE 2:	The MAC entity uses SL Semi-Persistent Scheduling V-RNTI to control semi-persistently scheduled sidelink transmission on SL-SCH for V2X sidelink communication as specified in clause 5.14.1.1 of TS 36.321 [22].
NOTE 3:	The usage of CG-SDT-CS-RNTI is equivalent to that of CS-RNTI when there is an CG-SDT procedure ongoing.
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