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	Reason for change:
	According to current 36.331, once a GNSS validity duration reporting is triggered, it cannot be cancelled. The corresponding cancellation procedure is missing from the current spec. The cancellation procedure should be similar as SR/BSR etc.

	
	

	Summary of change:
	[bookmark: _GoBack]Add the cancellation description for the GNSS validity duration procedure.  

	
	

	Consequences if not approved:
	The GNSS validity duration reporting cannot be cancelled.
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[bookmark: _Toc155955932]5.4.10	GNSS validity duration reporting
For a NB-IoT UE, a BL UE or a UE in enhanced coverage in a non-terrestrial network, an indication may be sent by upper layer to report the remaining GNSS measurement validity duration.
If the GNSS validity duration reporting procedure has been triggered and not cancelled:
-	if the MAC entity has UL resources allocated for new transmission for this TTI, and;
-	if the allocated UL resources can accommodate the GNSS Validity Duration Report MAC control element plus its subheader, as a result of logical channel prioritization:
-	instruct the Multiplexing and Assembly procedure to generate the GNSS Validity Duration Report MAC control element as defined in clause 6.1.3.23.
-	else:
-	initiate a Random Access procedure (see clause 5.1).
The triggered GNSS validity duration reporting procedure shall be cancelled when the GNSS Validity Duration Report MAC CE is included in a MAC PDU for transmission.
<End of modification>



