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1	Introduction
This document is to summarize the following email discussion:
[AT125][510][feMob] LTM RRC issues (Ericsson)
	Scope: Address remaining LTM RRC corrections. Identify agreements and discussion points. Can pre-exclude some items better treated on-line. (and can choose to treat simple corrections in CR post meeting disc instead).
	Intended outcome: Report, TP or Draft TP, partial or full, if applicable. 
	Deadline: CB acc to Meeting schedule
[bookmark: _Ref178064866]2	Discussion
RILs and specific issues
Specific items
R2-2400444	[V121][V122]Unknown target configuration ID in LTM cell switch command	vivo	discussion	Rel-18	NR_Mob_enh2-Core

Proposal 1: 	LTM cell switch should not be executed if the received LTM cell switch command includes invalid information, e.g. unconfigured target configuration ID. 
Proposal 2: 	When RRC layer identifies an unconfigured target configuration ID included in the LTM cell switch command, it will indicate the information to MAC layer.

Proposed resolution:

[bookmark: _Toc160102155]Clarify that UE should consider the MAC CE as invalid if the received ID does not have a corresponding RRC configuration. To be checked if capture this in RRC or MAC spec.

R2-2401364	Discussion on LTM candidate ID value range (G001)	Google Inc.	discussion	Rel-18	38.331
R2-2400817	[H020] SRB L2 behaviour	Huawei, HiSillicon	discussion	Rel-18	NR_Mob_enh2-Core

Proposed resolution:

[bookmark: _Toc160102156]Use reestablishRLC in the LTM candidate cell configurations for RLC entities serving SRBs.

R2-2401383	Clarify presence of securityConfig in case of LTM [E068]	Ericsson	draftCR	Rel-18	38.331	18.0.0	F	NR_Mob_enh2-Core

Proposal:	The securityAlgorithmConfig and keyToUse should be optionally included, even this may be considered as a first radio bearer setup.

Proposed resolution:

[bookmark: _Toc160102157]Postpone RIL [E068] to the next meeting

R2-2401384	Corrections on UE-based TA measurements [C113, Z051, B105, B202, C114, M002, B106, L005, Z030, C116, A702, Z059]	Ericsson	draftCR	Rel-18	38.331	18.0.0	F	NR_Mob_enh2-Core
-	Lenovo: Q whether UE based TA can be used for LTM recovery, because then there are several other aspects. 
Confirm that LTM recovery is RACH based (should be explicitly captured somewhere, e.g. at least in Stage-2).
TP is endorsed.

LTM initiation at MCG recovery
R2-2400221	[B100] SCG LTM with fast MCG link recovery	Lenovo, Samsung	discussion	Rel-18
See also Fujitsu tdoc further below
DISCUSSION
-	CATT prefers to just allow. No need to discuss enhancement. HW agrees Ericsson as well. 
-	Nokia think nothing is needed from UE
-	Apple think that we can just rely on the network. 
-	Lenovo think if we allow this, there will anyway be a need to reset everything to sort out the situation and UE re-establishment is a very robust solution, and fast. 
Postpone this issue, consider: 
Alt1: Don’t forbid in the TS SCG LTM switch while MCG failure recovery procedure is ongoing. Rely on the network to sort out such situation if it occurs. 
Alt2: UE initiates reestablishment procedure if SCG LTM cell switch is triggered while T316 is running.

Proposed resolution:

[bookmark: _Toc160102158]Don’t forbid in the TS SCG LTM switch while MCG failure recovery procedure is ongoing. Rely on the network to sort out such situation if it occurs.

Early RACH Network coord
R2-2400815	Early RACH for inter-DU LTM	Huawei, HiSillicon	discussion	Rel-18	NR_Mob_enh2-Core (Agreed by RAN3 already)

RRC structure
R2-2400668	On Reference Configuration in Rel-18 LTM	Nokia, Nokia Shanghai Bell	discussion	Rel-18	NR_Mob_enh2-Core

R2-2400816	[H018][H035] LTM configuration	Huawei, HiSillicon	discussion	Rel-18	NR_Mob_enh2-Core

Proposed resolution:

[bookmark: _Toc160102159]Simplify LTM procedures by considering fields of the LTM configuration to be part of "the UE configuration" and completely remove VarLTM-Config.
3	Conclusion
Based on the discussion in the previous sections we propose the following:
Proposal 1	Clarify that UE should consider the MAC CE as invalid if the received ID does not have a corresponding RRC configuration. To be checked if capture this in RRC or MAC spec.
Proposal 2	Use reestablishRLC in the LTM candidate cell configurations for RLC entities serving SRBs.
Proposal 3	Postpone RIL [E068] to the next meeting
Proposal 4	Don’t forbid in the TS SCG LTM switch while MCG failure recovery procedure is ongoing. Rely on the network to sort out such situation if it occurs.
Proposal 5	Simplify LTM procedures by considering fields of the LTM configuration to be part of "the UE configuration" and completely remove VarLTM-Config.
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