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Overall description
As part of the following RAN1 agreement made in this meeting, remaining details on a higher layer parameter for intra-cell guard band in SL-U operation are finalized, as shown in yellow highlight. This new higher layer parameter which has not been previously sent to RAN2 is included in the attached Excel file.
	Agreement
· The TP below for TS 37.213 Clause 4.5.6.3 is endorsed.
· Value ‘0’ is included in the RRC parameter “intraCellGuardBandsSL-List” with the following note to the provided as part of the update to the RRC parameter
· Note, the value ‘0’ is not expected to be (pre-)configured when the SL BWP is larger than UE supported RF bandwidth for SL-U operation.

	Reason for change:
	Currently, square brackets are still in place for a paragraph in the multi-channel access procedures for SL transmissions.

	
	

	Summary of change:
	Removal of the square brackets.

	
	

	Consequences if not approved:
	It remains unclear whether a UE can transmit on a channel within the bandwidth of a carrier if the UE fails to access any of the channels of the SL bandwidth part when no intra-cell guard band(s) is configured.



< Start of text proposal >
4.5.6.3	Multi-channel access procedures for SL transmissions
<Unchanged part omitted>
-	the UE may not transmit on channel  within the bandwidth of a carrier, if the UE fails to access any of the channels, of the carrier bandwidth, on which the UE is scheduled or configured with or selects SL resources.
-	[the UE may not transmit on a channel within the bandwidth of a carrier if the UE is configured without intra-cell guard band(s) on an SL bandwidth part as described in clause X 7 of [8], and the UE fails to access any of the channels of the SL bandwidth part.]
<End of text proposal>




Actions:
To RAN2:
RAN1 respectfully requests RAN2 to take the intra-cell guard band higher layer parameter in the attachment for the design of the corresponding higher-layer parameter in Rel-18.
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