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	Reason for change:
	1.  According to the current procedure of reception of the RRCEarlyDataComplete, under the case that NW indicates UE redirect to GERAN or UTRAN and upper layers indicate that redirect to GERAN or UTRAN without AS security is not allowed, UE shall perform redirection to GERAN or UTRAN, which is against the intention of the redir-policy bit.
2. According to the current procedure of reception of the RRCEarlyDataComplete, under the case that idleModeMobilityControlInfo including freqPriorityListGERAN or freqPriorityListUTRA-FDD or freqPriorityListUTRA-TDD and upper layers indicate that redirect to GERAN or UTRAN without AS security is not allowed, UE shall apply the cell reselection frequency priorities in idleModeMobilityControlInfo, which is against the intention of the redir-policy bit.

	
	

	Summary of change:
	1. Add clarification that UE should ignore the content of RRCEarlyDataComplete message when the message indicates redirection to GERAN or UTRAN.
2. Add clarification that UE should ignore the content of RRCEarlyDataComplete message when the message includes idleModeMobilityControlInfo including freqPriorityListGERAN or freqPriorityListUTRA-FDD or freqPriorityListUTRA-TDD.
Impact analysis

Impacted functionality: 
Redirection to GERAN or UTRAN; cell reselection priority handing

Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, the UE may do the redirection to GERAN or UTRAN, UE may apply the cell reselection priorities configured by fake BS, which may cause security issues.
2. If the UE is implemented according to the CR and the network is not, there are no interoperability issues.

	
	

	Consequences if not approved:
	The specification erroneously allows UE to accept unsecured redirection towards GERAN or UTRAN; The specification erroneously allows UE to apply unsecured cell reselection priorities of GERAN or UTRAN.
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The UE shall:
1>	indicate to upper layers that the RRC connection has been established;
1>	if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;
1>	if stored, discard the altFreqPriorities provided by the RRCConnectionRelease;
1>	if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;
1>	stop timer T300;
1>	stop timer T302, if running;
1>	stop timer T303, if running;
1>	stop timer T305, if running;
1>	stop timer T306, if running;
1>	stop timer T308, if running;
1>	perform the actions as specified in 5.3.3.7;
1>	stop timer T320, if running;
1>	stop timer T322, if running;
1>	stop timer T323, if running;
1>	forward the dedicatedInfoNAS, if received, to the upper layers;
1>	reset MAC and release the MAC configuration;
1>	if the RRCEarlyDataComplete message includes redirectedCarrierInfo indicating redirection to geran, utra-FDD or utra-TDD; andor
1>	if the RRCEarlyDataComplete message includes idleModeMobilityControlInfo including freqPriorityListGERAN or freqPriorityListUTRA-FDD or freqPriorityListUTRA-TDD:
12>	if upper layers indicate that redirect to GERAN or UTRAN without AS security is not allowed:
3> ignore the content of RRCEarlyDataComplete except for dedicatedInfoNAS;
23>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other', upon which the procedure ends;
1>	if the RRCEarlyDataComplete message includes idleModeMobilityControlInfo:
2>	store the cell reselection priority information provided by the idleModeMobilityControlInfo;
2>	if the t320 is included:
3>	start timer T320, with the timer value set according to the value of t320;
1>	else:
2>	apply the cell reselection priority information broadcast in the system information;
1>	for NB-IoT, if the RRCEarlyDataComplete message includes redirectedCarrierInfo:
2>	if the redirectedCarrierOffsetDedicated is included in the redirectedCarrierInfo:
3>	store the dedicated offset for the frequency in redirectedCarrierInfo;
3>	start timer T322, with the timer value set according to the value of T322 in redirectedCarrierInfo;
1>	if the extendedWaitTime is present; and
1>	if the UE supports delay tolerant access or the UE is a NB-IoT UE:
2>	forward the extendedWaitTime to upper layers;
1>	indicate the release of the RRC connection to upper layers together with the release cause 'other', upon which the procedure ends;
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