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1	Introduction
In this document we propose to enhance the current MUSIM capability restriction signalling by allowing the UE to indicate restrictions on intra-band CA support.
[bookmark: _Ref178064866]2	Discussion
We expect that a UE in MUSIM operation is hw-limited on Tx/Rx resources. A UE in MUSIM operation could be expected to support intra-band contiguous CA (e.g. 2 CCs in BW class C), but not intra-band non-contiguous CA (e.g. 2 CCs BW class A+A). 

With the current MUSIM capability restriction signalling, this restriction is not possible to indicate. The UE will have to indicate MaxCC=1, and the Nw will not be able to configure BW Class C with the UE.

By allowing a band entry (MUSIM-CapabilityRestrictedBandParameters-r18 with same musim-bandEntryIndex ) to appear more than once in musim-AffectedBandsList, we would get the signalling means for this. 

We propose the following:

 
[bookmark: _Toc166195555]A band entry (MUSIM-CapabilityRestrictedBandParameters-r18 with same musim-bandEntryIndex ) that appear more than once in musim-AffectedBandsList indicate that the UE supports intra-band non-contiguous CA on the band.

Conclusion
Based on the discussion in this document we propose the following:
Proposal 1	A band entry (MUSIM-CapabilityRestrictedBandParameters-r18 with same musim-bandEntryIndex ) that appear more than once in musim-AffectedBandsList indicate that the UE supports intra-band non-contiguous CA on the band.
 
A TP for TS 38331 is provided in Annex.


Annex – TP to TS 38.331
The TP is based on R2-2404000 Correction on NR MUSIM enhancements, new draft text is marked in yellow.
	musim-AffectedBandsList
Indicates the UE's preference on the band(s) and/or combination(s) of bands with restricted capability for MUSIM operation. If the same band (i.e. the same musim-bandEntryIndex) appears more than once in the list of bands in a MUSIM-AffectedBands entry, the UE supports intra-band non-contiguous CA for this band. UE explicitly indicates each band and each combination of bands that are affected. The Network should respect these capability restrictions when configuring the UE with band combinations that contain these bands and/or combination of bands. Fields musim-MIMO-Layers-DL/UL and musim-SupportedBandwidth-DL/UL indicate the max number of MIMO layers and max bandwidth on each CC of the band, respectively. The band(s) and/or combination(s) of bands is a subset of the band combination(s) in UE capability.
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