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<Start of modified section>
<TEXT OMITTED>
[bookmark: _Toc162955698]5.10	MBS features
	Definitions for feature

	Broadcast reception
It is optional for UE to support broadcast reception as specified in TS 38.331 [9]. A UE that supports the feature shall also support:
-	Group-common PDCCH/PDSCH for broadcast with CRC scrambled by MCCH-RNTI;
-	Group-common PDCCH/PDSCH for broadcast with CRC scrambled by G-RNTI(s) for MTCH;
-	CFR configuration for broadcast;
-	CORESET and common search space for broadcast;
-	DCI format 4_0 with CRC scrambled with G-RNTI/MCCH-RNTI for broadcast;
-	Inter-slot TDM between unicast PDSCH and MCCH group-common PDSCH or MTCH group-common PDSCH, or between MCCH group-common PDSCH and MTCH group-common PDSCH, or among unicast PDSCH and MCCH group-common PDSCH and MTCH group-common PDSCH in different slots;
-	MCCH change notification indication via DCI;
-	RRC configured slot-level repetition up to 8 for MTCH;
-	One G-RNTI per UE is supported for broadcast reception;
-	Support of FDMed MCCH and PBCH;
-	Support of up to 64QAM for FR1/FR2;
-	4 broadcast MRBs as the minimum number;
-	PDCP 12 bits SN;
-	ROHC with profiles 0x0000, 0x0001 and 0x0002;
-	4 ROHC context sessions;
-	RLC UM with 6 bits SN;
-	RLC UM with 12 bits SN;
-	DRX with long DRX cycle for MBS broadcast as specified in TS 38.321 [8].

An (e)RedCap UE supporting Broadcast reception also supports cfr-ConfigMCCH-MTCH-RedCap-r18 and mcch-ConfigRedCap-r18.


<TEXT OMITTED>
<End of modified section>

