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Introduction

The contribution intends to discuss the correction provided on RIL E302 of [1] which is marked as todo in the chairman notes of RAN2#125bis[2].
Discussion
   ============================ change proposed in RIL E302 =============================
	NeighbourCell
	This field is mandatory present if this MeasObject is associated with a reportConfigNR which contains EventD2 or condEventD2, i.e., for a neighbour cell served by a NTN Earth moving system. Otherwise, it is optionally present.


 ============================ change proposed in RIL E302 =============================
In RIL E302 it is proposed to change the conditions of presence of for other use case (e.g., ) as shown above with the reasoning to make it aligned with IoT NTN. However there is no any agreements anywhere in IoT NTN about providing the satellite ephemeris information using dedicated signalling for scenarios other than earth moving cells. 
It is observed that condition NeighbourCell applies to cellsToAddModListExt-v1800 which is introduced purely for earth moving cell based on agreements achieved in NR NTN in previous RAN2 meeting as given below. And the condition served as limitation to only configure (cond)eventD2 for earth moving cell. 
	RAN2#125 Agreements

We go for option 3, reverting the agreement from the last meeting, which is replaced by: for the EMC case, ephemeris and epochTime information for candidate CHO cell need to be provided in RRC Reconfiguration

Make the relevant fields conditionally mandatory in ASN.1 (i.e. for the EMC case)

CondEventD2 is only applicable to moving cell to moving cell scenario (No need to clarify this further in the specs)


Observation 1: condition NeighbourCell applies to cellsToAddModListExt-v1800 which is used to limit using of (Cond)D2 event for earth moving cells as agreed in RAN2.

There is no RAN2 agreements to provide satellite ephemeris information via MO for scenarios other than earth moving cell, therefore the second part of change of RIL 302 (i.e. optionally present part) shall be rejected. With this change, cellsToAddModListExt-v1800 is mandatory present for earth moving cell, otherwise it is absent. 
Proposal 1: It is proposed to reject second changes ( i.e., optionally present part) proposed in RIL 302. 
Conclusion and proposals

Based on above analysis, we have the following observations and proposals: 

Observation 1: condition NeighbourCell applies to cellsToAddModListExt-v1800 which is used to limit using of (Cond)D2 event for earth moving cells as agreed in RAN2.

Proposal 1: It is proposed to reject second changes ( i.e., optionally present part) proposed in RIL 302. 
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