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Start of Change
[bookmark: _Toc20431601][bookmark: _Toc29339152][bookmark: _Toc36553143][bookmark: _Toc52556681][bookmark: _Toc60849473]5.10.2.3	Actions related to transmission of SidelinkUEInformation message
The UE shall set the contents of the SidelinkUEInformation message as follows:
1>	if the UE initiates the procedure to indicate it is (no more) interested to receive sidelink communication or discovery or receive V2X sidelink communication or to request (configuration/ release) of sidelink communication or V2X sidelink communication or sidelink discovery transmission resources (i.e. UE includes all concerned information, irrespective of what triggered the procedure):
2>	if SystemInformationBlockType18 is broadcast by the PCell:
3>	if configured by upper layers to receive sidelink communication:
4>	include commRxInterestedFreq and set it to the sidelink communication frequency;
3>	if configured by upper layers to transmit non-relay related one-to-many sidelink communication:
4>	include commTxResourceReq and set its fields as follows:
5>	set carrierFreq to indicate the sidelink communication frequency i.e. the same value as indicated in commRxInterestedFreq if included;
5>	set destinationInfoList to include the non-relay related one-to-many sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;
3>	if configured by upper layers to transmit non-relay related one-to-one sidelink communication; and
3>	if commTxResourceUC-ReqAllowed is included in SystemInformationBlockType18:
4>	include commTxResourceReqUC and set its fields as follows:
5>	set carrierFreq to indicate the one-to-one sidelink communication frequency i.e. the same value as indicated in commRxInterestedFreq if included;
5>	set destinationInfoList to include the non-relay related one-to-one sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;
3>	if configured by upper layers to transmit relay related one-to-one sidelink communication; and
3>	if SystemInformationBlockType19 is broadcast by the PCell including discConfigRelay; and
3>	if the UE is acting as sidelink relay UE; or if the UE has a selected sidelink relay UE; and if the sidelink remote UE threshold conditions as specified in 5.10.11.5 are met:
4>	include commTxResourceReqRelayUC and set its fields as follows:
5>	set destinationInfoList to include the relay related one-to-one sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;
4>	include ue-Type and set it to relayUE if the UE is acting as sidelink relay UE and to remoteUE otherwise;
3>	if configured by upper layers to transmit relay related one-to-many sidelink communication; and
3>	if SystemInformationBlockType19 is broadcast by the PCell including discConfigRelay; and
3>	if the UE is acting as sidelink relay UE:
4>	include commTxResourceReqRelay and set its fields as follows:
5>	set destinationInfoList to include the relay related one-to-many sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;
4>	include ue-Type and set it to relayUE;
2>	if SystemInformationBlockType19 is broadcast by the PCell:
3>	if configured by upper layers to receive sidelink discovery announcements on a serving frequency or one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19:
4>	include discRxInterest;
3>	if the UE is configured by upper layers to transmit non-PS related sidelink discovery announcements:
4>	for each frequency on which the UE is configured to transmit non-PS related sidelink discovery announcements that concerns the primary frequency or that is included in discInterFreqList with discTxResourcesInterFreq included within discResourcesNonPS and not set to noTxOnCarrier:
5>	for the first frequency, include discTxResourceReq and set it to indicate the number of discovery messages for sidelink discovery announcement(s) for which it requests E-UTRAN to assign dedicated resources as well as the concerned frequency, if different from the primary;
5>	for any additional frequency, include discTxResourceReqAddFreq and set it to indicate the number of discovery messages for sidelink discovery announcement(s) for which it requests E-UTRAN to assign dedicated resources as well as the concerned frequency;
3>	if configured by upper layers to transmit PS related sidelink discovery announcements; and
3>	if the frequency on which the UE is configured to transmit PS related sidelink discovery announcements either concerns the primary frequency or, in case of non-relay PS related sidelink discovery announcements, is included in discInterFreqList with discTxResources InterFreq included within discResourcesPS and not set to noTxOnCarrier:
4>	if configured by upper layers to transmit non-relay PS related sidelink discovery announcements and SystemInformationBlockType19 includes discConfigPS; or
4>	if the UE is acting as sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if the sidelink relay UE threshold conditions as specified in 5.10.10.4 are met; or
4>	if the UE is selecting a sidelink relay UE / has a selected sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if the sidelink remote UE threshold conditions as specified in 5.10.11.5 are met:
5>	include discTxResourceReqPS and set it to indicate the number of discovery messages for PS related sidelink discovery announcement(s) for which it requests E-UTRAN to assign dedicated resources as well as the concerned frequency, if different from the primary;
2>	if SystemInformationBlockType21 is broadcast by the PCell and SystemInformationBlockType21 includes sl-V2X-ConfigCommon:
3>	if configured by upper layers to receive V2X sidelink communication:
4>	include v2x-CommRxInterestedFreqList and set it to the frequency(ies) for V2X sidelink communication reception;
3>	if configured by upper layers to transmit V2X sidelink communication:
4>	if configured by upper layers to transmit P2X related V2X sidelink communication:
5>	include p2x-CommTxType set to true;
4>	include v2x-CommTxResourceReq and set its fields as follows for each frequency on which the UE is configured for V2X sidelink communication transmission:
5>	set carrierFreqCommTx to indicate the frequency for V2X sidelink communication transmission;
5>	set v2x-TypeTxSync to the current synchronization reference type used on the associated carrierFreqCommTx for V2X sidelink communication transmission;
5>	set v2x-DestinationInfoList to include the V2X sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;
1>	else if the UE initiates the procedure to request sidelink discovery transmission and/ or reception gaps:
2>	if the UE is configured with gapRequestsAllowedDedicated set to true; or
2>	if the UE is not configured with gapRequestsAllowedDedicated and gapRequestsAllowedCommon is included in SystemInformationBlockType19:
3>	if the UE requires sidelink discovery gaps to monitor the sidelink discovery announcements the UE is configured to monitor by upper layers:
4>	include discRxGapReq and set it to indicate, for each frequency that either concerns the primary frequency or is included in discInterFreqList on which the UE is configured to monitor sidelink discovery announcements and for which it requires sidelink discovery gaps to do so, the gap pattern(s) as well as the concerned frequency, if different from the primary;
3>	if the UE requires sidelink discovery gaps to transmit the sidelink discovery announcements the UE is configured to transmit by upper layers:
4>	include discTxGapReq and set it to indicate, for each frequency that either concerns the primary or is included in discInterFreqList on which the UE is configured to transmit sidelink discovery announcements and for which it requires sidelink discovery gaps to do so, the gap pattern(s) as well as the concerned frequency, if different from the primary;
1>	else if the UE initiates the procedure to report the system information parameters related to sidelink discovery of carriers other than the primary:
2>	include discSysInfoReportFreqList and set it to report the system information parameter acquired from the cells on those carriers;
The UE shall submit the SidelinkUEInformation message to lower layers for transmission.
End of Change

