

[bookmark: _Toc60776688][bookmark: _Toc90650560][bookmark: _Toc46439061][bookmark: _Toc46443898][bookmark: _Toc46486659][bookmark: _Toc52836537][bookmark: _Toc52837545][bookmark: _Toc53006185][bookmark: _Toc20425633][bookmark: _Toc29321029][bookmark: _Toc36756613][bookmark: _Toc36836154][bookmark: _Toc36843131][bookmark: _Toc37067420]3GPP TSG-RAN WG2 Meeting #126                                    R2-2405642
Fukuoka, Japan May 20th – 26th, 2024                             
[bookmark: _GoBack]
Agenda item:		7.17.2 
Source:				Samsung
Title:					Discussion on UE behavior upon T348 stop and T348 expiry 
Document for:		Discussion & Decision
1	Introduction
This contribution discusses some remaining issues on UE behavior upon T348 stop and expiry.  
2	Discussion
In RAN2#123bis meeting, it was agreed to introduce 'wait timer' for the reactive approach as per below agreement.
We will introduce ‘wait timer’ for the reactive approach
· The UE starts the timer when the UE requests a temporary restriction to the network if the timer is configured. We assume network configures the length for this timer.
· Stop: if UE receives reconfiguration that does not exceed the capabilities that UE suggested via capability restriction report
· Expiry: UE can apply the temporary UE capability restriction upon the timer expiry. 
During the discussion in the previous meeting, it seems that companies have different understanding on the meaning of applying the temporary UE capability restriction upon T348 expiry i.e. 
· Option 1: UE autonomously releases dedicated configuration associated with musim-CapRestriction. 
· Option 2: UE keeps dedicated configuration assocaited with musim-CapRestriction but does not perform any required behavior about dedicated configuration assocaited with musim-CapRestriction.
If Option 1 is common understanding, it means that delta configuration should be avoided from network perspective; otherwise, it may result in configuration mismatch between UE and network. If Option 2 is common understanding, since the UE still considers the latest configuration as the current configuration as the baseline for delta configuration for future reconfigurations, network should provide future reconfigurations accordingly. 
Proposal #1: RAN2 to confirm which understanding is correct upon T348 expriy:
· Understanding #1: UE autonomously releases dedicated configuration associated with musim-CapRestriction.
· Understanding #2: UE still considers the latest configuration as the current configuration but does not perform any required behaviors about dedicated configuration associated with musim-CapRestriction.
If T348 timer is running, UE can stop it upon reception of RRCReconfiguration message that does not exceed UE temporary capability restriction transmitted via musim-CapRestriction. This behavior is only captured in the clause 7.1.1 Timers (Information). Thus in the previous meeting RAN2 discussed whether to capture it in procedure text as well as per agreement below. 
R2-2403741	[AT125bis][201][MUSIM] Offline discussion on the remaining RILs and other issues (vivo)	discussion	Rel-18	NR_DualTxRx_MUSIM-Core
L012
RIL L012 is rejected. Whether to move the text in table 7.1.1. (or just reflect it) to RRC Reconfig procedure part can be further investigated.
We think that it is not necessary to move the existing text in table 7.1.1 to procedure text. Instead, we can just reflect it in the procedure text in 5.3.5.3 (Reception of an RRCReconfiguration by the UE). 
Proposal #2: RAN2 to capture the text about stopping of timer T348 in table 7.1.1 to the procedure text in 5.3.5.3 (Reception of an RRCReconfiguration by the UE). 
3	Conclusion
Based on above, RAN2 is requested to discuss and agree on the following proposal:
Proposal #1: RAN2 to confirm which understanding is correct upon T348 expriy:
· Understanding #1: UE autonomously releases dedicated configuration associated with musim-CapRestriction.
· Understanding #2: UE still considers the latest configuration as the current configuration but does not perform any required behaviors about dedicated configuration associated with musim-CapRestriction.
Proposal #2: RAN2 to capture the text about stopping of timer T348 in table 7.1.1 to the procedure text in 5.3.5.3 (Reception of an RRCReconfiguration by the UE). 
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