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[AT126][202][MIMOevo] Offline discussion on the remaining RRC issues (Ericsson)
Scope:  Discuss the remaining critical RRC issues that need to be handled in this meeting
	Intended outcome: Summary and agreeable proposals in R2-2405734
	Deadline:  before CB session 

C524, C521, C522 

C524

Add the missing spare value in case the field is extended in the future.
Implement the following change: applyIndicatedTCI-State-r18         ENUMERATED {first, second, both, spare1}                                       OPTIONAL    -- Need R

C521

Change “Clause 5.1.5” into “Clause 5.2.1.5.1”.

C522


According to the previous agreement in the last meeting, this sentence can be deleted, since this sentence is already described in RAN1 spec TS 38.214.
Delete the sentence “If more than one value for the field coresetPoolIndex is configured in the DL BWP used to trigger the CSI report, the value 'first' corresponds to the "indicated" joint/DL TCI states specific to coresetPoolIndex value 0 and the value 'second' correspond to the value 1, respectively.”.


[bookmark: _Hlk165560112]
Proposal 1 [bookmark: _Toc166177272]RAN2 agree RILs C524, C521, C522
H169

This looks like an extension of the  list configured using additionalPCI-ToAddModList-r17, even though that list is at a higher level (ServingCellConfig).  Then it would be possible to follow extension guidelines such as in A.4.3.6 example 2: 1) an extension structure is created for the new fields 2) a parallel ToAddMod list introduced to hold the new structures 3) The field description table should indicate that the parallel list contains the same number of entries, and in the same order, as the original list 4) No new ToRelease list is needed 5) it should be ensured that the contained fields in the "Ext" elements are releasable without release and add of the entire list element  Current structure has 2) and 3) but there is a new ID, a new ToReleaseList and it is the only way to release elements.
[bookmark: _Toc149739320]Remove the "RACH-ConfigTwoTAInded", remove the additionalRACH-perPCI-ToReleaseList, create an additionalPCI-Ext-r18, which includes the RACH-ConfigTwoTA, replace the additionalRACH-perPCI-ToAddModList with additionalPCI-ToAddModListExt. See TP.

R2-2405222	[H169] Configuration of RACH for MIMO with 2TA	Huawei, HiSilicon	discussion	Rel-18	NR_MIMO_evo_DL_UL-Core


Proposal 2 RAN2 agree RILs H196

Oppo wonder if current implementation works and what is the need to link two different configurations as PCI confi and RACH configs are separate but only linked
Samsung need to verify with Håkan if ok to extend in BWP something configured in servingcell

Agreed:
HW in current signaling replace RACHconfig 2TA config index with additionalPCI index(with proper description), clarify how release of RACh config goes: explicit by network or UE releases when additional PCI is released

H152 postponed from RAN2#125bis

The RIL H152 is described as follows:
1) This is not compatible with Rel-17 because in Rel-17, additionalPCI-ToAddModList can be configured for ICBM while this field does not exist, so the same should be possible in Rel-18, which contradicts with this description.  2) We see no reason why Rel-17 ICBM can't be used with 2TA, i.e. certain additional PCIs may not have a RACH configuration (ICBM) while others have (2TA), but this is forbidden here.  3) if an additional PCI is released in ServingCellConfigCommon, does the UE autonomously release the associated RACH configuration, or does the network have to include  additionalRACH-perPCI-ToReleaseList for the released additional PCI in every UL BWP?

For 1) The additionalPCI-ToAddModList in BWP-UplinkCommon is optionally configured only if additionalPCI-ToAddModList  and tag2 are present so it is not clear why in Rel-18 UE would not be possible to be configured only with additionalPCI-ToAddModList. 
For 2) this was discussed in February meeting and conclusion after some companies checking with RAN1 is that each additional PCI shall have their own RACH config if 2TA is configured. We hope that companies have checked again with their RAN1 colleagues.
For 3) The condition says it would be present only for initial UL BWP so it would need to be released only there: The field is optionally present, Need N in the BWP-UplinkCommon


Proposal 3 [bookmark: _Toc166177273]RAN2 to reject RIL H152



Other papers

R2-2405183	Consideration on 2TA RRC Aspect	ZTE Corporation	discussion	Rel-18	NR_MIMO_evo_DL_UL-Core

Proposal 1:	Remove the tag2-Id field description from servingCellConfig field description table, and Add the tag2 field description in the table instead, the description of tag2 field is like: This field to indicate the second TAG information for the serving cell, this field is optionally configured in a serving cell if and only if the serving cell is configured with more than one value for the coresetPoolIndex.
Proposal 2:	Establish a new field description table for tag2 field to the servingCellConfig, move the field description of tag2-flag from servingCellConfig field description table to the tag2 field description table, and move the field description of n-TimingAdvanceOffset2 from ChannelAccessConfig field description table to the tag2 field description table
Proposal 3:	Adopt the TP in Annex aspect for proposal 1 and proposal 2.


R2-2405690	Aperiodic CSI report with 2 resources for channel measurement and unified TCI framework	Huawei, HiSilicon	

Proposal 1: capture that applyIndicatedTCI-State2 is mandatory present, Need R, if resourceForChannel2 is configured with aperiodic CSI-RS and applyIndicatedTCI-State is configured, and absent otherwise.
Proposal 2: introduce a presence condition for applyIndicatedTCI-State that it is optionally present, need R, if resourceForChannel has aperiodic CSI-RS and unifiedTCI-StateType is configured.

Conclusion

ToAgree: RILs C524, C521, C522

ToReject: RILs H152 H196

Conclusions:
· In current RRC signaling: replace rach-ConfigTwoTAIndex-r18 with AdditionalPCIIndex-r17 (with proper description), clarify how to release of RACH config: explicit by network 
· Adopt the TP in Annex of ZTE R2-2405183(fix typos)
· Adopt the TP in Annex of Huawei R2-2405690
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