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	Reason for change:
	[bookmark: OLE_LINK17][bookmark: OLE_LINK18]In Rel-17, the network can request the UE to report the association between positioning SRS resources and TxTEG. And the report type can be configured with periodically or one shot. However, if the SRS resource is released, it is meaningless to still report the association relationship. 
[bookmark: OLE_LINK15][bookmark: OLE_LINK16]Therefore, we propose to clarify this issue, that is, if the positioning SRS resources are released, the configuration for reporting the association relationship should also be released.

	
	

	Summary of change:
	Clarify if the the SRS resources are released, the configuration for reporting the association relationship ue-TxTEG-RequestUL-TDOA-Config should also be released. 

Impact analysis
Impacted 5G architecture options:
NR SA, NR-DC, NE-DC
Impacted functionality:
UL-TDOA, Multi-RTT
[bookmark: OLE_LINK7][bookmark: OLE_LINK8]Inter-operability: 
If the UE is implemented with the CR while the NW is not, there is no inter-operability issue.
[bookmark: OLE_LINK19][bookmark: OLE_LINK20][bookmark: OLE_LINK21][bookmark: OLE_LINK22]If the NW is implemented with the CR while the UE is not, UE may report the meaningless result.

	
	

	Consequences if not approved:
	UE may report the meaningless result to network, or the UE does not know what to report. 
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[bookmark: _Toc156130293][bookmark: _Toc60777158][bookmark: _Hlk54206873]Start of Change
[bookmark: _Toc156072618][bookmark: OLE_LINK24][bookmark: OLE_LINK25]5.3.12	UE actions upon PUCCH/SRS release request
Upon receiving a PUCCH release request from lower layers, for all bandwidth parts of an indicated serving cell the UE shall:
1>	release PUCCH-CSI-Resources configured in CSI-ReportConfig;
1>	release SchedulingRequestResourceConfig instances configured in PUCCH-Config.
Upon receiving an SRS release request from lower layers, for all bandwidth parts of an indicated serving cell the UE shall:
1>	release SRS-Resource instances configured in SRS-Config.
1>	release ue-TxTEG-RequestUL-TDOA-Config, if configured.
Upon receiving a positioning SRS configuration for RRC_INACTIVE release request from lower layers, the UE shall:
[bookmark: OLE_LINK26]1>	release the configured srs-PosRRC-Inactive.
End of Change

