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First Modified Subclause
[bookmark: _Toc60776719][bookmark: _Toc162894022]5.2.2.4.2	Actions upon reception of the SIB1
Upon receiving the SIB1 the UE shall:
1>	store the acquired SIB1;
1>	if the access is for NTN:
2>	if the UE is in RRC_IDLE or in RRC_INACTIVE, or if the UE is in RRC_CONNECTED while T311 is running:
3>	if the cellBarredNTN in the acquired SIB1 is set to barred or the cellBarredNTN is not included in the acquired SIB1:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	perform cell re-selection to other cells on the same frequency as the barred cell as specified in TS 38.304 [20], upon which the procedure ends;
3>	if the UE is a fixed VSAT UE and the cellBarredFixedVSAT in the acquired SIB1 is set to barred or the cellBarredFixedVSAT is not included in the acquired SIB1, or
3>	if the UE is a mobile VSAT UE and the cellBarredMobileVSAT in the acquired SIB1 is set to barred or the cellBarredMobileVSAT is not included in the acquired SIB1:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	perform cell re-selection to other cells on the same frequency as the barred cell as specified in TS 38.304 [20], upon which the procedure ends;
1>	if the access is for ATG:
2>	if the UE is in RRC_IDLE or in RRC_INACTIVE, or if the UE is in RRC_CONNECTED while T311 is running; and
2>	if the cellBarredATG in the acquired SIB1 is set to barred or the cellBarredATG is not included in the acquired SIB1:
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	perform cell re-selection to other cells on the same frequency as the barred cell as specified in TS 38.304 [20], upon which the procedure ends;
1>	if the UE is a RedCap UE and it is in RRC_IDLE or in RRC_INACTIVE, or if the RedCap UE is in RRC_CONNECTED while T311 is running:
2>	if intraFreqReselectionRedCap is not present in SIB1:
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	perform barring as if intraFreqReselectionRedCap is set to allowed, upon which the procedure ends;
2> else:
[bookmark: OLE_LINK100][bookmark: OLE_LINK101]3>	if the cellBarredRedCap1Rx is present in the acquired SIB1 and is set to barred and the UE is equipped withsupports 1 Rx branch; or
3>	if the cellBarredRedCap2Rx is present in the acquired SIB1 and is set to barred and the UE is equipped withsupports 2 Rx branches; or
3>	if the halfDuplexRedCapAllowed is not present in the acquired SIB1 and the UE supports only half-duplex FDD operation:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	perform barring based on intraFreqReselectionRedCap as specified in TS 38.304 [20], upon which the procedure ends;
1>	if the UE is a 2Rx XR UE and is in RRC_IDLE or in RRC_INACTIVE, or if the 2Rx XR UE is in RRC_CONNECTED while T311 is running:
2>	if the cellBarred2RxXR is present in the acquired SIB1:
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	if the intraFreqReselection2RxXR is present in the acquired SIB1:
4>	perform barring based on intraFreqReselection2RxXR as specified in TS 38.304 [20] upon which the procedure ends;
3>	else:
4>	perform barring as if intraFreqReselection2RxXR is set to allowed upon which the procedure ends;
1>	if the UE supports nes-CellDTX-DRX and it is in RRC_IDLE or in RRC_INACTIVE, or if the UE supporting nes-CellDTX-DRX is in RRC_CONNECTED while T311 is running:
2>	if cellBarred in the acquired MIB is set to barred:
3>	if cellBarredNES is absent in the acquired SIB1:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	perform cell re-selection to other cells on the same frequency as the barred cell as specified in TS 38.304 [20], upon which the procedure ends;
1>	if the UE is an eRedCap UE and it is in RRC_IDLE or in RRC_INACTIVE, or if the eRedCap UE is in RRC_CONNECTED while T311 is running:
2>	if intraFreqReselection-eRedCap is not present in SIB1:
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	perform barring as if intraFreqReselection-eRedCap is set to allowed upon which the procedure ends;
2>	else:
3>	if the cellBarred-eRedCap1Rx is present in the acquired SIB1 and is set to barred and the UE is equipped with 1 Rx branch; or
3>	if the cellBarred-eRedCap2Rx is present in the acquired SIB1 and is set to barred and the UE is equipped with 2 Rx branches; or
3>	if the halfDuplexRedCapAllowed is not present in the acquired SIB1 and the UE supports only half-duplex FDD operation:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	perform barring based on intraFreqReselection-eRedCap as specified in TS 38.304 [20] upon which the procedure ends;
1>	if the cellAccessRelatedInfo contains an entry of a selected SNPN or PLMN and in case of PLMN the UE is either allowed or instructed to access the PLMN via a cell for which at least one CAG ID is broadcast:
2>	in the remainder of the procedures use npn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding entry of npn-IdentityInfoList containing the selected PLMN or SNPN;
1>	else if the cellAccessRelatedInfo contains an entry with the PLMN-Identity of the selected PLMN:
2>	in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, trackingAreaList, and cellIdentity for the cell as received in the corresponding PLMN-IdentityInfo containing the selected PLMN;
1>	if the UE in RRC_INACTIVE is configured for feature(s) that it does not support in current serving cell:
2>	not use the corresponding configuration in current serving cell;
NOTE 0:	The requirement above applies only to UE that indicates different support of UE capabilities for TN and NTN.
1>	if in RRC_CONNECTED while T311 is not running:
2>	disregard the frequencyBandList, if received, while in RRC_CONNECTED;
2>	forward the cellIdentity to upper layers;
2>	forward the trackingAreaCode to upper layers, if included;
2>	forward the trackingAreaList to upper layers, if included;
2>	forward the received posSIB-MappingInfo to upper layers, if included;
2>	apply the configuration included in the servingCellConfigCommon;
2>	if the UE has a stored valid version of a SIB or posSIB, in accordance with clause 5.2.2.2.1, that the UE requires to operate within the cell in accordance with clause 5.2.2.1:
3>	use the stored version of the required SIB or posSIB;
2>	else:
3>	acquire the required SIB or posSIB requested by upper layer as defined in clause 5.2.2.3.5;
NOTE 1:	Void.
1>	else:
2>	if the UE supports one or more of the frequency bands indicated in the frequencyBandList or frequencyBandListAerial for downlink for TDD, or one or more of the frequency bands indicated in the frequencyBandList or frequencyBandListAerial for uplink for FDD, and they are not downlink only bands, and
2>	if the UE is IAB-MT or supports at least one additionalSpectrumEmission in the nr-NS-PmaxList or nr-NS-PmaxListAerial for a supported band in the downlink for TDD, or a supported band in uplink for FDD, and
2>	if the UE supports an uplink channel bandwidth with a maximum transmission bandwidth configuration (see TS 38.101-1 [15], TS 38.101-2 [39], and TS 38.101-5 [75]) which
-	is smaller than or equal to the carrierBandwidth (indicated in uplinkConfigCommon for the SCS of the initial uplink BWP or, for (e)RedCap UE, of the RedCap-specific initial uplink BWP if configured), and which
-	is wider than or equal to the bandwidth of the initial uplink BWP or, for (e)RedCap UE, of the RedCap-specific initial uplink BWP if configured, and
2>	if the UE supports a downlink channel bandwidth with a maximum transmission bandwidth configuration (see TS 38.101-1 [15], TS 38.101-2 [39], and TS 38.101-5 [75]) which
-	is smaller than or equal to the carrierBandwidth (indicated in downlinkConfigCommon for the SCS of the initial downlink BWP or, for (e)RedCap UE, of the RedCap-specific initial downlink BWP if configured), and which
-	is wider than or equal to the bandwidth of the initial downlink BWP or, for (e)RedCap UE, of the RedCap-specific initial downlink BWP if configured, and
[bookmark: _Hlk55890539]2>	if frequencyShift7p5khz is present and the UE supports corresponding 7.5kHz frequency shift on this band; or frequencyShift7p5khz is not present, and
2>	if the UE is neither a RedCap nor an eRedCap UE, or for TDD if the UE is an (e)RedCap UE, or for FDD if the UE is an (e)RedCap UE and halfDuplexRedCapAllowed is present, or if the UE is an (e)RedCap UE and the (e)RedCap UE supports full-duplex FDD operation on this band:
3>	if neither trackingAreaCode nor trackingAreaList is provided for the selected PLMN nor the registered PLMN nor PLMN of the equivalent PLMN list:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	perform cell re-selection to other cells on the same frequency as the barred cell as specified in TS 38.304 [20];
3>	else if UE is IAB-MT but not a mobile IAB-MT and if iab-Support is not provided for the selected PLMN nor the registered PLMN nor PLMN of the equivalent PLMN list nor the selected SNPN nor the registered SNPN nor SNPN of the equivalent SNPN list:
4>	consider the cell as barred in accordance with TS 38.304 [20];
3>	else if UE is NCR-MT and if ncr-Support is not provided:
4>	consider the cell as barred in accordance with TS 38.304 [20];
3>	else if UE is a mobile IAB-MT and if mobileIAB-Support is not provided for the selected PLMN nor the registered PLMN nor PLMN of the equivalent PLMN list nor the selected SNPN nor the registered SNPN nor SNPN of the equivalent SNPN list:
4>	consider the cell as barred in accordance with TS 38.304 [20];
3>	else:
4>	apply a supported uplink channel bandwidth with a maximum transmission bandwidth which
-	is contained within the carrierBandwidth indicated in uplinkConfigCommon for the SCS of the initial uplink BWP or, for (e)RedCap UEs, RedCap-specific initial uplink BWP, if configured, and which
-	is wider than or equal to the bandwidth of the initial BWP for the uplink or, for a (e)RedCap UE, of the RedCap-specific initial uplink BWP if configured;
4>	apply a supported downlink channel bandwidth with a maximum transmission bandwidth which
- is contained within the carrierBandwidth indicated in downlinkConfigCommon for the SCS of the initial downlink BWP or, for (e)RedCap UEs, RedCap-specific initial downlink BWP, if configured, and which
- is wider than or equal to the bandwidth of the initial BWP for the downlink or, for a (e)RedCap UE, of the RedCap-specific initial downlink BWP if configured;
4>	if the UE is aerial UE and it supports at least one frequency band in the frequencyBandListAerial, for FDD from frequencyBandListAerial for uplink, or for TDD from frequencyBandListAerial for downlink, for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxListAerial:
5>	select the first frequency band in the frequencyBandListAerial, for FDD from frequencyBandListAerial for uplink, or for TDD from frequencyBandListAerial for downlink, which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxListAerial;
4>	else:
5>	select the first frequency band in the frequencyBandList, for FDD from frequencyBandList for uplink, or for TDD from frequencyBandList for downlink, which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxList, if present, and for (e)RedCap UEs in FDD, if the halfDuplexRedCapAllowed is not present, for which the UE supports full-duplex FDD operation;
4>	forward the cellIdentity to upper layers;
4>	forward the trackingAreaCode to upper layers;
4>	forward the trackingAreaList to upper layers, if included;
4>	forward the received posSIB-MappingInfo to upper layers, if included;
4>	forward the PLMN identity or SNPN identity or PNI-NPN identity to upper layers;
4>	if in RRC_INACTIVE and the forwarded information does not trigger message transmission by upper layers:
5>	if the serving cell does not belong to the configured ran-NotificationAreaInfo:
6>	initiate an RNA update as specified in 5.3.13.8;
5>	if configured to receive MBS multicast in RRC_INACTIVE and not indicated to stop monitoring G-RNTI for at least one MBS multicast session:
6>	if SIB24 is not scheduled in SIB1 in the new cell after cell selection or cell reselection:
7>	initiate an RRC connection resume procedure for multicast reception as specified in 5.3.13.1d;
4>	forward the ims-EmergencySupport to upper layers, if present;
4>	forward the eCallOverIMS-Support to upper layers, if present;
4>	forward the UAC-AccessCategory1-SelectionAssistanceInfo or UAC-AC1-SelectAssistInfo for the selected PLMN/SNPN to upper layers, if present and set to a, b or c;
4>	if the UE is in SNPN access mode:
[bookmark: _Hlk87546062]5>	forward the imsEmergencySupportForSNPN indicators with the corresponding SNPN identities to upper layers, if present;
4>	apply the configuration included in the servingCellConfigCommon;
4>	apply the specified PCCH configuration defined in 9.1.1.3;
4>	if the UE has a stored valid version of a SIB, in accordance with clause 5.2.2.2.1, that the UE requires to operate within the cell in accordance with clause 5.2.2.1:
5>	use the stored version of the required SIB;
4>	if the UE has not stored a valid version of a SIB, in accordance with clause 5.2.2.2.1, of one or several required SIB(s), in accordance with clause 5.2.2.1:
5>	for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to broadcasting:
6>	acquire the SI message(s) as defined in clause 5.2.2.3.2;
5>	for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to notBroadcasting:
6>	trigger a request to acquire the SI message(s) as defined in clause 5.2.2.3.3;
4>	if the UE has a stored valid version of a posSIB, in accordance with clause 5.2.2.2.1, of one or several required posSIB(s), in accordance with clause 5.2.2.1:
5>	use the stored version of the required posSIB;
4> if the UE has not stored a valid version of a posSIB, in accordance with clause 5.2.2.2.1, of one or several posSIB(s) in accordance with clause 5.2.2.1:
5>	for the SI message(s) that, according to the posSI-SchedulingInfo, contain at least one requested posSIB and for which posSI-BroadcastStatus is set to broadcasting:
6>	acquire the SI message(s) as defined in clause 5.2.2.3.2;
5>	for the SI message(s) that, according to the posSI-SchedulingInfo, contain at least one requested posSIB for which posSI-BroadcastStatus is set to notBroadcasting:
6>	trigger a request to acquire the SI message(s) as defined in clause 5.2.2.3.3a;
4>	if the UE is aerial UE and it supports at least one additionalSpectrumEmission values in nr-NS-PmaxListAerial within frequencyBandListAerial in uplinkConfigCommon for FDD or in downlinkConfigCommon for TDD:
5>	apply the first listed additionalSpectrumEmission which it supports among the values included in nr-NS-PmaxListAerial within frequencyBandListAerial in uplinkConfigCommon for FDD or in downlinkConfigCommon for TDD;
4>	else:
5>	apply the first listed additionalSpectrumEmission which it supports among the values included in nr-NS-PmaxList within frequencyBandList in uplinkConfigCommon for FDD or in downlinkConfigCommon for TDD;
4>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within nr-NS-PmaxList or nr-NS-PmaxListAerial:
5>	apply the additionalPmax for UL;
4>	else:
5>	apply the p-Max in uplinkConfigCommon for UL;
4>	if supplementaryUplink is present in servingCellConfigCommon; and
4>	if the UE supports one or more of the frequency bands indicated in the frequencyBandList for the supplementaryUplink; and
4>	if the UE supports at least one additionalSpectrumEmission in the nr-NS-PmaxList for a supported supplementary uplink band; and
4>	if the UE is neither a RedCap nor an eRedCap UE, or for TDD if the UE is an (e)RedCap UE, or for FDD if the UE is an (e)RedCap UE and halfDuplexRedCapAllowed is present, or if the UE is an (e)RedCap UE and the (e)RedCap UE supports full-duplex FDD operation on the frequency bands indicated in the frequencyBandList for the supplementaryUplink; and
4>	if the UE supports an uplink channel bandwidth with a maximum transmission bandwidth configuration (see TS 38.101-1 [15] and TS 38.101-2 [39]) which
-	is smaller than or equal to the carrierBandwidth (indicated in supplementaryUplink for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial uplink BWP of the SUL:
5>	consider supplementary uplink as configured in the serving cell;
5>	select the first frequency band in the frequencyBandList for the supplementaryUplink which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxList, if present, and for (e)RedCap UEs in FDD, if the halfDuplexRedCapAllowed is not present, for which the UE supports full-duplex FDD operation;
5>	apply a supported supplementary uplink channel bandwidth with a maximum transmission bandwidth which
-	is contained within the carrierBandwidth (indicated in supplementaryUplink for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial BWP of the SUL;
5>	apply the first listed additionalSpectrumEmission which it supports among the values included in nr-NS-PmaxList within frequencyBandList for the supplementaryUplink;
5>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within nr-NS-PmaxList for the supplementaryUplink:
6>	apply the additionalPmax in supplementaryUplink for SUL;
5>	else:
6>	apply the p-Max in supplementaryUplink for SUL;
NOTE 2:	For an out of coverage L2 U2N Remote UE in RRC_IDLE or RRC_INACTIVE receiving SIB1 from its connected L2 U2N Relay UE, it is up to Remote UE implementation whether to consider and apply the following parameters: frequencyBandList, carrierBandwidth, frequencyShift7p5khz, frequency band, channel bandwidth, the configuration included in the servingCellConfigCommon, the specified PCCH configuration, additionalSpectrumEmission, additionalPmax, and p-Max.
2>	else:
3>	consider the cell as barred in accordance with TS 38.304 [20]; and
3>	perform barring as if intraFreqReselection, or intraFreqReselectionRedCap for RedCap UEs, or intraFreqReselection-eRedCap for eRedCap UEs, or intraFreqReselection2RxXR for 2Rx XR UEs is set to notAllowed;




	


Next Modified Subclause
[bookmark: _Toc60777089][bookmark: _Toc162894598][bookmark: _Hlk54206646]6.2.2	Message definitions
…..Text skipped….

SIB1
SIB1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information. It also contains radio resource configuration information that is common for all UEs and barring information applied to the unified access control.
Signalling radio bearer: N/A
RLC-SAP: TM
Logical channels: BCCH
Direction: Network to UE
SIB1 message
-- ASN1START
-- TAG-SIB1-START

SIB1 ::=        SEQUENCE {
    cellSelectionInfo                   SEQUENCE {
        q-RxLevMin                          Q-RxLevMin,
        q-RxLevMinOffset                    INTEGER (1..8)                                              OPTIONAL,   -- Need S
        q-RxLevMinSUL                       Q-RxLevMin                                                  OPTIONAL,   -- Need R
        q-QualMin                           Q-QualMin                                                   OPTIONAL,   -- Need S
        q-QualMinOffset                     INTEGER (1..8)                                              OPTIONAL    -- Need S
    }                                                                                                   OPTIONAL,   -- Cond Standalone
    cellAccessRelatedInfo               CellAccessRelatedInfo,
    connEstFailureControl               ConnEstFailureControl                                           OPTIONAL,   -- Need R
    si-SchedulingInfo                   SI-SchedulingInfo                                               OPTIONAL,   -- Need R
    servingCellConfigCommon             ServingCellConfigCommonSIB                                      OPTIONAL,   -- Need R
    ims-EmergencySupport                ENUMERATED {true}                                               OPTIONAL,   -- Need R
    eCallOverIMS-Support                ENUMERATED {true}                                               OPTIONAL,   -- Need R
    ue-TimersAndConstants               UE-TimersAndConstants                                           OPTIONAL,   -- Need R
    uac-BarringInfo                     SEQUENCE {
        uac-BarringForCommon                UAC-BarringPerCatList                                           OPTIONAL,   -- Need S
        uac-BarringPerPLMN-List             UAC-BarringPerPLMN-List                                         OPTIONAL,   -- Need S
        uac-BarringInfoSetList              UAC-BarringInfoSetList,
        uac-AccessCategory1-SelectionAssistanceInfo CHOICE {
            plmnCommon                           UAC-AccessCategory1-SelectionAssistanceInfo,
            individualPLMNList                   SEQUENCE (SIZE (2..maxPLMN)) OF UAC-AccessCategory1-SelectionAssistanceInfo
        }                                                                                                   OPTIONAL    -- Need S
    }                                                                                                   OPTIONAL,   -- Need R
    useFullResumeID                     ENUMERATED {true}                                               OPTIONAL,   -- Need R
    lateNonCriticalExtension            OCTET STRING                                                    OPTIONAL,
    nonCriticalExtension                SIB1-v1610-IEs                                                  OPTIONAL
}

SIB1-v1610-IEs ::=               SEQUENCE {
    idleModeMeasurementsEUTRA-r16    ENUMERATED{true}                                                   OPTIONAL,  -- Need R
    idleModeMeasurementsNR-r16       ENUMERATED{true}                                                   OPTIONAL,  -- Need R
    posSI-SchedulingInfo-r16         PosSI-SchedulingInfo-r16                                           OPTIONAL,  -- Need R
    nonCriticalExtension             SIB1-v1630-IEs                                                     OPTIONAL
}

SIB1-v1630-IEs ::=               SEQUENCE {
    uac-BarringInfo-v1630            SEQUENCE {
        uac-AC1-SelectAssistInfo-r16     SEQUENCE (SIZE (2..maxPLMN)) OF UAC-AC1-SelectAssistInfo-r16
    }                                                                                                   OPTIONAL,  -- Need R
    nonCriticalExtension             SIB1-v1700-IEs                                                     OPTIONAL
}

SIB1-v1700-IEs ::=               SEQUENCE {
    hsdn-Cell-r17                        ENUMERATED {true}                                              OPTIONAL,  -- Need R
    uac-BarringInfo-v1700                SEQUENCE {
        uac-BarringInfoSetList-v1700         UAC-BarringInfoSetList-v1700
    }                                                                                                   OPTIONAL,  -- Cond MINT
    sdt-ConfigCommon-r17                 SDT-ConfigCommonSIB-r17                                        OPTIONAL,  -- Need R
    redCap-ConfigCommon-r17              RedCap-ConfigCommonSIB-r17                                     OPTIONAL,  -- Need R
    featurePriorities-r17        SEQUENCE {
        redCapPriority-r17           FeaturePriority-r17                                                OPTIONAL,  -- Need R
        slicingPriority-r17          FeaturePriority-r17                                                OPTIONAL,  -- Need R
        msg3-Repetitions-Priority-r17 FeaturePriority-r17                                               OPTIONAL,  -- Need R
        sdt-Priority-r17             FeaturePriority-r17                                                OPTIONAL   -- Need R
    }                                                                                                   OPTIONAL,  -- Need R
    si-SchedulingInfo-v1700      SI-SchedulingInfo-v1700                                                OPTIONAL,  -- Need R
    hyperSFN-r17                 BIT STRING (SIZE (10))                                                 OPTIONAL,  -- Need R
    eDRX-AllowedIdle-r17         ENUMERATED {true}                                                      OPTIONAL,  -- Need R
    eDRX-AllowedInactive-r17     ENUMERATED {true}                                                      OPTIONAL,  -- Cond EDRX-RC
    intraFreqReselectionRedCap-r17 ENUMERATED {allowed, notAllowed}                                     OPTIONAL,  -- Need S
    cellBarredNTN-r17            ENUMERATED {barred, notBarred}                                         OPTIONAL,  -- Need S
    nonCriticalExtension         SIB1-v1740-IEs                                                         OPTIONAL
}

SIB1-v1740-IEs ::=               SEQUENCE {
    si-SchedulingInfo-v1740          SI-SchedulingInfo-v1740                                            OPTIONAL,  -- Need R
    nonCriticalExtension             SIB1-v1800-IEs                                                     OPTIONAL
}

SIB1-v1800-IEs ::=               SEQUENCE {
    ncr-Support-r18                  ENUMERATED {true}                                                  OPTIONAL,  -- Need S
    mt-SDT-ConfigCommonSIB-r18       MT-SDT-ConfigCommonSIB-r18                                         OPTIONAL,  -- Need R
    musim-CapRestrictionAllowed-r18  ENUMERATED {true}                                                  OPTIONAL,  -- Need R
    featurePriorities-v1800          SEQUENCE {
        msg1-Repetitions-Priority-r18    FeaturePriority-r17                                            OPTIONAL,  -- Need R
        eRedCapPriority-r18              FeaturePriority-r17                                            OPTIONAL   -- Need R
    }                                                                                                   OPTIONAL,  -- Need R
    si-SchedulingInfo-v1800          SI-SchedulingInfo-v1800                                            OPTIONAL,  -- Need R
    cellBarredATG-r18                ENUMERATED {barred, notBarred}                                     OPTIONAL,  -- Need S
    cellBarredNES-r18                ENUMERATED {notBarred}                                             OPTIONAL,  -- Need R
    mobileIAB-Cell-r18               ENUMERATED {true}                                                  OPTIONAL,  -- Need R
    eDRX-AllowedInactive-r18         ENUMERATED {true}                                                  OPTIONAL,  -- Cond EDRX-RC
    intraFreqReselection-eRedCap-r18 ENUMERATED {allowed, notAllowed}                                   OPTIONAL,  -- Need S
    nonServingCellMII-r18            ENUMERATED {true}                                                  OPTIONAL,  -- Need R
    sdt-BeamFailureRecoveryProhibitTimer-r18  ENUMERATED {ms50, ms100, ms200, ms500, ms1000, ms1500, ms2000, ms3000}
                                                                                                        OPTIONAL,  -- Need R
    eRedCap-ConfigCommon-r18         ERedCap-ConfigCommonSIB-r18                                        OPTIONAL,  -- Need R
    cellBarredFixedVSAT-r18          ENUMERATED {barred, notBarred}                                     OPTIONAL,  -- Cond NTN
    cellBarredMobileVSAT-r18         ENUMERATED {barred, notBarred}                                     OPTIONAL,  -- Cond NTN
    reselectionMeasurementsNR-r18    ENUMERATED{true}                                                   OPTIONAL,  -- Need R
    cellBarred2RxXR-r18              ENUMERATED {true}                                                  OPTIONAL,  -- Need R
    intraFreqReselection2RxXR-r18    ENUMERATED {allowed, notAllowed}                                   OPTIONAL,  -- Need R
    nonCriticalExtension             SEQUENCE {}                                                        OPTIONAL
}

UAC-AccessCategory1-SelectionAssistanceInfo ::=    ENUMERATED {a, b, c}

UAC-AC1-SelectAssistInfo-r16 ::=     ENUMERATED {a, b, c, notConfigured}

SDT-ConfigCommonSIB-r17 ::=          SEQUENCE {
    sdt-RSRP-Threshold-r17               RSRP-Range                                                            OPTIONAL, -- Need R
    sdt-LogicalChannelSR-DelayTimer-r17  ENUMERATED { sf20, sf40, sf64, sf128, sf512, sf1024, sf2560, spare1}  OPTIONAL, -- Need R
    sdt-DataVolumeThreshold-r17          ENUMERATED {byte32, byte100, byte200, byte400, byte600, byte800, byte1000, byte2000, byte4000,
                                                     byte8000, byte9000, byte10000, byte12000, byte24000, byte48000, byte96000},
    t319a-r17                            ENUMERATED { ms100, ms200, ms300, ms400, ms600, ms1000, ms2000,
                                                      ms3000, ms4000, spare7, spare6, spare5, spare4, spare3, spare2, spare1}
}

RedCap-ConfigCommonSIB-r17 ::= SEQUENCE {
    halfDuplexRedCapAllowed-r17    ENUMERATED {true}                                                    OPTIONAL,  -- Need R
    cellBarredRedCap-r17           SEQUENCE {
        cellBarredRedCap1Rx-r17        ENUMERATED {barred, notBarred},
        cellBarredRedCap2Rx-r17        ENUMERATED {barred, notBarred}
    }                                                                                                   OPTIONAL,  -- Need R
    ...
}

ERedCap-ConfigCommonSIB-r18 ::= SEQUENCE {
    cellBarredeRedCap-r18           SEQUENCE {
        cellBarredeRedCap1Rx-r18        ENUMERATED {barred, notBarred},
        cellBarredeRedCap2Rx-r18        ENUMERATED {barred, notBarred}
    }
}

FeaturePriority-r17 ::= INTEGER (0..7)

MT-SDT-ConfigCommonSIB-r18 ::=       SEQUENCE {
    mt-SDT-RSRP-Threshold-r18            RSRP-Range                                                            OPTIONAL, -- Need S
    sdt-LogicalChannelSR-DelayTimer-r18  ENUMERATED { sf20, sf40, sf64, sf128, sf512, sf1024, sf2560, spare1}  OPTIONAL, -- Cond MT-SDT1
    t319a-r18                            ENUMERATED { ms100, ms200, ms300, ms400, ms600, ms1000, ms2000,
                                                      ms3000, ms4000, spare7, spare6, spare5, spare4,
                                                      spare3, spare2, spare1}                                  OPTIONAL  -- Cond MT-SDT2
}

-- TAG-SIB1-STOP
-- ASN1STOP

	SIB1 field descriptions

	cellBarred2RxXR
Indicates whether the cell is barred for 2Rx XR UEs. This field is ignored by all UEs that are not 2Rx XR UEs. This field may be configured only if the cell operates in a frequency band where 4Rx antenna ports are mandated as specified in TS 38.101-1 [15]. If this field is absent on a cell operating in a frequency band where 4RX antenna ports are mandated, a 2RX XR UE shall treat the cell as not barred, as specified in TS 38.304 [20].

	cellBarredATG
Value barred means that the cell is barred for connectivity to ATG, as defined in TS 38.304 [20]. Value notBarred means that the cell is allowed for connectivity to ATG. If not present, the UE considers the cell is not allowed for connectivity to ATG, as defined in TS 38.304 [20]. This field is only applicable to ATG-capable UEs.

	cellBarred-eRedCap1Rx
Value barred means that the cell is barred for an eRedCap UE with 1 Rx branch, as defined in TS 38.304 [20]. This field is ignored by non-eRedCap UEs.

	cellBarred-eRedCap2Rx
Value barred means that the cell is barred for an eRedCap UE with 2 Rx branches, as defined in TS 38.304 [20]. This field is ignored by non-eRedCap UEs.

	cellBarredFixedVSAT
Value barred means that the cell is barred for fixed VSAT UEs, as defined in TS 38.304 [20]. If not present, the cell is not allowed for fixed VSAT UEs. This field is ignored by non-VSAT UEs.

	cellBarredMobileVSAT
Value barred means that the cell is barred for mobile VSAT UEs, as defined in TS 38.304 [20]. If not present, the cell is not allowed for mobile VSAT UEs. This field is ignored by non-VSAT UEs.

	cellBarredNES
This field indicates the cell barring status for UEs supporting nes-CellDTX-DRX as described in 5.2.2.4.2.

	cellBarredNTN
Value barred means that the cell is barred for connectivity to NTN, as defined in TS 38.304 [20]. Value notBarred means that the cell is allowed for connectivity to NTN. If not present, the UE considers the cell is not allowed for connectivity to NTN, as defined in TS 38.304 [20]. This field is only applicable to NTN-capable UEs.

	cellBarredRedCap1Rx
Value barred means that the cell is barred for a RedCap UE with supporting 1 Rx branch on the selected frequency band as specified in clause 5.2.2.4.2, as defined in TS 38.304 [20]. This field is ignored by non-RedCap UEs. A RedCap UE supporting 2 Rx on the selected frequency band as specified in clause 5.2.2.4.2 shall ignore this field when cellBarredRedCap2Rx is set to notBarred.

	cellBarredRedCap2Rx
Value barred means that the cell is barred for a RedCap UE with supporting 2 Rx branches on the selected frequency band as specified in clause 5.2.2.4.2, as defined in TS 38.304 [20]. This field is ignored by non-RedCap UEs. A RedCap UE supporting 1 Rx on the selected frequency band as specified in clause 5.2.2.4.2 shall ignore this field when cellBarredRedCap1Rx is set to notBarred.

	cellSelectionInfo
Parameters for cell selection related to the serving cell.

	eCallOverIMS-Support
Indicates whether the cell supports eCall over IMS services as defined in TS 23.501 [32]. If absent, eCall over IMS is not supported by the network in the cell.

	eDRX-AllowedIdle
The presence of this field indicates that extended DRX for CN paging is allowed in the cell for UEs in RRC_IDLE or RRC_INACTIVE. The UE shall stop using extended DRX for CN paging in RRC_IDLE or RRC_INACTIVE if eDRX-AllowedIdle is not present.

	eDRX-AllowedInactive
The presence of eDRX-AllowedInactive-r17 this field indicates that extended DRX cycle equal to or shorter than 10.24 s for RAN paging is allowed in the cell for UEs in RRC_INACTIVE. The UE shall stop using extended DRX cycle equal to or shorter than 10.24 s for RAN paging in RRC_INACTIVE if eDRX-AllowedInactive-r17 is not present. The presence of eDRX-AllowedInactive-r18 indicates that extended DRX cycle longer than 10.24 s for RAN paging is allowed in the cell for UEs in RRC_INACTIVE. The UE shall stop using extended DRX cycle longer than 10.24 s for RAN paging in RRC_INACTIVE if eDRX-AllowedInactive-r18 is not present.

	featurePriorities
Indicates priorities for features, such as (e)RedCap, Slicing, SDT, MSG1-Repetitions and MSG3-Repetitions for Coverage Enhancements. These priorities are used to determine which FeatureCombinationPreambles the UE shall use when a feature maps to more than one FeatureCombinationPreambles, as specified in TS 38.321 [3]. A lower value means a higher priority. The network does not signal the same priority for more than one feature. The network signals a priority for all feature that map to at least one FeatureCombinationPreambles.

	halfDuplexRedCap-Allowed
The presence of this field indicates that the cell supports half-duplex FDD (e)RedCap UEs.

	hsdn-Cell
This field indicates this is a HSDN cell as specified in TS 38.304 [20].

	hyperSFN
Indicates hyper SFN which increments by one when the SFN wraps around. This field is excluded when determining changes in system information, i.e. changes of hyper SFN should not result in system information change notifications.

	idleModeMeasurementsEUTRA
This field indicates that a UE that is configured for EUTRA idle/inactive measurements shall perform the measurements while camping in this cell and report availability of these measurements when establishing or resuming a connection in this cell. If absent, a UE is not required to perform EUTRA idle/inactive measurements.

	idleModeMeasurementsNR
This field indicates that a UE that is configured for NR idle/inactive measurements shall perform the measurements while camping in this cell and report availability of these measurements when establishing or resuming a connection in this cell. If absent, a UE is not required to perform NR idle/inactive measurements.

	ims-EmergencySupport
Indicates whether the cell supports IMS emergency bearer services for UEs in limited service mode. If absent, IMS emergency call is not supported by the network in the cell for UEs in limited service mode.

	intraFreqReselection2RxXR
This field controls cell selection/reselection to intra-frequency cells for 2Rx XR UEs when this cell is barred or treated as barred by the 2Rx XR UE, as specified in TS 38.304 [20]. This field is ignored by all UEs that are not 2Rx XR UEs. This field may be configured only if the cell operates in a frequency band where 4Rx antenna ports are mandated, as specified in TS 38.101-1 [15].

	intraFreqReselection-eRedCap
Controls cell selection/reselection to intra-frequency cells for eRedCap UEs when this cell is barred, or treated as barred by the eRedCap UE, as specified in TS 38.304 [20]. If not present, an eRedCap UE treats the cell as barred, i.e., the UE considers that the cell does not support eRedCap.

	intraFreqReselectionRedCap
Controls cell selection/reselection to intra-frequency cells for RedCap UEs when this cell is barred, or treated as barred by the RedCap UE, as specified in TS 38.304 [20]. If not present, a RedCap UE treats the cell as barred, i.e.,the UE considers that the cell does not support RedCap.

	mobileIAB-Cell
The presence of this field indicates that this is a mobile IAB cell.

	mt-SDT-RSRP-Threshold
RSRP threshold used to determine whether MT-SDT procedure can be initiated, as specified in TS 38.321 [3]. If the field is absent, and the field sdt-RSRP-Threshold is present, the UE applies the value in the field sdt-RSRP-Threshold.

	musim-CapRestrictionAllowed
Indicates the UE is allowed to send the musim-CapRestrictionInd in RRCSetupComplete and RRCResumeComplete messages.

	ncr-Support
This field combines both the support of NCR and the cell status for NCR. If the field is present, the cell supports NCR and the cell is also considered as a candidate for cell (re)selection for NCR-node; if the field is absent, the cell does not support NCR and/or the cell is barred for NCR-node.

	nonServingCellMII
Indicates whether the MBSInterestIndication message for MBS broadcast reception on a non-serving cell is allowed to be transmitted to the serving gNB.

	q-QualMin
Parameter "Qqualmin" in TS 38.304 [20], applicable for serving cell. If the field is absent, the UE applies the (default) value of negative infinity for Qqualmin.  

	q-QualMinOffset
Parameter "Qqualminoffset" in TS 38.304 [20]. Actual value Qqualminoffset = field value [dB]. If the field is absent, the UE applies the (default) value of 0 dB for Qqualminoffset. Affects the minimum required quality level in the cell.

	q-RxLevMin
Parameter "Qrxlevmin" in TS 38.304 [20], applicable for serving cell.

	q-RxLevMinOffset
Parameter "Qrxlevminoffset" in TS 38.304 [20]. Actual value Qrxlevminoffset = field value * 2 [dB]. If absent, the UE applies the (default) value of 0 dB for Qrxlevminoffset. Affects the minimum required Rx level in the cell.

	q-RxLevMinSUL
Parameter "Qrxlevmin" in TS 38.304 [20], applicable for serving cell.

	reselectionMeasurementsNR
This field indicates that a UE that is configured for NR reselection measurements shall report availability of these measurements when establishing or resuming a connection in this cell.

	sdt-BeamFailureRecoveryProhibitTimer
The value of the prohibit timer used for RACH for beam failure indication during SDT as specified in TS 38.321 [3]. Value ms50 corresponds to 50 milliseconds, value ms100 corresponds to 100 milliseconds and so on.

	sdt-DataVolumeThreshold
Data volume threshold used to determine whether SDT can be initiated, as specified in TS 38.321 [3]. Value byte32 corresponds to 32 bytes, value byte100 corresponds to 100 bytes, and so on.

	sdt-LogicalChannelSR-DelayTimer
The value of logicalChannelSR-DelayTimer applied during SDT for logical channels configured with SDT, as specified in TS 38.321 [3]. Value in number of subframes. Value sf20 corresponds to 20 subframes, sf40 corresponds to 40 subframes, and so on. If sdt-LogicalChannelSR-DelayTimer-r18 is absent and sdt-LogicalChannelSR-DelayTimer-r17 is present then, the UE applies the value configured in sdt-LogicalChannelSR-DelayTimer-r17 for this field. If this field is not configured, then logicalChannelSR-DelayTimer is not applied for SDT logical channels.

	sdt-RSRP-Threshold
RSRP threshold used to determine whether SDT procedure can be initiated, as specified in TS 38.321 [3].

	servingCellConfigCommon
Configuration of the serving cell.

	t319a
Initial value of the timer T319a used for detection of SDT failure. Value ms100 corresponds to 100 milliseconds, value ms200 corresponds to 200 milliseconds and so on. If t319a-r18 is absent, the UE applies the value configured in t319a-r17.

	uac-AccessCategory1-SelectionAssistanceInfo
Information used to determine whether Access Category 1 applies to the UE, as defined in TS 22.261 [25]. If plmnCommon is chosen, the UAC-AccessCategory1-SelectionAssistanceInfo is applicable to all the PLMNs and SNPNs in plmn-IdentityInfoList and npn-IdentityInfoList. If individualPLMNList is chosen, the 1st entry in the list corresponds to the first network within all of the PLMNs and SNPNs across the plmn-IdentityList and the npn-IdentityInfoList, the 2nd entry in the list corresponds to the second network within all of the PLMNs and SNPNs across the plmn-IdentityList and the npn-IdentityInfoList and so on. If uac-AC1-SelectAssistInfo-r16 is present, the UE shall ignore the uac-AccessCategory1-SelectionAssistanceInfo.

	uac-AC1-SelectAssistInfo
Information used to determine whether Access Category 1 applies to the UE, as defined in TS 22.261 [25]. The 1st entry in the list corresponds to the first network within all of the PLMNs and SNPNs across the plmn-IdentityList and npn-IdentityInfoList, the 2nd entry in the list corresponds to the second network within all of the PLMNs and SNPNs across the plmn-IdentityList and the npn-IdentityInfoList and so on. Value notConfigured indicates that Access Category1 is not configured for the corresponding PLMN/SNPN.

	uac-BarringForCommon
Common access control parameters for each access category. Common values are used for all PLMNs/SNPNs, unless overwritten by the PLMN/SNPN specific configuration provided in uac-BarringPerPLMN-List. The parameters are specified by providing an index to the set of configurations (uac-BarringInfoSetList). UE behaviour upon absence of this field is specified in clause 5.3.14.2.

	ue-TimersAndConstants
Timer and constant values to be used by the UE. The cell operating as PCell always provides this field.

	useFullResumeID
Indicates which resume identifier and Resume request message should be used. UE uses fullI-RNTI and RRCResumeRequest1 if the field is present, or shortI-RNTI and RRCResumeRequest if the field is absent.



	Conditional Presence
	Explanation

	EDRX-RC
	The field is optionally present, Need R, in a cell that enables eDRX-AllowedIdle, otherwise it is absent.

	MINT
	The field is optionally present, Need R, in a cell that provides a configuration for disaster roaming, otherwise it is absent, Need R.

	MT-SDT1
	This field is optionally present, Need S, in a cell that supports MT-SDT if sdt-ConfigCommon-r17 is not present, otherwise it is absent.

	MT-SDT2
	This field is mandatory present in a cell that supports MT-SDT if sdt-ConfigCommon-r17 is not present, otherwise it is absent.

	NTN
	The field is optionally present, Need S, in a cell where cellBarredNTN is included with value notBarred, otherwise it is absent.

	Standalone
	The field is mandatory present in a cell that supports standalone operation, otherwise it is absent.
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[bookmark: _Toc60777685][bookmark: _Toc162895403]Annex C (normative):	List of CRs Containing Early Implementable Features and Corrections
This annex lists the Change Requests (CRs) whose changes may be implemented by a UE of an earlier release than which the CR was approved in (i.e. CRs that contain on their coversheets the sentence "Implementation of this CR from Rel-N will not cause interoperability issues").
Table C-1: List of CRs Containing Early Implementable Features and Corrections
	TDoc Number (RP-xxxxxx): CR Title
	CR Number(s)
	CR Revision Number(s)
	Earliest Implementable Release
	Additional Information

	RP-200335: Correction on usage of access category 2 for UAC for RNA update
	1141
	2
	Release 15
	

	RP-201185: Introduction of signalling for high-speed train scenarios
	1464
	5
	Release 15
	

	RP-201216: Release-16 UE capabilities based on RAN1, RAN4 feature lists and RAN2
	1665
	2
	Release 15
	Early implementation part is referring to the aspect covered by
-	R2-2006203: Extension of CSI-RS capabilities per codebook type
-	R2-2006360: Intraband EN_DC power class expansion for 29 dBm

	RP-202768: UE behaviour when UL 7.5KHz shift is not supported
	2107
	2
	Release 15
	

	RP-202790: Correction on uac-AccessCategory1-SelectionAssistanceInfo
	2130
	1
	Release 15
	

	RP-211483: Clarification on the initiation of RNA update
	2581
	1
	Release 15
	

	RP-201190: Introduction of eCall over IMS for NR
	1670
	-
	Release 15
	

	RP-212598: Distinguishing support of extended band n77
	2810
	2
	Release 15
	

	RP-213342: Duty cycle signalling for power class 1.5
	2817
	1
	Release 15
	

	RP-213345: CR on 38.331 for introducing UE capability of txDiversity
	2859
	1
	Release 15
	

	RP-220497: Introduction of function for RRM enhancements for Rel-17 NR FR1 HST
	2898
	2
	Release 16
	

	RP-220838: Release-17 UE capabilities based on R1 and R4 feature lists (TS38.331)
	2901
	1
	Release 15
	Early implementation part is referring to the aspect covered by:
-	R2-2203898: Introduction of BCS4 and BCS5
-	R2-2203836: Introducing UE capability for power class 5 for FR2 FWA

	RP-221721: CR on the CBM/IBM reporting-38331
	2916
	2
	Release 16
	

	RP-221736: Distinguishing support of band n77 restrictions in Canada [n77 Canada]
	3078
	2
	Release 15
	

	RP-222527: Correction to additionalSpectrumEmission for UL CA in n77 for the US
	3476
	-
	Release 15
	

	RP-222527: Correction to additionalSpectrumEmission for UL CA in n77 for Canada
	3478
	-
	Release 15
	

	RP-232570: Addition of extended number range for NS value
	3900
	6
	Release 16
	

	RP-233888: Introduction of FR2 FBG2 CA BW classes
	2867
	6
	Release 15
	

	RP-233882: Enhancing SCell A2 event reporting
	4375
	2
	Release 15
	

	RP-233890: PTM retransmission reception for multicast DRX with HARQ feedback disabled [PTM_ReTx_Mcast_HARQ_Disb]
	4504
	-
	Release 17
	

	RP-240667: UE capability for Enhanced channel raster
	4445
	3
	Release 16
	

	RP-240658: Introduction of TxDiversity for 2Tx capability
	4639
	2
	Release 17
	

	RP-24xxxx: Correction on Redcap 1 Rx and 2 Rx barring
	x
	x
	Release 17
	




End of Changes


