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	Reason for change:
(

	1. Periodic, intra-frequency measurements specified in SIB11/12 have no IE “Reporting cell status”.

2. Section 10.3.7.61 only partially specifies the valid choices for “reported cell” within Reporting cell status.

3. There is no definition of what the monitored set on the non-used frequency is.

	
	

	Summary of change:
(

	1. Indicate that the UE should behave as if “Reporting cell status” were included in ASN.1 and always set to “within active set” to report up to 6 cells.

2. The choice for “reported cell” is clarified by indicating that choices including “active set” are also not valid for inter-frequency measurements.

3. The monitored set on the non-used frequency is defined to be cells in “cells for measurement” on that frequency not in the virtual active set.

Impact Analysis:

Impact is isolated to “Reporting cell status”:

· Correction to a function where the specification was

· Unclear

Would not affect implementations behaving as indicated in the CR, may affect implementations supporting the corrected functionality otherwise.

	
	

	Consequences if 
(

not approved:
	1. Periodic, intra-frequency measurements as specified in SIB11/12 cannot be used as different UE implementations will make different assumptions.

2. Unclear that choices for “reported cell” including the active set are only valid for intra-frequency measurements.

3. Different possible assumptions for the monitored set on the non-used frequency.
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	8.6.7.9, 10.7.3.61
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	Other comments:
(

	1. Unclear how the UE should behave regarding Reporting cell status for periodic intra-frequency measurement specified in SIB11/12.
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8.6.7.9
Reporting Cell Status

If the IE "Reporting Cell Status" is received, the UE shall set the IE "Measured Results" in MEASUREMENT REPORT as follows. The UE shall:
1>
for intra-frequency measurement and inter-frequency measurement:

2>
include the IE "Cell Measured Results" for cells (excluding cells of another RAT) that satisfy the condition (such as "Report cells within active set") specified in the IE "Reporting Cell Status", in descending order by the measurement quantity.

2>
the maximum number of the IE "Cell Measured Results" to be included in the IE "Measured Results" is the number specified in the IE "Reporting Cell Status".

1>
for inter-RAT measurement:

2>
include the measurement results for cells of other RAT (e.g., GSM) that satisfy the condition specified in the IE "Reporting Cell Status", in descending order by the measurement quantity.

2>
the maximum number of the IE "Measured GSM Cells" to be included in the IE "Measured Results" is the number specified in the IE "Reporting Cell Status".

If the IE "Reporting Cell Status" is not received for intra-frequency, inter-frequency measurement, or inter-RAT measurement, the UE shall:

1>
for intra-frequency measurement and inter-frequency measurement:

2>
exclude the IE "Cell Measured Results" for any cell in MEASUREMENT REPORT.

NOTE:
The IE "Reporting Cell Status" within "Event Criteria List" defines whether "Cell Measured Results" is present for event-based reporting.

1>
for inter-RAT measurement:

2>
exclude the IE "Measured GSM Cells" for any cell in MEASUREMENT REPORT.
NOTE:
The IE "Reporting Cell Status" is not included in SIB 11/12 for periodic intra-frequency measurements. In this case the UE shall assume the default values "within active set" and "e6".
10.3.7.61
Reporting Cell Status
Indicates maximum allowed number of cells to report and whether active set cells and/or virtual active set cells and/or monitored set cells on and/or detected set cells used frequency and/or monitored set cells on non used frequency should/should not be included in the IE "Measured results".

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE reported cell
	MP
	
	
	

	>Report cells within active set
	
	
	
	This choice is not valid for inter-RAT or periodic inter-frequency measurements

	>>Maximum number of reported cells
	MP
	
	Integer(1..6)
	

	>Report cells within monitored set cells on used frequency
	
	
	
	This choice is not valid for inter-RAT or inter-frequency measurements

	>>Maximum number of reported cells
	MP
	
	Integer(1..6)
	

	>Report cells within active set and/or monitored set cells on used frequency
	
	
	
	This choice is not valid for inter-RAT or inter-frequency measurements

	>>Maximum number of reported cells
	MP
	
	Integer(1..6)
	

	>Report cells within detected set on used frequency
	
	
	
	This choice is not valid for inter-RAT or inter-frequency measurements

	>>Maximum number of reported cells
	MP
	
	Integer(1..6)
	

	>Report cells within monitored set and/or detected set on used frequency
	
	
	
	This choice is not valid for inter-RAT or inter-frequency measurements

	>>Maximum number of reported cells
	MP
	
	Integer(1..6)
	

	>Report all active set cells + cells within monitored set on used frequency
	
	
	
	This choice is not valid for inter-RAT or inter-frequency measurements

	>>Maximum number of reported cells
	MP
	
	Enumerated (virtual/active set cells+1, virtual/active set cells+2, …., virtual/active set cells+6)
	

	>Report all active set cells + cells within detected set on used frequency
	
	
	
	This choice is not valid for inter-RAT or inter-frequency measurements

	>>Maximum number of reported cells 
	MP
	
	Enumerated (virtual/active set cells+1, virtual/active set cells+2, …., virtual/active set cells+6)
	

	>Report all active set cells + cells within monitored set and/or detected set on used frequency
	
	
	
	This choice is not valid for inter-RAT or inter-frequency measurements

	>>Maximum number of reported cells 
	MP
	
	Enumerated (virtual/active set cells+1, virtual/active set cells+2, …., virtual/active set cells+6)
	

	>Report cells within virtual active set
	
	
	
	This choice is not valid for intra-frequency or inter-RAT measurements

	>>Maximum number of reported cells per reported non-used frequency
	MP
	
	Integer(1..6)
	

	>Report cells within monitored set on non-used frequency
	
	
	
	This choice is not valid for intra-frequency or inter-RAT measurements

	>>Maximum number of reported cells per reported non-used frequency
	MP
	
	Integer(1..6)
	

	>Report cells within monitored and/or virtual active set on non-used frequency
	
	
	
	This choice is not valid for intra-frequency or inter-RAT measurements

	>>Maximum number of reported cells per reported non-used frequency
	MP
	
	Integer(1..6)
	

	>Report all virtual active set cells + cells within monitored set on non-used frequency
	
	
	
	This choice is not valid for intra-frequency or inter-RAT measurements

	>>Maximum number of reported cells per reported non-used frequency
	MP
	
	Enumerated (virtual/active set cells+1, virtual/active set cells+2, …., virtual/active set cells+6)
	

	>Report cells within active set or within virtual active set or of the other RAT
	
	
	
	If this choice is selected for inter-RAT measurements, the UE shall report only cells of the other RAT.

If this choice is selected for intra-frequency measurements, the UE shall report cells within the active set. If this choice is selected for inter-frequency measurements, the UE shall report cells within the virtual active set.

	>>Maximum number of reported cells
	MP
	
	Integer (1..12)
	

	>Report cells within active and/or monitored set on used frequency or within virtual active and/or monitored set on non-used frequency
	
	
	
	This choice is not valid for inter-RAT measurements

	>>Maximum number of reported cells
	MP
	
	Integer(1..12)
	


NOTE: The "monitored set on non-used frequency" consists of cells in "cells for measurement" that are not part of the virtual active set on that non-used frequency.
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