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8.6.7.2
Filter coefficient

If the IE "Filter coefficient" is received the UE shall apply filtering of the measurements for that measurement quantity according to the formula below. This filtering shall be performed by the UE before UE event evaluation. The UE shall also filter the measurements reported in the IE "Measured results", with the exception of SFN-SFN observed time difference, CFN-SFN observed time difference and UE Rx-Tx time difference type 1. The filtering shall not be performed for the measurements reported in the IE "Measured results on RACH" and for cell-reselection in connected or idle mode.

The filtering shall be performed according to the following formula.
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The variables in the formula are defined as follows:

Fn is the updated filtered measurement result

Fn-1 is the old filtered measurement result

Mn is the latest received measurement result from physical layer measurements, the unit used for Mn is the same unit as the reported unit in the MEASUREMENT REPORT message or the unit used in the event evaluation.

a = 1/2(k/2), where k is the parameter received in the IE "Filter coefficient".

NOTE:
if k is set to 0 that will mean no layer 3 filtering.

In order to initialise the averaging filter, F0 is set to M1 when the first measurement result from the physical layer measurement is received.

The physical layer measurement results are sampled once every measurement period. The measurement period and the accuracy for a certain measurement is defined in [19] and [20].

The UE shall support 2 different layer 3 filters per measurement type defined in subclause 8.4.0 (i.e. the UE shall be capable to apply at least 2 different L3 filters to intra-frequency measurement results, at least 2 different L3 filters to inter-frequency measurement results, etc). If a MEASUREMENT CONTROL message is received that would require the UE to configure more than 2 different layer 3 filters, the UE may:

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

10.3.7.79
UE internal measurement quantity

The quantity the UE shall measure in case of UE internal measurement.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Measurement quantity
	MP
	
	Enumerated(UE Transmitted Power, UTRA Carrier RSSI, UE Rx-Tx time difference)
	
	

	>TDD
	
	
	
	
	

	>>Measurement quantity
	MP
	
	Enumerated(UE Transmitted Power, UTRA Carrier RSSI,
	
	

	
	
	
	TADV)
	Measurement on Timing Advance is for 1.28 Mcps TDD
	REL-4

	Filter coefficient
	OP
	
	Filter coefficient 10.3.7.9
	If the IE “Measurement quantity” is set to “Rx-Tx time difference” and this IE is present, UE behaviour is unspecified.
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